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Preface 



This book, intended mainly for the programmer coding in assembler 
language, describes how to use the services of the supervisor, the macro 
instructions used to request these services, and the linkage conventions used 
by the control program to provide these services. 

The system programmer interested in additional mformation on the 
supervisor shoidd see OS/VS2 System Programming Library: Supervisor » 
GC28-0628. 

This book is divided into two parts. Part I, ^'Supervisor Services'*, 
provides explanations and aids for using the facilities available through the 
supervisor. Part n, **Macro Instructions,'* provides coding infcnmation. 

Part I is divided into eight tonnes. Specific topics include: 

Linkage Conventions 

Subtask Creation and Control 

Program Management 

Resource Control 

Interruption, Termination, and Dumping Services 

Virtual Storage Management 

Real Storage Management 

Miscellaneous Services 

Part n contains the descriptions and deHnitions of the supervisor macro 
instructions available in the OS/VS assembler language. It provides 
applications programmers coding the assembler language wfth the 
information necessary to code the macro instructions. The standard, list, 
and execute forms of the macro instructions are grouped,where ai^licable, 
for ease of reference. 

Use of this book requires a basic knowledge of the operating system and 
of 0&/VS assembler language. Boola that contain bask; information are: 

OS/VS ' DOS/VS - VM/370 Assembler Language, GC33-4010 

OS/VS 

0S/VS2 MVS Checkpoint/ Restart, GC26-3877 
OS/VS2 MVS Data Management Macro Instructions, GC26-3873 
OS/VS2 MVS Data Management Services Guide, GC26-387S 
OS/VS Linkage Editor and Loader, GC26-38 13 

IBM System/ 3 70 

Principles of Operation, GA22-7000 

OS/VS2 System Programming Library: Job Management, GC28-0627 
OS/VS2 System Programming Library: Supervisor, GC28-0628 
0S/VS2 System Programming Library: Services Aids, GC2^-061 A 
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Introductioii to Supervisor Services 



Summary of Services 

The supervisor provides the resources that your programs need while assuring that as many of 
these resources as possible are being used at a given time. Well designed programs use system 
resources efficiently. Knowing the conventions and characteristics of the VS supervisor will 
help you design more efficient programs. 

The services you can request from the supervisor can be classified as follows: 

Snbtask Creation and Control: Occasionally, you can have your program executed faster and 
more efficiently by dividing parts of it into subtasks that compete with each other and with 
other tasks for execution time. 

Program Management: The supervisor can be used to aid communication between segments of 
a program. Save areas, addressability, and passage of control from one segment of a program 
to another are discussed. 

Resource Control: Portions of some tasks are dependent on the completion of events in other 
tasks, thus requiring planned task synchronization. Planning is also required when more than 
one program uses a serially reusable resource. 

Interruption, Termination, and Dumping Services: The supervisor provides facilities for writing 
exit routines to handle specific types of interruptions. It is not likely, however, that you will be 
able to write routines to handle all types of abnormal conditions. The supervisor therefore 
provides for termination of your program when you request it by issuing an ABEND macro 
instruction, or when the control program detects a condition that will degrade the system or 
destroy data. 

Virtual Storage Management: While virtual storage allows you to write large programs without 
the need for complex overlay structures, virtual storage must be obtained for your job step. 
Virtual storage is allocated by both explicit and implicit requests. 

Real Storage Management: The supervisor administers the use of real storage and directs the 
movement of virtual pages between auxiliary storage and real storage in page size blocks. The 
services provided aUow you to release virtual storage contents, load virtual storage areas into 
real storage, and page out virtual storage areas from real storage. 

In addition to the services outlined above, the supervisor provides the facilities for timing 
events, extended precision floating-point simulation, and operator communication with both the 
system and application programs. 
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Linkage CoDventtons 



All programs, regardless of function or relative position in the task, should be designed using 
certain conventions and with certain characteristics of the control program in mind. This 
chapter describes these conventions and characteristics and discusses the effects they may have 
on the execution of your program. 

During the execution of a program the services of another program may be required. The 
program that requests the services of another program is known as a calling program, and the 
program that was requested is known as the called program. For example, when the control 
program passes control to program A, inrogram A becomes a called program. If program A in 
turn passes control to program B, program A becomes a calling program, and program B 
becomes a called program. From the point of view of the control program, however, program 
A remains a called program until control is returned by program A. For more information on 
this subject, see the discussion under the heading "Task and Subtask Communications*' in 
"Subtask Creation and Control." 

The following conventions are presented assuming one calling and one called program. They 
apply, however, to all called and calling programs operating in the system. If the conventions 
presented here are always followed, execution of the called program will not be affected by the 
method used to pass control or by the identity of the calling program. 

Linkage Registers 

Registers 0, 1, 13, 14, and 15 are known as the linkage registers; they are used in flxed ways 
by the control program. It is good practice to use these registers in the same way in your 
program, since they may be modified by the control program or by your program when system 
macro instructions are used. Registers 2-12 are not changed by the control program. 

Registers and 1 are used to pass parameters to the control program or to a called 
program. The expansions of some system xnsucto instructions result in instructions that load a 
value into register or 1 or both, or load the address of a parameter list into register 1. For 
other macro instructions, the control program uses register 1 to pass specified parameters to 
the program you call. 

Register 13 contains the address of the save area provided by the calling program. 

Register 14 contains the return address of the calling program or an address within the 
control program to which your program is to return control when it has completed execution. 

Register IS contains the entry address when control is passed to your program by the 
control program. The entry address of the called routine should be in register IS when you 
pass control to another program. The expansion of some macro instructions results in 
instructions that load into register IS the address of a parameter list to be passed to the 
control program. Register IS is also used by the called program to return a value (a return 
code) to the calling program. 

The manner in which the control program passes the information in the FARM field of your 
EXEC statement is a good example of how the control program uses a parameter register to 
pass information. When control is passed to your program from the control program, register 1 
contains the address of a fuUword on a fullword boundary in your area of virtual storage (refer 
to Figure 1). The high-order bit (bit 0) of this word is set to 1. This is a convention used by 
the control program to indicate the last word in a variable-length parameter list; you must use 
the same convention when making requests to the control program. The low-order three bytes 
of the fullword contain the address of a two-byte length field on a halfword boundary. The 
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length field contains a binary count of the number of bytes in the PARM field, which 
immediately follows the length field. If the PARM field was omitted in the EXEC statement, 
the count is set to zero. To prevent possible errors, the count should always be used as a 
length attribute in acquiring the information in the PARM field. If your program is not going 
to use this information immediately, you should load the address from register I into one of 
registers 2-12 or store the address in a fullword in your program. 
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Figiiie 1. Aoquiriqg PARM Field Infonnatioii 



Saving the Callii^ Program's Registers 

The Hrst action a called program should take is to save the contents of the calling program's 
registers. The contents of any register the called program modifies and the contents of the 
linkage registers must be saved. All registers should be saved to avoid errors when the called 
program is modified. 

The registers are saved in the 18-word save area provided by the calling program and 
pointed to by regteter 13. The format of this area )& shown in Figure 2. As indicated by this 
figure, the contents of each register must be saved in a specific location within the save area. 
Registers can be saved either with a store-multiple (STM) instruction or with the SAVE macro 
instruction. The store-multiple instruction, STM 14,12,12(13), places the contents of all 
registers except 13 in the proper words of the save area. Saving register 13 is discussed under 
the heading "Providing a Save Area.*' 
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Flpve 2. Format of tiie Save Area 

The SAVE macro instruction generates instructions that store a designated group of 
registers in the save area. The registers to be saved are coded in the same order as in an STM 
instruction. Figure 3 illustrates uses of the SAVE macro instruction. The T parameter (in B) 
q)ecifies that the contents of registers 14 and IS are to be saved. 

(A) PROGNAME SAVE (14,12) 

(B) PROGNT^ME SAVE (5,10),T 

Figmt 3. SAVE Macro iMtractlon Used to Smrc (A) a RefMers bnt 13 and (B) Rcgbtors 5-10, 14 and 15 

The SAVE macro instruction or the equivalent instructions should be placed at the entry 
point to the program. 

EstaUisbing a Base Registor 

In System/370, addresses' are resolved by adding a displacement to a base address. You must, 
therefore, establish a base register using one of the registers from 2>12 or register IS. If your 
program does not use system macro instructions and does not pass control to another program, 
you can establish a base register using the entry address in register IS. Otherwise, because 
both your program and the control program u% register IS for other purposes, you must 
establish a base using one of the registers 2-12. This should be done immediately after saving 
the calling program's registers. 

Note: Cautiously choose your base registers keeping in mind that some instructions alter 
register contents (for example, TRT alters register 2). A complete list of instructions and their 
processing is available in IBM System/ 3 70 Principles of Operation. 

Providing a Save Area 

If any control section in your program passes control to another control section, your program 
must provide its own save area. You must also provide a save area when you use certain 
system functions, such as GET or PUT. If you establish which registers are available to the 
called program or control section, a save area is not necessary. Omitting the save area is not a 
good coding practice, however, since any changes in your program might necessitate changing 
a called program. 
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Whether or not your program provides a save area, the address of the calling program's save 
area, which you used, must be saved, because you will need it to restore the registers before 
you return control to the program that caUed you. If you are not providing a save area, you 
can keep the address in register 13 or store it in a location in virtual storage. If you are 
creating your own save area, the following procedure should be followed: 

• Store the address of the save area that you used (the address passed to you in register 
13) in the second word of the save area you created. 

• Store the address of your save area (the address you will pass in register 13) in the third 
word of the calling program's save area. 

This procedure enables you to find the save area when you need it to restore the registers, 
and it enables a trace from save area to save area should one be necessary during a dun^. 

Figures 4 and S show two methods of obtaining a save area and of saving all the registers, 
including the addresses of the two save areas. In Figure 4 the registers are stored in the save 
area provided by the calling program by using the STM instruction. Register 12 is then 
established as the base register. The address of the caller's save area is then saved in the 
second word of the new save area, established by the DC statement. The address of the calling 
program's save area is loaded into re^ster 2. The address of the new save area is loaded into 
register 13, and then stored in the third word of the caller's save area. 
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Figve 4. ChaiBlBg Safe Areas in a NoorecatenMe PirofnuB 

In Figure S, the SAVE macro imtruction is used to store registers (an STM initrttction 
could have been used). The entry address is loaded into regutter 12, which is established as the 
base register. An unconditional GETMAIN macro instruction (discussed in detail under the 
heading '^Virtual Storage Management") is issued requesting the control program to allocate 72 
bytes of virtual storage from an area outside your program, and to return the address of the 
area in register 1. The addresses of the old and new save areas are stored in the assigned 
locations, and the address of the new save area is loaded mto register 13. 
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Simmiary of Conventions to be Followed Whoi Passing and Receiving 
Contrc^ 

The following is a list of conventions to be followed when passing and receiving control. The 
actual methods of passing control are described under the heading "Program Management." 

By a Called Program Upon Receiving Control: 

Save the contents of registers 0-12, 14, and 15 in the save area provided by the calling 
program. 

Establish a base register. 

Request the control program to allocate storage for a save area if you did not already 
allocate it by using a DC statement. 

Store the save area addresses in the assigned locations. 

By a Calling Program before Passing Control (Return Required): 

Place the address of your save area in register 13. 

Place the address at which you wbh to regain control (tiie return address) in register 14. 

Place the entry address of the program you are calling in register IS. 

Place the address of the parameter list (if there is one) in register 1. (Passing parameters 
is discussed under "Program Management.") 

By a Calling Program before Passing Control (No Return Required): 

Restore registers 2-12 and 14. 

Place the address of the save area provided by the program that called you in register 13. 

Place the entry address of the program you are calling m register 15. 

Place the addresses of parameter lists in registers 1 and 0. 
By a Called Program before Returning Control: 

Restore registers 0-12 and 14. 

Place the address of the save area provided by the program you are returning control to 
in register 13. 

Place a return code in the low-order byte of register 15 if one is required. C^erwise, 
restore register 15. 
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Subtask CreaticHi and Control 



One task is created in the address space by the control program as a result of initiating 
execution of the job step (the job step task). You can create additional tasks in your program. 
If you do not, however, the job step task is the only task in the address space being executed. 
The benefits of a multiprogranuning environment are still available even with only one task in 
the job step; work is still being performed for other address spaces when your task is waiting 
for an event, such as an input operation, to occur. 

The advantage in creating additional tasks within the job step is that more tasks are 
competing for control. When a wait condition occurs in one of your tasks, it is not necessarily 
a task from some other address space that gets control; it may be one of your tasks, a portion 
of your pb. 

The general rule is that parallel execution of a job step (that is, more than one task in an 
address space) should be chosen only when a significant amount of overlap between two or 
more tasks can be achieved. The amount of time taken by the control program in establishing 
and controlling additional tasks, and your increased effort to coordinate the tasks and provide 
for communications between them must be taken into account. 

Creating tiie Task 

A new task is created by issuing an ATTACH macro instruction. The task that is active when 
the ATTACH macro instruction is issued is the origmating task; the newly created task is the 
subtask of the originating task. The subtask competes for control in the same manner as any 
other task in the system, on the basis of priority (both address space priority and task priority 
within the address space) and the current ability to use a central processing unit. The address 
of the task control block for the subtask is returned in register 1. 

If the ATTACH macro instruction is executed successfully, control is returned to the user 
with a hexadecimal code of '00* in register IS. 

The entry point in the load module to be given control when the subtask becomes active is 
specified as it is in a LINK macro instruction, that is, through the use of the EP, EPLOC, and 
DE parameters. The use of these parameters is discussed in "Program Management." 
Parameters can be passed to the subtask using the PARAM and VL parameters, also described 
under "The LINK Macro Instruction." Additional parameters deal with the priority of the 
subtask, provide for communication between tasks, specify libraries to be used for program 
linkages, and establish an error recovery environment for the new subtask. 

Caution: All modules contained in the libraries for a job step should be uniquely named. If 
duplicate module names are contained in these libraries, the results are unpredictable. 

Priorities 

There are really three priorities to consider: address space priorities, task priorities, and subtask 
priorities. 

Address Space Priority 

When each job is initiated, an address space is created. All successive steps in the job execute 
in the same address space. The address space has a dispatching priority, which is normally 
determined by the control program. The control program will select, and alter, the priority in 
order to achieve the best load balance in the system — that is, in order to make the most 
efficient use of central processing unit time and other system resources. 
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It may be desirable for some jobs to execute at a different address space priority than the 
default priority assigned by the system. To assign a priority, you code 
DPRTY«*( value l,value2) on the EXEC statement. The address space priority is then 
determined as follows: 

address space dispatching priority = ( valuel x 1 6 ) + value2 

Once the address space dispatching priority is set, it can be altered only by the control 
program. (Thus, there is no limit priority associated with an address space.) However, a new 
address space priority may be set for succeeding job steps by specifying different values in the 
DPRTY parameter on the EXEC statement. 

Task Priority 

Each task in an address space has associated with it a limit priority and a dispatching priority. 
These priorities are set by the control program when a job step is initiated. When other tasks 
are created in the address space by use of the ATTACH macro instruction, they may be given 
different limit and dispatching priorities by use of the LPMOD and DPMOD parameters, 
respectively. 

The task dispatching priorities of the tasks in an address space do not affect the order in 
which the jobs are selected for execution because the order is selected on the basis of address 
space dispatching priority. Once an address space is selected for dispatching, the highest 
priority task awaiting execution is selected. Thus, task {Miorities may affect processing within 
an address space. Note, however, that in a multiprocessing s^tem, task priorities cumot 
guarantee the order in which the tasks will execute because more than one task may be 
executing simultaneously in the same address space on different central processing units. In a 
paging environment, page faults may alter the order in which the tasks execute. 

Subtask Priority 

When a subtask is created, the limit and dispatching priorities of the subtask are the same as 
the current limit and dispatching priorities of the originating task except when the subtask 
priorities are modified by the LPMOD and DPMOD parameters of the ATTACH macro 
instruction. The LPMOD parameter specifies the number to be subtracted from the current 
limit priority of the originating task. The result of the subtraction is assigned as the limit 
priority of the subtask. If the result is zero or negative, zero is assigned as the limit priority. 
The DPMOD parameter specifies the number to be added to the current dispatching priority of 
the originating task. The result of the addition is assigned as the dispatching priority of the 
subtask, unless the number is greater than the limit priority or less than zer0. In that case, the 
limit priority or 0, respectively, is used as the dispatching priority. 

Assigning and Changing Priority 

Tasks with a large number of input/output operations should be assigned a higher priority than 
tasks with little input/output, because the tados with much input/output will be in a wait 
condition for a greater amount of time. The lower priority tasks will be executed when the 
higher priority tasks are in a wait condition. As the input/output operations are completed, the 
higher priority tasks get control, so that more I/O can be started. 

The priorities of subtasks can be changed by using the CHAP macro instruction. The 
CHAP macro instruction changes the dispatching priority of the active tadc or one of its 
subtasks by adding a positive or negative value. T^e <&i»tching iniority of an active task can 
be made less than the dispatching priority of another task. If this occurs, if the other task is 
dispatchable it would be given control after execution of the CHAP macro instruction. 
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The CHAP macro instruction can also be used to increase the limit priority of any of an 
active task's subtasks. An active task cannot change its own limit priority. The dispatching 
priority of a subtask can be raised above its own limit priority, but not above the limit of the 
originating task. When the dispatching priority of a subtask is raised above its own limit 
priority, the subtask's limit priority is automatically raised to equal its new dispatching priority. 

Task and Subtask Communicatioiis 

The task management information in this section is required only for establishing 
communications among tasks in the same job step. The relationship of tasks m a, job step is 
shown in Figure 6. The horizontal lines in Figure 6 separate originating tasks and subtasks; 
they have no bearing on task priority. Tasks A, Al, A2, A2a, B, Bl and Bla are all subtasks 
of the job-step task; tasks Al, A2, and A2a are subtasks of task A. Tasks A2a and Bla are 
the lowest level tasks in the job step. Although task Bl is at the same level as tasks Al and 
A2, it is not considered a subtask of task A. 

Task A is the originating task for both tasks Al and A2, and task A2 is the originating task 
for task A2a. A hierarchy of tasks exists within the job step. Therefore the job step task, task 
A, and task A2 are predecessors of task A2a, while task B has no direct relationship to task 
A2a. 




F^nre 6. Levebof Tasks in ■ Job Step 
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All of the tasks in the job step compete independently for CPU time; if no constraints are 
provided, the tasks are performed and are terminated asynchronously. However, since each 
task is performing a portion of the same job step, some communication and constraints 
between tasks are required, such as notification of the completion of subtasks. If termination 
of a predecessor task is attempted before all of the subtasks are complete, those subtasks and 
the predecessor task are abnormally terminated. 

Two parameters, the ECB and ETXR parameters, are provided in the ATTACH macro 
instruction to assist in communication between a subtask and the originating task. These 
parameters are used to indicate the normal or abnormal termination of a subtask to the 
originating task. If the ECB or ETXR paranieter, or both, are coded in the ATTACH macro 
instruction, the task control block of the subtask is not removed from the system when the 
subtask is terminated. The originating task must remove the task control block from the system 
after termination of the subtask by issuing a DETACH macro instruction. If the ECB 
parameter is specified in the ATTACH macro instruction, the ECB must be in storage so that 
the issuer of the attach can wait on it (using the WATT macro instruction) and the control 
program can post it on behalf of the terminating task. The task control blocks for all subtasks 
must be removed before the originating task can terminate normally. 

The ETXR parameter specifies the address of an end-of-task exit routine in the originating 
task, which is to be given control when the subtask being created is terminated. The 
end-of-task routine is given control asynchronously after the subtask has terminated and must 
therefore be in virtual storage when it is required. After the control program terminates the 
subtask, the end-of-task routine specified is scheduled to be executed. It competes for CPU 
time using the priority of the originating task and of its address space and can be given control 
even though the originating task is in the wait condition. Althou^ the DETACH macro 
instruction does not have to be issued in the end-of-task routine, this is a good place for it. 

The ECB parameter specifies the address of an event control block (discussed under "Task 
Synchronization'*), which is posted by the control program when the subtask is terminated. 
After posting occurs, the event control block contains the completion code specified for the 
subtask. 

If neither the ECB nor the ETXR parameter is specified in the ATTACH macro instruction, 
the task control block for the subtask is removed from the system when the subtask is 
terminated. Its originating task does not have to issue a DETACH macro instruction. A 
reference to the task control block in a CHAP or a DETACH macro instruction in this case is 
risky as is task termination. Since the originating task is not notified of subtask termination, 
you may refer to a task control block which has been removed from the system, which would 
cause the active task to be abnormally terminated. 
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Program Management 



This chapter discusses facilities that aid you in designing your programs. Included are 
descriptions of load module structures, facilities for passing control between programs and the 
use of associated macro instructions. 

Load Module Structure Types 

Each load module used during a job step can be designed in one of three load module 
structures: simple, planned overlay, or dynamic. A simple structure does not pass control to 
any other load modules during its execution, and is brought into virtual storage all at one time. 
A planned overlay structure may, if necessary, pass control to other load modules during its 
execution, and it is not brought into virtual storage all at one time. Instead, segments of the 
load module reuse the same area of .virtual storage. A dynamic structure is brought into virtual 
storage all at one time, and passes control to other load modules during its execution. Each of 
the load modules to which control is passed can be one of the three structure types. 
Characteristics of the load module structure types are summarized in Figure 7. 

Since the large capacity of virtual storage all but eliminates the need for complex overlay 
structures, planned overlays will not be discussed further. 
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Fifwe 7. Characteilrtks of Load Modales 

Simple Stnictare 

A sunple structure consists of a single load module produced by the linkage editor. The single 
load module contains all of the instructions required and is paged into real storage by the 
control program as it is executed. The simple structure can be the most efficient of the two 
structure types because the instructions it uses to pass control do not require control-program 
assistance. However, any program should be carefully designed to make most efHcient use of 
paging. 

Dynamic Structure 

A dynamic structure requires more than one load module during execution. Each load module 
required can operate as either a simple structure or another dynamic structure. The advantages 
of a dynamic structure over a simple structure increase as the program becomes mbre complex, 
particularly when the logical path of the program depends on the data being processed. The 
load modules required in a dynamic structure are paged into real storage when required, and 
can be deleted 'from virtual storage when their use is completed. 

Load Module Execution 

Depending on the conHguration of the operating system and the macro instructions used to 
pass control, execution of the load modides is serial or in parallel. Execution is serial in the VS 
operating system unless an ATTACH macro instruction is used to create a new task. The new 
task competes for CPU time independently with all other tasks in the system. The load module 
named in the ATTACH macro instruction is executed in parallel with the load module 
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containing the ATTACH macro instruction. The execution of the load modules is serial within 
each task. 

The following paragraphs discuss passing control for serial execution of a load module. 
Creation and management of new tasks is discussed under the headings ''Task Creation and 
Control." 

Passing Control in a Simple Structure 

There are certain procedures to follow when passing control to an entry point in the same load 
module. The established conventions to use when passing control are sdso discussed. These 
procedures and conventions are the framework for all program interfaces. Knowledge of the 
information about addressing contained in the OS/VS - DOS/VS - VM/ 370 Assembler 
Language publication is required. 

Passing Control Without Return 

Some control sections pass control to another control section of the load module and do not 
receive control back. An example of this type of control section is a housekeeping routine at 
the beginning of a program which establishes values, initializes switches, and acquires buffers 
for the other control sections in the program. The following procedures should be used when 
passing control v^thout return. 

Preparing to Pass Control 

Because control will not be returned to this control section, you must restore the contents of 
register 14. Register 14 originally contained the address of the location in the calling program 
(for example, the control program) to which control is to be passed when your program is 
finished. Since the current control section does not make the return to the calling program, the 
return address must be passed to the control section that makes the return. In addition, the 
contents of registers 2-12 must be unchanged when your program eventually returns control, 
so these registers must also be restored. 

If control were being passed to the next entry point from the control program, register IS 
would contain the entry address. You should use register IS in the same way, so that the 
called routine remains independent of the program that passed control to it. 

Use register 1 to pass parameters. Establish a parameter list and place the address of the list 
in register 1. The parameter list should consist of consecutive fuUwords starting on a fullword 
boundary, each fullword containing an address to be passed to the called control section in the 
three low-order bytes of the word. The high-order bit of the last word should be set to 1 to 
indicate that it is the last word of the list. The system convention is that the list contain 
addresses only. You may, of course, deviate from this convention; however, when you deviate 
from any system convention, you restrict the use of your programs to those programmers who 
are aware of your special conventions. 

Since you have reloaded all the necessary registers, the save area that you used is now 
available, and can be reused by the called control section. Pass the address of the save area in 
register 13 just as it was passed to you. By passing the address of the old save area, you save 
the 72 bytes of virtual storage for a second, and unnecessary, save area. 
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ParaiBg Control 

The common way to pass control between one control section and an entry point in the same 
load module is to load register IS with a V-type address constant for the name of the external 
entry point, and then to branch to the address in register IS. The external entry point must 
have been identified using an ENTRY instruction in the called control section if the entry 
point is not the same as the control section's name. 

An example of loading registers and passing control is shown in Figure 8. In this example, 
no new save area is used, so register 13 still contains the address of the old save area. It is 
also assumed for this example that the control section will pass the same parameters it received 
to the next entry point. First, register 14 is reloaded with the return address. Next, register IS 
is loaded with the address of the external entry point NEXT, using the V-type address 
constant at the location NEXTADDR. Registers 0-12 are reloaded, and control is passed by a 
branch instruction using register IS. The control section to which control is passed contains an 
ENTRY instruction identifying the entry pomt NEXT. 
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An examine of paadng a jmrameter list is diown in Figure 9. Early in the routine the 
contents of register 1 (that is, the address of the fullword containing the FARM field address) 
were stored at the fullword PARMADDR. Register 13 is loaded with the address of the old 
save area, which had been saved in word 2 of the new save area. The contents of register 14 
are restored, and re^ster IS is loaded with the entry address. 
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The address of the list of parameters is loaded into register 1. These parameters include the 
addresses of two data control blocks (DCBs) and the original register 1 contents. The 
higlh-order bit in the last address parameter (PARMADDR) is set to 1 using an OR-immediate 
instruction. The contents of registers 2-12 are restored. (Since one of these registers was the 
base register, restoring the registers earlier would have made the parameter list unaddressable.) 
A branch instruction using register IS passes control to entry point NEXT. 
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Passing Control with Return 

The control program passed control to your program, and your program will return control 
when it is -through processing. Similarly, control sections within your program will pass control 
to other control sections, and expect to receive control back. An example of this type of 
control section is a monitoring routine; the monitor determines the order of execution of other 
control sections based on the type of input data. The following procedures should be used 
when passing control with return. 

Preparing to Pass Control 

Registers 15 and 1 are used in the same manner they are used to pass control without return. 
Register IS contains the entry address in the new control section and register 1 is used to pass 
a parameter list. 

Register 14 must contain the address of the location to which control is to be returned 
when the called control section completes execution. The address can be the instruction 
following the instruction which causes control to pass, or it can be another location within the 
current control section designed to handle all returns. Registers 2-12 are not involved in the 
passing of control; the called control section should not depend on the contents of these 
registers in any way. 

You should provide a new save area for use by the called control section as previously 
described, and pass the address of that save area in register 13. Note that the same save area 
can be reused after control is returned by the called control section. One new save area is 
ordinarily all you will require regardless of the number of control sections called. 

Passing Control 

Two standard methods are used for passing control to another control section and providing 
for return of control. One is an extension of the method used to pass control without a return, 
and requires a V-type address constant and a branch or a branch and link instruction. The 
other method uses Uie CALL macro instruction to provide a parameter list and establish the 
entry and return addresses. Using either method, the entry point must be identified by an 
ENTRY instruction in the called control section if the entry name is not the same as the 
control section name. Figures 10 and 11 illustrate the two methods of passmg control; in each 
example, it is assumed that register 13 already contains the address of a new save area. 
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Use of an inlme parameter list and an answer area is also illustrated in Figure 10. The 
address of the external entry point is loaded mto register IS in the usual manner. A branch 
and link instruction is then used to branch around the parameter list and to load register 1 
with the address of the parameter list. An inline parameter list such as the one shown in Figure 
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10 is convenient when you are debugging because the parameters involved are located in the 
listing (or the dump) at the point they are used, instead of at the end of the listing or dump. 
Note that the first byte of the last address parameter (ANSWERAD) is coded with the 
high-order bit set to 1 to indicate the end of the list. The area pointed to by the address in the 
ANSWERAD parameter is an area to be used by the called control section to pass parameters 
back to the calling control section. This is a possible method to use when a called control 
section must pass parameters back to the calling control section. Parameters are passed back in 
this manner so that no additional registers are involved. The area used in this example is 
twelve words: the size of the area for any specific application depends on the requirements of 
the two control sections involved. 

CALL NEXT , ( INDCB , OUTDCB , AREA ) , VL 
RETURNPT 
AREA DC 1 2F ' ' 



Flgm 11. Paukm CMrtrol With CALL 

The CALL macro instruction in Figure 1 1 provides the same functions as the instructions in 
Figure 10. When the CALL macro instruction is expanded, the parameters cause the following 
results: 

NEXT 

A V-type address constant is created for NEXT, and the address is loaded into register IS. 

(INDCB,OUTDCB,AREA) 

A-type address constants are created for the three parameters coded within parentheses, and 
the address of the first A-type address constant is placed in register 1. 

VL 

The high-order bit of the last A-type address constant is set to 1. 

Control is passed to NEXT using a branch and link instruction. The address of the 
instruction following the CALL macro instruction is loaded into register 14 before control is 



In addition to the results described above, the V-type address constant generated by the 
CALL macro instruction requires the load module wiUi the entry point NEXT to be link edited 
into the same load module as the control section containing the CALL macro instruction. 
Refer to the Linkage Editor and Loader publication, if you are interested in Hnding out more 
about this service. 

The parameter list constructed from the CALL macro instruction m Figure 11, contains 
only A-type address constants. A variation on this type of parameter list results from the 
foUowmg coding: 

CALL NEXT,(INDCB,{6),(7)),VL 

In the above CALL macro instruction, two of the parameters to be passed are coded as 
re^sters rather than symbolic addresses. The expansion of this macro instruction agam results 
in a three-word parameter list; in this example, however, the expansion also contains 
instructions that store the contents of registers 6 and 7 in the second and third words, 
respectively, of the parameter list. The high-order bit in the third word is set to 1 after register 
7 is stored. You can specify as many address parameters as you need, and yoii can use 
symbolic addresses or register contents as you see fit. 
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Analyzing the Return 

When control is returned from the control program after processing a system macro 
instruction, the contents of registers 2-13 are unchanged. When control is return^ to your 
control section from the called control section, registers 2-14 contain the same information 
they contained when control was passed, as long as system conventions are followed. The 
called control section has no obUgation to restore registers and 1; so the contents of these 
registers may or may not have been changed. 

When control is returned, register IS can contain a return code indicating the results of the 
processing done by the called control section. If used, the return code should be a multiple of 
4, so a branching table can be used easily, and a return code of should be used to incticate a 
normal return. The control program frequently uses this method to indicate the results of the 
requests you make using system macro instructions; an example of the type of return codes the 
control program provides is shown in the description of the DDENTIFY macro instruction. 

The meaning of each of the codes to be returned must be agreed upon in advance. In some 
cases, either a "good*' or "bad" indication (zero or nonzero) will be sufficient for you to 
decide your next action. If this is true, the coding in Figure 12 could be used to analyze the 
results. Many times, however, the results and the alternatives are more complicated, and a 
branching table, such as shown in Figure 13, could be used to pass control to the proper 
routine. 

Note: Explicit tests are required to ensure that the return code value does not exceed the 
branch table size. 

RETURNPT LTR 15,15 Test return code for zero 

BNZ ERRORTN Branch if not zero to error routine 
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Flgwe 13. Retn Code Test Using BranchlBg Table 

How Control is Returned 

In the discussion of the return under "Analyzing the Return" it was indicated that the control 
section returning control must restore the contents of registers 2-14. Because these are the 
same registers reloaded when control is passed without a return, refer to the discussion under 
"Passing Control Without Return" for detailed information and examples. The contents of 
registers and 1 do not have to be restored. 

Register IS can contain a return code when control is returned. As indicated previously, a 
return code should be a multiple of four with a return code of zero indicating a normal return. 
The return codes other than zero that you use can have any meaning, as long as the control 
section receiving the return codes is aware of that meaning. 
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The return address is the address originally passed in register 14; control should always be 
returned to that address. You can either use a branch instruction such as BR 14, or you can 
use the RETURN macro instruction. An example of each method of returning control is 
discussed in the following paragraphs. 

Figure 14 is a portion of a control section used to analyze input data cards and to check for 
an out-of -tolerance condition. Each time an out-of-tolerance condition is found, in addition to 
some corrective action, one is added to the value at the address STATUSBY. After the last 
data card is analyzed, this control section returns to the calling control section, which bases its 
next action on the number of out-of-tolerance conditions encountered. The coding shown in 
Figure 14 loads register 14 with the return address. The contents of register IS are set to zero, 
and the value at the uddress STATUSBY (the number of errors) is placed in the low-order 
eight bits of the register. The contents of register IS are shifted to Uie left two places to make 
the value a multiple of four. Registers 2-12 are reloaded, and control is returned to the address 
in register 14. 
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Figwe 14. EstabfeMBi a Retoni Code 

The RETURN macro instruction is provided to save coding time. The expansion of the 
RETURN macro instruction provides instructions that restore a designated range of registers, 
load return code in register IS, and branch to the address in register 14. In addition, the 
RETURN macro instruction can be used to flag the save area used by the returning control 
section; this flag, a byte containing all ones, is placed in the high-order byte of word four of 
the save area after the regteters have been restored. The flag indicates that the control section 
that used the save area has returned to the calling control section. You will find that the flag is 
useful when tracing the flow of your program in a dump. For a complete record of program 
flow, a separate save area must be provided by each control section each time control is 





L 


13,4(13) 




L 


14,12( 13) 




SR 


15,15 




IC 


1 5 , STATUSBY 




SLA 


15,2 




LM 


2,12,28( 13) 




BR 


14 


STATUSBY 


DC* 


X'OO' 



The contents of register 13 must be restored before the RETURN macro instruction is 
issued. The registers to be reloaded should be coded in the same order as they would have 
been designated had a load-multiple (LM) instruction been coded. You can load register IS 
with the return code before you write the RETURN macro instruction, you can specify the 
return code in the RETURN macro instruction, or you can* reload register IS from the save 
area. 

The coding shown in Figure IS provides the same result as the coding shown in Figure 14. 
Registers 13 and 14 are reloaded, and the return code is loaded in register IS. The RETURN 
macro instruction reloads registers 2-12 and passes control to the address in register 14. The 
save area used is not flagged. The RC«1S parameter indicates that register IS ah^ady contains 
the return code, and the contents of register IS are not to be altered. 
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Restore save area address 

Return address in register 14 

Zero register 15 

Load number of errors 

Set return code to multiple of 4 

Reload registers and return 



FigHre 15. Using the RETURN Macro Instruction 

Figure 16 illustrates another use of the RETURN macro instruction. The correct save area 
address is again established, and then the RETURN macro instruction is issued. In this 
example, registers 14 and 0-12 are reloaded, a return code of 8 is placed in register IS, the 
save area is flagged, and control is returned. Specifying a return code overrides the request to 
restore register IS even though register IS is within the designated range of registers. 

L*' 13,4(13) 

RETURN ( 14,12 ),T,RC=8 

Figure 16. RETURN Macro Instruction With Flag 

Return to the Control Program 

The discussion in the preceding paragraphs has covered passing control within one load 
module, and has been based on the assumption that the load module was brought into virtual 
storage because of the program name specified in the EXEC statement. The control program 
established only one task to be performed for the job step. When the logical end of the 
program is reached, control passes to the return address passed (in register 14) to the first 
control section in the control program. When the control program receives control at this 
point, it terminates the task it created for the job step, compares the return code in register IS 
with any COND values specified on the JOB and EXEC statements, and determines whether 
or not subsequent job steps, if any are present, should be executed. 

Passing Control in a Dynamic Structure 

The discussion of passing control in a simple structure provides the background for the 
discussion of passing control in a dynamic structure. Within each load module, control should 
be passed as in a simple structure. If you can determine which control sections will make up a 
load module before you code the control sections, you should pass control within the load 
module without involving the control program. The macro instructions discussed in this section 
provide increased linkage capability, but they require control program assistance and possibly 
increased execution time. 

Bringing the Load Module into Virtual Storage 

The load module containing the entry name you specified on the EXEC statement is 
automatically brought into virtual storage by the control program. Any other load modules you 
require during your job step are brought into virtual storage by the control program when 
requested; these requests are made by using the LOAD, LINK, ATTACH, and XCTL macro 
instructions. The following paragraphs discuss the proper use of these macro instructions. 
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Location of the Load Module 

Initially, each load module that you can obtain dynamically is located in a library (partitioned 
data set). This library is the link library, the job or step library, task library, or a private 
library. 

• The link library is always present and is available to all job steps of all jobs. The control 
program provides the data control block for the library and logically connects the library 
to your program, making the members of the library available to your program. 

• The job and step libraries are explicitly established by including //JOBLIB and 
//STEPLIB DD statements in the input stream. The //JOBUB DD statement is placed 
immediately after the JOB statement, while the //STEPLIB DD statement is placed 
among the DD statements for a particular job step. The job library is available to all 
steps of your job, except those that have step libraries. A step library is available to a 
single job step; if there is a job library, the step library replaces the job library for the 
step. For either the job library or the step library, the control program provides the data 
control block and issues the OPEN macro instruction to logically connect the library to 
your program. 

• Unique task libraries may be established by using the TASKLIB parameter of the 
ATTACH macro instruction. The issuer of the ATTACH macro instruction is responsible 
for providing the DD statement and opening the data set or sets. If the TASKLIB 
parameter is omitted, the task library of the attaching task is propagated to the attached 
task. In the following example, task A's job library is LIBL Task A attaches task B, 
specifying TASKLIB-LIB2 in the ATTACH macro instruction. Task B's task library is 
therefore LIB2. When task B attaches task C, LIB2 is searched for task C before UBl 
or the link library. Because task B did not specify a unique task library for task C, its 
own task library (LIB2) is propagated to task C and is the Hrst library searched when 
task C requests that a module be brought into virtual storage. 

Task A ATTACH EP=B,TASKLIB=LIB2 
Task B ATTACH EP=C 

• A private library is defined by including a DD statement in the input stream and is 
available only to the job step in which it is defmed. You must provide the data control 
block and issue the OPEN macro instruction for each data set. You may use more than 
one private library by including more than one DD statement and associated data control 
block. 

A library can be a single partitioned data set, or a collection of such data sets. When it is a 
collection, you define each data set by a separate DD statement, but you assign a name only 
to the statement that defines the first data set. Thus, a job library consisting of three 
partitioned data sets would be defined as follows: 



//JOBLIB 


DD 


DSNAME=PDS1, 


// 


DD 


DSNAME=PDS2, 


// 


DD 


DSNAME=PDS3 . 



The three data sets (PDSl, PDS2, PDS3) are processed as one, and are said to be 
concatenated. Concatenation and the use of partitioned data sets is discussed in more detail in 
the Data Management Services publication. 

Some of the load modules from the Unk library may aheady be in virtual storage in an area 
called the link pack area. The contents of these areas are determined during the nucleus 
initialization process and wUl vary depending on the requirements of your installation. The link 
pack area contains all reenterable load modules from the LPA library, along with installation 
selected modules from the SVC and link libraries. These load modules can be used by any job 
step in any job. 
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With the exception of those load modules contained in this area, copies of all of the 
reenterable load modules you request are brought into your area of virtual storage and are 
available to any task in your job step. The portion of your area contaioing the copies of the 
load modules is called the job pack area. 

The Search for the Load Module 

In response to your request for a copy of a load module, the control program searches the job 
pack area, the task's load list, and the link pack area. If a copy of the load module is found in 
one of the pack areas, the control program determines whether that copy can be used (see 
"Using an Existing Copy"). If an existing copy can be used, the search stops. If it cannot be 
used, the search continues until the module is located in a library. The load module is then 
brought into the job pack area or the load list area. 

The order in which the libraries and pack areas are searched depends on the parameters 
used m the macro instruction requesting the load module. The parameters that define the order 
of the search are EP, EPLOC, DE, DCB, and TASKLIB. The EP, EPLOC, and DE 
parameters are used to specify the name of the entry point in the load module; you code one 
of the three used to indicate the address of the data control block for the library containing 
the load module, and is optional. Omitting the DCB parameter or using the DCB parameter 
with an address of zero specifies the data control block for the task libraries, the job or step 
library, or the link library. The TASKLIB parameter is used only for ATTACH. 

The following paragraphs discuss the order of the search when the entry name used is a 
member name. 

The EP and EPLOC parameters require the least effort on your part; you provide only the 
entry name, and the control program searches for a load module having that entry name. 
Figure 17 shows the order of the search when EP or EPLOC is coded, and the DCB 
parameter is omitted or DCB»0 is coded. 

The job pack area is searched for an available copy. 

Tlie requesting task's task library and all the unique task libraries of its antecedent tasks are searched. 

The step library is searched; if there is no step library, the job library (if any) is searched. 

The link pack area is searched. 

The link library is searched. 

FiB«« 17. Search for MoMe, EP or EPLOC Parameter With DCB-O or DCB PanHMtor Omitted 

When used without the DCB parameter, the EP and EPLOC parameters provide the easiest 
method of requesting a load module from the link, job, or step library. The task libraries are 
searched before the job or step library, beginning with the task library of the task that issued 
the request and continuing through the task libraries of all its antecedent tasks. The job or step 
library is then searched, followed by the link library. 

A job, step, or link library or a data set m one of these libraries can be used to hold one 
version of a load module, while another can be used to hold another version with the same 
entry name. If one version is in the link library, you can ensure that the other will be found 
first by including it in the job or step library. However, if both versions are in the job or step 
library, you must define the data set that contauis the version you want to use before the data 
set that contams the other version. For example, if the wanted version is in PDSl and the 
unwanted version is in PDS2, a step library consisting of these data sets should be defined as 
follows: 

//STEPLIB DD DSNAME=PDS1,... 
// DD DSNAME=PDS2,.. . 
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If, however, the first version in the job or step library has been previously loaded and the 
version in the link library or the second version in the job library is desired, the DCB 
paraimeter must be coded in the macro instructions. 

This is not the case for task libraries. Extreme caution should be used when specifying 
module names in unique task libraries, because duplicate names may cause the wrong module 
to be brought into virtual storage when a task requests it. Once a module has been loaded, the 
module name is known to all tasks in the region and a copy of that module is given to all tasks 
requesting that that module name be loaded, regardless of the requester's task library. 

If you know that the load module you are requesting is a member of one of the private 
libraries, you can still use the EP or EPLOC parameter. This time in conjunction with the 
DCB parameter. You specify the address of the data control block for the private library in 
the DCB parameter. The order of the search for EP or EPLOC with the DCB parameter is 
shown in Figure 18. 

The job pack area is searched for an available copy. 
The specified library is searched. 
The link pack area is searched. 
The link library is searched. 

Fl|wc 18. Searcb for MoMc, EP or EPLOC Parimcters With DCB Paraneter Spodfytaf Prhatc LIbnry 

Searching a job or step library slows the retrieval of load modules from the link library; to 
speed this retrieval, you should limit the size of the job and step libraries. You can best do this 
by eliminating the job library altogether and providing step libraries where required. You can 
limit each step library to the data sets required by a single step; some steps (such as 
compilation) do not require a step library and therefore do not require searching and retrieving 
modules from the link library. For maximum effidency, you should define a job library only 
when a step library would be required for every step, and every step library would be the 
same. 

The DE parameter requires more work than the EP and EPLOC parameters, but it can 
reduce the amount of time spent searching for a load module. Before you can use this 
parameter, you must use the BLDL macro mstruction to obtain the directory entry for the 
module. The directory entry is part of the library that a>ntains the module. 

To save time, the BLDL macro instruction used must obtain directory entries for more than 
one entry name. You specify the names of the load modules and the address of the data 
control block for the library when using the BLDL macro instruction; the control program 
pbu^es a copy of the directory entry for each entry name requested in a designated location in 
virtual storage. If you specify the link library and the job or step library, the directory 
information indicates from which library the directory entry was taken. The directory entry 
always indicates the relative track and block location of the load module in the library. If the 
load module is not located on the library you indicate, a return code is given. You can then 
issue another BLDL macro instruction specifying a different library. 

To use the DE parameter, you provide the address of the directory entry and code or omit 
the DCB parameter to indicate the same library specified in the BLDL macro instruction. The 
task using the DE parameter should be the same as the one which issued the BLDL or one 
which has the same job, step, and task library structure as the task issuing the BLDL. The 
order of the search when the DE parameter is used is shown in Figure 19 for the link, job, 
step, and private libraries. 

The preceding discussion of the search is based on the premise that the entry name you 
specified is the member name. The control program checks for an alias entry point name when 
the load module is found in a library. If the name is an alias, the control program obtains the 
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corresponding member name from the library directory, and then searches the link pack and 
job pack areas using the member name to determine tf a usable copy of the load module exists 
in virtual storage. If a usable copy does not exist in a pack area, a new copy is brought into 
the job pack area. Otherwise, the existing copy is used, conserving virtual storage and 
eliminating the loading time. 

Directory Entry Indicates Link Library and DCB«0 or DCB Parameter Omitted. 

The job pack area for the region is searched for an available copy. 

The link pack area is searched. 

The module is obtained from the link library. 
Directory Entry Indicates Job, Step, or Task Library and DCB-0 or DCB Parameter Omitted. 

The job pack area for the region is searched for an available copy. 

The module is obtained from the task library designated by the 'Z' byte of the DE operand. 
DCB Parameter Indicates Private Library 

The job pack area for the region is searched for an available copy. 

The module is obtained from the specified private library. 

Fifwe 19. Search for Modrie UiiBC DE Paiaaeter 

As the discussion of the search indicates, you should choose the parameters for the macro 
instruction that provide the shortest search time. The search of a library actually involves a 
search of the directory, followed by copying the directory entry into virtual storage, followed 
by loading the load module into virtual storage. If you know the location of the load module, 
you should use the parameters that eliminate as many of these unnecessary searches as 
possible, as indicated in Figures 17, 18, and 19. Examples of the use of these figures are 
shown in the following discussion of passing control. 

Using an Existing Copy 

Hie control program uses a copy of the load module already in the job pack area if the copy 
can be used. Whether the copy can be used or not depends on the reusability and current 
status of the load module; that is, the load module attributes, as designated using linkage editor 
control statements, and whether the load module has akeady been used or is in use. The status 
information is available to the control program only when you specify the load module entry 
name on an EXEC statement, or when you use ATTACH, LINK, or XCTL macro mstructions 
to transfer control to the load module. The control program protects you from obtaining an 
unusable copy of a load module if you always "formally" request a copy using these macro 
instructions (or the EXEC statement); if you pass control in any other manner (for instance, a 
branch or a CALL macro instruction), the control program, because it is not informed, cannot 
protect your copy. 

All reenterable modules (modules designated as reenterable using the linkage editor) from 
any Ubrary are completely reusable; only one copy is ever placed in the link pack area or 
brougjit mto your job pack area, and you get immediate control of the load module. If the 
module is serially reusable, only one copy is ever placed in the job pack area; this copy is 
always used for a LOAD macro instruction. If the copy is in use, however, and the request is 
made using a LINK, ATTACH, or XCTL macro instruction, the task requiring the load 
module is placed in a wait condition until the copy is available. A LINK macro instruction 
should not be issued for a serially reusable load module currently in use for the same task; the 
task will be abnormally terminated. (This could occur if an exit routine issued a LINK macro 
instruction for a load module in use by the main program.) 

If the load module is not reusable, a LOAD macro instruction will always bring in a new 
copy of the load module; an existing copy is used only if a LINK, ATTACH, or XCTL macro 
instruction is issued and the copy has not been used previously. Remember, the control 
program can determine if a load module has been used or is in use only if all of your requests 
are made using LINK, ATTACH, or XCTL macro instructions. 
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Using the LOAD Macro Instruction 

The LOAD macro instruction is used to ensure that a copy of the specified load module is in 
virtual storage in your region or job pack area if it was not preloaded into the link pack area. 
When a LOAD macro instruction is issued, the control program searches for the load module 
as discussed previously, and brings a copy of the load module into the region if required. When 
the control program returns control, register contains the virtual storage address of the entry 
point specified for the requested load module, and register 1 contains the length of the loaded 
module (in doublewords) and the authorization code in the high byte. Normally, the LOAD 
macro instruction is used only for a reenterable or serially reusable load module, since the load 
module is retained even though it is not in use. 

The control program also establishes a "responsibility" count for the copy, and adds one to 
the count each time the requirements of a LOAD macro instruction are satisfied by the same 
copy. As long as the responsibility count is not zero, the copy is retained in virtual storage. 

The responsibility count for the copy is lowered by one when a DELETE macro instruction 
is. issued during the task which was active when the LOAD macro instruction was issued. 
When a task is terminated, the count is lowered by the number of LOAD macro mstructions 
issued for the copy when the task was active minus the number of deletions. When the use 
count for a copy in a job pack area reaches zero, the virtual storage area containing the copy 
is made available. 

Passing Control with Return 

The LINK macro mstniction is used to pass control between load modules and to provide for 
return of control. You can also pass control using branch or branch and link instructions or the 
CALL macro instruction; however, when you pass control in this manner you must protect 
against multiple uses of nonreusable or serially reusable modules. The following paragraphs 
discuss the requirements for passing control with return in each case. 

The LINK Macro Instmction 

When you use the LINK macro instruction, as far as the logic of your program is concerned, 
you are passing control to another load module. Remember, however, that you are requesting 
the control program to assist you in passing control. You are actually passing control to the 
control program, using an SVC instruction, and requesting the control program to find a copy 
of the load module and pass control to the entry point you designate. There is some similarity 
between passing control using a LINK macro instruction and passing control using a CALL 
macro instruction in a simple. structure. These similarities are discussed first. 

The convention regarding registers 2-12 still applies; the control program does not change 
the contents of these registers, and the called load module should restore them before control 
is returned. You must provide the address m register 13 of the save area for use by the called 
load module; the control program does not use this save area. You can pass address 
parameters in a parameter list to the load module using register 1 ; the LINK macro instruction 
provides the same facility for constructing this list as the CALL macro instruction. Register 
is used by the control program and the contents may be modified. 

There is also some difference between passing control using a LINK macro instruction and 
passing control using a CALL macro instruction. When you pass control in a simple structure, 
register 15 contains the entry address and register 14 contains the return address. When the 
called load module gets control, that is still what registers 14 and 15 contain, but when you 
use the LINK macro instruction, it is the control program that establishes these addresses. 
When you code the LINK macro instruction, you provide the entry name and possibly some 
library information using the EP, EPLOC, or DE, and DCB parameters. But you have to get 
this entry name and library information to the control program. The expansion of the LINK 
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macro instruction does this by creating a control program parameter list (the information 
required by the control program) and placing the address of this parameter list in register IS. 
After the control program finds the entry name, it places the address in register IS. 

The return address in your control section is always the instruction following the LINK; that 
is not, however, the address that the called load module receives in register 14. The control 
program saves the address of the location in your program in its own save area, and places in 
register 14 the address of a routine within the control program that will receive control. 
Because control was passed using the control program, return must also be made using the 
control program. 

The control program establishes a use count for a load module when control is passed using 
the LINK macro instruction. This is a separate use count from the count established for 
LOAD macro instructions, but it is used in the same manner. The count is increased by one 
when a LINK macro instruction is issued and decreased by one when return is made to the 
control program or when the called load module issues an XCTL macro instruction. 

Figures 20 and 21 show the coding of a LINK macro instruction used to pass control to an 
entry point in a load module. In Figure 20, the load module is from the link, job, or step 
library; in Figure 21, the module is from a private library. Except for the method used to pass 
control, this example is similar to Figures 10 and 11. A problem program parameter list 
containing the addresses INDCB, OUTDCB, and AREA is passed to the called load module; 
the return point is the instruction following the LINK macro instruction. A V-type address 
constant is not generated, because the load module containing the entry point NEXT is not to 
be edited into the calling load module. Note that the EP parameter is chosen, since the search 
begins with the job pack area and the appropriate library as shown in Figure 17. 

LINK EP=NEXT , PARAM=( INDCB , OUTDCB , AREA ) , VL= 1 
RETURNPT 
AREA DC 1 2F ' • 

Flpve 20. Use of the LINK Mmto InstnictioB With the Job or Utk Ubvwy 

OPEN ( PVTLIB ) 

LINK EP=NEXT , DCB=PVTLIB , PARAM=( INDCB , OUTDCB , AREA ) , VL= 1 
PVTLIB DCB DDNAME=PVTLIBDD,DSORG=PO,MACRF=(R) 

Figare 21. Use of the LINK Macro InstmctioD With a Private library 

Figures 22 and 23 show the use of the BLDL and LINK macro instructions to pass control. 
Assuming that control is to be passed to an entry point in a load module from the link library, 
a BLDL macro instruction is issued to bring the directory entry for the member into virtual 
storage. (Remember, however, that time is saved only if more than one directory entry is 
requested in a BLDL macro instruction. Only one is requested here for simplicity.) 



List description field: 

Number of list entries 

Length of each entry 
Member name 
Area required for directory information 
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FIgwe 22. Use of the BLDL Macro lastracthm 
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LINK DE=NAMEADDR , DCB=0 , PARAM=( INDCB , OUTDCB , AREA ) , VL= 1 

Flsvc 23. The LINK Macro Iiistnictlon With a DE Paiameter 

The first parameter of the BLDL macro instruction is a zero, which indicates that the 
directory entry is on the link, job, step, or task library. The second parameter is the address in 
virtual storage of the list description field for the directory entry. The first two bytes at 
LISTADDR indicate the length of each entry. If the entry is to be u^d in a LINK, LOAD, 
ATTACH, or XCTL macro instruction, the entry must be 60 bytes in length. A character 
constant is established to contain the directory information to be placed there by the control 
program as a result of the BLDL macro instruction. The LINK macro instruction in Figure 23 
can now be written. Note that the DE psu'ameter refers to the name field, not the list 
description field, of the directory entry. 

Using CALL or Branch and Link 

You can save time by passing control to a load module without using the control program. 
Passing control without using the control program is performed as follows. Issue a LOAD 
macro instruction to obtain a copy of the load module, preceded by a BLDL macro instruction 
if you can shorten the search time by using it. The control program returns the address of the 
entry point in register and the length in doublewords in register 1. Load this address into 
register IS. The linkage requirements are the same when passing control between load modules 
as when passing control between control sections in the same load module: register 13 must 
contain a save area address, register 14 must contain the return address, and register 1 is used 
to pass parameters in a parameter list. A branch instruction, a branch and link instruction, or a 
CALL macro instruction can be used to pass control, using register IS. The return will be 
made directiy to your program. 

Note: When control is passed to a load module without using the control program, you must 
check the load module attributes and current status of the copy yourself ^ and you must check 
the status in all succeeding uses of that load module during the job step, even when the control 
program is used to pass control. 

The reason you have to keep track of the usabiUty of the load module has been discussed 
previously: you are not allowing the control program to determine whether you can use a 
particular copy of the load module. The following paragraphs discuss your responsibilities when 
using load modules with various .attributes. You must always know what the reusability 
attribute of the load module is. If you do not know, you should not attempt to pass control 
yourself. 

If the load module is reenterable, one copy of the load module is aU that is ever required for 
a job step. You do not have to determine the status of the copy; it can always be used. The 
best way to pass control is to use a CALL macro instruction or a branch or branch and link 
instruction. 

If the load module is serially reusable, one use of the copy must be completed before the 
next use begins. If your job step consists of only one task, preventing simultaneous use of the 
same copy involves making sure that the logic of your program does not require a second use 
of the same load module before completion of the first use. An exit routine must not require 
the use of a serially reusable load module also required in the main program. 

Preventmg simultaneous use of the same copy when you have more than one task in the job 
step requires more effort on your part. You must still be sure that the logic of the program for 
each task does not require a second use of the same load module before completion of the first 
use. You must also be sure that no more than one task requires the use of the same copy of 
the load module at one time; the ENQ macro instruction can be used for this purpose. 
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Properly used, the ENQ macro instruction prevents the use of a serially reusable resource, in 
this case a load module, by more than one task at a time. Refer to "Resource Control" for a 
complete discussion of the ENQ macro instruction. A conditional ENQ macro instruction can 
also be used to check for simultaneous use of a serially reusable resource within one task. 

If the load module is nonreusable, each copy can only be used once; you must be sore that 
you use a new copy each time you require the load module. You can ensure that you always 
get a new copy by using a LINK macro instruction or by doing as follows: 

1. Issue a LOAD macro instruction before you pass control. 

2. Pass control using a branch or a branch and link instruction or a CALL macro 
instruction only. 

3. Issue a DELETE macro instruction as soon as you are through with the copy. 

How Control is Returned 

The return of control between load modules is the same as return of control between two 
control sections in the same load module. The program in the load module returning control is 
responsible for restoring registers 2-14, possibly loading a return code in register IS, and 
passing control using the address in register 14. The program in the load module to which 
control is returned can expect registers 2-13 to be unchanged, register 14 to contain the return 
address, and optionally, register IS to contain a return code. Control can be returned using a 
branch instruction or the RETURN macro instruction. If control was passed without using the 
control program, control returns directly to the calling program. However, if control was 
originally passed using the control program, control returns first to the control program, then 
to the calling program. 

The action taken by the control program is as follows. When control was passed using a 
LINK or ATTACH macro instruction, the responsibility count was increased by one for the 
copy of the load module to which control was pa^ed to ensure that the copy would be in 
virtual storage as long as it was required. The return of control indicates to the control 
program that this use of the copy is completed, and so the responsibility count is decreased by 
one. The virtual storage area containing the copy is made available when the responsibility 
count reaches zero. 

Passing Control Without Return 

The XCTL macro instruction is used to pass control between load modules when no return of 
control is required. You can also pass control using a branch instruction; however, when you 
pass control m this manner, you must protect against multiple uses of nonreusable or serially 
reusable modules. The following paragraphs discuss the requirements for passing control 
without return in each case. 

Passing Control Using a Branch Instruction 

The same requirements and procedures for protecting against reuse of a nonreusable copy of a 
load module apply when passing control without return as were stated under "Passing Control 
With Return." The procedures for passing control are as follows. 

A LOAD macro instruction should be issued to obtain a copy of the load module. The entry 
address returned in register is loaded into register IS. The linkage requirements are the same 
when passing control between load modules as when passmg control between control sections 
in the same load module; register 13 must be reloaded with the old save area address, then 
registers 14 and 2-12 restored from that old save area. Register 1 is used to pass parameters in 
a parameter list. A branch instruction is issued to pass control to the address in register IS. 
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Note: Mixing branch instructions and XCTL macro instructions is hazardous. The next topic 
explains why. 

Using the XCTL Macro Instruction 

The XCTL macro instruction, in addition to being used to pass control, is used to indicate to 
the control program that this use of the load module containing the XCTL macro instruction is 
completed. Because control is not to be returned, the address of the old save area must be 
reloaded into register 13. The return address must be loaded into register 14 from the old save 
area, as must the contents of registers 2-12. The XCTL macro instruction can be written to 
request the loading of renters 2-12, or you can do it yourself. If you restore all registers 
yourself, do not use the EP parameter. This creates an inline parameter list that can only be 
addressed using your base register, and your base register is no longer valid. If EP is used, you 
must have XCTL restore the base register for you. 

When using the XCTL macro instruction, you pass parameters in a parameter list, with the 
address of the list in register 1. In this case, however, the parameter list (or the parameter 
data) must be established m a portion of virtual storage outside the current load module 
containing the XCTL macro instruction. This is because the copy of the current load module 
may be deleted before the called load module can use the parameters, as explained in more 
detail below. 

The XCTL macro instruction is similar to the LINK macro instruction in the method used 
to pass control: control is passed by way of the control program using a control program 
parameter list. The control program loads a copy of the load module, if necessary, loads the 
entry address in register IS, saves the address passed in register 14, and passes control to the 
address in register IS. The control program adds one to the responsibility count for the copy 
of the load module to which control is to be passed and subtracts one from the responsibiUty 
count for the current load module. The current load module in this case is the load module last 
given control using the control program m the performance of the active task. If you have 
been passing control between load modules without using the control program, chances are the 
responsibility count will be lowered for the wrong load module copy. And remember, when the 
responsibility count of a copy reaches zero, that copy may be deleted, causing unpredictable 
results if you try to return control to it. 

Figure 24 shows how this could happen. Control is given to load module A, which passes 
control to the load module B (step 1) using a LOAD macro instruction and a branch and link 
instruction. Register 14 at this time contains the address of the instruction following the 
branch and link. Load module B then is executed, independently of how control was passed, 
and issues an XCTFL macro instruction when it is finished (step 2) to pass control to load 
module C. The control program knowing only of load module A, lowers the responsibility 
count of A by one, resulting in its deletion. Load module C is executed and returns to the 
address which used to follow the branch and link instruction. Step 3 of Figure 24 indicates the 
result. 

Two methods are available for ensuring that the proper responsibility count is lowered. One 
way is to always use the control program to pass control with or without return. The other 
method is to use only LOAD and DELETE macro instructions to determine whether or not a 
copy of a load module should remain in virtual storage. 
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Additional Entry Points 

Through the use of Unkage editor facilities you can specify as many as 17 different names (a 
member name and 16 aliases) and associated entry points within a load module. It is only 
through the use of the member name or the aliases that a copy of the load module can be 
brought into virtual storage. Once a copy has been brought into virtual storage, however, 
additional entry points can be provided for the load module, subject to one restriction. The 
load module copy to that the entry point is to be added must be one of the following: 

• A copy that satisfied the requirements of a LOAD macro instruction issued during the 
same task 

• The copy of the load module most recently given control through the control program in 
performance of the same task 

The entry point is added through the use of the n>ENTIFY macro instruction, which can be 
issued only by a program running under a program request block (PRB). The IDENTIFY 
macro instruction cannot be issued by supervisor call routines or asynchronous exit routines 
established using other supervisor macro instructions. 

When you use the IDENTIFY macro instruction, you specify the name to be used to 
identify the entry point, and the virtual storage address of the entry point in the copy of the 
load module. The address must be within a copy of a load module that meets the requirements 
listed above; if it is not, the entry point will not be added, and you will be given a return code 
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of OC (hexadecimal). The name can be any valid symbol of up to eight characters, and does 
not have to correspond to a name or symbol within the load module. The name must not be 
the same as any other name used to identify any load module available to the control program; 
duplicate names cause errors. The control program checks the names of all load modules in the 
link pack area, and the job pack area when you issue an IDENTIFY macro instruction, and 
provides a return code of 08 if a duplicate is found. You are responsible for not duplicating a 
member name or an alias in any of the libraries. 

Eotiy Point and Calling Sequence Identifiers as Debugging Aids 

An entry point identifier is a character string of up to 70 characters which can be specified in 
a SAVE macro instruction. The character string is created as part of the SAVE macro 
instruction expansion. 

A calling sequence identifier is a 16--bit binary number which can be specified in a CALL or 
a LINK macro instruction. When coded m a CALL or a LINK macro instruction, the calling 
sequence identifier is located in the two low-order bytes of the fuUword at the return address. 
The high-order two bytes of the fullword form a NOP instruction. 
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Resource Control 



Task Synduronizatioii 

Some pUuming on your part is required to determine what portions of one task are dependent 
on the c<Hnpietions of portions of all other tasks. The POST macro instruction is used to signal 
completion of an event; the WATT and EVENTS macro instructions are used to indicate that a 
task cannot proceed until one or more events have occurred. An event control block is used 
with the WATT, EVENTS or POST macro instructions; it is a fullword on a fullword 
boundary, as shown in Figure 25. 

An event control block is also used when the ECB parameter is coded in an ATTACH 
macro instruction. In this case the control program issues the POST macro instruction for the 
event (subtask termination). Either the 24-bit (bits 8 to 31) return code in register IS (if the 
task completed normally) or the completion code apedTied in the ABEND macro instruction (if 
the task was abnormally terminated) is placed in the event control block as shown in Figure 
25. The originating task can issue a WATT or EVENTS WATT- YES macro instruction 
specifying the event control block; the task will not regain control until after the event has 
taken place and the event control block is posted (except if an asynchronous event occurs, for 
example, timer expiration). 

12 31 
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completion code 



flpve 25. Event Coatrol Block 

When an event control block is originally created, bits (wait bit) and 1 (post bit) must be 
set to zero. If an ECB is reused, bits and 1 must be set to zero before a WATT, EVENTS 
ECB>B or POST macro instruction can be specified. If, however, the bits are set to zero before 
the ECB has been posted, any task waiting for that ECB to be posted will remain in the wait 
state. When a WATT macro instruction is issued, bit of the associated event control block is 
set to 1. When a POST macro instruction is issued, bit 1 of the associated event control block 
is set to 1 and bit is set to 0. For an EVENTS type ECB, POST also puts the completed 
ECB address hi the EVENTS table. 

A WATT macro instruction can specify more than one event by specifying more than one 
event control block. (Only one WATT macro instruction can refer to a event control block at a 
time, however.) If more than one event control block is specified in a WATT macro instruction, 
the WATT macro instruction can also spedfy that all or only some of the events must occur 
before the task is taken out of the wait condition. When a sufficient number of events have 
taken place (event control blocks have been posted) to satisfy the number of events indicated 
in the WATT macro instruction, the task is taken out of the wait condition. 

An optional parameter, LONGi-YES or NO, allows you to indicate whether the task is 
entering a long wait or a regular wait. A long wait should never be considered for I/O activity. 
However, you might wish to use a long wait when waiting for an operator response to a 
WTOR macro instruction. 
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Usiiig a Serially Reusable Resource 

When one or more users of a serially reusable resource modify the resource, simultaneous use 
must be prevented. Consider a data area in virtual storage that is being used by programs 
associated with several tasks of a job step. Some of the users are only reading records in the 
data area; since they are not chai^ging the records, their use of the data area can be 
amultaneous. Other users of the data area, however, are reading, updating, and replacing 
records in the data area. Each of these users must acquire, update, and replace records one at 
a time, not amultaneously. In additicm, none of the users that are only reading the records 
wish to use a record that another user is updating until after the record has been replaced. 
This illustrates why spedal care must be taken with serially reusable resources. 

For all of the uses of the serially reusable resource made during the performance of a single 
task, you must prevent incorrect use of the resource yourself. You must make sure that the 
logic of your program does not require the second use of the resource before completion of 
the flrst use. Be eq>ecia]ly careful when using a serialfy reusable resource in an exit routine; 
since exit routines are given control asynchronously from the standpoint of your program logic, 
the exit routine could obtain a resource already in use by the main program. For the uses of 
the serially reusable resource by more than one task, the ENQ macro instruction is provided to 
ensure that the resource is used serially. The ENQ macro instruction cannot be used to prevent 
simultaneous use of the resource within a single task. It can only be used to test for 
amultaneous use within one task. 

The ENQ macro instruction requests the control program to assign control of a resource to 
the active task or another task. The control program determines the status of the resource, and 
either grants the request by returning control to the active task, (telays assignment of control 
by placing the active task in tl^ wait condition, or passes back a return code indicating the 
status of the resource. When the status of the resource chants so that control can be given to 
a waiting task, the task is taken out of the wait condition and placed in the ready condition. 
The use of the ENQ macro instruction is discussed in the following paragraphs. 

Naming the Re$amre€ 

You represent the resource in the ENQ mao'o instruction by two names known as the qname 
and the mame, and by a scope indicator. These names may or may not have any relation to 
the actual name of the resource. The control program does not associate the name with the 
actual resource; it merely processes requests having the same qname, mame, and scope on a 
first-in, Hrst-out basis. It is up to you to assodate the names with the actual resource. It is up 
to sJl usen of the resource to use qname, mame, and scope to represent the same resource. 
The control program treats requests having different qname, mame, and scope combinations as 
requests for different resource. Because the actual resource is not identifled by the control 
program, it is possible to use the resource without issuing an ENQ macro instruction requesting 
it. If this happens, the control program cannot provide any protection. 

If the resource is used only in the performance of tasks in your job step, you should code 
the STEP parameter in the ENQ maa:o instructions that request the resource, indicating that 
the resource is used only in that job step. The control program adds the address space 
identiHer to the scope so that duplicate qname and mame combinations can be used in 
different address sfmces. If the resource is available to any address space in the system, the 
qname, mame, and scope combhiatk>n must be agreed upon by all users. The SYSTEM 
parameter should be coded in each ENQ macro instruction requesting one of these resources. 

When selecting a qname for the resource, do not use SYS as Uie first three characters; 
qnames used by the control program start with SYS and cannot be used. 
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Exclusive amd Shared Requests 

You can request exclusive or shared control of the resources for a task by coding either E or S 
in the ENQ macro instruction. If this use of the resource will result in modification of the 
resource, you must request exclusive control. If you are requesting use of a serially reusable 
load module and passing control yourself, you must request exclusive control, since that 
program modifles itself during execution. If you are updating a record in a data area, you must 
request exclusive control. If you are only reading a record, and you will not change the record, 
you can request shared control. 

In order to protect any user of a serially reusable resource, all users must request exclusive 
or shared control on this basis: When a task is given control of a resource in response to a 
shared request, control will be given to other tasks simultaneously only in response to other 
requests for shared control, never in response to requests for exclusive control. A request for 
shared control will protect against modification of the resource by another task only if the 
above rules are followed. 

Processing the Request 

The control program constructs a list for each qname, mame, and scope combination it 
receives in an ENQ macro insUnction, and enters a request in the list for the task which is 
active when the ENQ macro instruction is issued. The request is entered in an existing list 
when the control program receives a request specifying a qname, mame, and scope 
combination for which a list exists; if no list exists for that qname, mame, and scope 
ccnnbination, a new list is built. The requests are placed on the list in the order they are 
received by the control program; the priority of the task has no effect in this case. Control of 
the resource is allocated to a task according to two factors: 

• The position on the list of the task's request. 

• The exdusive control or shared control requirements of the request which caused the 
entry to be added to the list. 

Figure 26 shows the status of a list built for a qname, mame, and scope combination. The S or 
E next to the entry indicates that the request was for shared or exclusive control. The task 
represented by the first entry on the list is always given control of the resource, so the task 
represented l^ ENTRYl (Figure 26, Step 1) is assigned the resource. The request which 
established ENTRY2 was for exclusive control, so the corresponding task is placed in the wait 
condition, along with the tasks represented by all the other entries in the list. 



ENTRYl (S) 



ENTRY2 (Ei 



ENTRY3 IS) 



ENTRY4 (S) 



ENTRY5 (E) 



ENTRY6 (S) 
St»p1 



ENTRY2 (E) 



ENTRY3 (S) 



ENTRY4 (S) 



ENTRY5(E) 



ENTRY6 (S) 
Step 2 



ENTRY3 (S) 



ENTRY4 (S) 



ENTRY5 (E) 



ENTRY6 IS) 
Step 3 



Ffguze 26. ENQ Macro Instruction ProcesiJng 

Eventually, control of the resource is released for the task represented by ENTRYl, and the 
entry is removed from the Ust. As shown in Figure 26, Step 2, ENTRY2 is now first on the 
list, and the correqx>nding task is assigned control of the resource. Because the request which 
established ENTRY2 was for exclusive control, the tasks represented by all the otl^r entries in 
thA ii«f are kept in the wait condition. 
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Figure 26, Step 3, shows the status of the list after control of the resource is released for 
the task represented by ENTRY2. Because ENTRY3 is now at the top of the list, the task 
represented by ENTRY3 is given control of the resource. ENTRY3 indicates that the resource 
can be shared, and, because ENTRY4 also indicates that the resource can be shared, ENTRY4 
is also given control of the resource. In this case, the task represented by ENTRYS will not be 
given control of the resource until control has been released for both the tasks represented by 
ENTRY3 and ENTRY4. 

The following general rules are used by the control program: 

• A task represented by the first entry in the list is always given control of the resource. 

• H the request is for exclusive control, the task is not given control of the resource until 
its request is the first entry in the list.' 

• If the request is for shared control, the task is given control either when its request is 
first in the list or when all the entries before it in the list also indicate a shared request. 

• If the request is for several resources, the task is given control when all of the entries for 
an exclusive request are first in the list and all of the entries for a shared request are 
either first in the list or are preceded only by entries for other shared requests. 

Using ENQ and DEQ 

Proper use of the ENQ and DEQ macro instructions is required to avoid duplicate requests, to 
avoid tying up the resource, and to avoid mterlocldng the system. Guides to using them 
properly are given in the following paragraphs. 

Duplicate Requests for a Resource 

A duplicate request occurs when an ENQ macro instruction is issued to request a resource and 
a task has already been assigned control of that resource. If the second request results in a 
second entry on the list, the control program recognizes the contradiction and refuses to place 
the task in the ready condition (for the first request) and in the wait condition (for the second 
request) simultaneously. The second request results in a return code or abnormal termination 
of the task. You should design your program to ensure that a second request for a resource is 
never issued until control of the resource is released for the first use. Again, be especially 
careful when using an ENQ macro instruction in an exit routine. 

Releasing the Resource 

The DEQ macro instruction is used to release a serially reusable resource assigned to a task 
through the use of an ENQ macro instruction. The task must be in control of the resource. A 
resource cannot be released if the task does not have control. As you have seen, it is possible 
for many tasks to be placed in the wait condition while one task is assigned control of the 
resource. This may reduce the amount of work being done by the system. Issue a DEQ macro 
instruction as soon as possible to release the resource, so that other tasks can be performed. If 
a task returns control to the control program without releasing a resource, the resource is 
released automatically. 

Conditional and Unconditional Requests 

The normal use of the ENQ and DEQ macro instruction is to make unconditional requests, 
and these are the only requests tlmt have been considered to this point. As you have seen, 
abnormal termination of the task occurs when two ENQ macro instructions are issued for the 
same resource in performance of the same task or subtask, without an intervening DEQ macro 
instruction. Abnormal termination also occurs if a DEQ macro instruction is issued in a task 
that has not been assigned control of the resource. Both of these abnormal termination 
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conditions can be avoided either by careful program design or through the use of the RET 
parameter in the ENQ and DEQ macro instructions. The RET parameter (RET--TEST, 
RET-USE, RET-CHNG. and RET-HAVE for ENQ; RET«HAVE for DEQ) indicates a 
conditional request for or release of a resource. 

RETaBTEST is used to test the status of the list for the corresponding qname, mame, and 
scope combination. An entry is never made in the list when RET*«TEST is coded. Instead, a 
return code is provided mdicating the status of the list at the time the request was made. A 

return code of 8 means the task is queued and has control of the resource. A return code of 
20 means the task is queued but does not have control of the resource. A return code of 4 
indicates the task would have been placed in the wait condition if the request had been 
unconditional. A return code of indicates the task would have been given inmiediate control 
of the resource if the request had been unconditional. RETi-TEST is most useful for 
determining if the task has already been assigned control of the resource. It is less useful for 
determining the status of the list and to take action based on that status. In the interval 
between the time the control program checks the status and the time your program checks the 
return code and issues another ENQ macro instruction, another task could have been made 
active, and the status of the list could have been changed. 

R£T»USE indicates to the control program that the active task is to be assigned control of 
the resource only if the resource is inmiediately available. A return code of indicates that the 
request was put on the list and the task was assigned control of the resource. A return code of 
4 indicates that the task would have been placed in the wait condition if the request had been 
unconditional. A return code of 8 means the task is queued and has control of the resource. A 
return code of 20 means the task is queued but does not have control of the resource. The 
request is not put on the list if any return code other than is given. RET«USE can be best 
used when there is other processing that can be done without using the resource. You do not 
want to wait for the resource if there is other work that you can do. 

RET^CHNG indicates to the control program that the caller wishes to have exclusive 
control of a resource which he has already requested. A return code of indicates that the 
resource was available and was assigned to the exclusive control of the caller. Either the caller 
had aheady requested exclusive control, or the requested change from shared to exclusive 
control was honored. A return code of 4 mdicates that the requested change in attribute 
cannot be honored, because the caller is currently sharing the resource with another user. A 
return code of 8 indicates that the user was not queued to receive contnMl of the resource 
when he requested the attribute change. Although this is an error condition, control is returned 
to the user. A return code of 20 means the task is queued but does not have control of the 
resource. 

RET-HAVE is used in both the ENQ and DEQ macro instructions. An ENQ macro 
instruction is treated as a normal request for control unless a request from the same task 
already exists. A return code of 8 means the task is queued and has control of the resource. A 
return code of 20 means the task is queued but does not have control of the resource. A 
return code of indicates that the task was assigned control of the resource. A DEQ macro 
instruction is processed as a normal request to release a resource unless the task does not have 
control of the resource. A return code of indicates that the resource has been released. A 
return code of 8 indicates that the task did not have an entry for the resource. RET«HAVE 
can be used to good advantage in an exit routine to avoid abnormal termination. 

Avoiding Interlock 

An interlock condition arises when two tasks are waiting for each others' completion, yet 
neither task can gain access to the resource necessary for its completion. An example of an 
interlock is shown in Figure 27. Task A has exclusive access to resource M, and higher-priority 
task B has exclusive access to resource N. Task B is placed in a wait condition when it 



RcMMVoe CoBtrol 39 



requests exclusive access to resource M because M is accessible only by task A. The interlock 
becomes complete when task A requests exclusive access to resource N, because N is 
accessible only by Task B. The same interlock would have occurred if task B issued a single 
request for multiple resources M and N prior to task A's second request. The interlock would 
not have occurred if both tasks had issued single requests for multiple resources. Other tasks 
requiring either of the resources are also in a wait condition because of the interlock, although 
in this case they did not contribute to Uie conditions that caused the interlock. 

Task A Task B 

ENQ {M,A,E,8,SYSTEM) 



ENQ (N,B,E, 8, SYSTEM) 



ENQ (N,B,E, 8, SYSTEM) 
ENQ (M, A, E, 8, SYSTEM) 



Figve 27. iBteriock Owdltloii 

The above example involving two tasks and two resources is a simple example of an 
interlock. The example could be expanded to cover many tasks and many resources. It is 
imperative that interlocks be avoided. The following procedures indicate some ways of 
preventing interlocks. 

• Do not request resources that are not immediately required. If you can use the serially 
reusable resources one at a time, you should request them one at a time and release one 
before requesting the next. 

• Share resources as much as possible. If the requests in the lists shown in Figure 27 had 
been for shared resources, there would have been no interlock. This does not mean you 
should share a resource that you will modify. It does mean that you should analyze your 
requirements for the resources carefully, and not request exclusive control when shared 
control would suffice. 

• The ENQ macro instruction can be written to request control of more than one resource 
at a time. The requesting program is placed in a wait state until all of the requested 
resources are available. Those resources not being used by any other program 
immediately become exclusively available to the waiting program and are unavailable to 
any other programs that may request them. For example, instead of coding the two ENQ 
macro instructions shown in Figure 28, the one ENQ macro instruction shown in Figure 
29 could be coded. If all requests were made in this manner, the interlock shown in 
Figure 27 would be avoided. AU of the requests from one task would be processed 
before any of the requests from the second task. The DEQ macro instruction should 
release a resource as soon as it is no longer needed. 

ENQ ( NAME 1 ADD, NAME2ADD,E, 8, SYSTEM) 
ENQ (NAME3ADD,NAME4ADD,E, 10, SYSTEM) 

Flgwc 28. Two Re<|Mits For Two RcMwrccs 



ENQ ( NAME 1 ADD , NAME2ADD , E , 8 , SYSTEM , NT^ES ADD , NAME4 ADD , E , 1 , SYSTEM ) 

Figure 29. Obc Request For Two Resowces 

• If the use of one resource always depends on the use of a second resource, then the pair 
of resources can be defined as one resource in the ENQ and DEQ macro instructions. 
This procedure can be used for any number of resources that are always used in 
combination. There would be no protection of the resources if they are also requested 
independently, however. The request would always have to be for the set of resources. 
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• If there are many users of a group of resources and some of the users require control of 
a second resource while retaining control of the first resource, it is still possible to avoid 
interlocks. In this case the order in which control of the resources is requested should be 
the same for each user. For instance, if resources A, B, and C are required in the 
performance of many tasks, the requests should always be made in the order of A, B, 
and C. An interlock situation will not develop, since requests for resource A will always 
precede requests for resource B. 

The above is not an exhaustive list of the procedures to be used to avoid an interlock. In a 
controlled loop, you could also make repeated requests for control specifying the RET«>USE 
parameter, which would prevent the task from being placed in the wait condition. If no 
interlock was developing, of course, this would be a waste of execution time. If the resource 
was not obtained before the loop control expired, an interlock is possible and further requests 
of the resource should be discontinued. The solution to the interlock problem in all cases 
requires the cooperation of all the users of the resources. 

Resource Access Control Facility (RACF) 

The Resource Access Control Facility (RACF) provides software access control measures that 
can be used to enhance data security in a computing system. RACF can be used in addition to 
any present data security measures currently being used. 

This facility provides the ability to specify access authorities under which the resources (for 
example, DASD data sets, tape volumes, and DASD volumes) in the system are made available 
to the users of the system. 

When users, groups, and resources are defined to RACF, RACF builds and stores their 
descriptions in profiles on the RACF data set. The profiles wiU be used by RACF for 
RACHECK authorization checking. 

For more information on RACF, see OS/VS2 MVS Resource Access Control FacilUy 
(RACF): General Information Manual, GC28-0722. 

RACHECK Macro Instruction 

RACHECK processing determines if a user is authorized to obtain use of a resource protected 
by RACF. When a user requests access to a RACF-protected resource, acceptance of the 
request is based upon the identity of the user and whether the user has been permitted 
sufficient access authority to the resource. 

System authorization checking is performed by RACF when a resource manager (for 
example, data management OPEN), which controls a RACF-protected resource issues the 
RACHECK macro instruction before allowing a user access to the resource. 

RA CSTA T Macro Instruction 

RACSTAT processing determmes if RACF is active and optionally determines if RACF 
protection is in effect for a ^ven resource class. The macro can be used to determine if a 
resource class is defined to RACF. 

FRACHECK Macro Instruction 

FRACHECK processing determines if a user is authorized to obtain a RACF-protected 
resource. FRACHECK is a branch-entered service that performs authorization checking for 
RACF-protected resources whose profiles have been brought into main storage by the 
RACLIST routine. 
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Internqitioii, Tenninatioii, and Dumpiiig Services 



The supervisor offers many services to assist in the detection and processing of abnormal 
conditions during the execution of the system. Certain types of abnormal conditions are 
detected by the hardware and cause program intemq>tions to occur (for example, if an attempt 
is made to execute an instruction with an invalid operation code). Other abnormal conditions 
are detected by the software (for example, an attempt to open a data set which is not defined 
to the system causes an ABEND to be issued by the Open routine). 

Although the supervisor provides facilities for writing exit routines to handle specific types 
of interruptions and abnormal conditions, the supervisor also provides for termination of your 
proffnm when you request it by issuing an ABEND macro instruction, or when the control 
program detects a condition that will degrade the system or destroy data. 

Program Iiitemi|i(ion Processiiig 

Some conditions encountered in a program cause a program interruption. These conditions 
include incorrect parameters and parameter specifications, as well as exceptional results, and 
are known genendly as program exceptions. For certain exceptions (fixed-point and decimal 
overflow, exponent underflow and significance), interruptions can be disabled by setting the 
corresponding bits in the program status word to zero. 

When a task becomes active for the first time, all program interruptions that can be disabled 
are disabled, and a standard control program exit routine, included when the system was 
generated, is provided. This control program exit routine is given control when certain program 
interruptions occur; it issues an ABEND macro instruction specifying task abnormal 
termination and requesting a dump. By issuing the SPEE macro instruction, you can specify 
your own exit routine to be given control for one or more types of program exceptions. The 
macro instruction specifies the address of the exit routine to be given control when specified 
program exceptions occur. If the SPIE macro instruction specifies an exception for which the 
interruption has been disabled, the control program enables the interruption when the macro 
instruction is issu^. 

The SPEB macro instruction can be issued by any problem program being executed in 
performance of the task. When the task is active, your exit routine receives control for all 
interruptions resulting from exceptions specified in the SPIE macro instruction unless the 
current routine for the task is operating in supervisor mode. For other program interruptions, 
control is given to the control program exit routine. Each succeeding SPIE macro instruction 
completely overrides specifications in the previous nuu^o instruction. 

Program Intenuptioii Control Area 

The expaimon of each standard or list form SPIE nmcro instruction contains a control program 
parameter list called the program interruption control area (PICA). The PICA and another 
control program area called the program interruption element (PIE) contain the information 
that enables the control program to intercept user-specified program interruptions. Together, 
the PIE and the PICA associated with it are called the "SPIE environment." (The PIE is 
described later in this section.) The PICA, as shown in Figure 30, contains the new program 
mask for the interruption types that can be disabled, the address of the exit routine to be given 
control when one of the spedfied interruptions occurs, and a code f(M: interruption types 
(exceptions) specified in the SPIE macro instruction. 
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Figure 30. Propam Intemiptioii Control Area 

The control program maintams a pointer (in the PIE) to the PICA referred to by the last 
SPEB macro instruction executed. This PICA may have been created by the last SPIE 
(standard or list form) or may have been created previously and referred to by the last SPIE 
(execute form). Each program that issues a SPIE macro instruction, before returning control to 
the calling program or passing control to another program via an XCTL macro instruction, 
must cause the control program to adjust the SPIE environment to the condition that existed 
or to eliminate the SPIE environment if one did not exist on entry to the program. When tl^ 
standard or execute form of the SPIE macro instruction is issued, the control program returns 
the address of the previous PICA in register 1. If no SPIE environment existed ^en the 
program was entered, the control program returns zeros in register 1. 

The effect of the last SPIE macro instruction is canceled by issuing a SPEB macro 
instruction with no parameters. This action does not reestablish the effect of the previous 
SPIE; it does create a new PICA that contains zeros, thus indicating that no user exit routine 
is to process interruptions. Any previous SPIE enviconment may be reestablished, regardless of 
the number or type of subsequent SPIE macro instructions issued, by using the execute form 
of the SPIE macro instruction specifying the appropriate value that had been returned in 
re^Bter 1 by the control program. If a PICA address is specified (as opposed to zeros), the 
PICA must still be valid (not overiaid). The SPIE environment will be eliminated by specifying 
zeros as the PICA address. 

Figure 31 shows how to restore a previous PICA. The first SPIE macro instruction 
designates an exit routine called FDCUP that is to be given control if fixed-point overflow 
occurs. The address returned in register 1 is stored in the fullword called HOLD. At the end of 
the program, the execute form of the SPIE macro instruction is used to restore the previous 
PICA. 



SPIE FIXUP,(8) Provide exit routine for fixed-point overflo 
ST 1,H0LD Save address returned in register 1 

L 5, HOLD Reload returned address 

SPIE MF-(E,(5)) Use execute form and old PICA address 

HOLD DC* F'G' 

n|iM 31. Ui^ tiM SPIE Mmto iMtractlMi 

Program Interruption Element 

At the first execution of a SPIE macro instruction during the performance of a task, the 
control program creates a 32-byte program interruption element (PIE) in the virtual storage 
area assigned to the job step. Because the PIE is freed when the SPIE environment is 
eliminated (by specif>ing a PICA address of zero in the execute form of a SPIE macro 
instruction), a PIE will also be created whenever a SPIE macro instruction is issued and no 
PIE exists. The format of the PIE is shown in Figure 32. 
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The PICA address in the i»ogram interraptioii element is the address of the program 
interruption control area used in the last execution of a SPIE macro instruction for the task. 
When control is passed to the routine indicated in the PICA, the BC mode old program status 
word contains the interruption code in bits 16-31; these bits can be tested to determine the 
cause of the program interruption. The contents of registers 14, IS, 0, 1, and 2 at the time of 
the interruption are stored by the control program as indicated. 

Register Contents Upon Entry to User's Exit Rontine 

When control is passed to the designated exit routine, the register contents are as follows: 

Register 0: Internal control program information. 

Reijtoter 1: Address of the prc^ram interruption element for the task that caused the 
intemiptifm. 

Registen 2-12: Same as when the program interruption occurred. 

Regista' 13: Address of the save area for the main program. The exit routine must not use 
this save area. 

Register 14: Return address (to the control program). 

Reglstar 15: Address of the exit routine. The exit routine must be in virtual storage when it is 
required, and must return control to the control program using the address passed in register 
14. The control program restores registers 14, IS, 0, 1, and 2 from the program interruption 
element after control is returned, but does not restore the contents of registers 3-13. If a 
program interruption occurs when the program interruption exit routine is in control, the 
control program exit routine is given control. 

To determine which type of interruption occurred, the exit routine can test bits 28 through 
31 of the old program status word (OPSW in BC mode) in the program interruption element. 
Tlie routine can then take corrective action or can simply ignore the exceptional condition. 
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The exit routine can alter the contents of the registers when control is returned to the 
interrupted program. For registers 3 through 13, the routine alters the contents of the actual 
registers. For registers 14 through 2, the routine alters the contents of the register save area in 
the program interruption element, because the control program reloads these registers from this 
area when it returns control to the interrupted program. The exit routine can also alter the last 
four bytes of the OPSW in the program interruption element. By changing the OPSW, the 
routine can select any return point in the interrupted program. 

Handling Abnonnal Conditions 

It is not possible to provide procedures for all possible conditions which can occur during the 
execution of a program. You should, of course, be sure that you can process all valid data, and 
that your program satisHes all the requirements of the problem. The more general you make 
the program, the greater the number of additional routines you will require to handle special 
cases. But you will not be able to provide routines to detect and correct all of the special or 
abnormal conditions that can occur. 

The control program does a great deal of checking for abnormal conditions. A standard 
program interruption routine is provided to detect and process errors such as protection 
violations or addressing errors. The data management and supervisor routines provide some 
error checking facilities to ensure that, based on the information you have provided, only valid 
data is being processed, and that no requests with conflicting requirements have been nude. 
For the abnormal conditions that can possibly be corrected, control is returned to your 
program with a return code indicating the probable source of the error. For conditions that 
indicate that further processing would result in degradation of the system or destruction of 
existing data, the control program abnormal termination routine is ^ven control. 

There will be abnormal conditions unique to your program, of course, that the control 
program cannot detect. Figure 33 is an example of one of these. The routine shown in Figure 
33 checks a control field in an input parameter list to determine which function the program is 
to perform. Only characters between 1 and 4 are valid in the control Held. The presence of 
any other character is invalid, but the routine must be prepared to detect and handle these 
characters. The routine should indicate its inability to continue processing by returning control 
to the calling program with an error return code. The calling program should then try to 
interpret the return code and to recover from the error. If it cannot do so, the calling program 
shoukl detach its incomplete subtasks, execute its usual termination procedures, and return 
control to its calling program, aj^iin with an error return code. This procedure may result in 
termination of all the tasks of a job step; if it does, the COND parameters of the JOB and 
EXEC statements may be used to determine whether subsequent job steps should be executed. 
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Figure 33. Detecting an Abnonnal Condition 

An alternative to this procedure is to pass control to the control program abnormal 
termination routine by issuing an ABEND macro instruction. In this case, if an error exit 
routine was established via the ESTAE macro instruction or the ATTACH macro instruction 
with the ESTAI or STAI option, the error exit routine gets contrcd. (This error exit routine 
also receives control if the system issues an ABEND macro instruction.) The exit can then 
determine its actions with regard to the abnormal condition. This apim>ach permits the 
implementation of mainline routines which contain less error hanriiin£ code (for exan4>le, there 
is no need to check return codes after invocation of a subroutine if the sulm>utine issues an 
ABEND). The error handling functions can be packaged in the ESTAE/ESTAI exits which 
execute only when an error occurs. 

The position within the job step hierarchy of the task for which the ABEND macro 
instruction is issued determines the exact function of the abnormal termination routine. If an 
ABEND macro instruction is issued when the job step task (the highest level or only task) is 
active, or if the STEP parameter is coded in an ABEND macro instruction issued during the 
performance of any task in the job step, all the tasks in the job step are terminated. An 
ABEND macro instruction (without a STEP parameter) that is issued in performance of any 
task other than the job step task usually causes only that task and the subtasks of that task to 
be abnormally terminated. However, if the abnormal termination cannot be fulfilled as 
requested, it may be necessary for the control program to abnormally terminate the job step 
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task. The abnonnal termination routine works in the same manner whether it is given control 
from the control program or a problem program. 

If the job step is not to be terminated, the following actions are taken: 

• The resources owned by the terminating task and all of its subtasks are released, starting 
with the lowest level task. 

• The (system or user) completion code specified in the ABEND macro instruction is 
placed in the task control block of the active task (the task for which the ABEND macro 
instruction was. issued). 

• If the ECB parameter was written in the ATTACH macro instruction issued to create the 
active task, the ECB is posted with the completion code specified in the ABEND macro 
instruction. 

• If the ETXR parameter was written in the ATTACH macro instruction issued to create 
the active task, the end-of-task exit routine is scheduled to be given control when the 
originating task becomes active. 

• If neither the ECB nor ETXR parameter was written when the ATTACH macro 
instruction was issued, a DETACH macro instruction is issued by the control program for 
the active task. 

If the job step 15 to be terminated, the following actions are taken: 

• The resources owned by each task are released, starting with the lowest level task, for all 
tasks in the job step. No end-of-task exit routine is given control. 

• The (system or user) completion code specified in the ABEND macro instruction is 
written on the system output device. 

• Unless you specify otherwise in your job control statements, the remaining job steps in 
the job are skipped. However, the statements defining these steps are checked for proper 
syntax. 

It is possible to restart a job step that has been abnormally terminated. Restart can occur 
either at the beginning of the job step or at an internal checkpoint. A detailed discussion of 
checkpoint and restart appears in OS/VS2 MVS Checkpoint/ Restart. 

Intercepting Abnonnal Tennination of Tasks 

Abnormal termination of a task can be mtercepted through the use of the ESTAE macro 
instruction. When a task that has previously issued an ESTAE macro instruction is scheduled 
for abnormal termination, control is passed to the user at his ESTAE exit routine address. 
Within the ESTAE exit routine, the user can perform pre-termination functions and diagnose 
the error. He can also determine whether abnormal termination should contini^ for the task, 
or whether normal processing can resume at some retry point. 

When the abnormal t:;miination is scheduled, the ESTAE exit routine must be resident. It 
may either be part of the program issuing .ESTAE or be brought into virtual storage via the 
LOAD macro instruction. 

A single user program can issue more than one ESTAE macro instruction with the CT 
(create) parameter. All ESTAE requests issued by programs running under the same task are 
queued so that the exit established by the most recent ESTAE request will be the first to get 
control. If this exit fails or requests Uiat the abnormal termination continue, the exit 
established by the previous ESTAE request will get control. 
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If the user wishes to use the same exit routine for several tasks at the same time, it must 
be reenterable. For convenience, it is recommended that all ESTAE exit routines be 
reenterable. 

The user can cancel or overlay the current ESTAE request; that is, the one most recently 
made. If no ESTAE requests are active for the task when a cancel or overlay is issued, or if 
the user attempts to cancel or overlay an ESTAE request not associated with his request block 
level of control, he will be informed that his request is invalid by a return code. An ESTAE 
request can be canceled by issuing the ESTAE macro instruction with the ESTAE exit routine 
address specified as zero. Overlaying is done by issuing an ESTAE macro instruction 
specifying OV. Every program should cancel all ESTAE exits it has created before returning 
control to its caUer. 

Interface to an ESTAE exit 

Before the initial ESTAE exit routine receives control, the I/O and asynchronous processing 
requests specified in the ESTAE macro instruction are fulfilled. The I/O processing requests 
will be performed only for the first exit selected; subsequent exits, if entered, will receive an 
indication of the I/O status, but no additional I/O processing will be performed. The 
asynchronous exit processing requests, however, will be fulfilled for each exit. 

Before each ESTAE exit receives control, the control program attempts to obtain and 
initialize a work area which will control information about the error. This work area is called 
the System Diagnostic Work Area (SDWA). (The SDWA mapping macro - IHASDWA - must 
be included in the routine.) The first word of the SDWA contains the address of the parameter 
list established via the ESTAE macro instruction. If the SDWA is obtained, the contents of the 
registers on entry to the ESTAE exit routine are: 

register A code indicating the type of I/O processing performed: 

— Active I/O has been quiesced and is restorable. 

4 — Active I/O has been halted and is not restorable. 

8 — No I/O was active at time of ABEND. 

16 — No I/O processing was performed, 
register 1 Address of the SDWA. 

registers 2-12 Unpredictable. 

register 13 Address of a 72-byte register save area, 

register 14 Return address, 

register 1 S Entry point address. 

The exit routine ts enabled and has the same protection key as the routine which established 
the exit as long as that routine was under a problem program protection key (keys 8-15). An 
ESTAE exit created by a program running under any other control program protection key 
(keys 0-7) receives control in key 0. Entry is made to the ESTAE exit via the SYNCH macro 
instruction. 

When the ESTAE exit has completed its analysis of the error, it should use the SETRP 
macro mstruction to inform the control program of the actions it desires. The SETRP macro 
mstruction will initialize the SDWA with the desired options. 

Return from the ESTAE exit can optionally be effected via the SETRP REGS parameter or 
by a BR 14 instruction. 

If storage was not available for the SDWA, the register contents upon entry to the ESTAE' 
exit routine are as follows: 

register 12 (decimal). 

register 1 ABEND completion code. 

register 2 Address of the parameter list specified on the ESTAE macro instruction, or 0. 

registers 3-13 Unpredictable. 

register 14 Return address. 

register 1 S Entry point address. 
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The exit routine is enabled and has the same protection key as the routine which established 
the exit as long as that routine was under a problem program protection key (keys 8-15). An 
ESTAE exit created by a program running under any other control program protection key 
(keys 0-7) receives control in key 0. Entry is made to the ESTAE exit via the SYNCH macro 
instruction. 

If the control program could not provide a work area, a register save area will not be 
provided either. In this case, register 14 must be saved and used as the return register to the 
control program. 

If a work area (SDWA) was not provided, the user must place a return code in register IS 
before returning control to the control program from the ESTAE exit routine. The return code 
indicates whether ABEND processing is to be continued for the task or whether termination 
can be circumvented and a retry ad<h:ess given control. The return codes placed in register IS 
may be: 

— Termination should be continued. (Any ESTAE exits that were established prior to this exit will 

receive control.) 
4 — A retry address is provided. (This address must be placed in register 0.) 

The ESTAE exit routine returns control via BR 14. 

Intercepting Abnonnal Tennination of Subtasks 

To provide an exit in your program to intercept abnormal termination of a subtask, use the 
ESTAI parameter of the ATTACH macro instruction you issue to create the subtask. The 
ESTAI request issued for any subtask will be extended to aU subtasks. For example, suppose 
task A attaches task B and uses the ESTAI parameter of ATTACH. When task B attaches 
task C, the ESTAI request issued by A will be active for C as well as B. 

Since more than one subtask abnormally terminate at the same time, the ESTAI exit routine 
may be used by more than one task concurrently. Therefore, the exit routine must be 
reenterable. 

Interface to an ESTAI exit 

ESTAI exits are entered after all ESTAE exits that exist for a given task have received control 
and have either failed or requested that the termination continue. 

The interface to ESTAI exits is the same as that for ESTAE exits. However, one additional 
option is available for ESTAI. In relinquishing control to the system, return code 16 may be 
specified either on the SETRP macro instruction if an SDWA exists or in register IS if an 
SDWA is not available. The return code means that the termination should be continued and 
no further ESTAI exits should receive control for that task. 

ESTAE/ESTAI Retiy Routines 

If a given ESTAE/ESTAI exit routine requests that the termination be continued, the control 
program will give control to the next oldest ESTAE/ESTAI exit which exists for the task. 
However, if a given ESTAE/ESTAI exit routme requests that a retry address be given control, 
a dump will be taken if requested (unless suppressed by the exit), and no further 
ESTAE/ESTAI exits will be processed. Instead, the address specified as the retry address will 
be given control. 

The ESTAE/ESTAI retry routine, like the ESTAE/ESTAI exit routine must be m virtual 
storage when the exit routine determines that retry is to be attempted. If not aheady resident 
within your load module, it may be brought into storage via the LOAD macro instruction. 
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An ESTAE retry routine will execute under the request block that issued the ESTAE macro 
instruction; all newer request blocks will be purged before the retry routine is passed control. 

An ESTAI retry routine will execute under the request block for the latest ESTAE or 
ESTAI exit routine. (A request block will exist for a previous ESTAE or ESTAI exit if one 
had abnormally terminated during execution.) If no previous ESTAE or ESTAI exit has failed, 
the RB queue is purged until only program request blocks PRBs remain. Then, the retry 
routine will get control under the newest PRB left on the queue. 

When control is passed to a retry address, the ESTAE macro instruction does not have to 
be reissued to continue to use the same ESTAE exit. However, ESTAE may be issued to add 
or change exits. 

If an SDWA was passed to the exit and FRESDWA-YES was not specified on the SETRP 
macro instruction, the retry routine should issue the FREEMAIN macro instruction to free the 
storage occupied by the SDWA when it is no longer needed. The subpool number and the 
length which should be used on the FREEMAIN macro instruction are contained within the 
SDWA. 

Interface to a Retry Routine 

There are two different interfaces to the retry routine: 

• If an SDWA was obtained, you can set in the SDWA the register contents you wish to 
have and request that they be passed to the retry routine by coding RFrREGS-*YES in 
the SETRP macro instnu:tion. This alternative is most often used in mainline iH-ocessing. 

• If no SDWA was obtained or if RETREGS-NO was specified on the SETRP macro 
instruction, only parameter registers are passed to the retry routine. This alternative is 
most often used if a special retry routine is to get control. 

The register contents are as follows: 

If an SDWA was not obtained: 

register 12. 

register 1 Address of the user parameter list established via the ESTAE macro instruction. 

register 2 Address of the purge I/O restore list (PIRL) if I/O was quiesced and is restorable. 

Otherwise, 0. 

registers 3-13 Unpredictable, 

register 14 Address of an SVC 3 instruction, 

register IS Entry point address of retry routine. 

If an SDWA was obtained and the exit did not request register update (RETREGS^NO) or 
release of the SDWA (FRESDWA-NO): 

register 0. 

register 1 Address of SDWA. 



registers 2-13 Unpredictable. 

register 14 Address of an SVC 3 instruction. 

register IS Entry point address of retry routine. 



If an SDWA was obtained and the exit did not request register update but did request 
release of the SDWA: 

register 20. 

register 1 Address of the user parameter list established via the ESTAE macro instruction. 

register 2 Address of the PIRL if I/O was quiesced and is restorable. Otherwise, 0. 

registers 3-13 Unpredictable. 

register 14 Address of an SVC 3 instruction. 

register IS Entry point address of retry routine. 

If the exit requested register update (RETREGS«YES), the registers as they appear in the 
SDWA will be passed to the retry routine. 
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In all cases, the routine rans enabled, and the protection key is the same key of the routine 
that established the exit. 

Dumping Services 

There are two types of storage dumps that can be requested by a problem program of the 
operating system: 

• A dmnp obtained through use of the DUMP parameter in the ABEND macro instruction 
or the DUMP-tYES parameter on the SETRP macro instruction in a recovery exit. 

• A dump obtained through use of the SNAP macro instruction. 

ABEND Dumps 

An ABEND macro instruction initiates error processing for a task. The DUMP option of 
ABEND requests a dump of storage and the DUMPOPT option may be used to specify the 
areas to be displayed. These dump options may be expanded by an ESTAE or ESTAI routine. 
The control program usually requests a dump for you when it issues an ABEND macro 
instruction. 

An ABEND dump will be provided only if a DD statement (SYSABEND, SYSMDUMP, or 
SYSUDUMP) is incuded in the job step. The DD statement determines the type of dump 
provided and the system dump options that are used. When the dump is taken, the 
user-requested dump options (specified in the ABEND macro instruction or by recovery 
routines) are added to the installation-selected options. 

Note: The operator can use the CHNGDUMP command either to alter the user-requested and 
installation-selected dump options or to supress aU ABEND dumps. 

If a dump is requested and the ESTAE/ESTAI exit also requests retry, the dump will be 
taken by the control program prior to passing control to the retry address. 

The data set containing the dump can reside on any device which is supported by the basic 
sequential access method (BSAM). The dump is placed in the data set described by the DD 
statement you provide. If a printer is selected, the dump is printed immediately. However, if a 
direct access or tape device is designated, a separate job must be scheduled to obtain a listing 
of the dump, and to release the space on the device. If the dump data set was described by a 
SYSMDUMP DD statement, the AMDPRDMP service aid can be used to format and print the 
dump. (A printer should not be selected for a SYSMDUMP DD statement.) For information 
about the AMDPRDMP service aid see OS/VS2 System Programmer Library: Service Aids. 

SNAP Dumps 

A SNAP dump may be requested by a task at any time during its processing by issuing a 
SNAP macro instruction. For a SNAP dump, the DD statement may have any name except 
SYSABEND, SYSMDUMP, and SYSUDUMP. 

Like the ABEND dump, the data set containing the dump can reside on any device that is 
supported by BSAM. The dump is placed in the data set described by the DD statement you 
provide. If a printer is selected, the dump is printed immediately. However, if a direct access or 
tape device is designated, a separate job must be sdieduled to obtain a listing of the dump, 
and to release the space on the device. 
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To obtain a dump using the SNAP macro instruction, you must provide a data control block 
and issue an OPEN macro instruction for the data set before any SNAP macro instructions are 
issued. If the standard dump format is requested, 120 characters per line are printed. The data 
control block must contain the following parameters: DSORG-PS, RECFM-VBA, 
MACRF-W, BLKSIZW-882 or 1632, and LRECL-12S. (The data control block is 
discussed in OS/VS Data Management Services Guide and OS/VS Data Management Macro 
Instructions.) If a high-density dump is to be printed on a 3800 Printing Subsystem, 204 
characters per line are printed. To obtain a hig^-density dump, CHARS«DUMP must be 
coded on the DD statement describing the dump data set. The BUCSI^* must be either 
1470 or 2724, and the LRECL- must be 209. CHARS-DUMP can also be coded on the DD 
statement describing a dump data set that will not be printed immediately. If CHARS«iDUMP 
is specified and the output device is not a 3800, print lines are truncated and print data is kMt. 
If your program is to be processed by the loader, you should also issue a CLOSE macro 
instruction for the SNAP data control block. 
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Virtual Storage Management 



You use the virtual storage area assigned to your job step through implicit and explicit requests 
for virtual ston^e. The use of a LINK macro instruction is an example of an implicit request; 
the control program allocates storage before bringing the load module into your job pack area. 
The use of the GETMAIN macro instruction is an explicit request for a certain number of 
bytes of virtual storage to be allocated to the active task. In addition to your requests for 
vhtual storage, requests are made by the control program and data management routines for 
areas to contain soa» of the contrtd blocks required to manage your tasks. 

Note: If your job step is to be executed as a nonpageable (V"*R) task, the REGION 
parameter value spedf ied on the job or execute statement determines the amount of virtual 
(real) storage reserved for the job step. If you run out of storage because of a system failure, 
such as in a GETMAIN request, increase the REGION parameter size. 

The following paragraphs discuss some of the techniques that can be applied for efflcient 
use of the virtual storage area reserved for your job step. These techniques apply as well to the 
data management portions of your programs. The specific data management storage allocation 
facilities are discussed in the OS/VS Data Management Services Guide and OS/VS Data 
Management Macro Instructions publications; the principles discussed here provide tlw 
background you need to use these fadhties. 

Explicit Requests for Virtual Storage 

Virtual storage can be tjphdndy requested for the use of the active task by issuing a 
GETMAIN macro instnrction. The request is satined by allocating a portion of the virtual 
storage area reserved for iht job step. The vutual stcH^ge area is usually not set to zero when 
allocated. (The storage is zeroed for the initial allocation of a page). 

You release virtual storage by issuing a FREEMAIN macro instruction. This does not 
release the area from control of the job step, but makes the area available to satisfy the 
requirements of additional requests for any task in the job step. The virtual storage assigned to 
a task a also given up to a different task in the same job step when the task terminates, 
except as indicated under **Subpool Handling." Releasuog virtual storage for use by otl^r job 
steps is discussed under "Relinquishing Virtual Storage.** 

Specifying tiie Size of tiie Area 

Virtual storage areas are always allocated to the task in multiples of eight bytes and may begin 
on either a doubleword or page boundary. The request for virtual storage is given in terms of 
bytes; if the number spedfied is not a multiple of eiglit, it is rounded to the next higher 
muh^le of eig^t. You can make repeated requests for a small number of bytes as you need the 
area or you can make one large request to completely satisfy the requirements of the task. 
There are two reasons for making one large request: it is tlK only way you can be sure of 
getting contiguous storage and avoid fragmenting your address space, and because you only 
make one request, the amount of control program overiiead is less. 

Types of Explicit Requests 

There are four methods of explicitly requestmg virtual storage using a GETMAIN macro 
instruction. Each of the methods, which are designated by coding an associated character in 
the parameter field of the GETMAIN macro instruction, has certain advantages, depending on 
the requkements of your prognun. The last three methods do not produce reenterable coding 
unless co(ted in the list and execute forms, as indicated in "Implicit Requests." The methods are 
as follows: 
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Rcgbter Type: Specifies a request for a single area of virtual storage of a specified length. The 
address of the area is return^ in register 1. This type of request produces reenterable coding, 
because {Muameters are passed to the control program in registers, not in a parameter list. 

HoBMit Type: Sped^ira a request for a single area of virtual storage of a specified length. The 
control program places the address of the allocated area in a fullword that you supply. 

Variable Type: Spedfies a request for a angle area of virtual storage with a length between 
two values you specify. The control program attempts to allocate the maximum length you 
specify; if not enough storage is avaUable to allocate the maximum length, the largest area with 
a length between the two values ts allocated. The control program places the address of the 
area and the length allocated in two consecutive fullwords that you supply. 

List Typ<^! Spedftes a request for one or more areas of virtual storage of specified lengths. 

In addition to the above methods of requesting virtual storage, you can designate the 
request as coiulitional or umonditional. If the request is unconditional and sufHcient virtual 
stCMrage is not available to fill the request, the active task is abnormally terminated. If the 
request is conditional, however, and hisufHcient virtual storage is availaUe, a return code of 4 
is provided in register IS; a return code of is provided if the request was satisfied. 

An example of uang the GETMAIN macro instruction is shown in Figure 34. The example 
assumes a program that operates most efficiently with a work area of 16,000 bytes, with a fair 
degree of efficiency with 8,000 bytes or more, inefficiently with less than 8,000 bytes. The 
program uses a reenterable load module having an entry name of REENTMOD, and will use it 
again later in the program; to save time, the load module was brought into the job pack area 
using a LOAD macro instruction so that it will be available when it is required. 
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A conditional request for a sing^ element of storage with a length of 16,000 bytes is 
requested in Figure 34. The return code in register IS is tested to determine if the storage is 
available; if the return code is (the 16,000 bytes were allocated), control is passed to the 
processing routine. If sufficient storage is not available, an attempt to obtain more virtual 
storage is made by issuing a DELETE macro instruction to free the area occupied by the load 
module REENTMOD. A second GETMAIN macro instruction is issued, this time an 
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unconditional request for an area between 4,000 and 16,000 bytes in length. If the minimum 
size is not available, the task is abnormally terminated. If at least 4,000 bytes are available, the 
task can continue. The size of the area actually allocated is determined, and one of the two 
procedures (efficient or inefficient) is given control. 

Subpool Handling 

In an operating system, subpools of virtual storage are provided to assist in virtual storage 
management and for communications between tasks in the san^ job step. Because the use of 
subpools requires some knowledge of how the control program manages virtual storage, a 
discussion of virtual storage control is presented here. 

Vtatnal Stongjt Cmiinrf: When the job step is given a region of virtual storage, all of the 
storage area available for your use within that region is unassigned. Subpools are created only 
when a GETMAIN macro instruction is issued designating a subpool number (other than 0) 
not previously specified. If no subpool number is designated, the virtual storage is allocated 
from subpool 0, which is created for the job step by the control program when the job-step 
task is initiated. 

For purposes of control and virtual storage protection, the control program considers all 
virtual storage within the region in terms of 4()96-byte blocks. These blocks are assigned to a 
subpool, and space within the blocks is allocated to a ta^ by the control program when 
requests for virtual storage are made. When there is sufHcient unallocated virtual storage 
within any block assigned to the designated subpool to fill a request, the virtual storage is 
allocated to the active task from that block. If there is insufHcient unallocated virtual storage 
within any block assigned to the subpool, a new block (or blocks, depending on the size of the 
request) is assigned to the subpool, and the storage is allocated to the active task. The blocks 
assigned to a subpool are not necessarily Contiguous unless they are assigned as a result of one 
request. Only blocks within the region reserved for the associated job step can be assigned to a 
subpool. 

Figure 35 is a simplified view of a virtual-storage region containing four 4096-byte blocks 
of storage. All the requests are for virtual storage from subpool 0. The first request from some 
task in the job step is for 1008 bytes; the request is satisfied from the block shown as Block A 
in the figure. The second request, for 4000 bytes, is too large to be satisfied from the unused 
portion of Block A, so the control program assigns the next available block. Block B, to 
subpool 0, and allocates 4000 bytes from Block B to the active task. A thkd request is then 
received, this tkae for 2000 bytes. There is enough area in Block A (blocks are checked in the 
order first in, first out), so an additional 2000 bytes are allocated to the task from Block A. 
All blocks are searched for the closest fitting free area which will then be asagned. If the 
request had been for 96 bytes or less, it would have been allocated from Block B. Because all 
tasks may share sul^)ool 0, Request 1 and Request 3 do not have to be made from the same 
task, even though the areas are contiguous and from the same 4096 byte block. Request 4, for 
6000 bytes, requires that the control program allocate the area from 2 contiguous blocks which 
were previously unassigned. Block D and Block C. These blocks are assigned to subpool 0. 
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Requests: 2000 bytes 
Request 1 : 1008 bytes 



Request 2: 4000 bytes 



Request 4: 6000 bytes 




Block A 



Figure 35. Virtual Storage Control 

As indicated in the preceding example, it is possible for one 4096-byte block in subpool 
to a>ntain many small areas allocated to many different tasks in the job step, and it is possible 
that numerous blocks could be split up in this manner. Areas acquired by a task other than the 
job-step task are not released automatically on task termination. Even if FREEMAIN macro 
instructions were issued for each of the small areas before a task terminated, the probable 
result would be that many small unused areas would exist within each block while the control 
program would be continually assigning new blocks to satisfy new requests. To avoid this 
situation, you can define subpools for exclusive use by individual tasks. 

Any subpool can be used exclusively by a single task or shared by several tasks. Each time 
that you create a task, you can specify which subpools are to be shared. Unlike other sulqx>ols, 
subpool is shared by a task and its subtask, unless you specify otherwise. When subpool is 
not shared, the control program creates a new subpool for use by the subtask. As a result, 
both the task and its subtask can request storage from subpool but both will not receive 
storage from the same 4096-byte block. When the subtask terminates, its virtual storage areas 
in subpool are released; since no other tasks share this subpool, complete 4096-byte blocks 
are made available for reallocation. 

When there is a need to share subpool 0, you can define other subpools for exclusive use by 
individual ta^. When you first request storage from a subpool other than subpool 0, the 
control program assigns a new 40%-byte block to that subpool, and allocates storage from 
that block. The task that is then active is assigned ownership of the subpool and, therefore, of 
the block. When additional requests are made by the same task for the same subpool, the 
requests are satisfi^ by allocating areas from that block and as many additional blocks as are 
required. If another task is active when a request is made with the same subpool number, the 
control program assigns a new block to a new subpool, allocates storage from the new block, 
and assigns ownership of the new subpool to the second task. 

A task can specify subpools numbered from to 127. FREEMAIN macro instructions can 
be issued to release any complete subpool except subpool 0, thus releasing complete 4096-byte 
blocks. When a task terminates, its unshared subpools are released automatically. 

Owirfng and Saittlng: A subpool is initially owned by the task that was active when the 
subpool was created. The subpool can be shared with other tasks, and ownership of the 
subpool can be assigned to other tasks. Two macro mstructions are used in the handling of 
subpools: the GETMAIN macro instruction and the ATTACH macro instruction. In the 
GETMAIN macro instruction, the SP parameter can be written to request storage from 
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subpools to 127; if this parameter is omitted, subpool is assumed. The parameters that deal 
with subpools in the ATTACH macro instruction are: 

• GSPV and GSPL, which give ownership of one or more subpools (other than subpool 0) 
to the task being created. 

• SHSPV and SHSPL, whidi share ownership of one or more subpools (other than subpool 
0) with the new subtask. 

• SZERO, which determines whether subpool is shared with the subtask. 

All of these parameters are optional. If they are omitted, no subpools are given to the 
subtask, and only subpool is shared. 

OMting a Sd^ool: A new subpool is created whenever SHSPV or SHSPL is coded on an 
ATTACH macro instructions or a GETMAIN macro instruction is issued, and the subpool(s) 
specified does not exist for the active task. A new subpool zero is created for the sulHask if 
SZERO»>NO is specified on ATTACH. If one of the ATTACH macro instruction parameters 
causes the subpool to be created, the subpool number is entered in the list of subpools owned 
by the task, but no blocks are assigned and no storage is actually allocated. If a GETMAIN 
macro instruction results in the creation of a subpool, the subpool number is assigned to one 
or more 4096-byte blocks, and the requested storage is allocated to the active task. In either 
case, ownership of the subpool belongs to the active task; if the subpool is created because of 
an ATTACH macro instruction, ownership is transferred or retained depending on the 
parameter used. 

TnuMferrfaiig Ownerai^** An owning task gives ownership of a subpool to a direct subtask by 
using the GSPV or GSPL parameters in the ATTACH macro instruction issued when that 
subtask is created. Ownership of a subpool can be given to any subtask of any task, regardless 
of the control level of the two tasks involved and regardless of how ownership was obtained. 
A subpool cannot be shared with one or more subtasks and then transferred to another 
subtask, however; an attempt to do this results in abnormal termination of the active task. 
Ownenship of a subpool can only be transferred if the active task has ownership; if the active 
task is sharing a subpool and an attempt is made to pass ownership to a subtask, the subtask 
receives shared control and the originating task relinquishes the subpool. Once ownership is 
transferred to a subtask or relinquished, any subsequent use of that subpool number by the 
originating task results in the creation of a new subpool. When a task that has ownership of 
one or more subpools terminates, all of the virtual storage areas in those subpools are released. 
Therefore, the task with ownership of a subpool should not terminate until all tasks or 
subtasks sharii^ the subpool have completed their use of the subpool. 

If GSPV or GSPL specifies a subpool which does not exist for the active task, no action is 
taken. 

Sharing a Siil9o<ri: Shared use of a subpool can be given to a direct subtask of any task with 
ownership or shared control of the subpool. Shared use is given by specifying the SHSPV or 
SHSPL parameters in the ATTACH macro instruction issued when the subtask is created. Any 
task with ownership or shared control of the subpool can add to or reduce the size of the 
subpool through the use of GETMAIN and FREEMAIN macro instructions. When a task that 
has shared control of the subpool terminates, the subpool is not affected. 

Subpods in Task Commimicatioat The advantage of subpools in virtual storage management is 
that, by assigning separate subpools to separate subtasks, the breakdown of virtual storage into 
small fragments is reduced. An additional benefit from the use of subpools can be realized in 
task communication. A subpool can be created for an originating task and all parameters to be 
passed to the subtask placed in the subpool. When the subtask is created, the ownership of the 
subpool can be passed to the subtask. After all parameters have been acquired by the subtask. 
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a FREEMAIN macro instructioii can be issued, under control of the subtask, to release the 
subpool virtual storage areas. In a similar manner, a second subpool can be created for the 
originating task, to be used as an answer area in the performance of the subtask. When the 
subtask is created, the subpool ownership would be shared with the subtask. Before the 
subtask is terminated, all parameters to be passed to the originating task are placed in the 
subpool area; when the subtask is terminated, the subpool is not released, and the originating 
task can acquire the parameters. After all parameters have been acqmred for the originating 
task, a FREEMAIN macro instruction again makes the area available for reuse. 

Implicit Requests for Virtual Storage 

You make an implicit request for virtual storage every time you issue a LINK, LOAD, 
ATTACH, or XCTL macro instruction. In addition, you make an unplicit request for virtual 
storage when you issue an OPEN macro instruction for a data set. Hiis section discusses some 
of the techniques you can use to cut down on the amount of real storage required by a job 
step, and the assistance given you by the control program. 

Reenterable Load Modules 

A reenterable load module is designed so that during execution it serializes its modiHcation or 
does not modify itself. Only one copy of the load module is paged into real storage to satisfy 
the requirements of any number of tasks in a job step. This means that even though there are 
several tasks in the job step and each task concurrently uses the load module, the only real 
storage needed is an area large enough to hold one copy of the load module (plus a few bytes 
for control blocks). The same amount of real storage would be needed if the load module were 
serially reusable; however, the load module could not be used by more than one task at a time. 

Reenterable Macro Instructions 

All of the macro instructions described in this manual can be written in reenterable form. 
These macro mstructions are classified as one of two types: macro instructions which pass 
parameters in registers 1 and 0, and macro instructions which pass parameters in a list. The 
macro instructions that pass parameters in registers present no problem in a reenterable 
program; when the macro instruction is coded, the required parameter values should be 
contained in register. For example, the POINT macro instruction requires that the DCB 
address and block address be coded as follows: 

POINT dob address , block address 

One method of coding this in a reenterable program would be to require that both of these 
addresses refer to a portion of storage allocated to the active task through the use of a 
GETMAIN macro instruction. The addresses would change for each use of the load module. 
Therefore, you would load two of the general registers 2-12 with the addresses, and designate 
the appropriate registers when you code the macro instruction. If register 4 contains the DCB 
address and register 6 contains the block address, the POINT macro instruction is written as 
follows: 

POINT ( 4 ) , ( 6 ) 

The macro instructions that pass parameters in a list require the use of special forms of the 
macro instruction when used in a reenterable program. The macro instructions that pass 
parameters m a list are identified within their descriptions in the macro instruction section of 
this manual. The expansion of the standard form of these macro instructions results in an 
in-line parameter list and executable instructions to branch around the Itet, to k>ad the address 
of the list, and to pass control to the required control prog>tun routine. The expansions of the 
list and execute forms of the macro instruction simply divide the functions provided in the 
standard form expansion: the list form provides only the parameter list, and the execute form 
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provides executable instructions to modify ttw list and pass control. You provide the 
instructions to load the address of the list into a register. 

The list and execute forms of a macro instruction are used in conjunction to provide the 
same services available from the standard form of the macro instruction. The advantages of 
using list and execute forms are as foltows: 

• Any parameters that remain constant in every use of the macro instruction can be coded 
in the list form. These parameters can then be omitted in each of the execute forms of 
the macro mstruction which use the list. This can save appreciable coding time when you 
use a macro instruction many times. (Any exceptions to ttiis rule are listed in the 
ctescription of the execute form of the applicable macro instruction.) 

• The execute form of the macro instruction can modify any of the parameters previously 
dengnated. (Again, there are exceptions to this rule.) 

• The list used by the execute form of the macro instruction can be located in a portion of 
virtual storage assigned to the task through the use of the GETMAIN macro instruction. 
This ensures that the inrogram remains reenterable. 

Figure 36 shows the use of the list and execute forms of a DEQ macro instruction in a 
reenterable program. The length of the list constructed by the list form of the macro 
instruction is obtained by subtracting two symbolic addresses; virtual storage is allocated and 
the list is moved into the allocated area. The execute form of the DEQ macro instruction does 
not modify any of the parameters in the list form. The list had to be moved to allocated 
storage because the control program can store a return code in the list when RET-«HAVE is 
coded. Note that the coding ui a routine labeled MOVERTN is valid for lengths up to 256 
bytes only. Some macro instructions do produce lists greater than 256 bytes when many 
parameters are coded (for example, OPEN and CLOSE with many data control blocks, or 
ENQ and DEQ with many resources), so in actual practice a length check should be made. 
The move long instruction (MVCL) should be con^dered for moving large data lists. 



LA 3,MACNAME Load address of list form 

LA 5,NSIADDR Load address of end of list 

SR 5,3 Length to be moved in register 5 

BAL 14, MOVERTN Go to routine to move list 

DE^ ,MFs(E,(1)) Release allocated resource 

• The MOVERTN allocates storage from subpool and moves up to 256 

• bytes into the allocated area. Register 3 is from address, 

• register 5 is length. Area address returned in register 1 . 
MOVERTN GETMAIN R,LV=(5), 

LR 4,1 Address of area in register 4 

BCTR 5,0 Subtract 1 fron area length 

EX 5,M0VEINST Move list to allocated area 

BR 14 Return 

MOVEINST MVC 0(0,4), 0(3) 



MACNAME 
NSIADDR 
NAME1 
NAME2 



DEQ ( NAME 1 , NAME2 , 8 , SYSTEM ) , RET=HAVE , MF=L 

DC* CLS'MAJOR' 
DC CL8' MINOR' 
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Nonreenterable Load Modules 

The use of reenterable load modules does not automatically conserve virtual storage; in many 
applications it will actually prove wasteful. If a load module is not used in many jobs and if it 
is not employed by more than one task in a job step, there is no reason to make the load 
module reenterable. The allocation of virtual storage for the purpose of moving coding from 
the load module to the allocated area is a waste of both time and virtual storage when only 
one task requires the use of the load module. 

You should not make a load module reenterable or serially reusable if reusability is not 
really important to the logic of your program. Of course, if reusability is important, you can 
issue a LOAD macro instruction to load a reusable module, and later issue a DELETE macro 
instruction to release its area. 

Notes: 

1. If your module is reenterable or serially reusable, the load module must be link edited, 
with the desired attribute, into a library. 

2. A module that does not modify itself (a refreshable module) reduces paging activity 
because it does not need to be paged out. 

Freeing of Virtual Storage 

The control program establishes two responsibility counts for every load module brought 
into virtual storage in response to your requests for that load module. The responsibility counts 
are lowered as follows: 

• If the load module was requested in a LOAD macro instruction, that responsibility count 
is lowered when using a DELETE macro instruction. 

• If the load module was requested in a LINK, ATTACH, or XCTL macro instruction, 
that responsibility count is lowered when using an XCTL macro instruction or by 
returning control to the control program. 

• When a task is terminated, the responsibility counts are lowered by the number of 
requests for the load module made in LINK, LOAD, ATTACH, and XCTL macro 
instructions during the performance of that task, minus the number of deletions indicated 
above. 

The virtual storage area occupied by a load module is released when the responsibility 
counts reach zero. When you pkm your program, you can design the load modules to give you 
the best trade-off between execution time and efficient paging. If you use a load module many 
times in the course of a job step, issue a LOAD macro instruction to bring it into virtual 
storage; do not issue a DELETE macro instruction until the load module is no longer needed. 
Conversely, if a load module is used only once during the job step, or if its uses are widely 
separated, issue a LINK macro instruction to obtain the module and issue an XCTL from the 
module (or return control to the control program) after it has been executed. 

There is a minor problem involved in the deletion of load modules containing data control 
blocks. An OPEN macro instruction must be issued before the data control block is used, and 
a CLOSE macro instruction issued when it's no longer needed. If you do not issue a CLOSE 
macro instruction for the data control block, the control program issues one for you when the 
task is terminated. However, if the load module containing the data control block has been 
removed from virtual storage, the attempt to issue the CLOSE macro instruction causes 
abnormal termination of the task. You must either issue the CLOSE macro instruction yourself 
before deleting the load module, or ensure that the data control block is still in virtual storage 
when the task is terminated (possibly by issuing a GETMAIN and creating the DCB in the 
area that had been allocated by the GETMAIN). 
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Real Storage Management 



The real storage manager (RSM) administers the use of real storage and directs the movement 
of virtual pages between auxiliary storage and real storage in page size (4096 bytes) blocks. It 
makes all addressable virtual storage in each address space appear as real storage. Only virtual 
pages necessary for program execution are kept in real storage, the remainder reside on 
auxiliary storage. RSM employs the auxiliary storage manager (ASM) of the Data Manager to 
perform the actual paging I/O necessary to transfer pages in and out of real storage. ASM also 
provides DASD allocation and management for paging I/O space on auxiliary storage. RSM 
relies on the system resources manager (SRM) for guidance in the performance of some of its 
(^rations. 

RSM assigns storage page frames upon request from a pool of available frames, thereby 
associating virtual addresses with real storage addresses. Frames are repossessed iq>on 
termination of use, when freed by a user, when a user is swapped-out, or when needed to 
replenish the available pool. While a virtual page occupies a real storage frame, the page is 
considered pageable unless specified otherwise as a system page that must be resident in real 
storage. RSM also allocates virtual equals real (VmR) regions upon request by those programs 
that cannot tolerate dynamic relocation. Such as re^on is allocated contiguously from a 
predefined area of real storage and is non-pageable. Programs in this region do run in 
translation mode, although addressing is one to one virtual to real. 

The paging services provided in VS2 include the following: 

• PGRLSE - Release virtual storage contents. 

• PGLOAD - Load virtual storage areas into real storage. 

• PGOUT - Page out virtual storage areas from real storage. 

The PGRLSE function allows the user and the system to make available space in both real 
storage and auxiliary storage that is known to be of no future use. Proper use of this function 
can increase the amount of storage available to the system and prevent needless paging I/O 
activity. Usage of PGRLSE may improve operating efficiency when the using program can 
discard the contents of a large virtual storage area (circumscribing one or more pages) and 
reuse the virtual storage pages; paging operations may be eliminated for those virtual storage 
pages when they are reused. 

The proper use of the PGLOAD and PGOUT functions will tend to decrease system 
overhead resulting from page faults and to clean out of real storage those pages no longer 
required for program execution or not required for some period in the future. 

Rdinquisliing Yiitual Storage 

When an area of virtual addressable storage within your program no longer has significant 
contents, you can make this storage available by issuing a PGRLSE macro instruction. The 
PGRLSE macro makes available all real and external page storage wholly associated with the 
area of virtual address space specified. As shown in Figure 37 if the specified addresses are 
not on page boundaries, the low address is rounded up and the high address is rounded down; 
then, the pages contained between the addresses are released. The virtiuU space renuuns, but 
its contents are forfeited. When the using program can discard the contents of a large virtual 
area (one or more complete pages) and reuse the virtual space without the necessity of pa^bg 
operations, PGRLSE may improve operating efficiency. 



Real Storage MaMtMMSt (3 



addren 1 
(low) 



address 2 
(high) 



ngwe 37. Rilnifag Vfertwd Stonce 

All storage obtained for your program by the GETMAIN macro iiistruction is automatically 
freed by the control program when the job step terminates. Freeing storage in this manner 
requires no action on your part. When you issue a FREEMAIN macro instruction, 
FREEMAIN does the equivalent of PGRLSE for any resulting free page. 

L4Midiiig/Pagiiig Out Viitual Storage Areas 

The PGLOAD macro instruction essentially provides a page-ahead function. By loading 
specified virtual storage areas into real storage, you can attempt to ensure that certain pages 
will be in real storage when needed. Page faults can occur, however, and these pages may be 
paged out. 

With PGLOAD, you have the option of specifying that the contents of the virtual area is to 
remain intact or be released. If you specify RELEASE^Y, the current contents of entire 
virtual 4K pages to be brought in may be discarded and a new real frames assigned without 
page-in operations; if you specify RELEASE««N, the contents are to remain intact and later 
used. 

If you specify PGLOAD with RELEASE»Y, the PGRLSE function will be performed 
before the PGLOAD function. That is, no page-in is needed for areas defining entire virtual 
pages since the contents of those pages are expendable. 

The PGOUT function initiates page-out operations for specified virtual address pages that 
are in real storage. The real storage frames will be made available for reuse upon completion 
of the page-out operation unless you specify the KEEPREL parameter in the macro 
instruction. An area that does not encompass one or more complete pages wiU be copied to 
auxiliary storage, but the real frames will not be freed. 

Virtual Subarea list (VSL) 

The virtual subarea list provides the basic input to the page service functions: PGLOAD, 
PGRLSE, and PGOUT. The list consists of one or more doubleword entries, each entry 
describing an area of virtual storage. The list must be nonpageable and contained in the 
address space of the subarea to be processed. 

Each parameter list entry has the following format: 



Byte 12 

FLAGS START ADDRESS 



4 5 6 

FLAGS END ADDRESS +1 
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Byte Flags: 
BitO 


(1... 


....) 


Bit 1 
Bit 2 
Bit 3 
Bit 4 
Bits 
Bit 6 
Bit? 


(.1.. 
(..1. 
(...1 


1...) 
.1..) 
..1.) 
...1) 


Start Address: 

The virtual address of 


Byte 4 Flags: 
BitO 


(1... 


....) 


Bit 1 
Bit 2 
Bit 3 


(..1. 
(...1 


....) 
....) 
....) 


Bit 4 
Bits 
Bit 6 


(.... 


1...) 
.1..) 
..1.) 



Bit? 



(.... ...1) 



This bit indicates that bytes 1-3 are a chain pointer to the next VSL entry to be 

processed; parameter list entry; bytes 4-? are ignored. This feature allows several 

parameter lists to be chained as a single logical parameter list. 

Reserved. 

Reserved. 

PGLOAD is to be performed; reserved, set by macro instruction. 

PGRLSE is to be performed; reserved, set by macro instruction. 

Reserved. 

Reserved. 

Reserved. 

the origin of the virtual area to be processed. 

This flag indicates the last entry of the list. It is set in the last doubleword entry 

in the list. 

When this flag is set, the entry in which it is set is ignored. 

Reserved. 

This flag indicates that a return code of 4 was issued from a page service 

function other than PGRLSE. 

Reserved. 

PGOUT is to be performed; reserved, set by macro instruction. 

KEEPREAL option of PGOUT is to be performed; reserved, set by macro 

instruction. 

Reserved. 



End Address + 1: 

The virtual address of the byte inunediately following the end of the virtual area. 



Rmh SisMce 



<5 
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MisceUaneous Services 



Tbnliig Services 

Interval timing is a standard feature of VS. It provides the ability to request the date and time 
of day and provides for setting, testing, and canceling intervals of time. 

Date and Hme of Day 

The operator is responsible for initially supplying the correct date and the time of day in terms 
of a 24-hour clock. You request the date and time of day using the TIME macro instruction. 
The control program returns the date in register 1 and the time of day in register or in a 
dottbleword supplied by you if the MIC or STCK parameter was spedfied. 

If ZONE*GMT is specified, the returned time of day and date will be for Greenwich Mean 
Time. If ZONE-iLT is specified or if the ZONE parameter is omitted, the local time of day 
and date will be returned. However, if STCK is specified, the ZONE parameter will be 
ignored. 

All references to time of day use the time-of-day (TOD) clock, a 64-bit binary counter. The 
TOD dock runs continuously while the power is on; the clock is not affected by the system 
stop-conditions. The operator normally sets the dock only after an interruption of CPU power 
has caused the clock to stop, and restoration of power has restarted it. The operator sets the 
dock during system mitializaticm in response to a system messi^e. (For more information 
about the TOD clock, see IBM System/ 3 70 Principles of Operation.) 

Intenral Tlmiiig 

A time interval, up to a maximum of 24 hours, can be established for any task in the job step 
through the use of the STIMER macro instruction, and the time remaining in the interval can 
be tested and canceled throu^ the use of the TTIMER macro instruction. Each task in the job 
step can have an active time interval. 

When you requrat a time interval, you also specify the manner in which the interval is to be 
decreased, through the use of the TASK, REAL, or WAIT parameter of the STIMER macro 
instruction. REAL and WATT both indicate that the interval is to be decreased continuously, 
whether the associated task is active or not TASK indicates that the interval is to be 
decreased only when the associated task is active. If REAL or TASK is coded, the task 
continues to compete with the other ready tasks for control; if WATT is coded, the task is 
idaced in the wait condition until the interval expires, at which time the task is placed in the 
ready condition. 

When TASK or REAL is designated, the address of an asynchronous timer completion exit 
routine can be specified. This routine is given control as a result of the time interval 
ccMnplettng. The routine does not get control immediately when the interval completes, but at 
some time after the interval completes. This delay is dependent on the system's work load and 
the relative dispatching priority of the associated task. If an exit routine is not specified, there 
is no notification of the completion of the time interval. The exit routine must be in virtual 
storage when required, and must save and restore registers and return control to the address in 
register 14. Although timing services allows only one active time interval for a task, it does not 
serialize the use of an asynchronous tuner completion exit routine. 
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Figure 38 shows the use of a time interval when testing a new loop in a program. The 
STINfER macro instruction sets a time interval of 5.12 seconds, which is to be decreased only 
when the task is active, and provides the address of a routine called FDCUP to be given 
control when the time interval expires. The loop is controlled by a BXLE instruction. 



LOOP 



NG 



FIXUP 



STIMER TASK, FIXUP, BINTVL=TIME Set time interval 



TM 
BC 
BXLE 
TTIMER 



USING 

SAVE 

01 



TIMEXP,X'01 ' 

1,NG 

12, 6, LOOP 

CANCEL 



FIXUP , 1 5 
( 14,12) 
TIMEXP,X'01' 



Test if fixup routine Entered 
Go out of loop if time interval expired 
If processing not complete, repeat loop 
If loop completes, cancel remaining time 



Provide addressaJDility 

Save registers 

Time interval expired, set switch in loop 



TIME 
TIMEXP 



RETURN (14,12) 



DC 
DC 



X' 00000200' 
X'OO' 



Restore registers 

Timer is 5.12 seconds 
Timer switch 



F1|ive38. Interval 

The loop continues as long as the value in register 12 is less than or equal to the value in 
register 7. If the loop stops, the TTIMER macro instruction causes any time remaining in the 
interval to be canceled; the exit routine is not given control. If, however, the loop is still in 
effect when the time interval expires, control is given to the exit routine FIXUP. The exit 
routine saves registers and turns on the switch tested in the loop. The FDCUP routine could 
also print out a message indicating that the loop did not go to completion. Registers are 
restored and control is returned to the control program. The control program returns control to 
the main program and execution continues. When the switch is tested this time, the touK;h is 
taken out of the loop. Caution should be used to prevent a timer exit routine from issuing an 
STIMER specifying the same exit routine. An infinite loop may occur. 

The priorities of other tasks in the system may also affect the accuracy of the time interval 
measurement. If you code REAL or WATT, the interval is decreased continuously and may 
expire 'when the task is not active. (This is certain to happen when WATT is coded.) After the 
time interval expires, assuming the task is not in the wait condition for any other reason, the 
task is placed in the ready condition and then competes for CPU time with the other tasks in 
the system that are also in the ready condition. The additional time required before tiie task 
becomes active will then depend on the relative dispatching priority of the task. 

The STIMER macro instruction should not be issued while a BTAM OPEN or LINE OPEN 
operation is m progress, since the BTAM OPEN LINE routines also use STIMER. STIMER 
should not be issued before invoking dynamic allocation because dynamic allocation can also 
issue STIMER. 
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Extended-PredsioD Floatiiig-Poiiit Simulatioii 

The System/370 Extended-Precision Floating-Point Simulator provides full extended-precision 
arithmetic for aU VS users. A divide macro instruction (DXR) is provided for the models that 
have the extended-precision floating arithmetic facility and all seven instructions are provided 
for the models that do not. The instructions provided are: 

Nane Maffiuonic 

ADD NORMALIZED (extended) AXR 

LOAD ROUNDED (extended to long) LRDR 

LOAD ROUNDED (long to short) LRER 

MULTIPLY (extended) MXR 

MULTIPLY (long to extended) MXDR 

MULTIPLY (long to extended) MXD 

SUBTRACT NORMALIZED (extended) SXR 

For more details on the instructions, see System/ 370 Principles of Operation. 

Thus, you can use extended-precision floating-point instructions whether or not your 
particular machine model has the extended-precision floating-point facility. To do so, write a 
program-intterruption-handling exit routine. The exit routine is required: 

• If your machine model aheady has the extended-precision floating-point facility, and you 
also wish to use the extended-precision floating-point divide (DXR) macro instruction. 

• If your machine model does not have the extended-precision floating-point instructions, 
but you wish to use these instructions and the extended-precision floating-point divide 
instruction. 

To determine if the extended-precision floating-point feature is installed in yoiu* CPU, call 
the module lEAXPSIM, which returns a pointer to the appropriate simulator. 

The format of the extended-precision floating-point divide (DXR) instruction is described in 
the macro instructions section, and the formats of the other extended-precision floating-point 
instructions are described in System/ 3 70 Principles of Operation. 

Extended-Precision Division 

To perform extended-precision division, use the DXR macro instruction: 

DXR reg1 ,reg2 

where regl contains the dividend, reg2 the divisor. 

The first parameter (the dividend) is divided by the second parameter (the divisor) and is 
replaced by the normalized quotient. No remainder is preserved. For a discussion of 
normalization, refer to the section **Floating-Point Arithmetic" in System/ 370 Principles of 
Operation. 

Division Process 

The quotient fraction has 28 hexadecimal digits and is developed such that it is the largest 
number for which the absolute value of the product of the quotient and the divisor fractions is 
either equal to or less than the absolute value of the adjusted (normalized) dividend fraction. 
All digits of the dividend and divisor fractions are involved in the operation; the dividend 
fraction is extended with low-order zeros. 

The sign of the quotient is determined by the rules of algebra; however, if the quotient is 
made a true 0, its agn is made plus. 
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Unless the quotient is made a true 0, the characteristic, sign, and high-order 14 hexadecimal 
digits of the normalized quotient fraction replace the high-order part of the first parameter. 
The low-order 14 hexadecimal digits of the quotient fraction replace the low-order fraction of 
the first parameter. The low-order sign is made equal to the high-order sign, and the low-order 
QhacactensffiLC Is made 14 {ess than the hig^-order characCeru^Cic. However, when the sabtractioa 
of 14 causes the low-order characteristic to become less than 0, it is made 128 greater than its 
correct value. Extended-precision arithmetic is further discussed in System/ 3 70 Principles of 
Operation. 

Arithmetic Exceptions 

The following exceptions can occur when using the DXR macro instruction. 

• Exponent overflow. 

• Exponent underflow. 

• Floating-point divide. 

Exponent overflow is recognized when the characteristic of the normalized quotient exceeds 
127 and the fraction of the quotient is not 0. The operation is completed by makmg the 
high-order characteristic 128 less than the current value. If the low-order characteristic also 
exceeds 127, it is decreased by 128. The quotient fraction and sign remain unchanged. A 
program interruption for exponent overflow then occurs. 

Exponent underflow is recognized when the characteristic of the normalized quotient is less 
than and neither parameter fraction is 0. If the exponent underflow mask bit is set, the 
operation is completed by making the characteristics of both parts 128 greater than their 
correct vahies. The quotient fraction and sign lemain unchanged. A program interruption for 
exponent underflow then occurs. If the exponent underflow mask is 0, a program interruption 
does not occur; instead, the operation is completed by making both the high-order and 
low-order parts of the quotient a true 0. 

Exponent underflow is not recognized when the low-order characteristic is less than and 
the high-order characteristic is greater than or equal to 0. Similariy, exponent underflow is not 
recognized when one or both of the parameters underflow during prenormalization, but the 
quotient can be expressed without encountering underflow. 

The floating-point divide exception is recognized when the divisor fraction is 0. The 
operation is suppressed, and a program interruption for floating-point divide occurs. 

When the dividend fraction is 0, the quotient is made a true 0, and a possible exponent 
overflow or underflow is not recognized. A division of by 0, however, causes the operation 
to be suppressed and an interruption for floatmg-pomt divide to occur. 

The condition code remains unchanged for all arithmetic exceptions. Figure 39 describes the 
program interruptions that can occur. 
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iBteirapdoii Type DescriptioB 



ActioB Taken 



Operation The instruction is not installed. 



Specification Registers other than or 4 are speciHed, 

or positions 16-23 do not contain O's. 

Exponent The characteristic of the normalized 

Overflow quotient exceeds 127, and neither operand 

fraction is 0. 

Exponent The characteristic of the normalized 

Underflow quotient is less than 0, neither operand 

fraction is 0, and the exponent underflow 

mask bit is set. 

Floating-Point The divisor fraction is 0. 

Divide 



The operation is 
suppressed. 

The operation is 
suppressed. 

The operation is 
completed. 



The operation is 
completed. 



The operation is 
suppressed. 



FI|Hf«39. 
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Calling the Simulator 

To use the extended-iH«cision floating-point instructions that your machine model does not 
have, call the extended-precision floating-point simulator from a program-interruption-handling 
exit routine. The simulator is a program that is automatically included in your operating system 
at system generation time. Writing an exit routine to handle program interruptions is discussed 
under "Program Interruption Processing." 

To use the extended-preciaon floating-point simulator, specify in the SPIE macro instruction 
that your exit routine is to receive control if an operation exception occurs. In addition, the 
exit routine must perform the following tasks, in this order: 

• Check that the exception is for floating-point divide. 

• Prepare a parameter list to pass to lEAXPSIM. 

• Pass control to lEAXPSIM, using standard operating system conventions. 

• Prepare a parameter list to pass to the simulator. 

• Pass control to the simulator, using standard operating system conventions. 

• Check the code returned by the simulator. 

• Perform corrective action if necessary. 

In addition, the exit routine may perform the following tasks: 

• Load the lEAXPSIM module, using the LOAD macro instruction, before its use. 

• Delete the lEAXPSIM module, using the DELETE macro instruction, after its use. 

• Load the simulator, using the LOAD macro instruction, the first time it is needed. 

• Delete the simulator, using the DELETE macro instruction, at the end of the job step. 
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Designing the Exit Routine 

The following paragraphs and Figure 40 should help you design your exit routine. 

The parameter list that you pass to lEAXPSIM must be pointed to by register 1 and must 
contain a pointer to a doubleword area into which IEA?U*SIM will move the name of the 
simulator module to which you will pass control. 

The parameter list that you pass to the simulator must be pointed to by register 1 and must 
contain the following: 

1. A pointer to the PIE. 

2. A pointer to the area containing the contents of general registers through IS at 
interrupt time. 

3. A pointer to a work area. 

4. A pointer to a byte that is nonzero if the last bit of the quotient for a DXR need not be 
correct. 
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USING 


EXTPRE,15 


STM 


3,13,SIMSV+12 


LR 


4,15 


USING 


EXTPRE,4 


KVC 


SIMSV( 12), 20(1 ) 


MVC 


SIMSV+56(8),12( 1 ) 


ST 


14, RET 


ST 


1,PARMB 


LA 


13, SAVES IM 


L 


15,SIMADD 


LTR 


15,15 


BNZ 


TOSIM 


LOAD 


EP=IEAXPSIM 


LR 


15,0 


LA 


1, PARMA 


BALR 


14,15 


DELETE 


EP»IEAXPSIM 


LOAD 


EPLOC=SIMUL 


LR 


15,0 


ST 


0,SIMADD 


LA 


1,PARMB 


BALR 


14,15 


LTR 


15,15 


BZ 


GOODOUT 



EXTPRE STM 3, 13,SIMSV+12 Save registers not in PIE 

Estetblish addressability 
Registers 0-2 from PIE 
Registers 14-15 from PIE 
Save return address 
Pointer to PIE 
Load save area address 

Does SIMADD contain address? 
If so, go directly to simulator 

Put lEAXPSIM's address in register 
Load pointer to doubleword 
Get simulator's address 

Load simulator 

Put simulator's address in register 

Save address of simulator 

TOSIM LA 1,PARMB Parameter list address 

go to simulator 
Error or exceptional 
Condition? 

•HERE THE EXIT ROUTINE SHOULD DETERMINE THE ERROR OR THE 

•EXCEPTIONAL CONDITION THAT OCCURRED IN SIMULATING AND 

•TAKE APPROPRIATE ACTION. 

B** OUT 
GOODOUT EQU • 

•HERE THE EXIT ROUTINE SHOULD TAKE APPROPRIATE ACTION WHEN 
•NO ERROR OR EXCEPTIONAL CONDITION OCCURRED DURING SIMULATION. 

OUT l" 14, ret 

LM 3,13, SIMSV+ 1 2 Restore registers 

BR 14 Return 

•WHEN THE EXIT ROUTINE NO LONGER NEEDS THE SIMULATOR, 
•THE ROUTINE SHOULD DELETE IT. 

DELETE EPLOC=SIMUL 



PARMA 


DS 


X • 80 •,AL3( SIMUL) 


SIMUL 


DS 


D 


PARMB 


DS 


F 




DC 


A( SIMSV ) 




DC 


A(WORK) 




DC 


X'80',A13(ZERO) 


ZERO 


DC 


X'O' 


WORK 


DC 


SOD 


SIMSV 


DS 


16F 


SIMADD 


DC 


F'O' 


RET 


DS 


F 


SAVESIM 


DS 


18F 



Pointer to simulator neune 
Simulator neune 
For pointer to PIE 
Address of register area 
Address of work area 
Divide adjust switch 

pointer 
Adjust switch for divide 
Work area 
Register area 
Address of simulator 
Return address 
Save area 



F%m40. 
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The woik area must be at least 30 doublewords (240 bytes) if your installatioii's machine 
model has the extended-precision floating-point facility or at least SO doublewords (400 bytes) 
if it does not. The exit routine shown in Figure 40 can be used for either type machine model 
because its wotk area is SO doublewords. 

To obtain the name of the extended-precision floating-point simulator installed in your 
system, caO the module lEAXPSIM, which returns a pointer to the name of the simiUator in 
the doubleword that you provide. In Figure 40, the doubleword is SIMUL. 

Before passdng control to the simulator, you can use the LOAD macro instruction to bring 
the simulator into virtual storage if it is not akeady there. The entry point name is spedfled as 
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the name returned from lEAXPSIM. After issuing LOAD, you can pass control to the 
simulator, using standard calling conventions. 

Upon regaining control from the simulator, the exit routine should check register IS for one 
of the two return codes shown in Figure 41. 

Hexadecimal Meaning 
Code 

00 The operation was successful. 

FF The operation was not successful, or an exceptional condition occurred. 

Fifve 41. Rctm Codes FhMi the Extcndcd-PrecWM FloattafPoiBt SmmMor 

If the return code is X'FF', the exit routine determines the kind of error encountered by the 
simuUitor by examining the interruption code. Figure 42 shows the pcwable settings of the 
interruption code. 



Meaning of Intermption 

The simulator found that the operation was not an extended-precision floating-i;>oint 

operation and returned control without further procening. 0001 

Protection exception^ ^ 0100 

Addressing exception^ ^ 0101 

Specification exception^ 2 3 01 10 

Exponent overflow exception^ 1100 

Ejqwnent underflow exception^ 1 101 

Significance exception^ 1110 

Floating-iwint divide^ 1111 

^When the simulator encounters these exceptions, it stops processing and returns control to the exit routine. 
^An incorrect extended-precinon floating-point register was specified, the third byte of the DXR macro 

instruction was not X*00' or a register otfier than or 4 was specified in the Rl or R2 field of the DXR 
. macro instruction. 

'The error occurred during the processing of an MXD macro instruction. 
^The error occurred during simulation. 

figmt 42. latcrraptioB Codes Retwaed hy the Siwdstor 

The simulator adjusts the condition code in the old PSW in the PIE (bits 34-35) to indicate 
the result of an A^ or SXR macro instruction. When a program interruption occurs within 
the simulator while fetching the argument of the MXD macro instruction, the instruction 
address in the PSW in the PIE is restored to its setting at operation-interruption time. 

The simulator never alters the program check old PSW at location 40. Its interruption code 
will be an operation exception except for the MXD macro instruction, when it may be a 
protection, addressing, or specification exception. 

The simulator should be deleted by the using program if it was obtained by the LOAD 
maoro instruction. 

If the full simulator (lEAXPALL) is loaded on a CPU that aheady has the 
extended-predsion floating-point facility, no abnormal conditions result. Only the DXR macro 
instruction is simulated. However, the simulation of the DXR function is slower than if the 
lEAXPDXR were used, since the other extended-predsion operations in the divide algorithm 
are also simulated. 

If lEAXDXR is loaded on a CPU without the extended-precision floating-point facility, a 
OCl ABEND occurs when an extended-precision divide is simulated. In the simulation of the 
other extended-predsion macro instructions, a return code of X'FF* is passed to the caller and 
no simulation is attempted. 
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Commimicatiiig widi tlie System Op^ntor 

The WTO and the WTOR macro instructions allow you to write messages to the operator. The 
WTOR macro instruction also allows you to request a reply from the operator. Messages can 
be sent to (and replies received from) as many as 99 operator consoles. 

There are two basic forms of the WTO macro instruction: the single-line form, and the 
multiple-line form. 

The following should be considered when issuing multiple-line WTO messages (MLWTO). 

• Only the first line of a multiple-line WTO message is passed to the user-written WTO 
exit routine. 

• When a console switch takes place, unended multiple-line WTO messages and 
multiple-line WTO messages in the process of being written to the original console are 
not moved to the new console. 

• When a hard copy switch takes piace from the system log to an active operator's console, 
MLWTO messages in the process of being written to the system log are not moved to 
the new hard copy device. 

• The left most three bytes of register zero must be zero for a multiple-line message. You 
must ensure that this is done. 

• When the system hard copy log is an active operator's console, only the hard copy 
versions of multiple-line messages are written to the console. 

• Since the hard copy log receives a copy of every message in the system, an active 
operator's console should be used as the hard copy log only in an emergency. 

See the macro instructions section for an explanation of the parameters in the single-line 
and multiple-line forms of the WTO macro instruction. 

The message is routed using the routing codes spedHed in the WTO macro instruction. At 
system generation, each operator's console in the system is assigned routing codes that 
correqwnd to the functions that the installation wants that console to perform. When any of 
the routing codes assigned to a message match any of the routing codes assigned to a console, 
the message is sent to that console. 

Disposition of the message is indicated through the descrqttor codes specified in the WTO 
macro instruction. Descriptor codes classify WTO messages so that they can be properly 
presented on, and deleted from, display devices. Each WTO macro instruction should contain 
one descriptor code. The descriptor code is not printed or displayed as part of the message 
text. If the descr^tor code is coded in the WTO instruction, an indicator is inserted as the first 
character of the message. The four indicators are: a blank, an at sign @, an asterisk (*), or a 
plus sign (+). An indicator of an @ or an * informs the operator that he must take some 
immediate action. If a WTO that uses a descriptor code of 1 or 2 is coded by a privileged or 
APF authorized user, the indicator in the first character is an *. If a descriptor code of 3 
through 16 is used, the indicator field is left blank. If a WTO that uses a descriptor code of 1 
or 2 is coded in a problem program, the @ sign is used as the indicator and descriptor code 7 
is turned on to ensure that the message will be deleted at address space or task termination. If 
3 through 16 is used, the indicator is a +. For more information on routing and descriptor 
codes, see VS2 Routing and Descriptor Codes. 
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A sample WTO macro instructioii is shown in Figure 43. 



Single-line WTO 'BREAKOFF POINT REACHED. TRACKING COMPLETED.', C 
format ROUTCDE= 1 4 , DESC=7 

Multiple- WTO ( 'SUBROUTINES CALLED' ,C), C 

1 ine format ( ' ROUTINE TIMES CALLED ' , L ) , ( ' SUBQUER ' , D ) , C 

(list form) ( 'ENQUER' ,D),( 'WRITER' ,D), C 

( •DQUER',DE), C 

ROUTCDE=( 2 , 1 4 ) , DESC=( 7 , 8 ) , MF=L 

n|M« 43. Wrillic to the O pe rt or 

To use the WTOR macro instruction, you code the message exactly as designated in the 
single-line WTO macro instruction. (The WTOR macro instruction cannot be used to pass 
multiple-line messages.) When the message is written, the control program adds a 
two-character message identifier before the message to associate the reply with the message. 
The control program also inserts an indicator as the Hrst character of all WTOR messages, 
thereby informing the operator that immediate action is required. You must, however, indicate 
the response desored. In addition, you must supply the address of the area in which the control 
program is to place the reply, and you must indicate the length of the reply. The length of the 
reply may not be zero. You also supply the address of an event control block which the 
control program posts after the reply has been placed, left-adjusted, in your designated area. 

A sample WTOR macro instruction is shown in Figure 44. The reply is not necessarily 
available at the address you specified until a WATT macro instruction has been issued. 



XC ECBAD,ECBAD Clear ECB 

WTOR 'STANDARD OPERATING CONDITIONS? REPLY YES OR NO', 

REPLY , 3 , ECBAD , ROUTCDE=( 1,15) 
WAIT ECB=ECBAD 

ECBAD DC F'O' Event control block 
REPLY DC C'bbb' Answer area 

FlfiM U. Writli« to the Operator WMh • Rep^ 

When a WTOR macro instruction is issued any console receiving the message has the 
authority to reply. The Tmt reply received by the control program is returned to the issuer of 
the WTOR, providing the syntax of the reply is correct If the syntax of the reply is not 
correct, another reply is accepted. The WTOR is satisfied when the control program moves the 
reply into the issuer's reply area and posts the event control block. Each console that received 
the original WTOR will also receive die accepted reply unless it's a security message. The 
master console may answer any WTOR, even if he did not receive the original message. 

Writliig to the Prognunmier 

The WTO and the WTOR macro instructions allow you to write messages to the programmer, 
as well as to the operator. 

To write a message to the programmer, you must specify ROUTCDE^U in the WTO or 
the WTOR macro inrtruction. 
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Wiitiiig to the System Log 

The system log consists of one SYSOUT data set on which the communication between the 
operator and the system is recorded. You can use the system log by coding the information 
that you wish to log in the "text" parameter of the WTL macro instruction. 

When the WTL macro instruction is executed, the control program places your text in one 
of the buffers and, when the buffer is full, writes the buffer onto the system log data set. The 
control program writes the text of your WTL macro instruction on the master console instead 
of on the system log if the system log is not active. 

Although when using the WTL macro instruction you code the message within apostrophes, 
the written message does not contain the apostrophes. The message can include any character 
that is valid for the WTO macro instruction and is assembled and written the same way as the 
WTO macro instruction. MCS routing codes and descrq>tor codes are not assigned, since they 
are not needed by the WTL macro instruction. 

Message Deletion 

If your system is using a cathode-ray tube (CRT) display as a console, unnecessary messages 
can be deleted from tiie operator's screen by the programmer. The control program assigns a 
message identification number to each WTO and WTOR message and returns the message 
identtHcation number in register 1. The DOM macro instruction uses the identification number 
to indicate which message is to be deleted. The message identiHcation number must not be 
confused with the reply identiHcation number that is assigned to WTOR replies. 

You can also use the DOM macro instruction to mhibit operator messages from appearing 
on any operator console by specifying REPLY^YES on the macro. The issuer of the DOM 
with REPLYbYES must be a task in the same job step and address space as the issuer of the 
WTOR macro instruction or must be a task executing in supervisor mode, under protection key 
0-7, or authorized by APF. 
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Part n: Macro Instractions 



7f 
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Introduction to Supervisor Macro Instructions 



You can communicate service requests to the control program using a set of macro instructions 
provided by IBM. These macro instructions are available only when programming in the 
assembler language, and are processed by the assembler program using macro definitions 
supplied by IBM and placed in the macro library when the system was generated. 

The proceraing of the macro instruction by the assembler program results in a macro 
expansion, generally consisting of data and executable instructions in the form of assembler 
language statements. The data fields are the parameters to be passed to the requested control 
program routine; the executable instructions generally consist of a branch around the data, 
instructions to load registers, and either a branch instruction or a supervisor call (SVC) to give 
control to the proper program. The exact macro expansion appears as part of the assembler 
output listing. 

The macro instructions described in this publication have no restrictions in use by 
applications programmers. Some macro instructions contain parameters that are restricted to 
systems programmers and installation-approved personnel. These parameters, as well as 
installation-controUed macro instructions, are described in OS/VS2 System Programming 
Library: Supervisor. 

Macro Instruction Forms 

When written in the standard form, some of the macro instructions result in instructions that 
store into an inline parameter lut. The option of storing into an out-of-line parameter list is 
provided to allow the use of these macro instructions in a reenterable program. You can 
request this option through the use of list and execute forms. When list and execute forms 
exist for a macro instruction, their descriptions follow the description of the standard form. 

Use the list form of the macro instruction to provide a parameter list to be passed either to 
the control program or to a problem program, depending on the macro instruction. The 
expansion of the list form contains no executable instructions; therefore registers cannot be 
used in the list form. 

Use the execute form of the macro instruction in conjunction with one or two parameter 
lists established using the list form. The expansion of the execute form provides the executable 
instructions required to modify the parameter lists and to pass control to the required program. 
Only the ATTACH, LINK, and XCTL macro instructions use two parameter lists: a problem 
program list, resulting from the address parameter and VL parameters, and a control program 
list, resulting from the remaining parameters. The control program list is required, and the 
problem program list is optional in these macro instructions. 

The CALL, DEQ, ENQ, and SNAP macro instructions can result in variable length 
parameter lists. The length of the parameter list generated by the list form of the macro 
instruction must be equal to the maximum length list required by any execute form that refers 
to the list. The maximum length list can be constructed in one of three methods: 

• Code the parameters required for the maximum length execute form in the Ust form. 

• Provide a DS instruction immediately following the list form to allow for the maximum 
length parameter list. 

• Acquire a maximum length list by using commas in the list form to indicate the maximum 
number of parameters. For example, the STORAGE parameter of the SNAP macro 
instruction could be coded as STORAGE* („„„„) to allow for five paks of addresses. 
The actual addresses would be provided in the execute forms. 
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The descriptions of the following macro instructions assume that the standard begin, end, 
and continue columns are used — for example, column 1 is assumed as the begin column. To 
change the begin, end, and continue columns, code the ictl instruction to establish the coding 
format you wish to use. If you do not use ictl, the assembler recognizes the standard 
columns. To code the ICTL instruction, see OS/VS - DOS/VS - VM/370 Assembler Language. 

Coding the Macro Instnictkms 

The table appearing near the beginning of each macro instruction indicates how the macro 
instruction is to be coded. The table does not attempt to explain the meanings of the 
parameters; the parameters are explained following the table. 

Figure 45 presents a sample macro instruction, test, and summarizes all the coding 
information that is available for it. The table is divided into three columns. 



0® 



f 



(m) i^TEST 



name: symbol. Begin name in column 1. 
One or more blanks must precede TEST. 

One or more blanks must follow TEST. 



@-* 



@- 



MATH 

HIST 

GEOG 

,DATA>mdata addr 

-•^ ,LNG-</a/a length 



.FMT-HEX 
-»• ,FMT-DEC 
,FMT-BIN 

.PASS-va/ue 



data addr: RX-type address, or register (2) - (12). 

data length: symbol or decimal digit, with a maximum value of 
2S6. 

Defarft: FMT-HEX 



value: symbol, decimal digit, or register (1) or (2) - (12). 
Defank: PASS-6S. 



Flgnre 45. Sanqile Macro InstmctkNi 

• The first column, (^ , contains those parameters that are required for that macro 
instruction. If a single line appears in Uiat colunm, (^ , the parameter on that line is 
required and must be coded. If two or more lines appear together, (^ , the parameter 
appearing on the one and only one of the lines must be coded. 

• The second column, (b} , contains those parameters that are optional for that macro 
instruction. If a single line appears in that column, @) , the parameter on that line is 
optional. If two or more lines appear together, @ , the parameter appearing on one and 
only one of the lines may be coded if desired. 

• The third column, (Q , provides additional information for coding the macro instruction. 
When substitution of a variable is required, the following classifications should be 
understood: 

symM: any symbol valid in the assembler language. That is, an alphabetic character 
followed by 0-7 alphameric characters, with no special characters and no blanks. 

dedraal digit: any decimal digit up to the value indicated in the parameter description. If 
both symbol and decimal di^t are indicated, an absolute expression is also allowed. 
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register (2) - (12): one of general registers 2 through 12, specified within parentheses, 
previously loaded with the right-adjusted value or address indicated in the parameter 
description. The unused high-order bits must be set to zero. The register may be designated 
symbolically or with an absolute expression. 

register (0): general register 0, previously loaded as indicated under register (2) - (12) 
above. Designate the register as (0) only. 

register (1): general register 1, previously loaded as indicated under register (2) - (12) 
above. Designate the register as (1) only. 

RX-type address: any address that is valid in an RX-type instruction (for example, LA). 

A-type address: any address that may be written in an A-type address constant. 

default: a value that is used in default of a specified value, and that is assumed if the 
parameter is not coded. 

Use the parameters to specify the services and options to be performed, and write them 
according to the following general rules: 

• If the selected parameter is written in aU capital letters (for example, STEP, DUMP, or 
RETmUSE), code the parameter exactly as shown. 

• If the selected parameter is written in italics (for example, value or cony> code), 
substitute the indicated value, address, or name. 

• If the selected parameter is a combination of capital letters and italics separated by an 
equal sign (for example, EP»entry point), code the capital letters and equal sign as 
shown, and then make the indicated substitution for the italics. 

• Read the table from top to bottom, and code the parameters in the order shown. Code 
commas and parentheses exactly as shown. 

• If a parameter is selected to be coded read column 3 before proceeding to the next 
parameter. Column 3 will often contain notes pertaining to restrictions on coding the 
parameters. 

Continuation Lines 

You can continue the parameter field of a macro instruction on one or more additional lines 
according to the following rules: 

1. Enter a continuation character (not blank, and not part of the parameter coding) in 
column 72 of the line. 

2. Continue the parameter field on the next line, starting in column 16. All columns to the 
left of column 16 must be blank. 

You can code the parameter field being continued in one of two ways. Code the parameter 
field through column 71, with no blanks, and continue m column 16 of the next line; or 
truncate the parameter field by a comma, where a comma normally falls, with at least one 
blank before column 71, and then continue in column 16 of the next line. Figure 46 shows an 
example of each method. Additional information on the continuation of any assembler 
language macro instruction is provided in the publication OS/VS - DOS/VS - VM/370 
Assembler Language. 
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NAMEl 0P1 OPERAND 1,0PERAND2, OPERANDS, 0PERAND4, OPERA X 

ND5, OPERANDS THIS IS ONE WAY 
NAME2 0P2 OPERANDI ,0PERAND2, THIS IS ANOTHER WAY X 

OPERANDS , X 

0PERAND4 

FlfM« 44. CoatiMntiM Co** 

VS1/VS2 CompatibilHy 

This publication describes VS2 macro instructions only. However, all macro instructions and 
parameters defined in this publication may also be executed on a VSl system, with the 
following exceptions. If these exceptions are coded, assembler errors will result. 

ABEND macro instruction 

SYSTEM 

USER 

DUMPOPT- 
ATTACH macro instruction 

GSPV- 

GSPL- 

SHSPV- 

SHSPL- 

SZERO- 

TASKLIB- 

STAI- 

ESTAI- 

PUROE- 

ASYNCH- 

TERM- 

RELATED- 
CHAP macro instruction 

RELATED- 
DELETE macro instruction 

RELATED- 
DEQ macro instruction 

RELATED- 
DETACH macro instruction 

STAE. 

RELATED- 
DOM macro instruction 

REPLY- 
ENQ macro instruction 

RELATED- 
ESTAE macro instruction 
FREEMAIN macro instruction 

LC 

LU 

L 

VC 

vu 

EC 

EU 

RC 

RU 

LA- 

RELATED- 
OETMAIN macro instruction 

RC 

RU 

LC 

LU 

RELATED- 
LINK macro instruction 

ERRET- 
LOAD macro instruction 

ERRET- 

RELATED- 
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POLOAD macro instruction 
POOUT macro instruction 
SETRP macro iiistrtt^on 
SNAP macro instruction 

SDATA>-(DM.ERR.IO,LSQA,SQA.SWA) 

STRHDR. 
STA TUS macro ii»tniction 
STIMER macro instruction 

MICVL- 

OMTT- 

ERRET- 
TIME macro instruction 

STCK 

ZONE- 

ERRET- 
TTIMER macro instruction 

MIC 

ERRET- 
WATT macro instruction 

LONG- 
WTO macro instruction 

multiple line message formats 



Macro 
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Descriptioiis of the Macro Instnictioiis 
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ABEND — Abnormally Terminate a Task 



The ABEND macro instruction is used to initiate error processing for a task. ABEND can 
.request a full or tailored dump of virtual storage areas and control blocks pertaining to the 
tasks being abnormally terminated, and can specify that the entire job step is to be abnormally 
terminated. Before the task is terminated, an ESTAE exit gets control. This exit may recover 
the task and allow it to retry. 

If the job step task is abnormally terminated or if ABEND specifies job step termination, 
the ccHupletion code is recorded on the system output device, and the remaining job steps in 
the job are either skipped or eiMCUted as spedHed in their job control statements. 

If the job step is not to be terminated, the following actions are taken: 

• The task that was active wbtn ABEND was issued is terminated, along with all of the 
subtasks of that active task. 

• The completion code is posted as indicated in the ccMupletion code parameter description 
below. 

• The end-of-task exit routine sped^d in the ATTACH macro instruction that created the 
task which issued ABEND is selected to be given control. The exit routine is given 
control wl^n the originating task of the task for which ABEND was issued becomes 
active. None of the end-of-task exit routines sped^ed for any subtasks of the task for 
which ABEND was issued are given control. 

The ABEND macro instruction is written as follows: 



name name: tymtxA. Begin name in column 1. 

b One or more blanks must precede ABEND. 
ABEND 

b One or more blanks must folk>w ABEND. 

comp code camp code: symbol, decimal or hexadecimal digit, or register (1) or 

(2) - (12). 
Vahw mmt: • 409S 



.DUMP code type: USER or SYSTEM. 

.,STEP Defasit: code type - USER. 

,„code type 

.DUMP,STEP 

,D\JMP„code type 

„STEP, code type 

,DUMP,STEP.codle type 

.DUMPOPT-^Nimi list addr pann list addr: RX-type address, or register (2) - (12). 

The parameters are explained below: 

comp code 
spedHes the completion code associated with the abnormal termination. If the job step is to 
be terminated, the decimal reivesentation of the user completion code or the hexadecimal 
representation of the system completion code is recorded on the system output device. If the 
job step is not to be terminated, the completion code is placed in the TCB of the active 
task, and in the ECB specified in the ECB parameter of the ATTACH macro instruction 
issued to create the active task. 
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.DUMP 

..STEP 

,„code type 

.DUMP,STEP 

J>\JMP„code type 

,J&TEP,code type 

,D\JMP,STEP,code type 

specifies options available with the ABEND macro instruction: 

DUNfP specifies that a dump is requested of virtual storage areas asdgned to the tiusk and 
control blocks pertaining to the task. A separate dump is provided for each of the tasks 
being terminated as a result of ABEND. If a //SYSABEND, //SYSNtt)UMP, or 
//SYSUDUMP DD statement is not provided, the DUMP parameter is ignored. 

STEP speciHes that the entire job step of the active task is to be abnormally terminated. 

code type specifies that the completion code is to be treated as a USER or SYSTEM code. 

.DUMPOPT-i/wrm iist addr 

specifies the address of a parameter list valid for the SNAP macro instruction. The 
parameter Ust is used to produce a tailored dump, and may be created by using the list form 
of the SNAP macro instruction, or a compatible list may be created. The TCB, DCB, ID, 
and STRHDR options available on SNAP will be ignored if they appear in the parameter 
list; the TCB used wiU be that of the task being terminated, the DCB used will be provided 
by the ABDUMP routine. If a //SYSABEND, //SYSMDUMP, or //SYSUDUMP DD 
statement is not provided, the DUMPOPT parameter is ignored. 

If the dump options specified include ranges of storage areas to be dumped, only the storage 
areas in the first four ranges will be dumped. 

Example 1 

Opention: Terminate with a user completion code of 432. 

ABEND 432 

Example 2 

Openitioii: Terminate with the user completion code that is contained in register 5. The entire 
job step is to be termiimted. 

ABEND ( 5 ) , , STEP 
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ATTACH — Create a New Task 



The ATTACH macro instruction causes the control program to create a new taslc and indicates 
the entry point in the program to be given control when the new task becomes active. The 
entry point name that is specified must be a member name or an alias in a directory of a 
partitioned data set, or must have been specified in an IDENTIFY macro instruction. If the 
sptdRtd entry point cannot be located, the new subtask is abnormally terminated. 

The acklress of the task control block for the new task is returned in register 1. The new 
tadc is a subtask of the originating task; the originating task is the task that was active when 
the ATTACH maoro instruction was issued. The limit and dispatching priorities of the new 
task are the same as those of the originating task unless modifled in the ATTACH macro 
instruction. 

The load module containing the program to be given control is brought into virtual storage 
if a usable copy is not available in virtual storage. The issuing program can provide an event 
control block, in which termination of the new task is posted, an exit routine to be given 
control when the new task is terminated, and a parameter list whose address is passed in 
register 1 to the new task. If the ECB or EXTR parameter is coded, a DETACH macro 
instruction must be issued to remove the subtask from the system before the program that 
issued the ATTACH macro instruction terminates. If the ECB or EXTR parameter is not 
coded, the subtask is automatically removed from the system upon completion of its execution. 
If the ECB parameter is specified in the ATTACH macro instruction, the ECB must be in 
storage so that the issuer of the attach can wait on it (using the WAIT macro instruction) and 
the control program can post it on behalf of the terminating task. The ATTACH macro 
instruction can also be used to specify that ownership of virtual subpools is to be assigned to 
the new task, or that the subpools are to be shared by the originating task and the new task. 
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The standard form of the ATTACH macro instruction is written as follows: 



name 
b 
ATTACH 

b 



name: symbol. Begin name in column 1. 
One or more blanks must precede ATTACH. 

One or more blanks must follow ATTACH. 



EPaienrry name 
EPLOCimentry name addr 
DE-Arr enny addr 

JKXmdch addr 

,LPMOD*//m// prior nmbr 

,DPMOD>-</ir/> prior nmbr 

,fARAMm(addr) 
,?ARAMm(addr)yLm, 1 

,ECBmecb addr 

,ETXR>ex/r rin addr 

,GSFW '•Mibpool runbr 
,OSPL^subpool list addr 

.SHSPWmsul^ool nmbr 
.SHSPL-tfu^^/ list addr 

.SZERO-YES 
.SZERO-NO 

,TASKURmdcb addr 

.STAI-fex/r addr) 
,STAlMexit addr,parm addr) 
,ESTAI-(ex// addr) 
,ESTAI«('e3ci/ addr,parm addr) 

,PURGE-QUIESCE 

.PURGE-NONE 

.PURGE-HALT 

,ASYNCH-NO 
,ASYNCH-YES 



.TERM-NO 
.TERM-YES 

.RELATED-va/ue 



entry name: symbol. 

erury name addr: A-type address, or register (2) - (12). 

list entry addr: A-type address, or register (2) - (12). 

deb addr: A-type address, or register (2) - (12). 

limit prior nmbr: symbol, decimd digit, or register (2) - (12). 

disp prior nmbr: symbol, decimal digit, or register (2) - (12). 

addr: A-type address, or register (2) - (12). 

Note: addr is one or more addresses, separated by commas. For 

example, PARAM''(addr,addr,addr) 

ecb addr: A-type address, or register (2) - (12). 

exit rtn addr: A-type address, or register (2) - (12). 

subpool mnbr: symbol, decimal digit, or register (2) - (12). 
su^fool list addr: A-type address, or register (2) - (12). 

subpool nmbr: symbol, decimal digit, or register (2) - (12). 
su^tool list addr: A-type address, or register (2) - (12). 

Defarit: SZERO-YES 

deb addr: A-type address, or register (2) - (12). 

acit addr: A-type address, or register (2) - (12). 
parm addr: A-type address, or register (2) - (12). 



Note: PURGE may be specified only if STAI or ESTAI is specified. 
Defaalt for STAI: PURGE-QUIESCE 
Defarit for ESTAI: PURGE-NONE 

Note: ASYNCH may be specified only if STAI or ESTAI is 

specified. 

Defaalt for STAI: ASYNCH-NO 

Defarit for ESTAI: ASYNCH- YES 

Note: TERM may be specified only if ESTAI is specified. 
Deffarit: TERM-NO 

value: any valid macro keyword specification. 



The parameters are explained below: 

EP'^entry rutme 

^VOC^ entry name addr 

DE^ list entry addr 

specifies Uie entry name, the address of the entry name, or the address of the name field of 
a 60-byte list entry for the entry name that was constructed u^g the BLDL maao 
instruction. If EPLOC is coded, the name must be padded to eight bytes, if necessary. 

,DCB-</cfr addr 

specifies the address of the data control block for the partitioned data set containing the 
entry name described above. (Note: The DCB must be opened before the ATTACH macro 
instruction is executed.) 
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.LPMOD -/imiY prior runbr 

specifies the number (2SS or less) to be subtracted from tlie current limit priority of the 
originating task. The result is the limit priority of the new task. If this parameter is omitted, 
the current limit priority of the originating task is assigned as the limit priority of the new 
task. 

jyPMGD^disp prior nmbr 

specifies the signed number (255 or less) to be algebraically added to the current 
disiMitching priority of the originating task. The result is assigned as the dispatching priority 
of the new task, luless it is greater than the limit priority of the new task. If the result is 
greater, the limit priority is assigned as the dispatching priority. 

If a re^ster is deagnated, a negative number must be in two's complement form in the 
register. If this parameter is omitted, the dispatching priority assigned is the smaller of either 
the new task's limit priority or the originating task's dispatching priority. 

J^ARAiA~(addr) 

,PARAM - (addr),yh - 1 

spedfies address(es) to be passed to the control program. Each address is expanded inline 
to a fuUword on a fuUword boundary, in the order designated. Register 1 contains the 
address of the first word when the program is given control. (If this parameter is not coded, 
register 1 is not altered.) 

VL- 1 should be designated only if the called program can be passed a variable number of 
parameters. VL« 1 causes the high-order bit of the last address to be set to 1; the bit can 
be chedced to find the end of the list. 

MCB^ecb addr 

specifies the address of an event control block for the new task to be used by the control 
pro-am to indicate the termination of the new task. The ECB must be in storage so that 
the issuer of the attach can wait on it (using the WATT macro instruction) and the control 
program can post it on behalf of the terminating task. The return code (if the task is 
terminated normally) or the completion code (if the task is terminated abnormally) is also 
placed in the tvea. control block. If this parameter is coded, a DETACH vaaxxo instruction 
must be issued to remove the subtask from the system after the subtask has been 
temdnated. 

,ETXR-exir rtn addr 

specifies the address of the end-of-task exit routine to be given control after the new task is 
normally or abnormally terminated. The exit routine is given control when the originating 
task becomes active after the subtask is terminated, and must be in virtual storage when 
required. If this parameter is coded, a DETACH macro instruction must be issued to 
remove the subtask from the system after the subtask has been terminated. 

The contents of the registers when the exit routine is given control are as follows: 

Register CoBtents 

Control program information. 

1 Address of the task control block for the task that was terminated. 
2-12 Unpredictable. 

13 Address of a save area provided by the control program. 

14 Return address (to the control program). 

15 Address of the exit routine. 

The exit routme is responsible for saving and restoring the registers. 
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,GS?y ^subpool nmbr 

,GSPL ^subpool list addr 

specifies a virtual storage subpool number less than 128 or the address of a list of virtual 
storage subpool numbers each less than 128. Ownership of each of the specified subpools is 
assigned to the new task. Programs of the originating task can no longer GETMAIN or 
FREEMAIN the associated virtual storage areas. 

If GSPL is specified, the first byte of the list contains the number of remaining bytes in the 
list; each of the following bytes contains a virtual storage subpool number. 

JSHSPy ^subpool nmbr 

,SliSPL~ subpool list addr 

specifies a virtual storage subpool number less than 128 or the address of a list of virtual 
storage subpool numbers each less than 128. Programs of both originating task and the new 
task can use the associated virtual storage areas. 

If SHSPL is spedHed, the first byte of the list contains the number of remaining bytes in 
the list; each of the following bytes contains a virtual storage subpool number. 

.SZERO-YES 
,SZERO-NO 

specifies whether subpool is to be shared with the subtask. YES speciHes that subpool is 

to be shared; NO specifies that subpool is not to be shared. 

J/^KLJB~dcb addr 

spedHes that a task library DCB address has been supplied and is stored in TCBJLB. 
Otherwise, TCBJLB is propagated from the origmating task. (Note: The DCB must be 
opened before the ATTACH macro instruction is executed.) 

,STAI-(exJ/ addr) 
,STAI»Cex<Y addr,parm addr) 
.ESTAI-fexir addr) 
JESTAI«(exf/ addr,parm addr) 

specifies whether a STAI or ESTAI SCB is to be created; any STAI/ESTAI SCBs queued 

to the ori^nating task are propagated to the new task. 

The exit addr specifies the address of the STAI or ESTAI exit routine which is to receive 
control if the subtask abnormally terminates; the exit routine must be in virtual storage at 
the time of abnormal termination. The parm addr is the address of a parameter list which 
may be used by the STAI or ESTAI exit routine. 

,PURGE-QUIESCE 

,PURGE-NONE 

.PURGE -HALT 

specifies what action is to be taken with regard to I/O operations when the subtask is 
abnormally terminated. No action may be spedHed (NONE), a halting of I/O operations 
may be requested (HALT), or a quiesdng of I/O operations may be indicated (QUIESCE). 

,ASYNCH-NO 
,ASYNCH-YES 

specifies whether asynchronous exits are to be allowed when a subtask abnormal 

termination occurs. 
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ASYNCH-:YES must be coded if: 

• Any supervisor services that require asynchronous interruptions to complete their normal 

processing are going to be requested by the ESTAE exit routine. 

• PURGE»QUIESCE is specified for any access method that requires asynchronous 
interruptions to complete normal input/output processing. 

• PURGE^NONE is specified and the CHECK macro instruction is issued in the ESTAE 
exit routine for any access method that requires asynchronous interruptions to complete 
normal input/output processing. 

Note: If ASYNCHat YES is specified and the ABEND was originally scheduled because of 
an error in asynchronous exit handling, an ABEND recursion wiU develop when an 
asynchronous exit handling was the cause of the failure. 

.TERM -NO 
.TERM -YES 

specifies whether the exit routine associated with the ESTAE request is also to be scheduled 

in the following situations: 

—CANCEL 

— Forced LOGOFF 

— Job step timer expiration 

— Wait time limit for job step exceeded 

— ABEND condition because incomplete task detached when STAE option not specified on 
DETACH 

— ESTAE macro instruction issued by subtask and attaching task abnormally terminates 

^BiELATED-m value 
specifies information used to self -document macro instructions by 'relating' functions or 
services to corresponding functions or services. The format and contents of the information 
specified are at the discretion of the user, and may be any valid coding values. 

The RELATED parameter is available on macro instructions that provide opposite services 
(for example, ATTACH/DETACH. GETNfAIN/FREEMAIN, and LOAD/DELETE), and 
on macro instructions that relate to previous occurrences of the same macro instructions (for 
example, CHAP and ESTAE). 

The parameter may be used, for example, as follows: 

ATTCH 1 ATTACH EP=MY JOB , ECB=MYECB , RELATED«( DETCH 1 , ' CREATE SUBTASK ' ) 
DETCH1 DETACH ( 1 ) ,RELATED=( ATTCH 1 , 'DETACH SUBTASK' ) 

When control is returned, register IS contams one of the following return codes: 

Hexadecimal 

Code Meaahig 

00 Successful completion. 

04 ATTACH was issued in a STAE exit; processing not con^leted. 

08 Insufficient storage available for control block for STAI/ESTAI request; processing not 

completed. 
OC Invalid exit routine address or invalid parameter list address specified with STAI 

parameter; processing not completed. 

Note: For any return code other than 00, register 1 is set to zero upon return. 

Note: The program manager processing for ATTA(^ is performed under the new subtask, 
after control has been returned to the originating task. Therefore, it is possible for the 
originating task to obtain return code (X), and still not have the subtask successfully created 
(for example, if the entry name could not be found by the program manager). In such cases, 
the new subtask is abnormally terminated. 
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ATTACH (Ust Form) 



Two parameter lists are used in an ATTACH macro instruction: a control program parameter 
list and an optional problem program parameter list. You can construct only the control 
program parameter list in the list form of ATTACH. Address parameters to be passed in a 
parameter list to the problem program can be provided using the list form of the CALL macro 
instruction. This parameter list can be referred to in the execute form of ATTACH. 

The list form of the ATTACH macro instruction is written as follows: 



name 
b 

ATTACH 
b 



name: symbol. Begin name in column 1. 
One or more blanks must precede ATTACH. 

One or blanks must follow ATTACH. 



EP^entry name 
EPLOC'mentry name addr 
DEmtlist entry addr 

,DCBmdcb addr 

,LPMODaB/{ini/ prior nmbr 

.DfMODmtdisp prior nmbr 

,ECBmecb addr 

,ETXR««xi7 rtn addr 

,GSP\'^ubpool nmbr 
yGSFL'msubpooi list addr 

,SHS¥W ^ubpool nmbr 
,SHSPL»subpool list addr 

,SZERO-YES 
,SZERO-NO 

.TASKLIB->i/c^> addr 

,STAl~(exit addr) 
,STM'm(exit addr.parm addr) 
,ESTAI-<ex// addr) 
,ESTAI''(exit addr.parm addr) 

,PURGE-QUIESCE 

.PURGE-NONE 

.PURGE-HALT 

,ASYNCH-NO 
,ASYNCH-YES 



.TERM-NO 
,TERM-YES 

,RELATED-va/ue 

.SF-L 



entry name: symbol. 

entry name addr: A-type address. 

list entry addr: A-type address. 

deb addr: A-type address. 

limit prior nmbr: symbol or decimal digit. 

disp prior nmbr: symbol or decimal digit. 

ecb addr: A-type address. 

exit rtn addr: A-type address. 

subpool nmbr: symbol or decimal digit. 
subpool list addr: A-type address. 

subpool nmbr: symbol or decimal digit. 
subpool list addr: A-type address. 

Defarit: SZERO-YES 

deb addr: A-type address. 

exit addr: A-type address. 
parm addr: A-type address. 



Note: PURGE may be specified only if STAI or ESTAI is specified. 
DefMrit for STAI: PURGE-QUIESCE 
Defaiit for ESTAI: PURGE-NONE 

Note: ASYNCH may be specified only if STAI or ESTAI is 

specified. 

Defarit for STAI: ASYNCH-NO 

Defaiit for ESTAI: ASYNCH-YES 

Note: TERM may be specified only if ESTAI is specified. 
Dcfaalt: TERM-NO 

value: any valid macro keyword specification. 



The parameters are explained under the standard form of the ATTACH macro instruction, 
with the following exceptions: 

,SF-L 

specifies the Ust form of the ATTACH macro instruction. 
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ATTACH (Execute Form) 



Two parameter lists are used in ATTACH: a control program parameter list and an optional 
problem program parameter list. Either or both of these parameter lists can be remote and can 
be referred to and modified by the execute form of ATTACH. If only the problem program 
parameter list is remote, parameters that require use of the control program parameter list 
cause that Ust to be constructed inline as part of the macro expansion. 

The execute form of the ATTACH macro instruction is written as follows: 



name 
h 

ATTACH 
b 



name: symbol. Begin name in column 1. 
One or more blanks must precede ATTACH. 

One or more blanks must follow ATTACH. 



EPmtentry name 
EPhOCmentry name addr 
DEmUst entry addr 

,DCB^dcb addr 

,LPMOD>//m/r prior nmbr 

,DPMOD«<ftl9 prior nmbr 

,?ARAM'(addr) 
,fASAM»(addr).yL^l 

,ECBmecb addr 

,ETXR-i«c// rtn addr 

,GSPW^subpool nmbr 
,OSPL-«XM£yNN>/ list addr 

,SHSPVmsubpool irnibr 
,SHSPLmsupoool list addr 

.SZERO-YES 
,SZERO-NO 

.TASKLIB-^cft addr 

.STAI-fex// addr) 
,STAi'm(exit mtdr,parm addr) 
,ESTAlm(exit addr) 
.ESTAI-ifex// addr.parm addr) 

,PUROE-QUIESGE 

.PURGE-NONE 

,PUROE-HALT 

,ASYNCH-NO 
,ASYNCH-YES 

.TERM-NO 
,TERM-YES 

,RELATED-viiA«e 

,MF-(E. prob addr) 

,SF-(E, Ctrl addr) 

.MF-(E, prd> addr),S¥''(E, ctH addr) 



entry name: symbol.. 

entry name addr: RX-type address, or register (2) - (12). 

list entry addr: RX-type address, or register (2) - (12). 

deb addr: RX-type address, or register (2) - (12). 

limit prior nmbr: symbol, decimal digit, or register (2) - (12). 

disp prior nmbr: symbol, decimal digit, or register (2) - (12). 

addr: RX-type address, or register (2) - (12). 

Note: addr is one or more addresses, separated by commas. For 

example, VASJtM~(addr.addr,addr) 

ecb addr: RX-type address, or register (2) - (12). 

exit rtn addr: RX-type address, or register (2) - (12). 

subpool nmbr: symbol, decimal digit, or register (2) - (12) 
subpool list addr: RX-type address, or register (2) - (12). 

subpool nmbr: symbol, decimal digit, or register (2) - (12). 
sul^ool list addr: RX-type address, or register (2) - (12). 



deb addr: RX-type address, or register (2) - (12). 

exit addr: RX-type address, or register (2) - (12). 
ptrnn addr: RX-type address, or register (2) - (12). 



Note: PURGE may be specified only if STAI or ESTAI is specified. 



Note: ASYNCH may be specified only if STAI or ESTAI is 
specified. 

Note: TERM may be specified only if ESTAI is specified. 



value: any valid macro keyword specification. 

prob addr: RX-type address, or register (1) or (2) - (12). 
Ctrl addr: RX-type address, or register (2) - (12) or (IS). 
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The parameters are explained under the standard form of the ATTACH macro instruction, 
with the following exceptions: 



MP * (E. prob addr) 

JSF''{E,ctrl addr) 

,MF - (E. prob addr):SF - (E, Ctrl addr) 

specifies the execute form of the ATTACH macro instruction using either a remote problem 
program parameter list or a remote control program parameter list. Any problem program or 
control program parameters are provided in parameter lists expanded inline. 

Notes: 

• If STAI is spedfted on the execute form, the following fields are overlaid in the control 
program parameter list: exit addr, parm a4dr, PURGE, and-ASYNCH. If parm addr is 
not specified, zero is used; if PURGE or ASYNCH are not specified, defaults are used. 

• If ESTAI is specified on the execute form, then the following fields are overlaid: exit 
addr, parm addr, PURGE, .ASYNCH, and TERM. If parm addr is not specified, zero is 
used; if PURGE, ASYNCH, or TERM are not specified, defaults are used. 

• If the STAI or ESTAI is to be spedfied, it must be completely specified on either the list 
or execute form, but not on both forms. 

• If SZERO is not specified on the list or execute form, the default is SZERO-YES. If 
S2ERO«NO is specified on either the list form or a previous execute form using the 
same SFwlist, then SZERO* YES is ignored for any following execute forms of the 
macro. Once SZEROi-NO is specified, it is in effect for all users of that list 

Example 1 

OpoatioB: Cause the program named in the list to be attached. Established RTN as an end of 
task exit routine. 

ATTACH DE=LISTNAME,ETXR=RTN 

Example 2 

Operation: Cause PROGRAMl to be attached, share subpool 5, wait on WORDl to 
synchronize processing with that of the subtask, and establish EXTTl as an ESTAI exit. 

ATTACH EP=PROGRAM1 , SHSPV=5 , ECB=WORD 1 , ESTAE=( EXIT 1 ) 
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CALL -— Pass Cootrol to a Control Section 



The CALL macro instruction passes control to a control section at a specified entry point as 
follows: 

• OVERLAY: The overlay segment containing the designated entry point is brought into 
virtual storage if required, and control is passed to the segment. 

Refer to Linkage Editor and Loader for details on overlay. The CALL macro instruction 
cannot be used in an asynchronous exit routine. 

• NON-OVERLAY: If a symbol is designated, the linkage editor includes the load module 
containing that entry point in the same load module containing the CALL instruction. 
When the CALL macro instruction is executed, control is passed to the control section at 
the specified entry point. 

The linkage relationship established when control is passed is the same as that created by a 
BAL instruction; that is, the issuing program expects control to be returned. The control 
program is not involved in passing control, so the reusability of the called program must be 
maintained by the user. 

An address parameter list can be constructed and a calling sequence identifier can be 
provided. 

The standard form of the CALL macro instruction is written as follows: 



name name: symbol. Begin name in column 1. 

b One or more blanks must precede CALL. 
CALL 

b One or more blanks must foUow CALL. 

entry name entry name: symbol or register (IS). 

,(ad(t) addr: A-type address, or register (2) - (12). 

,(addr)yh Note: addr is one or more addresses, separated by commas. For 

example, (addr,addr,addr) 

,lD^id nmbr id nmbr: symbol or decimal digit, with a maximum value of 4095. 

The parameters are explained below: 
entry name 



xtry name 
specifies the entry name to be given control. 



Jaddr) 

,(addr),YL 

specifies address(es) to be passed to the control program. Each address is expanded inline 
to a fullword on a fullword boundary, in the order designated. Register 1 contains the 
address of the first parameter when the program is given control. (If this parameter is not 
coded, register 1 is not altered.) 

VL should be coded only if the called program can be passed a variable number of 
parameters. VL causes the high-order bit of the last address parameter to be set to 1; the 
bit can be checked to find the end of the Ust. 
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JD-m/ nmbr 

specifies an identifier useful for debi^ging purposes only. The last fuUword of the maax> 
expansion is a NOP instruction containing the identifier value in bytes 3 and 4. 

Upon entry to the called program, the register contents are as follows: 

Register Meaaiiig 

1 Address of parauMter list, if present. 

14 Return address. 

15 Entry address of called program. 
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CALL (List Form) 



The list form of the CAUL maoo mstruction is used to construct a nonexecutable problem 
program parameter list. This list form generates only ADCONs of the address parameters. This 
problem program parameter list can be referred to in the execute form of a CALL, LINK, 
ATTACH, or XCTL macro instruction. 

The list form of the CALL macro instruction is written as follows: 



name name: symbol. Be^ name in column 1. 

b One or more blanks must precede CALL. 
CALL 

b One or more Manks must f<dlow CALL. 

Jaddr) atUr: A-type address. 

,(addr)yL Note: addr is one or more addresses, separated by commas. For 

example, (addr,addr,addr) 

,MF-L 

The parameters are explained under the standard form of the CALL macro instruction, with 
the following exceptions: 

J^-L 

specifies the list form of the CALL macro instruction. 



CALL (LM Fem) Ml 



CALL (Execute Form) 



A remote problem program parameter list is referred to and can be modified by the execute 
form of the CALL macro instruction. Only executable instructions and a VCON of the entry 
point are generated. 

The execute form of the CALL macro instruction is written as follows: 



nmne name: symbol. Begin name in column 1. 

b One or more blanks must precede CALL. 
CALL 

b One or more blanks must follow CALL. 

entry name entry name: symbol or register (IS). 

.(addr) addr: RX-type address, or register (2) - (12). 

,(addr)yL Note: addr is one or more addresses, separated by comnuu. For 

example, iaddr,addr,addr) 

tlD^id nmbr id nmbr: symbol or decimal digit, with a maximum value of 409S. 

,MF''(E,prob addr) prob addr: Rx-type ackiress, or register (1) or (2) - (12). 

The parameters are explained under the standard form of the CALL macro instruction, with 
the following exceptions: 

,WF-'(E,prob addr) 

specifies the execute form of the CAIX maat> instruction. This form uses a remote problem 
program parameter list. If the address parameters are also speciHed in this form, the 
ADCONS of the parameter are placed on contiguous fuUword boundaries beginning at the 
address specified in the MF parameter, and sequentially overlaying corresponding fullwords 
in the existing list. 

Example 1 

Openitioii: Call the entry point contained in register 15, and pass three addresses to the 
control program. 

CALL (1 5 ) , ( ADDR1 , ADDR2 , ADDR3 ) 
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CHAP — Oumge Dispatching Priority 



CHAP changes the dispatching priority of the task or any of its subtasks relative to the other 
tasks in the address space. It does not change the priority relative to other tasks in the system. 
CHAP may also chaise the limit priority of a subtask. (See the section "Priorities" in this 
publication.) The algebraic sum of the priority value and the dispatching priority of the subject 
task determines the new dispatching priority. 

• If the subject task is the task executing CHAP, its dispatdiing priority is set equal to the 
sum of the priority value and the dispatching priority. This value is not set at less than 
zero or greater than the limit priority for the task. Its limit priority is unaffected. 

• If the subject task is a subtask of the task executing CHAP, its dispatching priority is set 
equal to the sum of the priority value and the dispatching priority. This value is not set at 
less than zero or greater than the limit priority of the task executing CHAP. After this 
modification, if the subtask's dispatching priority exceeds its limit priority, the limit 
priority is made equal to the dispatching priority. 

The CHAP macro instruction is written as follows: 



name name: symbol. Begin name in column 1. 

b One or more blanks must precede CHAP. 
CHAP 

b One or more blanks must follow CHAP. 

priority wlue priority value: symbol, decimal digit, or register (0) or (2) - (12). 

,'Sr tcb addr: RX-type address, or register (1) or (2) - (12). 

.tcb addr DdImM: 'S* 

.RELATEDavaAie value: any valid mi^ro keyword speciflcation. 

The parameters are explained below: 

priority value 

specifies the signed value to be added to the dispatching priority of the specified task. If the 
value is negative and contained in a register, it must be in two's complement form. 

/S* 

»tdf addr 
specifies the address of a fuUword on a fuUword boundary containing the address of a task 
control block for a subtask of the active task. If *S' is coded or assumed, the dispatching 
inriority of the active task is updated. 

JlELATED-vur/ue 

specifies information used to self-document macro instructions by 'relating* functions or 
services to corresponding functions or services. The format and contents of the information 
specified are at the discretion of the user, and may be any valid coding values. 

The RELATED parameter is available on macro instructions that provide opposite services 
(for example, ATTACH/DETACH, GETMAIN/FREEMAIN, and LOAD/DELETE), and 
on macro instructions that relate to previous occurrences of the same macro instructions (for 
example, CHAP and ESTAE). 

The parameter may be used, for example, as follows: 

CHAPUP CHAP 1 , S , RELATED=( CHAPDOWN , ' UP PRIORITY ' ) 

CHAPDOWN CHAP -1 ,S,RELATED=( CHAPUP, 'RESUME INITIAL PRIORITY' ) 
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Example 1 

Operation: Lower by 2 the dispatching priority of the subtask TCB, whose address is in a 
fuUword which is addressed by register 1. The subtask TCB will be repositioned on the 
dispatching queue in accordance with its new diq>atching priority. 

CHAP -2,(1) 

Example 2 

OperatloB: Cause the TCB of the task issuing CHAP to be repositioned at the bottom of the 
group of TCBs on the dispatching queue for the address space, having the same dispatching 
priority as that task. 

CHAP 
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DELETE — Relinqiiish Control of a Load Module 



The DELETE macro instruction cancels the effect of a previous LOAD macro instruction. If 
DELETE cancels the only outstanding LOAD request for the module and no other 
requirements exist for the module, the virtual storage occupied by the load module is released 
and is available for reassignment by the control program. 

The entry name specified in the DELETE macro instruction must be the same as that 
speciHed in the LOAD macro instruction that brought the load module into storage. Also, the 
DELETE macro instruction must be issued by the same task that issued the LOAD macro 
instruction. 

Any module loaded by a task will not be removed from virtual storage until the DELETE 
macro instruction is issued or end of task is reached. In addition, any module loaded by a 
system task will not be removed from virtual storage until a DELETE macro instruction is 
issittd by a system task or end of task is reached. 

The DELETE macro instruction is written as follows: 



name name: symbol. Begin name in column 1. 

b One or more blanks must precede DELETE. 
DELETE 

b One or more blanks must follow DELETE. 

EP^entry name entry name: symbol. 

EPLOC-enlrv name addr entry name addr: RX-type address, or register (0) or (2) - (12). 

DEmlist entry addr list entry addr: RX-type address, or register (0) or (2) - (12). 

.RELATED* va/ve whte: any valid macro keyword specification. 

The parameters are explained below: 

&'^entry name 

EPLOC-en/rv name addr 

DEmlist entry addr 

specifies the entry name, the address of the entry name, or the address of a 60-byte list 
entry for the entry name that was constructed using the BLDL macro instruction. If 
EPLOC is coded, the name must be padded to eight bytes, if necessary. 

;RELATED^valite 

specifies information used to self -document macro instructions by 'relating' functions or 
services to corresponding functions or services. The format and contents of the information 
specified are at the discretion of the user, and may be any valid coding values. 

The RELATED parameter is available on macro instructions that provide opposite services 
(for example, ATTACH/DETACH, GETMAIN/FREEMAIN, and LOAD/DELETE), and 
on macro instructions that relate to previous occurrences of the same macro instructions (for 
example, CHAP and ESTAE). 

The parameter may be used, for example, as follows: 

L0AD1 LOAD EP=APGI0HK1 ,RELATED=( DELI , 'LOAD APGIOHKT ) 
DELI DELATE EP=APGI0HK1 ,RELATED=( L0AD1 , 'DELATE APGI0HK1 ' ) 
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When control is returned, register 15 contains one of the following return codes: 

Heudedmal 

Code Meuiag 

00 Successful completion oS requested function. 

04 Request was not issued for this module, or attempt was made to delete a system 

module. 

Example 1 

Operation: Remove a module (PGMTOVLY) from virtual storage. 

DELETE EP=PGMTOVLY 
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DEQ — - Release a Serially Reusable Resource 



DEQ removes control of one or more (maximum is 65,535) serially reusable resources from 
the active task. Register 15 is set to if the request is satisfied. An unconditional request to 
release a resource from a task that is not in control of the resource, or a request that contains 
invalid parameters results in abnormal termination of the task. 

The standard form the the DEQ macro instruction is written as follows: 



name name: symbol. Begin name in ccrfumn 1. 

b One or more blanks must precede DEQ. 
DEQ 

b One or more blanks must follow DEQ. 

( 

qname addr qname addr: A-type address, or register (2) - (12). 

,mame addr mame addr: A-type address, or register (2) - (12). 

, mame length: symbol, decimal digit, or register (2) - (12). 

,mame length Note: mame length must be coded if a register is specifled for mame 

addr. 

,STEP Defaak: STEP 

.SYSTEM 

.SYSTEMS 

,farl234 nu-1234: The preceding 4 parameters may be repeated up to 65,S3S 

times. 



,RET-HAVE Defarit: RET-NONE 

,RET-NONE 

,RELATED«wiili(0 vahie: any valid macro keyword speciHcation. 



( 



The parameters are e]q>lained below: 



specifies the beginning of the resource desoiption. 



qname addr 

specifies the address in virtual storage of an 8-K:haracter name. The qname must be the 
same name specified for the resource in an ENQ macro instruction. 

,mame addr 

specifies the address in virtual storage of the name used in conjunction with qruune and 
scope to represent the resource acquired by a previous ENQ macro instruction. The name 
can be qualified and must be from 1 to 255 bytes long. The rruune must be the same name 
specified for the resource in an ENQ macro instruction. 

,mame length 

specifies the length of the mame described above. The length must have the same value as 
specified in the previous ENQ macro instruction. If this parameter is omitted, the assembled 
length of the mame is used. You can specify a value between 1 and 255 to override the 
assembled length, or you may specify a value of 0. If is specified, the length of the rname 
must be contained in the first byte at the mame addr specified above. 
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.STEP 

.SYSTEM 

3YSTEMS 

specifies the scope of the resource. You must specify the same STEP. SYSTEM, or 
SYSTEMS option as you used in the ENQ maCTo instruction requesting the resource. 

,varl234 

specities that up to 65,535 resources may be specified in the DEQ macro instruction. 

) 

specifies the end of the resource description. 

.RET -HAVE 

,RET-NONE 

iq)ecifies that the request for releasing the resources named in DEQ is to be honored only if 
the active task has been assigi^ control of the resources or if ENQ was executed with 
ECB (HAVE) or speciHes an'unconditional request to release all the resources (NONE). If 
this parameter is omitted, the request for release is unconditional, and the active task is 
abnormally terminated if it has not been assigned control of the resources. 

RELATED -wa/titf 

specifies information used to self-document macro instructions by 'relating' functions or 
services to corresponding functions or services. The format and contents of the infcmnation 
spedHed are at the disoetion of the user, and can be any valid coding values. 

The RELATED parameter is available on macro instructions that provide opposite services 
(for example. ATTACH/DETACH. OETMAIN/FREEMAIN. and LOAD/DELETE), and 
on macro instructions that relate to previous occurrences of the same macro instructions (for 
example. CHAP and ESTAE). 

The parameter may be used, for example, as foltows: 

ENQUEUE ENQ ( MAJOR, MINOR, S, 8, STEP ),RELATED=( DEQUEUE, 'OBTAIN RESOURCE 
DEQUEUE DEQ ( MAJOR , MINOR , 8 , STEP ) , RELATED=ENQUEUE , ' RELEASE RESOURCE * ) 

Return codes are provided by the control program only if RET«HAVE is designated. If all 
of the return codes for the resources named in DEQ are 0. register 15 contains 0. If any of 
the return codes are not 0. register 15 contains the address of a virtual storage area containing 
the return codes as shown in Figure 47. The return codes are placed in the parameter list 
resulting from the macro expansion in the same sequence as the resource names in the DEQ 
macro instruction. The return codes are shown in Figure 48. 
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AddrMs 
Ratumad in 
R«gitt»r15 



Return 
Codes 



12 



24 



36 



1 



12 



RC 1 



RC2 



RC3 



: 



Return codes are 
12 bytes apart, 
starting 3 bytes 
from the addreu 
in register 1 5. 









RCN 


1 ^ 

1 



Rim 47. Rc<m Code Am Ua«d hf DEQ 



Code MMBiBg 

The resource has been released. 

4 The resource has been requested for the task, but the task has not been 

assigned control. Tbt task is not removed from the wait condition. (This 

return code could result if DEQ is issued within an exit routine which was 

dven control because of an interruption.) 
8 Control of the resource has not been requested by the active task, or the 

resource has already been released. 
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DEQ (List Form) 



Use the list form of DEQ to construct a control program parameter list. The number of qname, 
mame, and scope combinations in the list form of DEQ must be equal to the maximum 
number of qname^ mame and scope combinations in any execute form of DEQ that refers to 
that list form. 

The list form of the DEQ macro instruction is written as follows: 



name 



b 

DEQ 
b 



ntane: symbol. Begm name in column 1. 
One or more blanks must precede DEQ. 

One or more blanks must follow DEQ. 



( 



qname addr 

mame addr 

mame length 

STEP 

SYSTEM 

SYSTEMS 

varl234 



qntune addr: A-type address. 
mame addr: A-type address. 

mante length: symbol or decimal digit. 
Defaiit: STEP 



varl234: The preceding 4 parameters may be repeated up to 6S,S3S 
times. 



,RET-HAVE 
,RET-NONE 

,RELATED«va/ue 

.MF-L 



value: any valid macro keyword specification. 



The parameters are explained under the standard form of the DEQ macro instruction, with 
the following exceptions: 

.MF-L 

spedfles the list form of the DEQ macro instruction. 



110 OS/VS2 MVS S upe n hcr Scnriees aM Maoo 



DEQ (Execute Fonn) 



A remote control program parameter list is used in, and can be modified by, the execute form 
of the DEQ macro. The parameter list can be generated by the list form of either the DEQ or 
the ENQ macro instruction. 

The execute form of the DEQ macro instruction is written as follows: 



name 



b 
DEQ 

b 



name: symbol. Begin name in column 1. 
One or nu>re blanks must precede DEQ. 

One or more blanks must follow DEQ. 



( 

qname addr 

mame addr 

mame kng^ 

STEP 

SYSTEM 

SYSTEMS 

,9arl234 



,RET-HAVE 
,RET-NONE 

,RELATED-wilMe 

,MF«(E ,clH addr) 



Nate: ( and ) are the beginning and end of a parameter list. The 
entire list is optional. If nothing in the list is desired, the (, ), and all 
parameters between ( and ) should not be specified. If something in 
the list is desired, the (, ), and all parameters in the list should be 
specified as indicated at the left. 

qname addr: RX-type address, or register (2) - (12). 

mame addr: RX>type address, or register (2) - (12). 

mame length: symbol, decimal digit, or register (2) - (12). 



DefaaktSTEP 



varl234: The preceding 4 parameters may be repeated up to 6S,53S 
times. 

Note: See note opposite ( above. 

Defaril: RET-NONE 

value: any valid macro keyword specification. 

ctri addr: RX-type address, or register (1) or (2) - (12). 



The parameters are explained under the standard form of the DEQ macro instruction, with 
the foUowing exceptions: 

MP ' (E , Ctrl addr) 

spedHes the execute form of the DEQ macro instruction using a remote control program 
parameter list. 

Example 1 

OpentioB: Release control of the resource in Example 1 of ENQ, if it has been assigned to 
the current TCB. The length of the mame is explicitly defined as 9 characters. 

DEQ ( MAJOR 1 , MINOR 1,9, STEP ) , RET=HAVE 

Example 2 

OperatioB: Unconditionally release control of the resources in Example 2 of ENQ. The length 
of tbs mame for the first resource is 3 characters. 

DEQ ( MAJ0R4 , MINORA , 3 , STEP , MAJ0R2 , MIN0R2 , , SYSTEM , 
MAJ0R3 , MINORS , , SYSTEMS ) 
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DETACH — Detach a Subtask 



The DETACH macro instruction is used to remove from the system a subtask created by an 
ATTACH macro instruction that specified the ECB or ETXR parameter. Each subtask created 
in this manner must be removed from the system before the originating task terminates. 
Failure to remove these subtasks causes abnormal termination of the originating task and all of 
its subtasks. Issuing a DETACH macro instruction that specifies a subtask created without the 
ECB or ETXR parameter also causes abnormal termination of the originating task when the 
specified subtask has already terminated. Issuing a DETACH macro instruction that specifies a 
subtask that has not terminated causes termination of that subtask and all of its subtasks. A 
DETACH macro instruction can be issued only for subtasks created by the active task. 

The DETACH macro instruction is written as follows: 



name name: symbol. Begin name in column 1. 

b One or more blanks miist precede DETACH. 
DETACH 

b One or more blanks must follow DETACH. 

tcb addr tcb addr: symbol, RX-type address, or register (1) or (2) - (12). 

,STAE-NO Deffarit: STAE-NO 

.STAE-YES 

,RELATEDaiV(i/i<e value: any valid nuu;ro keyword specification. 

The parameters are explained below: 

tcb addr 

specifies the address of a fuUword on a fullword boundary containing the address of the 
task control block for the subtask to be removed from the system. 

,STAE-NO 

,STAE-YES 

specifies whether the exit routine specified in a STAE macro instruction issued by the 
subtask, or STAI/ESTAE/ESTAI exits existing for the subtasks, is or is not to be given 
control if the subtask is detached before it has been terminated. If a retry routine is 
specified by the STAE exit routine, it is not given control. 

.RELATED -w/ue 

specifies information used to self -document macro instructions by 'relating' functions or 
services to corresponding functions or services. The format and contents of the information 
speciHed are at the discretion of the user, and may be any valid coding values. 

The RELATED parameter is available on macro instructions that provide opposite services 
(for example. ATTACH/DETACH, GETMAIN/FREEMAIN, and LOAD/DELETE), and 
on macro instructions that relate to previous occurrences of the same macro instructions (for 
example, CHAP and ESTAE). 

The parameter may be used, for example, as follows: 

ATTCH 1 ATTACH EP=MY JOB , ECB=MYECB , RELATED= ( DETCH 1 , ' CREATE S 

DETCH1 DETACH ( 1 ) ,RELATED=( ATTCH 1 , 'DETACH SUBTASK' ) 
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When control is returned, register IS contains one of the following return codes: 

Hexftdechnal 

Code Meaning 

00 Successful completion. 

04 An incomplete subtask was detached with STAE»YES specified; DETACH processing 

successfully comfrieted. 

Example 1 

OpoatltHi: Cause the subtask to be removed from the address space. The address of the TCB 
is in the fuUword labeled SAVEWORD. 

DETACH SAVEWORD 

Ezample 2 

Operation: In addition to causing the subtask to be removed from the i^dress space, give 
control to the most recent STAB exit established by the subtask if the subtask has not yet 
been terminated. 

DETACH ( 1 ) , STAE=YES 



DETACH — Detack a Si*Ca* 113 



DOM — Delete Operator Message 



The DOM macro instruction is used with MCS with DIDOCS only. It is used to delete an 
operator message or group of messages from display on graphic consoles or to inhibit operator 
messages from ever appearing on any operator consoles. When a program no longer requires 
that a message be displayed, the DOM macro instruction should be issued to delete the 
message. 

Depending on the timing of the DOM relative to the WTO(R), the message may or may not 
be displayed. If the message is being displayed, it is removed when space is required for other 
messages. 

When a WTO or WTOR macro instruction is executed, the control program assigns an 
identification number to the message. The control program returns the assigned identification 
number (24 bits and right- justified) to the issuing program in general register I. When display 
of the message is no longer needed, the DOM macro instruction is coded using the 
identification number that was returned in general register 1. 

The DOM macro instruction is written as follows: 



name name: symbol. Begin name in column 1. 

b One or nK>re blanks must precede DOM. 
DOM 

b One or more blanks must follow DOM. 

MSG-reg reg: register (1) or (2) - (12). 

MSGLISTWir/ addr list addr: symbol, RX-type address, or register (1) or (2) - (12). 

.REPLY- YES 

The parameters are explained below: 

MSG-rpg 
MSGLIST-/U/ addr 

specifies the message numbers of messages to be deleted. 

For MSG, the register contains the 24-bit, right-justified identification number of the 
message to be deleted. Use this parameter to delete a single message. If you use register 1, 
the macro expansion is shortened by two bytes. 

For MSGLIST, the address is of a list of one or more fullwords, each word containing a 
24-bit, right- justified identification number of a message to be deleted. A maximum of 60 
identiHcation numbers may be in the message list. If more than 60 identiHcation numbers 
are in the list, only the first 60 are processed. Begin the list on a fuUword boundary. 
Indicate the end of the list by setting the high-order bit of the last fuUword entry to 1. If 
you use register 1, the macro expansion is shortened by four bytes. If any register 2 through 
12 is used, the macro expansion is shortened by two bytes. 

JIEPLY-YES 
specifies that the need for a reply to a WTOR message has been eliminated. This parameter 
must be specified if a WTOR message is to be deleted. 
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Example 1 

(^««itioB: Delete an operator message whose message id is in register 1. 

DOM MSGs(R1 ) 

Example 2 

OporatloB: Delete a list of operator messages, some of which may be WTORs. 

DOM MSGLIST=ID2,REPLY=YES 
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DXR — Divide Extended Register 



The DXR macro instruction is used to divide one extended-precision floating-point number by 
another. A detailed description of the division process and extended precision and rounding is 
given in IBM System/ 370 Principles of Operation. 

To use the DXR macro instruction, you must provide a SPIE exit routine to process the 
program exception caused (intentionally) by execution of the DXR instruction. The SPIE exit 
routine is described in the section on Extended-Precision Floating-Point Simulation in the 
Services section of this publication. 

The DXR macro instruction is written as follows: 



name name: symbol. Begin name in colunui 1. 

b One or more blanks must precede DXR. 
DXR 

b One or more blanks must follow DXR. 

dividend reg dividend reg: symbol or decimal digit. The only permitted registers 

are and 4. 

,ibvisor reg divisor reg: symbol or decimal digit. The only permitted registers are 

0and4. 

The parameters are explain^ below: 

dividend reg 

spedHra the reguter that contains the dividend. The quotient is placed in this register; the 
remainder is discarded. 

,divisor reg 

spedfles the register that contains the divisor. 

Example 1 

OpnatioB: Divide the extended-precision floating-point number in register by the 
extended-precision floating-point number in register 4. 

DXR 0,4 
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ENQ — Request Ccmtrol of a Serially R^isable Resource 



ENQ requests the contn>l program to assign control of oim or moi« (up to 65,S3S) serially 
reusable resources to the active task. If any of the resources are not available, the active task 
may be placed in a wait condition until all of the requested resources are available. Once 
control of a resource has been assigned to a task, it remains with that task until one of the 
programs of the same task issues a DEQ macro instruction specifying the same resource. 
Register IS is set to if the request is satisfied. 

You can also use ENQ to determine the status of the resource; whether it is immediately 
available or in use, and whether control has been previously requited for the active task in 
another ENQ macro instruction. 

You may request either shared or exclusive use of a resource. The resource is represented in 
the ENQ by a pair of names, the gnome and the mame, and a scope value. The control 
program does not correlate the names with the actual resource. ENQ singly coordinates access 
to ¥^tever it is the names represent. The names may be given meaning restricted to a job 
step or across job steps. In eidier case, all programs for which coordination of the resource is 
provided must represent it by the same name. 

Issuing two ENQ macro instructions for the same resource without an intervening DEQ 
macro instruction results in abnormal termination of the task, unless the second ENQ 
designates RET-TEST, USE, CHNG, or HAVE. If normal termination of a task is attempted 
while the task still has control of any serially reusable resources, all requests made by this task 
vill be automatically dequeued. If resource input addresses are incorrect, the task is abnormally 
terminated. 
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The standard fonn of the ENQ macro instruction is written as follows: 



name 



ENQ 

b 



name: symbol. Begin name in column 1. 
One or more blanks must precede ENQ. 

One or more blanks must follow ENQ. 



( 



qname addr 
mame addr 



mame length 



.STEP 

.SYSTEM 

.SYSTEMS 



.varl2345 



qname addr: A-type address, or register (2) - (12). 
mame addr: A-type address, or register (2) • (12). 
Defayt:E. 



mame length: symbol, decimal digit, or register (2) - (12). 

Note: mame length must be coded if a register is specified for mame 

addr. 

Default: assembled length of mame 

IMmM: STEP. 



varl2345: The preceding S parameters may be repeated up to 6S,S3S 
times. 



,RET-CHNG 

.RET-HAVE 

,RET-TEST 

.RET-USE 

.RET-NONE 

.RELATED-va/ue 



Defaak: RET-NONE. 



value: any valid macro keyword specification. 



( 



The parameters are explained below: 



specifies the beginning of the resource description. 



qname addr 
specifies the address in virtual storage of an 8-character name. Every program issuing a 
request for a serially reusable resource mxist use the same qname, mame, and scope to 
represent the resource. 

,mame addr 
specifies the address in virtual storage of the name used in conjunction with qname to 
represent a single resource. The name can be qualiHed and must be from 1 to 2SS bytes 
long. If the name used in an EQU assembler instruction is the same as the name specified in 
mame, the mame length must be speciHed. 



3 
3 



specifies whether the request is for exclusive (E) or shared (S) control of the resource. If 
the resource is modified while under control of the task, the request must be for exclusive 
control; if the resource is not modified, the request should be for diared control. 
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,mame length 

specifies the lengtli of the mame described above. If this parameter is omitted, the 
assembled length of the mame is used. You can specify a value between 1 and 255 to 
override the assembled length, or you may specify a value of 0. If is specified, the length 
of the mame must be contained in the first byte at the mtune addr specified above. If the 
name used in EQU assembler instruction is the same as the name specified in mame, the 
mame length must be specified. 

,STEP 

,SYSTEM 

.SYSTEMS 

specifies the scope of the resource used only within the job step of the issuing program 
(STEP), used by programs of more than one address space (SYSTEM), or shared between 
systems (SYSTEMS). If STEP is specified, a request for the same qname and mame from a 
program m another address space denotes a different resource. If SYSTEM or SYSTEMS is 
specified, requests for the same qname, mame, and scope from programs of any address 
space denote the same resource. 

STEP, SYSTEM, and SYSTEMS are mutually exclusive and do not refer to the same 
resource. If two mao'o instructions ^>ecify the same qname and mame, but one speciHes 
STEP and the other specifies SYSTEM or SYSTEMS, they are treated as requests for 
different resources. 

,varl2345 

specifies that up to 65,535 resources may be specified in the ENQ maax> instruction. 

) 

spedHes the end of the re.*'* 

JIET-CHNG 

41ET-HAVE 

JIET-TEST 

JIET-USE 

,RET-NONE 

specifies the type of request for all of the resources named above. 

CHNG - the status of the resource specified is to be changed from shared to exclusive 
control. 

HAVE - control of the resources is requested only if a request has not been made previously 
for the same task. 

TEST - the availability of the resources is to be tested, but control of the resources is not 
requested. 

USE - control of the resources is to be assigned to the active task only if the resources are 
immediately available. If any of the resources are not available, the active task is not placed 
in a wait condition. 

NONE - control of all the resources is unconditionally requested. 

,R£LATED->Mi/ue 

specifies information used to self-document macro instructions by 'relating' functions or 
services to corresponding functions or services. The format and contents of the information 
specified are at the discretion of the user, and may be any valid coding values. 

The RELATED parameter is available on macro instructions that provide opposite services 
(for example, ATTACH/DETACH, GETMAIN/FREEMAIN, and LOAD/DELETE), and 
on macro instructions that relate to previous occurrences of the same macro instructions (for 
example, CHAP and ESTAE). 
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The parameter may be used, for example, as follows: 



ENQUEUE ENQ 
DEQUEUE DEQ 



( MAJOR, MINOR, S , 8 , STEP ) , RELATED=( DEQUEUE , ' OBTAIN 
( MAJOR , MINOR , 8 , STEP ) , RELATED= ( ENQUEUE , ' RELEASE R 



Return codes are provided by the control program only if you specify RET=TEST, 
RET-USE, RET«CHNG, or RET=HAVE; otherwise, return of the task to the active 
condition indicates that control of the resource has been assigned (or previously assigned) to 
the task. If aU return codes for the resources named in the ENQ macro instruction are 0, 
register IS contains 0. If any of the return codes are not 0, register 15 contains the address of 
a storage area containing the return codes, as shown in Figure 49. The return codes are placed 
in the parameter list resulting from the macro expansion in the same seq«' 
names in the ENQ macro instruction. The return codes are shown in F' 



Address 
Returned in 
Register 15 



Return 
Codes 



12 



24 



36 



RC 1 



RC2 



RC3 



<^ 



V 



12 



Return codes ere 
12 bytes Bpert, 
starting 3 bytes 
from the address 
in register 15. 



RCN 



flgwe 49. RetMn Code Area \}wt4 by ENQ 
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Hexadecimal 

Code Meaains 

For RETkTEST, the resource was immediately avaUable. 

For RET--USE or RET-HAVE, control of the resource has been 

assimed to the active task. 

For RET-iCHNG, the status of the resource has been changed to 

exclusive 
4 For RET-TEST or RET-iUSE, the resource is not immediately available. 

For RET»CHNG, the status cannot be chan^d to exclusive. 
8 For RET-TEST, RET-USE. or RET-HAVE, a previous request for 

control of the same resource has been made for the same task. Task has 

control of resource. 

For RET>kCHNG, the resource has not been queued. 

If bit 3 is on — snared control of resource; if bit 3 is off — exclusive 

control. 
20 A previous request for control of the same resource has been made for the 

same task. Taslk does not have control of resource. 

F%arc 50. ENQ Retara Codes 
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ENQ (List Fonn) 



Use the list form of ENQ to construct a control program parameter list. Any number of 
resources can be specified in the ENQ macro instruction; therefore, the number of gname, 
mame, and scope combinations in the list form the ENQ macro instruction must be equal to 
the maximum number of gname, mame^ and scope combinations in any execute form of the 
nmo-o instruction that refers to that list form. 

The list form of the ENQ macro instruction is written as follows: 



name 



h 

ENQ 

b 



name: symbol. Begin name in column 1. 
One or more blanks must precede ENQ. 

One or more blanks must follow ENQ. 



( 



qname addr 
mame addr 



mame length 

STEP 

SYSTEM 

SYSTEMS 

,varI2345 



qname addr: A-type address. 
manu addr: A-type address. 

DefarittE 



manu length: symbol or decimal digit. 
Dcfadt: assembled length of mame 

DdtmMtSTE? 



varl2345: The preceding S parameters may be repeated up to 6S,S35 
times. 



,RET-CHNG 

.RET-HAVE 

,RET-TEST 

,RET-USE 

,RET-NONE 

,RELATED»va/iitf 

.MF-L 



Defairit: RET-NONE 



value: any valid macro keyword specification. 



The parameters are explained under the standard form of the ENQ macro mstruction, with 
the following exceptions: 

.MF-L 

specifies the list form of the ENQ macro instruction. 



122 OS/VS2 MVS Sapervlsor SerrlcM and Macro iHtivctloH 



ENQ (Execute Form) 



A remote control program parameter list is used in, and can be modified by, the execute form 
of the ENQ macro instruction. The parameter list can be generated by the list form of ENQ. 

The execute form of the ENQ macro instruction is written as follows: 



mime 



b 
ENQ 

b 



nanu: symbol. Begin name in column 1. 
One or more blanks must precede ENQ. 

One or more blanks must follow ENQ. 



( 



gname addr 
mame addr 



mame length 

STEP 

SYSTEM 

SYSTEMS 

,varl2345 



,RET-CHNG 

,RET-HAVE 

,RET-TEST 

,RET-USE 

,RET-NONE 

.RELATED-va/ue 

,MF«(E .ctri addr) 



Note: ( and ) are the beginning and end of a parameter list. The 
entire list is optional. If nothing in the list is desired, then (, ), and 
all parameters between ( and ) should not be specified. If something 
in the list is desired, then (, ), and all parameters in the list should 
be specified as indicated at the left. 

qname addr: RX-type address, or register (2) - (12). 

mame addr: RX-type address, or register (2) - (12). 

DefMlt:E 

mame length: symbol, decimal digit, or register (2) - (12). 

Dcfarit: STEP 

yarI2345: The preceding S parameters may be repeated up to 6S,S3S 
times. 

Note: See note opposite ( above. 
DefMit: RET-NONE 



value: any valid macro keyword specification. 

Ctrl addr: RX-type address, or register (1) or (2) - (12). 



The parameters are explained under the standard form of the ENQ macro instruction, with 
the following exceptions: 

,MF>-(E ,ctrl addr) 

spedfles the execute form of the ENQ macro instruction using a remote control program 
parameter list. 
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Example 1 

Opentton: Request control of a serially reusable resource that is known only within the 
address space (STEP) The resource is only to be obtained if immediately available. The 
resource will be used for read-only purposes. The length of mame is allowed to default. 

ENQ ( MAJOR 1 , MINOR 1 , S , , STEP ) , RET=:USE 

Example 2 

Opentton: UnconditionaUy request exclusive control of 3 resources. The scope of each 
resource differs (STEP, SYSTEM, and SYSTEMS respectively). The mame length of the third 
resource is 8 characters. 

ENQ ( MAJ0R4 , MIN0R4 ,E, , , MAJ0R2 , MINOR2 , , , SYSTEM , 
MAJ0R3 , MIN0R3 ,E,Q, SYSTEMS ) 
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EST A£ — Extended STAE 



The ESTAE macro instruction is used to extend the recovery capability facilities of the STAE 
(Specify Task Abnormal Exit) macro instruction. Issuance of the STAE or ESTAE mac^o 
instruction or ATTACH with the STAI or ESTAI option allows the user to intercept a 
scheduled ABEND. Control is given to a user specified exit routine in ^i^di the user may 
perform pre-termination processing, diagnose the cause of ABEND, and specify a retry address 
if he wishes to avoid the termination. These exits operate in both problem program and 
supervisor modes. 

ESTAE provides the increased capabilities over STAE to allow ESTAE exits to be 
scheduled for clean-up processing under certain instances for which STAE exits did not get 
control, and to default parameters to the most commonly used options. 

Note: The STAE macro instruction is available for compatibility with Release 1 of VS2 and 
with MVT and MFT, and is described in OS/VS2 System Programming Library: Supervisor. 
However, it is recommended that ESTAE be used. 

The standard form of the ESTAE macro instruction is written as follows: 



name 
b 
ESTAE 

b 



name: symbol. Begin name in ciriuinn 1. 
One or more blanks must precede ESTAE. 

One or more blanks must follow ESTAE. 



exU atUr 


,CT 
.OV 



,PARAMW&l addr 

,XCTL-NO 
,XCTL-YES 

.PURGE-NONE 

,PUROE-QUIESCE 

.PURGE-HALT 

,ASYNCH-YES 
,ASYNCH-NO 

,TERM-NO 
,TERM-YES 

,RELATED-MiA<e 



exit addr: A-type address, or register (2) - (12). 
Defarit:CT. 

list addr: A-type address, or register (2) • (12). 
Defarit: XCTL-NO 

Defarit: PURGE-NONE 

Defarit: ASYNCH-YES 

Deffarit: TERM-NO 

vaiue: any valid macro keyword specification. 



The parameters are explained below: 



specifies the address of an ESTAE exit routine to be entered if the task issuing this macro 
instruction terminates abnormally. If is specified, the most recent ESTAE exit is canceled. 
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.CT 

.OV 

specifies the creation of a new ESTAE exit (CT) or indicates that parameters passed in this 
ESTAE macro instruction are to overlay the data contained in the previous ESTAE exit 
(OV). 

,PARAM-/iff addr 

specifies the address of a user-defined parameter list containing data to be used by the 
ESTAE exit routine when it is scheduled for execution. 

^CTL-NO 
,XCTL-YES 

specifies that the ESTAE macro instruction will be canceled (NO) or will not be canceled 

(YES) if an XCTL macro instruction is issued by this program. 

J»URGE-NONE 

»PURGE-QUIESCE 

.PURGE -HALT 

spectfles that all outstanding requests for I/O operations will not be saved when the ESTTAE 
exit is taken (HALT), that I/O processing will be allowed to continue normally when the 
ESTAE exit is taken (NONE), or that all outstanding requests for I/O operations will be 
saved when the ESTAE exit is taken (QUIESCE). If QUIESCE is specified, the user's retry 
routine can restore the outstanding I/O requests. 

Notes: If any IBM-supplied access method, except EXCP, is being used, the 
PURGEatNONE option is recommended. If this is done, all control blocks affected by 
input/output processing may continue to change during ESTAE exit routine iHX>ce8sing. 

If PURGE«NONE is specified and the ABEND was originally scheduled because of an 
error in input/output processing, an ABEND recursion will develop when an input/output 
interruption occurs, even if the exit routine is in progress. Thus, it will appear that the exit 
routine failed when, in reality, input/output processing was the cause of the failure. 

ISAM Notes: If ISAM is being used and PURGE-HALT is specified or 
PURGE-QUmSCE is specified but I/O is not restored: 

• Only the input/output event on which the purge is done will be posted. Subsequent event 
control blocks (ECBs) will not be posted. 

• The ISAM check routine will treat purges I/O as normal I/O. 

• Part of the data set may be destroyed if the data set is being updated or added to when 
the failure occurred. 

,ASYNCH-YES 
.ASYNCH-NO 

specifies that asynchronous exit processing will be allowed (YES) or prohibited (NO) while 

the user's ESTAE exit is executing. 

ASYNCH-YES must be coded if: 

• Any supervisor services that require asynchronous interruptions to complete their normal 
processing are going to be requested by the ESTAE exit routine. 

• PURGE-iQUIESCE is specified for any access method that requires asynchronous 
interruptions to complete normal input/output processing. 

• PURGE-NONE is specified and the CHECK macro instruction is issued in the ESTAE 
exit routine for any access method that requires asynchronous interruptions to complete 
normal input/output procesnng. 



126 06/VS2 MVS SiVMrlsor Sorflccfl and Macro iMtractloM 



Note: If ASYNCH«bYES is specified and the ABEND was originally scheduled because of 
an error in asynchronous exit handling, an ABEND recursion will develop when an 
asynchronous exit handling was the cause of the failure. 

.TERM -NO 

.TERM -YES 

specifies that the exit routine associated with the ESTAE request wiU be scheduled (YES) 
or will not be scheduled (NO), in addition to normal ESTAE processing, in the following 
situations: 

• Cancel by operator. 

• Forced logoff. 

• Expiration of job step timer. 

• Exceeding of wait time limit for job step. 

• ABEND condition because of DETACH of an incomplete subtask when the STAB 
option was not specified on the DETACH. 

• ABEND of the attaching task when the ESTAE macro instruction was issued by a 
subtask. 

• ABEND of job step task when a non-job step task requested ABEND with the STEP 
option. 

When the exit routine is entered because of one of the preceding reasons, retry will not be 
permitted. If dump is requested at the time of ABEND, it is taken prior to entry into the 
exits. 

Note: If DETACH was issued with the STAE parameter, the following will occur for the 
task to be detached: 

• All ESTAE exits will be entered. 

• The most recently established STAE exit will be entered. 

• All STAI/ESTAI exits will be entered unless return code 16 is returned from one of the 
STAI exits. 

In these cases, entry to the exit is prior to dumping and retry will not be permitted. 

,RELATED-vo/tt0 

specifies information used to self -document macro instructions by 'relating* functions or 
services to corresponding functions or services. The format and contents of the information 
specified are at the discretion of the user, and may be any valid coding values. 

The RELATED parameter is available on macro instructions that provide opposite services 
(for example, ATTACH/DETACH, GETMAIN/FREEMAIN, and LOAD/DELETE), and 
on macro instructions that relate to previous occurrences of the same macro instructions (for 
example, CHAP and ESTAE). 

The parameter may be used, for example, as follows: 

DEFESTAE ESTAE ( 4 ),CT,PARAM=( 2 ) ,RELATED=( DELESTAE, 'DELETE ESTAE 
DELESTAE ESTAE , RELATED= ( DEFESTAE , ' DEFINE ESTAE ' ) 
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Control is returned to the instructioii following the ESTAE macro instruction. When control 
is returned, register IS contains one of the following return codes: 

HexadedBud 

Code Meaning 

00 Successful completion of ESTAE request. 

04 ESTAE OV was specified with a valid exit address, but the current exit is either 

iK>nexistant, not owned by the user's RB, or is not an ESTAE exit. 
OC Cancel (an exit address equal to zero) was specified and either there are no exits for 

this TCB, the most recent exit is not owned by the caller, or the most recent exit is not 

as ESTAE exit. 
10 An unexpected error was encountered while processing this request. 

14 ESTAE was unable to obtain storage for an SCB. 
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ESTAE (Ust Form) 



The list f onn of the ESTAE macro instruction is used to construct a remote control program 
parameter list. 

The list form of the ESTAE macro instruction is written as follows: 



name 
h 

ESTAE 
b 



name: symbol. Begin name in column 1. 
One or more blanks must precede ESTAE. 

One or more blanks must follow ESTAE. 



exit addr 


,PARAM-/isr addr 

.PURGE-NONE 

.PURGE-QUIESCE 

.PURGE-HALT 

,ASYNCH-YES 
,ASYNCH-NO 

.TERM-NO 
,TERM-YES 

,RELATED-ya/ue 

.MF-L 



exit addr: A-type address. 

list addr: A-type address. 
Defwdt: PURGE-NONE 

Defttdt: ASYNCH-YES 

Defaolt: TERM-NO 

value: any valid macro keyword specification. 



The parameters are explained under the standard form of the ESTAE macro instruction, 
with the following exceptions: 

specifies the list form of the ESTAE macro instruction. 
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ESTAE (Execute Form) 



A remote control program parameter list is used in, and can be modified by, the execute form 
of the ESTAE macro instruction. The control program parameter list can be generated by the 
list form of the ESTAE macro instruction. If the user desires to dynamically change the 
contents of the remote ESTAE parameter list, he may do so by coding a new exit address 
and/or a new parameter list address. If exit address or PARAM is coded, only the associated 
field in the remote ESTAE parameter list will be changed. The other field will remain as it was 
before the current ESTAE request was made. 

The execute form of the ESTAE macro instruction is written as follows: 



name 
ESTAE 



name: symbol. Begin name in column 1. 
One or more blanks must precede ESTAE. 

One or more blanks must follow ESTAE. 



exit addr 


,CT 
.OV 

,PARAM-/£s/ addr 

,XCTL-NO 
,XCTL-YES 

.PURGE-NONE 

.FURGE-QUIESCE 

.PURGE-HALT 

.ASYNCH-YES 
,ASYNCH-NO 

.TERM-NO 
,TERM-YES 

.RELATED-va/ue 

,MF-(E ,ctrl addr) 



exit addr: RX-type address, or register (2) - (12). 



list addr: RX-type address, or register (2) - (12). 



value: any valid macro keyword specification. 

Ctrl addr: RX-type address, or register (1) or (2) - (12). 



The parameters are explained under the standard form of the ESTAE macro instruction, 
with the following exceptions: 

,MF^(E , Ctrl addr) 

specifies the execute form of the ESTAE macro instruction using a remote control program 
parameter list. 
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Example 1 

Openitioii: Request an overlay of the existing ESTAE recovery exit (at ADDR), with the 
following options: parameter list is as PLIST, I/O will be halted, no asynchronous exits will be 
taken, ownership will be transferred to the new request block resulting from any XCTL macro 
instructions. 

ESTAE ADDR , OV , PARAM=PLI ST , XCTL=YES , PURGE=HALT , AS YNCH=NO 

Example 2 

Opentiott: Provide the pcnnter to the recovery code in the register called EXTTPTR, contain 
the address of the ESTAE exit parameter list in register 9. Register 8 points to the area where 
the ESTAE parameter list (created with the MF»L option) was moved. 

ESTAE ( EXITPTR ) , PARAM=( 9 ) , MF=( E , ( 8 ) ) 
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EVENTS — Wait for One or More Events to Complete 



The EVENTS macro instruction is a functional specialization of the WATT ECBLIST* macro 
facility with the advantages of notifying the program that events have completed and the order 
in which they completed. 

The macro performs the following functions: 

• Creates and deletes EVENTS tables. 

• Initializes and maintains a list of completed event control blocks. 

• Provides for single or multiple ECB processing. 

For a detailed explanation of how to use EVENTS to perform these functions see "Using 
the EVENTS Macro Instruction" in this section. 

The EVENTS macro instruction is written as foUows: 



name name: symbol. Begin name in ccriumn 1. 

b One or more blanks must precede EVENTS. 
EVENTS 

h One or more blanks must fcrflow EVENTS. 

ENTRIES-i/t n: variable, dedmal digit 1-32,767. 

ENTRIES-DEL,TABLE«/a6/e address table address: symbd, RX-type address, or register (2)-(12). 
TABLE«/aMtf address Note: If ENTRIES-n or ENTRIES-iDEL,TABLE-MMe address 

is specified, no other parameter should be specified. 

,W AIT-NO Defarit: None. 

,WAIT-YES 

,ECBmecb address ecb address: symbcH, RX-type address, or register (2)-(12). 

,LAST-i/as/ address last address: symbol, RX-type address, or register (2)-(12). 

Note: Optional parameters are only valid when TABLE«/aMr 
address is the only required parameter specified. 

The parameters are explained below: 

ENTRIES-n 

n is a decimal number from 1 to 32»767 which q)ecifies the maximum number of completed 
ECB addresses that can be processed in an EVENTS table concurrently. 

Note: When this parameter is specified no other parameter shotild be specified. 

ENTRIES - DEL,TABLE - table address 

specifies that the EVENTS table whose address is specified by TABLE-table address is to 
be deleted. The user is responable for deleting all of the tables he creates; however, all 
existing tables are automatically freed at task termination. 

Note: When this parameter is specified no other parameter should be spedfi^l. 

TABLE -table address 

specifies either a register niunber or the address of a word containing the address of the 
EVENTS table associated with the request The address specified with the operand TABLE 
must be that of an EVENTS table created by this task. 
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.WATT -NO 

.WATT-YES 

Specifies whether or not to put the issuing program in a wait state when there are no 
completed events in the EVENTS table (specified by the TABLE-- parameter). 

,ECB-ecb address 

specifies either a re^ster number or the address of a word containing the address of an 
event control block. The EVENTS macro instruction should be used to initialize any 
event-type ECB. To avoid the accidental destruction of bit settings by a system service such 
as an access method, the ECB should be initialized after the system service that will post 
the ECB has been initiated (thus making the ECB eligible for posting) and before the 
EVENTS macro is issued to wait on the EVENTS table. 

Notes: 

• Register 1 shouki not be specified for the ECB address. 

• This parameter may not be specified with the LAST* parameter. 

• If only ECB initialization is being requested, neitl^r WAIT«NO nor WAIT-YES shouhl 
be specified, to prevent any unnecessary WATT processing from occurring. 

,LAST-la8t address 

specifies either a register number or the address of a word containing the address of the last 
EVENT parameter list entry processed. 

Notes: 

• Register 1 shouki not be specified for the LAST address. 

• This parameter shouki not be specified with the ECB« parameter. 
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Using the EVENTS Macro Instnictioii 

The following explains the different uses of EVENTS: 

• Creating EVENTS Tables — When ENTRIES«n is specified, the system creates an 
EVENTS table with "n" entries for completed ECB addresses. This table is queued on 
the EVENTS table queue associated with the task. (There is no limit to the number of 
EVENTS tables that can be queued for a single task.) The address of the EVENTS table 
is returned to the user in register 1. See Figure 51 below: 
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ffliwe 51. Creaitag • Table 

• Deleting EVENTS Tables — When ENTRIES«DEL,TABLE»table address is specified, 
the EVENTS table whose address is specified by the TABLE«table address parameter 
shall be deleted. The address specified with the TABLE operand must be that of an 
EVENTS table created by this task. The user is responsible for deleting all of the tables 
he creates; however, all existing tables are automatically freed at task termination. 

• Tnltializing ECBs — When an ECB is created, bits (wait bit) and bit 1 (post bit) must 
be set to zero. When an EVENTS ECB» macro instruction is issued, bit of the 
associated event control block is set to 1. When a POST maoro instruction is issued, bit 1 
of the associated event control block is set to 1 and bit is set to 0. If the ECB is 
reused, bit and Ut 1 must be set to zero before either a WATT, EVENTS ECB«, or 
POST macro instruction can be specified. If, however, the bits are set to zero before the 
ECB has been posted, any tadc waiting for that ECB to be posted will remain in wait 
state. 

• Maintaining a List of Completed EVENT Control Blocks — After the ECB has been 
initialized the POST macro sets the complete bit and puts the address of the completed 
ECB in the EVENTS table. 
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Providing Single or Multiple ECB Processing — When the WAIT parameter is specified 
and there are completed ECBs in the EVENTS table, the address of the parameter list is 
returned in register 1. The parameter list has the following format: 
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The parameter list contains completed ECB addresses in post occurrence order. The high 
order bit of the last word in the list is set to 1. The user may choose to process the entire Ust 
(see LAST parameter) or one event at a time by successive EVENTS requests with the 
WATT* option. 

However, if WATr^NO is specified and no ECBs are posted in the EVENTS table, register 
1 contains a zero ^dien the user receives control. 

When a user has procened more than one ECB in the parameter list returned from the 
previous EVENTS WATT* macro, the LAST* parameter should be used to indicate the last 
ECB processed. The EVENTS macro removes from the parameter list all entries from the fust 
thru the last spedHed by LAST, and then completes processing the request according to the 
WATT- spedficatton. 



EVENTS — Wilt for Omt m Mora E^oati to Coaploto 135 



In the illustration below, ECBs 6 through 10 were posted to the parameter list while the 
user was processing 1 through S. 



EVENTS TABLE-tsble addrsM, WAIT-YES 
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(Load register 2 with address of the last entry processed.) 
EVENTS TABLE-table address, WAIT-YES, LAST-(2) 
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This flgure demonstrates processing one event at a time. 



Issuing EVENTS TABLE-table address. WAIT-YES for the 
first time will initiate: 






Register 1 








Paramater List 










— ^ ECB1 
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The second time that EVENTS TABLE-table address, WAIT-YES 
is issued will initiate: 
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Example 1 

The following shows total processing via EVENTS. 
EVENTS AECB 



START 




EVENTS 


ENTRIES=1000 


ST 


R1,TABADD 


WRITE 


ECBA 


LA 
EVENTS 


R2,ECBA 

TABLE=TABADD , ECB=( R2 ) 
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Pwaneter Lilt ProccMtai 





BEGIN 






EVENTS 


TABLE=TABADD , WAIT=YES 


LOOP1 
L00P2 


LR 

B 

EVENTS 

LR 

EQU 


R3,R1 PARMLIST ADDR 
L00P2 GO TO PROCESS ECB 
TABLE=TABADD , WAIT=YES , LAST=( R3 ) 
R3,R1 SAVE POINTER 

« 

PROCESS COMPLETED EVE] 




TM 
BO 
LA 
B 


( R3 ) , X • 80 • TEST FOR MORE EVENTS 
L0OP1 IF NONE, GO WAIT 
R3,4(,R3) GET NEXT ENTRY 
L00P2 GO PROCESS NEXT ENTRY 


Deletii« EVENTS TaMe 






EVENTS 


TABLE=TABADD , ENTRIES=DEL 




TABADD 


DS F 



Example 2 

Processing One ECB at a Time. 



NEXTREC 



RETEST 



TABLE 



EVENTS 
ST 

GET 

ENQ 

READ 

LA 

EVENTS 

WRITE 

LA 

EVENTS 

LTR 

BNZ 

B 

DS 



ENTRIES=10 
1, TABLE 

TPDATA,KEY 

( RESOURCE , ELEMENT ,E,, SYSTEM ) 

DECBRW, KU , , ' S ' , MF=E 

3,DECBRW 

TABLE=TABLE , ECB=( 3 ) , WAIT=YES 

DECBRW,K,MF=E 

3,DECBRW 

TABLE=TABLE,ECB=( 3 ) ,WAIT=NO 

1,1 
NEXTREC 

RETEST 

F 
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FRACHECK — Fast Path Resource Authorization Checking 



The FRACHECK macro is used to check a user's authorization for access to a resource. 
FRACHECK veriHes access to those resources whose RACF profiles have been brought into 
main storage by the RACLIST facility. FRACHECK is a branch entered service that does not 
save registers upon entry. Registers 0-S, 14, and IS are used by the FRACHECK macro 
instruction and are not restored. Registers 6-13 are not altered by FRACHECK. 

The standard form of the FRACHECK macro instruction is written as follows: 



name 

h 

FRACHECK 

b 



name: symbol. Begin name in column 1. 

One or more blanks must precede FRACHECK 

One or more blanks must follow FRACHECK. 



ENTITY-*/!///)' addr 

,CLASSm'classname ' 
,CLASSmclassname addr 

,ATTR-READ 

,ATTR-UPDATE 

.ATTR-CONTROL 

,ATTR-ALTER 

,ATTR-/«f.- 

.ACEE-acee addr 



.WKAREA-flfva addr 

, APPLa 'applname ' 
fAPPLtmapplname addr 



,WSTLS^parm list addr 



entity addr: A-type address or register (2)-(12). 



classname addr: A-type address or register (2)-(12). 



reg: registers (2H12). 
Dcfadt: ATTR.READ 



acee addr: A-type address or register (2)-(12). 
Dcfaalt: zero 

area addr: A-type address or register (2)-(l2). 



applname addr: A-type address or register (2)-(12). 
Defarit: zero 

parm list addr: A-type address or register (2)-(12). 
Defaak: zero 



The parameters are explained below: 

ENTITY - entity addr 

specifies that RACF authorization checking is to be performed for the resource whose name 
is pointed to by the specified address. The resource name is a 44-byte DASD data set name 
for CLASS- 'DATASET* or a 6-byte volume serial number for CLASS- 'DASD VOL' or 
CLASS- 'TAPEVOL'. The name must be left justified and padded with blanks. The length 
of all other resource names is determined from the class descriptor tables. 

.CLASS > 'classname ' 

.CLASS ^ciassname addr 

specifies that RACF authorization checking is to be performed for a resource of the 
specified class. If an address is specified, the address must point to an 8-byte field 
containing the classname. 

,ATTR-READ 
.ATTR- UPDATE 
,ATTR- CONTROL 
.ATTR- ALTER 
,ATTR-(reg) 

specifies the access authority required by the user or group accessing the resource: 
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READ — RACF user or 0'oup can open the resource only to read. 

UPDATE — RACF user or group can open the resource to read or write. 

CONTROL — For VSAM data sets, RACF user or group has authority equivalent to 
the VSAM control password. For non-VSAM data sets and other resources, RACF user 
or group has UPDATE authority. 

ALTER — RACF user or group has total control over the resource. 

If a register is specified, the register must contain one of the following codes in the 
low-order byte of the register: 

X'02'-READ 

X'04'-UPDATE 

X'08'-CONTROL 

X*80'-ALTER 

,ACEE -acee addr 

specifies the address of the accessor control environment element (ACEE) to be used to 
check authorization and to locate the in-storage profiles (RACLIST ouput) for the specified 
classes. If an ACEE is specified, it is used for authorization checking. U the specified 
ACEE has an in-storage profile list for the specified class, it is used to locate the resource. 
If an ACEE is not specified or if there is no in-storage profile list for the specified class in 
the ACEE, RACF uses the main ACEE to obtain the list of the in-storage profiles. The 
main ACEE is pointed to by the ASXBSENV field (x'C8') of the address space extension 
block. 

,WKAREA-arva addr 

specifies the address of a 16 word work area to be used by FRACHECK. 

,APPL - 'applname' 

,AP^L^(qfplname addr 

specifies the name of the application requesting the authorization checking. This information 
is not used for the authorization checking process but is made available to the installation 
exit(s). If an address is specified, it should point to an 8-byte area containing the 
application name, left justified and padded with blanks, if necessary. 

.INSTLN -/wrm list addr 

specifies the address of an area that contains information for the FRACHECK installation 
exit. This address is passed to the exit routine when the exit is given control. The INSTLN 
parameter is used by application or installation programs to pass iaf ormation to the 
FRACHECK installation exit. 
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When control is returned, register 15 contains one of the following return codes: 

Hexadedmal 

Code McaalBg 

00 The user or group is authorized to use the resource. 

04 The resource or dassname is not defined to RACF. 

08 The user or group is not authorized to use the resource. 

OC RACF is not active. 

10 FRACHECK installation exit error occured. 

14 RACF CVT does not exist (RACF is not installed or insufficient level of RACF is 
installed. 
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FRACHECK (list Form) 



The list form of the FRACHECK macro mstruction is written as follows: 



name 
b 
FRACHECK 

b 



name: symbol. Begin neane in column 1. 

One or more blanks must precede FRACHECK. 

One or more blanks must follow FRACHECK. 



ENTITY -.w/iYk addr 

,CLASS» 'classname' 
fCLASS'mclassname addr 

,ATTR-READ 
,ATTR-UPDATE 
,ATTR-CONTROL 
,ATTR-ALTER 

,ACEE-iacee addr 



,WKAREA-orea addr 

, APPL» 'applname ' 
,AFPL'mapplname addr 



,INSTLN-i/Mimi list addr 
.MF-L 



entity addr: A-type address 

classname addr: A-type address. 
Defaolt: ATTR-READ 



acee addr: A-type address 
Defaalt: Zero 

area addr: A-type address. 



applname addr: A-type address. 
Dcfairit: Zero. 

parm list addr: 
DefMrit: Zero. 



The parameters are explained under the standard form of the FRACHECK 
macro instruction, with the following exception: 

,MF-L 

specifies the list form of the FRACHECK macro instruction. 
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FRACHECK (Execute Form) 



The execute fonn of the FRACHECK macro instroction is written as 
follows: 



name 
b 

FRACHECK 
h 



name: symbol. Begin name in column 1. 

One or more blanks must precede FRACHECK. 

One or more blanks must follow FRACHECK. 



ENTITY-eiirtO' addr 
,CLASS'^lassname addr 
,ATTR-f««^ 
,ACEE«ac«# addr 
,WKAREA-4i/»a addr 
,APPLmappliumie addr 
JNSTLNi^amt Itit addr 
MTME,etrl addr) 



entity addr: RX-type address or register (2)-(12). 
classname addr: RX-type address or register (2)-(12). 
reg: register (2)-(12) 

acee addr: RX-type address or register (2)-(12). 
area addr: RX-type address or register (2M12). 
applname addr: RX-type address or register (2)-(12). 
parm list addr: RX-type address or registers (2)-(12). 
Ctrl addr: RX-type address or register (1H12). 



The parameters are explained under the standard form of the FRACHECK 
macro instruction, with the following exception: 

J^-i(E^r/ addr) 

spedfies the execute form of the FRACHECK macro instruction, using a 
remote control program parameter list. 



FRACHECK (Execute Poem) 1 38^ 
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FREEMAIN — Free Virtual Storage 



The FREEMAIN macro instruction releases one or more areas of virtual storage, or an entire 
virtual storage subpool, iM«viously assigned to the active task as a result of a GETMAIN 
macro instruction. The active task is abnormally terminated if the specified virtual storage does 
not start on a doubleword boundary or, for an unconditional request, if the specified area or 
8u1^>ool is not currently allocated to the active task. Register IS is set to to indicate 
successful completion. For a conditional FREEMAIN, register IS is set to 4 if the specified 
area or subpool is not currently allocated to the active task. 

In the parameters discussed below, EU, LU, and VU specify unconditional requests and 
result in llie same processing as E, L, and V, respectively. The two formats for these requests 
are available to maintain compatibility with the GETMAIN formats. 

The standard form of the FREEMAIN macro instruction is written as follows: 



itame 
b 
FREEMAIN 



name: symbol. Begin name in column 1. 

One or more blanks must precede FREEMAIN. 

One or more blanks must follow FREEMAIN. 



LC,LA-/btfrA addr 

LULAWcngr* atUr 

LXAtmlength adir 

VC 

VU 

V 

EC,LV-lniflA wi/iie 

EU,LV«/«viA wi/iie 

E,LValnif<ft yalue 

RC,LV<>/i?i«(«ft yahtie 

KCSPsul^l nmbr 

KV,LV'tength nilue 

RU,SF-jii£|poo/ miU>r 

R,LV-Jri«fM nUue 

K,SP''Subpool nmbr 

^maddr 

,SP^m£poo/ mnl» 



,RELATED-ivaAie 



length addr: A-type address, or register (2) - (12). 

length vahu: symbol, decimal digit, or register (2) - (12). If R, 

RC, or RU is specified, register (0) may also be specified. 

stU^ool imtbr: symbol, decimal digit 0-127, or register (2) - (12). 

If R is specified, register (0) may also be specified. 

Note: If the forms KC,SP'»subpool nmbr or KU.SPmsubpool nmbr 

or K,SPimsubpool nmbr are specified, no other parameters except 

RELATED may be q>ecified. SP* must be specified for subpool 

FREEMAINs; for other types of FREEMAIN, SP- is optional 

and defaults to SP>0. 



addr: A-type address, or register (2) - (12). 

subpool nmbr: symbol, decimal digit 0-127 ,or register (2) - (12). If 
R is specified above, register (0) may also be specified. 

value: any valid macro keyword specification. 
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The parameters are explained below: 

LCXA'' length addr 

UiX^'~ length addr 

hX\» length addr 

VC 

VU 

V 

ECIN'- length value 

EVXy" length value 

EXV" length value 

KCXy-' length value 

KCJSP'msubpool nmbr 

KUXy "length value 

K\J,SP "Stibpool nmbr 

KJJV^ length value 

KJ&V^subpool nnibr 

specifies the type of FREEMAIN request: 

LC and LU and L indicates conditional (LC) and unconditional (LU and L) list requests, 
and specifles release of one or more areas of virtual storage. The length of each virtual 
storage area is indicated by the values in a list beginning at the address specified in the LA 
parameter. The address of each of the virtual storage areas must be provided in a 
corresponding list whose address is specified in the A parameter. All virtual storage areas 
must start on a doubleword boundary. 

VC and VU and V indicates conditional (VC) and unconditional (VU and V) variable 
requests, and specifies release of single areas of virtual storage. The address and length of 
the virtual storage area are provided at the address specified in the A parameter. 

EC and EU and E indicates conditional (EC) and unconditional (EU and E) element 
requests, and specifies release of single areas of virtual stora^. The length of the single 
virtual storage area is indicated in the LV parameter. The address of the virtual storage area 
is provided at the address indicated in the A parameter. 

RC and RU and R indicates conditional (RC) and unconditional (RU and R) register 
requests, and specifies release of angle areas of virtiud storage from the subpool indicated, 
or specifies release of the entire subpool indicated. If the release is not for the entire 
subpool, the address of the virtual storage area is indicated in the A parameter. The length 
of the area is indicated in the LV parameter. The virtual storage area must start on a 
doubleword boundary. 

Note: A conditional request indicates that the task is not to be abnormally terminated if the 
virtual storage being freed is not allocated to the active task. However, AOS-2 and A78-7 
abends cannot be prevented. An unconditional request indicates that the task is to be 
abnormally terminated in this situation. 

LA specifies the virtual storage address of one or more consecutive fuUwords starting on a 
fuUword boundary. One word is required for each virtual storage area to be released; the 
high-order bit in the last word must be set to 1 to indicate the end of the list. Each word 
must contain the required length in the low-order three bytes. The fullwords in this list must 
correspond with the fullwords in the associated list specified in the A parameter. If the 
words are within an area to be released, they must be completely within the area and must 
not begin in the first two words of the first area. The words must not overlap the virtual 
storage area specified in the A parameter. 
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LV specifies the length, in bytes, of the virtual storage area being released. The value 
should be a multiple of 8; if it is not, the control program uses the next high multiple of 8. 
If R is coded, LV»(0) may be designated; the high-order byte of register must contain 
the sttbpool number, and the low-order three bytes must contain the length (in this case, the 
SP parameter is invalid). 

,A»addr 

spedHra the virtual storage address of one or more consecutive fullwords, starting on a 
fuUword boundary. If the words are within an area to be released, they must be completely 
within the area and must not begin in the first two words of the first area. If E, EC, EU, R, 
RC, or RU is designated, one word, which contains the address of the virtual storage area 
to be released, is required. If V, VS, or VU is coded, two words are required; the first word 
contains the address of the virtual storage area to be released, and the second word contains 
the length of the area. If L, LC, or LU is coded, one word is required for each virtual 
storage area to be released; each word contains ^e address of one virtual storage area. If R, 
RC, or RU is coded, any of the registers 1 through 12 can be designated, in which case the 
address of the virtual storage area, not the address of the fuUword, must have prevk>usly 
been loaded into the register. The spedfication of register 1 saves two bytes in the macro 
expansion. 

,SP»subpool nmbr 

specifies the subpool number of the virtual storage area to be released. The subpool number 
can be between and 127. If the SP parameter is optional and is omitted, subpool is 
assumed. If the SP parameter must be coded, it spedfies the number of the subpool to be 
released, and the valid range is 1 through 127. Subpool cannot be released. If R is coded, 
SPm(O) can be designated, in which case the subpool number must be previously loaded 
into the high-order byte of register 0; the three low-order bytes must be set to 0. 

jUELATED-wi/ue 

spedfies information used to self -document macro instructions by 'relating' functions or 
services to corresponding functions or services. The format and contents of the information 
spedHed are at the discretion of the user, and may be any valid coding values. 

The RELATED parameter is available on macro instructions that provide opposite services 
(for example, ATTACH/DETACH, GETMAIN/FREEMAIN, and LOAD/DELETE), and 
on macro instructions that relate to previous occurrences of the same macro instructions (for 
example, CHAP and ESTAE). 

The parameter may be used, for example, as follows: 

GET1 GETMAIN R, LV=4096, RELATED* ( FREE1 , 'GET STORAGE' ) 

FREE1 FREEMAIN R, LV=4096 , A=( 1 ) , RELATED=( GET1 , ' FREE STORAGE ' ) 

When control is returned, register IS contains one of the following return co(tes: 

Hamdedmal 

Code Meaniag 

00 Virtual storage was freed. 

04 Not all virtusd storage was freed. 
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FREEMAIN (list Fonn) 



Use the list fonn of the FREEMAIN macro instruction to construct a nonexecutable control 
program parameter list. 

The list form of the FREEMAIN macro instruction is written as follows: 



name 
h 

FREEMAIN 
b 



name: symbol. Begin name in cc^umn 1. 

One or more blanks must precede FREEMAIN. 

One or more blanks must follow FREEMAIN. 



LC 
LU 
L 
VC 

vu 

V 
EC 
EU 
E 

X^'^length addr 
X^'^length value 



,SPmMil^>ool nmbr 
^RELATEDovaAie 
.MF-L 



length addr: A>type address. 

lengOi ¥tdue: symbol or decimal digit. 

Note: LA may mily be specified with LC, LU, or L above. 

Note: LV may only be specified with EC, EU, or E above. 

addr: A-type address. 

subpool nmbr: symbol oc decimal digit 0-127. 

value: any valid macro keyword specification. 



The parameters are explained under the standard form of the FREEMAIN macro 
instruction, with the following exceptions: 

,MF-L 

spedties the list form of the FREEMAIN macro instruction. 
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FREEMAIN (Execute Fonn) 



A remote control program parameter list is used in, and can be modified by, the execute form 
of the FREEMAIN macro instruction. The parameter Ust can be generated by the list form of 
either a GETMAIN or a FREEMAIN. 

The execute form the the FREEMAIN macro instruction is written as follows: 



FREEMAIN 

h 



name: symbol. Begin name in column 1. 

One or more blanks must precede FREEMAIN. 

One or more blanks must follow FREEMAIN. 



LC 
LU 

L 
VC 

vu 

V 
EC 
EU 
E 

,lJi'mkngth addr 
XV^Iength value 

,Amaddr 

tSPmiMbpool nmbr 

.RELATED-raftie 

,MF«(E .Ctrl prog) 



length addr: RX-type address or register (2) - (12). 
length value: symbol, decimal digit, or register (2) - (12). 
Note: LA may only be specified with LC, LU, or L above. 
Note: LV may only be specified with EC, EU, or E above. 



addr: RX-type address, or register (2) - (12). 

subpool nmbr: symbol, decimal digit 0-127, or register (2) - (12). 

value: any valid macro keyword specification. 

Ctrl prog: RX-type address, or register (1) or (2) - (12). 



The parameters are explained under the standard form of the FREEMAIN macro 
instruction, with tiie following exceptions: 

MP ^ (B. , Ctrl prog) 

specifies the execute form of the FREEMAIN macro instruction using a remote control 
program parameter list. 

Example 1 

Opcntioii: Free 4(X) bytes of storage from subpool 10, where the storage address is contained 
in register 1. If the storage was allocated to the task, register 15 will contain on return; if 
the storage was not allocated to the task or was partially free, the status of the storage remains 
unchanged, and a 4 is returned in register IS. 

FREEMAIN RC,LV=400,A=( 1 ) ,SP=10 

Example 2 

Operation: Free all of subpool 3 (if any) that belongs to the current task. A return will be 
made to the caller even if there is no subpool 3 for the current task. 

FREEMAIN RU,SP=3 
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Example 3 

Opention:' Free from subpool S three areas of lengths 200, 800, and 32 previously obtained 
by a list type GETMAIN which placed the addresses in AREADD. If any of these areas are 
not allocated to the task, the task will be abnormally terminated. 

FREEMAIN LU,LA=LNTHLIST,A=AREAADD,SP=5 

LNTHLIST DC F*200' ,F'800' ,X'80' ,FL3 ' 32 ' 

AREAADD DS 3F 
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GETMAIN — Allocate Virtual Storage 



The GETMAIN macro instruction requests the control program to allocate one or more areas 
of virtual storage to the active task. The virtual storage areas are allocated from the specified 
subpool in the virtual storage area assigned to the associated job step. The virtual storage areas 
each begin on a doubleword or page boundary and are not cleared to when allocated. The 
total of the lengths specified must not exceed the length available when the task assigned 
ownership terminates, or through the use of the FREEMAIN macro instructions. 

The standard form of the GETMAIN macro instruction is written as follows: 



name name: symbol. Begin name in column 1. 

b One or more blanks must precede GETMAIN. 
GETMAIN 

b One or more blanks must follow GETMAIN. 

LC,LAmlength addr,A^addr length addr: A-type address, or register (2) - (12). 

LU,LAB/e/i;fA addr.A^addr length vabte: symbol, decimal digit, or register (2) - (12). If R, 

WC,LAmlength addr,A»addr RC, or RU is specified, register (0) may also be specifled. 

VU,LAi>/eii;rA addr^^addr addr: A-type address, or register (2) - (12). 

EC,LV-/Mf/A value,Amaddr 
EUyLVmlength value^A^addr 
RC,LV-/en;/A value 
KUXy^length value 
R,LV->lmg<A value 

,SP««ui^oo/ nmbr subpool nmbr: symbol, decimal digit 0-127, or register (2) - (12). 

Note: Subpools are specified as follows: . 

• LC,LU,VC,VU,EC,EU,RC, and RU use the SP parameter. 

• R with LV not equal to (0) uses the SP parameter. 

• R with LVa(O) must use register 0. The low-order three bytes 
of register must contain the length of the subpool, and die 
high-order byte must contain the number of the subpool. 

,BNDRY-DBLWD Defarit: BNDRY-DBLWD 

,BNDRY*PAGE Note: This parameter may not be specified with R above. 

,RELATEDava/tie value: any valid macro keyword specification. 

The parameters are explained below: 

IXlyUk^ length addr^maddr 
UJXA~iength addr^A^addr 
VCXA" length addr,Amaddr 
yiJXA~ length addr^»addr 
ECXy" length value, Amaddr 
EUXy" length vahte, Amaddr 
KCXy" length value 
KlJXy ^length value 
KXy" length value 

specifies the type of GETMAIN request: 

LC and LU indicates conditional (LC) and unconditional (LU) list requests, and specifies 
requests for one or more areas of virtual storage. The length of each virtual storage area is 
in(ticated by the values in a list beginning at the address spedAed in the LA parameter. The 
address of each of the virtual storage areas is returned in a list beginning at llie address 
spedHed in the A parameter. No virtual storage is allocated unless all of the requests in the 
Ust can be satisfied. 
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VC and VU indicates conditional (VC) and unconditional (VU) variable requests, and 
speciHes requests for single areas of virtual storage. The length of the single virtual storage 
area is between the two values at the address specified in the LA parameter. The address 
and actual length of the allocated virtual storage area are returned by the control program 
at the address indicated in the A parameter. 

Note: If a region size of has been specified, or if the region size has defaulted to 0, 
unpredictable results can occur after a GETMAIN request for a large maximum value (for 
example, IS million bytes) has been satisfied. See OS/VS2 System Programming Library: 
Supervisor for information on limiting user region size. 

EC and EU indicates conditional (EC) and unconditional (EU) element requests, and 
speciHes requests for singile areas of virtual storage. The length of the single virtual storage 
area is indicated in the LV parameter. The address of the allocated virtual storage area is 
returned at the address indicated in the A parameter. 

RC, RU and R indicate conditional (RC) and unconditional (RU and R) register requests, 
and specify requests for single areas of virtual storage. The length of the single virtual area 
is indicated in the LV parameter. The address of the allocated virtual storage area is 
returned in register L (R generates the original SVC 10 calling sequence, whereas RU and 
RC generate a new SVC 120 and associated parameter format.) 

Note: A conditional request indicates that the task is not to be abnormally terminated if 
virtual storage is not allocated to the active task. An conditional request indicates that the 
task is to be abnormally terminated in this situation. 

LA specifies the virtual storage address of consecutive fuUwords starting on a f ullword 
boundary. Each fuUword must contain the required length in the low«order three bytes, with 
the high-order byte set to 0. The lengths should be multiples of 8; if they are not, the 
control program uses the next higher multiple of 8. If V(^ or VU was coded, two words are 
required. The first word contains the minimum length required, the second word contains 
the maximum length. If LC or LU was coded, one word is required for each virtual storage 
area requested; the high-order bit of the last word must be set to 1 to indicate the end of 
the list. The list must not overlap the virtual storage area specified in the A parameter. 

LV speciHes the length, in bytes, of the requested Virtual storage. The number should be a 
multiple of 8; if it is not, the control program uses the next higher multiple of 8. If R is 
specified, LV>b(0) may be coded; the low-order three bytes of re^bster must contain the 
length, and the high-order byte must contain the subpool number. 

A specifies the virtual storage address of consecutive fuUwords, starting on a fuUword 
boundary. The control program places the address of the virtual storage area allocated in 
one or more words. If E was coded, one word is required. If L was coded, one word is 
required for each entry in the LA list. If V was coded, two words are required. The first 
word contains the address of the virtual storage area, and the second word contains the 
length actually allocated. The list must not overlap the virtual storage area specified in the 
LA parameter. 

,$?•' subpool nmbr 

specifies the number of the subpool from which the virtual storage area is to be allocated. If 
this parameter is omitted, subpool is assumed. 

3NDRY-DBLWD 

.BNDRY-PAGE 

spedHes that alignment on a doubleword boundary (DBLWD) or alignment with the start 
of a virtual page on a 4K boundary (PAGE) is required for the start of a requested area. 
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.RELATED -w/ue 

specifies infonnation used to self -document macro instractions by 'relating' functions or 
services to corresponding functions or services. The format and contents of the information 
specified are at the dis^etion of the user, and may be any valid coding values. 

The RELATED parameter is available on macro instructions that jvovide opposite services 
(for example, ATTACH/DETACH, GETMAIN/FREEMAIN, and LOAD/DELETE), and 
on maaro instructions that relate to previous occurrences of the same macro instructions (for 
example, CHAP and ESTAE). 

The parameter may be used, for example, as foUows: 

GET 1 GETMAIN R , LV=4096 , RELATED=( FREE 1 , ' GET STORAGE ' ) 
FREE1 FREEMAIN R, LV=4096 , A=( 1 ) , RELATED=( GET1 , ' FREE STORAGE ' ) 

When control is returned, register IS contains one of the following return codes: 

Hcxadednal 

Code MenBing 

00 Virtual storage requested was allocated. 

04 No virtual storage was aUocated. 
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GETMAIN (List Fonn) 



Use the list form of the GETMAIN macro instruction to construct a control program 
paramater list. 

The list form of the GETMAIN macro instruction is written as follows: 



GETMAIN 

b 



name: symbol. Begin name in column 1. 
One or more blanks must precede GETMAIN. 

One or more blanks must follow GETMAIN. 



LC 
LU 
VC 
VU 
EC 
EU 

,LA«/cnfrA atUr 
Xy^lengrii value 



,Amaddr 

fSP'msubpool nmbr 

.BNDRY-DBLWD 
,BNDRY«PAGE 

,RELATED-va/ke 

,MF-L 



length addr: A-type address. 

leng^ value: symbol or decimal digit. 

Note: LA may not be specified with EC or EU above. 

Note: LV may not be specified with LC, LU, VC, or VU above. 

addr: A-type address. 

sut^pool nmbr: symbol or decimal digit 0-127. 

Defarit: BNDRY-DBLWD 

value: any valid macro keyword specification. 



The parameters are explained under the standard form of the GETMAIN macro instruction, 
with the following exceptions: 

.MF-L 

specifies the list form of the GETMAIN macro instruction. 
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GETMAIN (Execute Fonn) 



A remote control program parameter list is used in, and can be modified by, the execute form 
of the GETMAIN macro instruction. The parameter list can be generated by the list form of 
either a GETMAIN or a FREEMAIN. 

The execute form of the GETMAIN macro instruction is written as follows: 



name 
b 

GETMAIN 
b 



none: symbol. Begin lUtme in column 1. 
One or more blanks must precede GETMAIN. 

One or more blanks must follow GETMAIN. 



LC 
LU 
VC 

vu 

EC 
EU 

,LA»/eiff/A addr 
fLV^Iength value 



,hmaddr 

fSPtmsubpool nmbr 

.BNDRY-DBLWD 
,BNDRY-PAGE 

.RELATED-valwe 

,MF«(E ,ctrl prog) 



length addr: RX-type address or register (2) - (12). 
length value: symbol, decimal digit, or register (2) - (12). 
Note: LA may not be specified with EC or EU above. 
Note: LV may not be specified with LC, LU, VC, or VU above. 

addr: RX-type address, or register (2) - (12). 

subpool nmbr: symbol, decimal digit 0-127, or register (2) - (12). 

Defarit: BNDRY-DBLWD 

value: any valid macro keyword specification. 

Ctrl prog: RX-type address, or register (1) or (2) - (12). 



The parameters are explained under the standard form of the GETMAIN macro instruction, 
with the following exceptions: 

MP " (E , Ctrl prog) 

spedHes the execute form of the GETMAIN macro instruction using a remote control 
program parameter list. 
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Example 1 

Operation: Obtain 400 bytes of storage from subpool 10. If the storage is available, the 
address will be returned in register 1 and register IS will contain 0; if storage is not available, 
re^ster IS wOl contain 4. 

GETMAIN RC , LV=400 , SP= 1 

Example 2 

Opimitlon: Obtain 48 bytes of storage from default subpool 0. If the storage is available, the 
address will be stored in the word at AREAADDR; if the stora^ is not available, the task will 
be abnormally terminated. 

GETMAIN EU , LV=48 , A«AREAADDR 
AREAADDR DS F 
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IDENTIFY — Add an Entry Name 



The n>ENTIFY macro instniction is used to add an entry name to a copy of a load module 
currently in virtual storage. The copy must be one of the following: 

• A cc^ that satisfied the requirements of a LOAD maox) instruction issued during the 
execution of the current task. 

• The last load module given control, if control was passed to the load module using a 
LINK, ATTACH, or XCTL macro instruction. 

The D3ENTIFY macro instruction may not be issued by an asynchronous exit routine. 
Normally, the IDENTIFY macro assigns the identiHed entry p<Hnt as reentrant. A user issuing 
this macro should be sure that his program is reenterable, otherwise, results are unpredictable. 

An exception is the case oi a non-authorized user identifying a module from an authorized 
library. In this case, the identified entry point is assigned the same attributes (reentrant, 
serially reusable, non-reusable load only) as the main entry p<Mnt. 

The IDENTIFY macro instruction is written as follows: 



name name: symbol. Begin name in column 1. 

b One or more blanks must precede IDENTIFY. 
IDENTIFY 

b One or more Uanks must follow IDENTIFY. 

EPmattry mane enay name: symbol 

ES\XiC^entry name addr entry name addr: RX-type address, or register (0) or (2) - (12). 

,ENTRY-i€ficry addr added entry addr added: RX-type address, or register (1) or (2) - (12). 

The parameters are explained below: 

EP'^entry name 

EPlOC'meniry' rumie addr 

specifies the entry name or address of the entry name. The name does not have to 
correspond to any symbol or name in the load module, and must not correspond to any 
name, alias, or added entry name for a load module in the link pack area queue, or the job 
pack area of the job step. If EPLOC is coded, the name must be padded to eight bytes, if 
necessary. 

,ENTRY»enlrv addr added 

specifies the vfaxual storage addresss of the entry name being added. 
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When control is returned, register IS contains one of the following return codes: 



Hexadecimal 
Code 

00 
04 
08 

OC 
10 
14 

18 
IC 

24 



Meaning 

Successful completion of requested function. 

Entry name and address already exist. 

Entry name duplicates the name of a load module currently in virtual storage; entry 

address was not added. 

Entry address is not within an eligible load module; entry address was not added. 

Request issued by an asynchronous exit routine; entry address was not added. 

LINK, LOAD, XCTL, ATTACH, or IDENTIFY request was previously issued using 

the same entry name but a different address; current request was ignored. 

Parameter list is invalid or is not on a word boundary. 

Extent list length is not positive or a multiple of 8, or extent address is not on a double 

word boundary, is not addressable, or is not in caller's region. 

Unexpected sjnrtem error. 



Example 1 

Operation: Add an entry name (PGMTAL2A) to a load module in virtual storage. Register 3 
contains the entry point address. 

IDENTIFY EP=PGMTAL2A,ENTRY=(R3) 
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LINK — Pass Control to a Program in Another Load Module 



The LINK macro instruction is used to pass control to a specified entry name in another load 
module; the entry name must be a member name or an alias in a directory of a partitioned 
data set. The losui module containing the program is brouglht into virtual storage if a useable 
copy is not available. 

The linkage relationship established is the same as that created by a BAL instruction; 
control is returned to the instruction following the LINK macro instruction after execution of 
the called program. The problem program optionally can provide a parameter list to be passed 
to the called program. If the called program terminates abnormally, or if the specified entry 
point cannot be located, the task is abnormally terminated. 

The standard form of the LINK macro instruction is written as follows: 



name name: symbol. Begiii name in column 1. 

b One or more blanks must precede LINK. 
LINK 

b One or more blanks must foUow LINK. 

EVmentry name entry name: symbol. 

EPLOCoieiiirK name addr entry none addr: A-type address, or register (2) - (12). 

DEWis/ entry addr list entry addr: A-type address, or register (2) - (12). 

JiCAmdcb addr deb addr: A-type address, or re^ster (2) - (12). 

.PARAMWMMr^ oddr: A-type address, or register (2) - (12). 

,PARAMB^atfd^>,VLa>l Note: addr is one or more addresses, separated by commas. For 

example, {addr,addr,addr) 

,IDWtf nmbr id nmbr: symbd or decimal digit, with a maximum value of 4093. 

,ERRET>err rtn addr err rtn addr: A-type address, or register (2) - (12). 

The parameters are explained below: 

EP'^entry name 

EPIOC" entry name addr 

DE^Iist entry addr 

spedHes the entry name, the address of the entry name, or the address of the name Held in 
a 60-byte list entry for the entry name that was comttructed using the BUDL maax> 
instruction. If EPLOC is coded, the name must be padded to eight bytes, if necessary. 
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J>CB^dcb addr 

specifies the address of the data control block for the partitioned data set containing the 
entry name described above. This parameter must indicate the same DCB used in the BLDL 
mentioned above. 

If the DCB parameter is omitted or if DCBi^O is specified when the LINK macro 
instruction is issued by the job step task, the data sets referred to by either the STEPLIB 
or JOBLIB DD statement are first searched for the entry point name. If the entry point 
name is not found, the link library is searched. 

If the DCB parameter is omitted or if DCB^O is specified when the LINK macro 
instruction is issued by a subtask, the data sets associated with one or more data control 
blocks referred to by previous ATTACH macro instructions in the subtasldng chain are first 
searched for the entry point name. If the entry point name is not found, the search is 
continued as if LINK had been issued by the job step task. 

,V ARAM ''(addr) 

.PARAM - (addr)yL -. 1 

specifies address(es) to be passed to the called program. Each address is expanded inline to 
a fuUword on a fullword boundary, in the order desdgnated. Register 1 contains the address 
of the first parameter when the program is given control. (If this parameter is not coded, 
register 1 is not altered.) 

VL- 1 should be designated only if the called program can be passed a variable number of 
parameters. VL«1 causes the high-order bit of the last address parameter to be set to 1; 
the bit can be checked to find the end of the list. 

JD^id nmbr 

specifies an identifier useful for debugging purposes only. The last fullword of the macro 
expansion is a NOP instruction containing the identifier value in bytes 3 and 4. 

.ERRET-err rtn addr 

specifies the addre^ of a routine to receive control when an error condition that would 
cause an abnormal termination of the task is detected. Register 1 contains the abend code 
that would have resulted had the task abended. The routine does not receive control when 
input parameter errors are detected. 



154 06/VS2 MVS SivwvlMr SwflcM mi Mmto 



LINK (list Form) 



Two parameter lists are used in a LINK macro instruction: a control program parameter list 
and problem program parameter list. Only the control program parameter list can be 
constructed in the list form of LINK. Address parameters to be passed in a parameter list to 
the problem program can be provided using the list form of CALL. This parameter list can be 
referred to in the execute form of LINK. 

The list form of the LINK macro instruction is written as follows: 



name 
b 

LINK 
b 



name: symbol. Begin name in column 1. 
One or more blanks must precede LINK. 

One or more blanks must follow LINK. 



EPitentry name 
EPLOCmentry name addr 
DE-list entry addr 

,DCB-mdcb addr 

,ERRET«-«rr rtn addr 

,SF-L 



entry name: symbol. 

entry name addr: A-type address. 

list entry addr: A-type address. 

deb addr: A-type address. 

err rtn addr: A-type address. 



The parameters are explained under the standard form of the LINK 
the following exceptions: 

,SF-L 

speciHes the list form of the LINK macro instruction. 
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LINK (Execute Form) 



Two parameter lists are used in a LINK macro instruction: a control program parameter list 
and an optional problem program parameter list. Either or both of these lists can be remote 
and can be referred to and modiHed by the execute form of LINK. If only one of the 
parameter lists is remote, parameters that require use of the other parameter list cause that list 
to be constructed inline as part of the macro expansion. 

The execute form of the LINK macro instruction is written as follows: 



name 

b 

LINK 
b 



name: symbol. Begin name in column 1. 
One or more blanks must precede LINK. 

One or more blanks must follow LINK. 



EF^entry name 
EPLOC^entry name addr 
DE^list entry addr 

jyCB'mdcb addr 

,FARAM~(addr) 
,PARAM»(addr),VLm 1 



,lDmid nnibr 

.ERRET-ierr rtn addr 

,MF*>(E .prob addr) 

.SF-(E .ctri addr) 

.MF-CE .prob adtfr).SF-(E ,ctrl addr) 



entry name: symbol. 

entry name addr: RX-type address or register (2) - (12). 

list entry addr: RX-type address, or register (2) - (12). 

deb addr: RX-type address, or register (2) - (12). 

addr: RX-type address, or register (2) - (12). 

Note: addr is one or more addresses, separated by commas. For 

example, (addr,addr,addr) 

id nmbr: symbol or decimal digit, with a maximum value of 4095. 

err rtn addr: A-type address. 

prob addr: RX-type address, or register (1) or (2) - (12). 
Ctrl addr: RX-type address, or register (2) - (12) or (IS). 



The parameters are explained under the standard form of the LINK macro instruction, with 
the following exceptions: 

,MF-(E ,prob addr) 

,SF-(E ,prob addr) 

,MF - (E ,prob addr),SF > (E ,ctrl addr) 

spedfies the execute form of the LINK macro instruction. This form uses a remote problem 
program parameter list, a remote control program parameter list, or both. 

Example 1 

Openitloii: Pass control to a spedfled entry name (PGMLKRUS) in another load module. Let 
the system find the module form available libraries. 

LINK EP=PGMLKRUS 
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LOAD — Bring a Load Module into Virtual Storage 



The LOAD macro instruction is used to bring the load module containing the specified entry 
name into virtual storage, if a usable copy is not available in virtual storage. 

The r^ponsibility count for the load module is increased by one. On output, the high-order 
byte of register 1 contains the authorization code of the loaded module and the low three 
bytes contain the module's length in doublewords. Control is not passed to the load module; 
instead, the virtual storage address of the designated entry point is returned in register 0. The 
load module remains in virtual stora^ until the responsibility count is reduced to through 
task terminations or until the effects of all outstanding LOAD requests for the module have 
been canceled (using the DELETE macro instruction), and there is no other requirement for 
the module. 

The entry name in the load module must be a member name or an alias in a directory of a 
partitioned data set. If the specified entry name cannot be located, the task is abnormally 
terminated. 

The LOAD macro instruction is written as follows: 



name name: symbol. Begin ntmie in column 1. 

b One or more blanks must precede LOAD. 
LOAD 

b One or more blanks must follow LOAD. 

^merury name entry name: symbol. 

EVLOC^entry name addr entry name addr: RX-type address or register (0) or (2) - (12). 

DEWlsr entry addr list entry addr: RX-type address, or register (2) - (12). 

,DCBmdcb addr deb addr: RX-type address, or register (1) or (2) - (12). 

,ERRETa«rr rm addr err rm addr: RX-type address, or register (2) - (12). 

,RELATED*vaA(e ralue: any valid macro keyword specification. 

The parameters are explained below: 

EP'merUry name 

EPlOC^entry name addr 

DE^ list entry addr 

specifies the entry name, the address of the name, or the address of the name field in a 
60-byte list entry for the entry name that was constructed using the BLDL macro 
instruction. If EPLOC is coded, the name must be padded to eight bytes, if necessary. 
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jyCB^ikb addr 

specifies the address of the data control block for the partitioned data set containing the 
entry name described above. This parameter must indicate the same DCB used in the BLDL 
mentioned above. 

If the DCB parameter is omitted or if DCB»0 is specified when the LOAD macro 
instruction is issued by the job step task, the data sets referred to by either the STEPUB 
or JOBLIB DD statement are first searched for the entry name. If the entry name is not 
found, the link library is searched. 

If the DCB parameter is omitted or if DCBibO is specified when the LOAD macro 
instruction is issued by a subtask, the data sets associated with one or more data contn^ 
blocks referred to by previous ATTACH maqro instructions in the subtasking chain are first 
searched for the entry name. If the entry name is not found, the search is continued as if 
the LOAD, had been issued by the job step task. 

,ERRET-«rr rtn addr 

Specifies the address of a routine to receive control when an error condition that would 
cause an abnormal termination of the task is detected. Register 1 contains the abend code 
that would have resulted had the task abended, and register IS contains the reason code 
that is associated with the abend. The routine does not receive control when input 
parameter errors are detected. 

.RELATED -w/uf 

specifies information used to self -document macro instructions by 'relating' functions or 
services to corresponding functions or services. The format and contents of the information 
specified are at the discretion of the user, and may be any valid coding values. 

The RELATED parameter is available on macro instructions that provide opposite services 
(for example, ATTACH/DETACH, GETMAIN/FREEMAIN, and LOAD/DELETE), and 
on macro instructions that relate to previous occurrences of the same macro instructions (for 
example, CHAP and ESTAE). 

The parameter may be used, for example, as follows: 

L0AD1 LOAD EP=APGI0HK1 ,RELATED=( DELI , 'LOAD APGI0HK1 ' ) 
DELI DELETE EP=APGI0HK1 ,RELATED=( LOADl , 'DELETE APGI0HK1 ' ) 

Example 1 

Operation: Bring a load module containing a specified entry name (PGMLKRUS) into virtual 
storage. Let the system find the module from available libraries. 

LOAD EP=PGMLKRUS 
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PGLOAD — Load Virtual Storage Areas into Real Storage 



The PGLOAD macro instnictioii is used to load specified virtual storage areas into real storage 
in anticipation of future needs. That is, PGLOAD is essentially a page-ahead function. Note, 
however, that a page that has been loaded via PGLOAD is eligible for page-out selection in 
the same manner as a page that has been demand-paged into real storage. 

The misuse of this function can have adverse effects on system performance. Causing 
unnecessary pages to be brought into real storage will force more useful pages to be displaced 
and, consequently, cause unnecessary paging activity. Proper use of this function, however, wiU 
tend to decrease system overiiead resulting from page fauits. 

The standard form of the PGLOAD macro instruction is written as follows: 



mane name: symbol. Begin name in column 1. 

b One or more blanks must precede PGLOAD. 
POLOAD 

b One or more blanks must follow PGLOAD. 

R 

yAtmstart addr start addr: A'type address, or register (1) or (2) - (12). 

.ECBaecfr atU^ ecb addr: A-type address, or register (0) or (2) - (12). 

,EA>*efiJ aMr end addr: A-type address, or register (2) - (12) or (IS). 

DefMlt: start addr -¥ 1 

,RELEASE-N Defarit: RELEASE-N 

.RELEASE'Y Note: RELEASE«Y may only be specified with EA above. 



The parameters are explained below: 



R 

specifies that no parameter list is being supplied with this request. 

,A-jfarr addr 

specifies the start address of the virtual area to be loaded. 

3CB-ecfr addr 

specifies the address of an ECB that is used to signal event completion. 

Note: If the user intends to wait on the ECB as part of an ECB list, he must ensure that the 
list and associated BCBs are fixed in real storage before issuing the WATT. The PGLOAD 
service routine ensures that the specified ECB is fixed. 

MK^end addr 

spedfies the end address + 1 of the virtual area to be loaded. 

JIELEASE-N 
J(ELEASE-Y 

specifies that the contents of the virtual area is to remain intact (N) or be released (Y). 
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When control is returned, register IS contains one of the following return codes: 

Hexadecimal 

Code Meaaii^ 

00 Operation completed noitnally; ECB posted complete. 

04 Operation abnormally terminated. Operation incomplete because of invalid address in 

virtual subarea list entry; ECB posted complete. 
08 Operation proceeding; ECB will be pcMted when ail page-ins are complete. 

10 Operation abnormally terminated. Virtual subarea list entry or ECB address invalid; no 

ECB is posted. 

If the ECB parameter is coded, the ECB is unchanged if the request was initiated but not 
complete (return code 8), or if an ABEND was issued with return code 10. Otherwise, the 
ECB is posted conq>lete with code 

— Operation completed successfully. 

4 — Operation incomplete because of invalid address in VSL entry. 

If the return code issued is 8, the ECB is posted asynchronously when paging I/O has 
completed, with code 

— Operation completed successfully. 

4 — Operation incomplete because of paging error; requesting TCB will be abnormally terminated. 

Incompatible Parameters 

The following parameters were valid in Release 1 of OS/VS2, but are not supported in 
Release 3.7: 

EChJNDm, address 

will probably cause errors. 
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PGLOAD (List Fonn) 



The list form of the PGLOAD macro instructioii uses a virtual subarea list. 
The list form of the PGLOAD macro instruction is written as follows: 

Home name: symbol. Begin ntune in ccdumn 1. 

b One or more blanks must precede PGLOAD. 
PGLOAD 

b One or more Uanks must ft^ow PGLOAD. 

L 

,LA»Arr addr tist addr: A-type address, or register (1) or (2) - (12). 

,ECB-iecA addr ecb addr: A-type address, or register (0) or (2) - (12). 

,RELEASE-N DeTaalt: RELEASE-N 

,RELEASE-Y 

The parameters are explained under the standard form of the PGLOAD maCTO instruction, 
with the following exceptions: 

L 

specifies that a parameter list is being supplied with this request. 

Jj\-/tf/ addr 
specifies the address of the first entry of a virtual subarea list. 

Example 1 

OpentioB: Page-in a single byte of virtual storage, causing the entire 4096-byte page 
containing that byte to be paged into real storage. 

PGLOAD R,A=(R3) 

Example 2 

Opentloa: Page-in the virtual storage lying in the range addressed by registers 3 and 4, and 
notify the requestor via posting of the ECB when the page-ins are complete. 

PGLOAD R, A«( R3 ) , EAs( R4 ) , ECB»( R5 ) 

Examples 

Operatioa: Discard the contents of the virtual pages totally encompassed by STARTAD and 
ENDAD before new real storage frames are assigned. 

PGLOAD R,A»STANDARD,EA»ENDAD,RELEASE»Y 
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PGOUT — Page Out Viitiial Storage Areas from Real Storage 



The PGOUT macro instruction is used to initiate page-out operations for specifled virtual 
storage areas that are in real storage. The PGOUT function is complementary to the PGLOAD 
function. You have the option of specifying that the virtual pages to be paged out either 
remain valid in real storage or be marked invalid and the real frames assigned to them be made 
available for reuse. The use of this option will not prevent page faults from occurring on the 
specified storage. 

The misuse of this function, like the misuse of the PGLOAD function, can have adverse 
effects on system performance. On the other hand, proper use of this function will tend to 
clean out of real storage those pages no longer needed for program execution or not required 
for some period in the future. 

The standard fcHtn of the PGOUT macro instruction is written as follows: 



name name: symbol. Begin name in column 1. 

b One or more blanks must precede PGOUT. 
PGOUT 

b One or more blanks must follow PGOUT. 

R 

,A^start addr start addr: A-type address, or register (1) or (2) - (12). 

,EA-i«iu/ addr end addr: A-type address, or register (2) - (12) or (IS). 

Defarit; start addr + 1 

,KEEPR£L-N DcfMrit: KEEPREL-N 
,KEEPREL-Y 



The parameters are explained below: 



R 

specifies that no parameter list is being supplied with this request. 

A" start addr 

specifies the start address of the virtual area to be paged out. 

,EA» end addr 

specifies the end address + 1 of tte virtual area to be paged out. 

,KEEPREL-N 
,KEEPREL-Y 

specifies that the virtual pages will be marked invalid and the real storage frames freed for 

reuse (N) or that the virtual pages will not be invalidated (Y). 
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When oontrc^ is returned, register IS contains one of the following return codes: 

Hexadecimal 

Code Meaniag 

00 Operation completed normally; paging I/O proceeding asynchronously. 

04 Operation abnormally terminated. Operation incomplete because of invalid address in 

virtual subarea list entry. 

OC One or more pages specified to be paged out were not paged out. Either the pages 

were in the nucleus in unusable real frames, in SQA or LSQA, in VaR area allocated 
region, were page fixed, or the system resources necessary to perform the page out 
operations were momentarily unavailable. Paging I/O is proceeding normally for all 
other pages. 

10 Operation abnormally terminated. Virtual subarea list entry or ECB address invalid. 
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PGOUT (list Fonn) 



The list form of the PGOUT macro instnictioii uses a virtual subarea list. 
The list form of the PGOUT macro instruction is written as follows: 

name name: symbol. Begin name in column 1. 

b One or more blanks must precede POOUT. 
PGOUT 

b One or more blanks must follow PGOUT. 

L 

,LA»/<f/ addr list addr: A-type address, or register (1) or (2) - (12). 

.KEEPREL-N Deffarit: KEEPREL-N 

,ICEEPREL»Y 

The parameters are explained under the standard form of the PGOUT macro instruction, 
with the following exceptions: 

L 

Specifies that a parameter list is being supplied with this request. 

OA-Zisr addr 

specifies the address of the first entry of a virtual subarea list. 

Example 1 

Operatloii: Page-out the area of real storage totally encompassed by the start and end virtual 
boundaries spedHed. 

PGOUT R,A=(R3),EA=(R4) 

Example 2 

Opemttoii: Create an auxiliary storage copy of a virtual area before continuing to use the area. 
The area will remain in real storage after the page-outs complete. 

PGOUT R , A«( R3 ) , EA=( R4 ) , KEEPREL=Y 
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PGRLSE — Release Viitual Storage Contents 



The PGRLSE macro instruction is used to release to the system all real storage and auxiliary 
storage associated with specified virtual storage areas. Use PGRLSE when a large area (one or 
more complete pages) of virtual storage within your program no longer has significant 
contents. 

Functionally, PGRLSE is equivalent to a FREEMAIN macro instruction followed by a 
GETMAIN macro instruction. That is, the virtual space is maintained, but the data is 
discarded. When the pi%e(s) being released is next referred to, that page is cleared to zeros. 
Thus, you can help reduce system overhead by releasing virtual storage when you no longer 
need it. 

Proper use of this function can increase the amount of storage available to the system and 
prevent needless paging I/O activity. Usage of PGRLSE may improve operating efficiency 
when the using program can discard the contents of a large virtual storage area and reuse the 
virtual storage pages; paging operations may be eliminated for those virtual storage pages when 
they are reused. 

The standard form of the PGRLSE macro instruction is written as follows: 



name name: symbol. Begin name in column 1. 

b One or more blanks must precede PGRLSE. 
PGRLSE 

b One or more blanks must follow PGRLSE. 

LAWow addr law addr: A-type address, or register (0) or (2) - (12). 

,llAmhigh addr high addr: A-type address, or register (1) or (2) - (12). 

The parameters are explained below: 

lA^low addr 

specifies the address of the lower boundary of the area to be released. 

MA'-high addr 

specifies the address of the upper boundary + 1 of the area to be released. 

When control is returned, register IS contains one of the following return codes: 

HexadectaBal 

Code Meudag 

00 Successful completion. 

04 Execution failed. The area specified, or a portion of the area, is protected from the 

requesting program. Any valid portion of the area preceding the protected area is 

released. 
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PGRLSE (List Fonn) 



The list form of the PGRLSE macro instnictioii is used to construct a control program 
parameter list. 

The list form of the PGRLSE macro instruction is written as follows: 



name luune: symbol. Begin name in c<rfumn 1. 

b One or more blanks must precede PORLSE. 
PGRLSE 

b One or more blanks must follow PORLSE. 

LAa^ow tuUr, hw addr: A4ype address. 

HA«A/f A addr, hi^ addr: A-type address. 

MF-L 

The parameters are explained under the standard form of the PGRLSE macro instruction, 
with the following exceptions: 

MF-L 

specifies the list form of the PGRLSE macro instruction. 
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PGRLSE (Execute Fonn) 



A remote control program parameter list is referred to, and can be modiHed by, the execute 
form of the PGRLSE macro instruction. 

The execute form of the PGRLSE macro instruction is written as follows: 



luane name: symbol. Begin name in colunm 1. 

b One or more blanks must precede PGRLSE. 
PGRLSE 

b One or more blanks must faUaw PGRLSE. 

LAtmhw addr, low addr: A-type address, or register (0) or (2) - (12). 

HAaA/fA oiUr, high addr: A-type address, or register (1) or (2) - (12). 

MF-(E ^:trt addr) Ctrl addr: RX-type address, or register (2) - (12). 

The paran^ters are e]q>lained under the standard form of the PGRLSE macro instruction, 
with the following exceptions: 

MF-(E/rfr/ aW 

specifies the execute form of the PGRLSE macro instruction using a remote control 
program parameter list. 

Example 1 

Opciatkm: Retease the contents of the pages included within tl^ specified areas. Only those 
pages fully encompassed will be nuUiHed. 

PGRLSE LA=( R4 ) , HA=( R5 ) 

Example 2 

OpentloB: Perform the operation in Example 1, but use A-type addresses. 
PGRLSE LA«LOWADDR,HA»HIGHADDR 
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POST — Signal Event Compl^ion 



Use the POST macro instruction to have the specified ECB (event control block) set to 
indicate the occurrence of an event. If this event satisfies the requirements of an outstanding 
WATT or EVENTS macro instruction, the waiting task is taken out of the wait state and 
dispatched according to its priority. The bits in the ECB are set as follows: 

Bit of the specified ECB is set to (wait bit). 

Bit 1 is set to 1 (complete bit). 

Bits 8 through 31 are set to the specified completion code. 

The POST macro instruction is written as follows: 



name name: symbol. Begin name in column 1. 

h One or more blanks must precede POST. 
POST 

b One or more blanks must follow POST. 

ecb addr ecb addr: RX-type address, or register (1) or (2) - (12). 

.cmi^ code comp code: symbol, decimal digit, or register (0) or (2) - (12). 

Rai«e of ndMs: - 224.} 
DefMittO 

,RELATED>av<i/«e value: Any valid macro keyword specification. 

The explanation of the parameters is as follows: 

ecb addr 

spedfies the address of the f uUword event control block representing the event. 

,comp code 

specifies the completion code to be placed m the event control block upon completion. 

.RELATED i-wd/ue 

specifies information used to self -document macro instructions by 'relating* functions or 
services to corresponding functions or services. The format and contents of the information 
speciHed are at the discretion of the user, and may be any valid coding values. 

The RELATED parameter is available on macro instructions that provide opposite services 
(for example, ATTACH/DETACH, GETMAIN/FREEMAIN, and LOAD/DELETE), and 
on macro instructions that relate to previous occurrences of the same macro instructions (for 
example, CHAP and ESTAE). 

The parameter may be used, for example, as follows: 

WAIT 3 WAIT- 1, ECB, RELATED=( RESUME 1, 'WAIT FOR EVENT' ) 

RESUME 1 POST ECB , , RELATED=( WAIT 1 , ' RESUME WAITER ' ) 
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Example 1 

Openitioii: Signal event completion with a default completion code. POSTECB is the address 
of an ECB. 

POST POSTECB 

Example 2 

OpentioB: Signal event completion with a completion code of X*7FF*. POSTECB is the 
address of an ECB. 

POST POSTECB , X • 7 FF • 
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RACHECK — Check RACF Authorization 



The RACHECK macro instruction is used to provide authorization checking when a user requests 
access to a RACF-protected resource. RACHECK tells the issuer of tlie macro whether the specified 
user has authority to access the specified resource, or if the resource is defined to RACF. The 
RACHECK macro instruction can onJy be used if RACF or another functionally equivalent program is 
present in the system; otherwise, an abend occurs when RACHECK is issued. 

Note: Do not use the DSTYPE=M or OWNER parameters unless RACF Version 1 , Release 4 is installed 
on your system. 

The standard form of the RACHECK macro instruction is written as follows: 



name 
h 
RACHECK 

b 



name: symbol. Begin name in column I. 

One or more blanks must precede RACHECK. 

One or more blanks must follow RACHECK. 



ENTITY "ifrpsoMrcf name addr) 
,VOLSER-vo/ addr 

,CLASS-i 'classname ' 
,CLASS^classname addr 

.ATTR-READ 

,ATTR-UPDATE 

,ATTR-CONTROL 

.ATTR-ALTER 

,ATTR-reg 

,DSTYPE-N 
,DSTYPE-V 
,DSTYPE=M 

.INSTLN-pomr list addr 

,OLDVOL-oW vol addr 

, APPL- 'applname ' 
,APPL>mapplname addr 

,OWNER=user«fifcfr 



resource name addr: A-type address, or register (2) - (12). 

vol addr: A-typc address, or register (2) - (1 2). 

Note: VOLSER is required for CLASS=*DATASET' and DSTYPE=?^. 

classrtantt: DATASET, DASDVOL, or TAPEVOL. 

classname addr: A-typc address, or register (2) - ( 1 2). 
Default: CLASS= 'DATASET' 

reg: register (2) - (12). 
Defaoh: ATTR-READ 



Default: DSTYPE-N 

parm list addr: A-type address, or register (2) -(12). 
Defanh: zero 

old vol addr: A-type address, or register (2)-(12). 
Default: zero 

applname addr: A-type address, or register (2)-(12). 
user addr: A-type address, or register (2) - (1 2). 



The parameters are explained below: 

ENTITY -(resource name addr) 

specifies that RACF authorization checking is to be performed for the resource whose name 
is pointed to by the specified address. The resource name is a 44-byte DASD data set name 
for CLASS* 'DATASET* or a 6-byte volume serial number for CLASS- 'DASDVOL' or 
CLASS-TAPEVOL*. The name must be left justified in the field and padded with blanks. 
The length of all other resource names is determined from the class descriptor tables. 
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.VOLSER-M>/ addr 

specifies the volume serial number: 

• For non-VSAM DASD data sets, of the volume on which the data set resides. 

• For VSAM DASD data sets, of the catalog controlling the data set. 

The field pointed to by the specified address contains the volume serial number padded to 
the right with blanks, if necessary, to make six characters. VOLS£R« is only valid and must be 
supplied with CLASS«*DATASET', (unless DSTYPE=M is specified). 
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.CLASS- 'classname' 

,CLASS^classname addr 

specifies that RACF authorization checking is to be performed for a resource of the 
specified class. If an address is specified, the address must point to a one-byte field 
indicating the length of the classname, followed by the class name (for example DATASET, 
DASDVOL or TAPEVOL). 

,ATTR-READ 
,ATTR- UPDATE 
,ATTR- CONTROL 
,ATTR- ALTER 
,ATTR-re^ 

specifies the access authority of the user or group permitted access to the resource for 

which RACF authorization checking is to be performed: 

READ - RACF user or group can open the resource only to read. 

UPDATE - RACF user or group can open the resource to write or read. 

CONTROL - For VSAM data sets, RACF user or group has authority equivalent to the 
VSAM control password. For non-VSAM data sets and other resources, RACF user or 
group has UPDATE authority. 

ALTER - RACF user or group has total control over the resource. 

If a register is specified, the register must contain one of the following codes in the 
low-order byte of the register: 

X'02' - READ 

X*04' - UPDATE 

X'08' - CONTROL 

X*80' - ALTER 

,DSTYPE-N 
,DSTYPE-V 
,DSTYPE=M 
specifies the type of data set: 

N - non-VSAM 

V-VSAM 

M - model 

DSTYPE-should only be specified for CLASS-'DATASET'. 

Note: Do not specify DSTYPE=M unless RACF Version 1 , Release 4 is installed on your system. 

,INSTLN -/Nimt list addr 

specifies the address of an area that is to contain parameter mformation meaningful to the 
RACHECK installation exit. This information is passed to the installation exit when it is 
given control from the RACHECK routine. 

The INSTLN parameter can be used by an application program acting in the capacity of a 
resource manager that wishes to pass information to the RACHECK installation exit. 
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,OLDVOL-o/J vol addr 
specifies a volume serial: 

• For CLASS-'DATASET', within the same multivolume data set specified by VOLSER-. 

• For CLASS«'TAPEVOL', within the same tape volume specified by ENTITY-. 
RACF authorization checking will verify that the OLDVOL specified is part of the same 

multivolume data set or tape volume set. 

The specified address points to the field that contains the volume serial number padded to 
the right with blanks, if necessary, to make six characters. 

,APPL- 'applname' 

,APPL ""appiname addr 

specifies the name of the application requesting authorisation checking. The applname is not 
used for the authorization checking process but is made available to the instaUation exitCs) 
called by the RACHECK routine. If the address is specified, the address must point to an 
8-byte field containing the application name, left justified- and added with blanks. 
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JOmHER'usaidaddr 

specifies a userid tliat is compared with tlie name in the owner field of the RACF profile. If the names 
match, the access authority allowed for that userid is 'ALTER*. The address must point to an 8-byte 
field containing the userid, left-justified and padded with blanks. 

Note: Do not specify OWNER unless RACF Version 1 , Release 4 is installed on your system. 

When control is returned, register IS contains one of the following return codes: 

HezadedBud Mcaalng 

Code 

00 The user is authorized by RACF to obtain use of a RACF-protected resource. 

04 The uptdfitd RACF-protected resource cannot be found. 

06 Tht user is set authorized by RACF to obtain use of the specified RACF-protected 

resource. 
OC The OLDVOL spedfied was not part of the multivohime data set defined by VOLSER, 

or it was not part of the same tape volume defined by ENTITY. 

Example 1 

Operation: Perform RACF authorization checking using the standard form, for a non-VSAM 
data set residing on the volume pointed to by register 8. Register 7 points to the data set 
name, and the RACF user is requesting the highest level of control over the data set. 

RACHECK ENTITY=( R7 ) , VOLSER=( R8 ) , CLASS= ' DATASET ' , ATTR=ALTER 

Example 2 

OperatloB: Perform RACF authorization checking using the standard form, for a VSAM data 
set residing on the volume pointed to by register 8. Register 7 points to the data set name, and 
the RACF user is requesting the data set for read only. Register 4 points to an area containing 
additional parameter information. 

RACHECK ENTITY«( R7 ) , VOLSER=( R8 ) , CLASS= ' DATASET ' , DSTYPE=V , INSTLN=( R4 ) 
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RACHECK (Ust Form) 



The list form of the RACHECK macro instruction is written as follows: 



name 
h 
RACHECK 

b 



name: symbol. Begin name in column I. 
One or more blanks must precede RACHECK. 

One or more blanks must follow RACHECK. 



ENnTY"/>«f ouive name addr) 
yOLSEK'vol addr 

,CLASS—' dassname' 

.CLASS<mdassname addr 

,ATTR-READ 
,ATTR-UPDATE 
,ATTR-CONTROL 
,ATTR-ALTER 

,DSTYPE-N 
.DSTYPE-V 
,DSTYPE»M 

.INSTLNaparm list addr 

.OLDS/OLmold vol addr 

, APPL- 'applname ' 
,APPL'^pplname addr 

.OmiEK'uteraddr 
,MF-L 



rcKturce name addr: A-typc sddrois. 

Note: ENTITY is required on either the list or execute form. 

vol addr: A>type address. 

Note: VOLSER is required only for CLASS-^DATASET and 
DSTYPE f M. 

cUmname: DATASET, DASDVOL. or TAPEVOL. 
Default: CLASS-'DATASET 

classname addr: A«typc address. 
Default: ATTR-READ 



Default: DSTYPE-N 



parm Ust addr: A-type address. 
Default: zero 

old vol addr: A>type address. 
Default: zero 



applname addr: A-type address. 
user addr: A-type address. 



The parameters are explained under the standard form of the RACHECK macro instruction, 
with the following exceptions: 

.MF-L 

specifies the list form of the RACHECK macro instruction. 
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RACHECK (Execute Fiorm) 



The execute forni of the RACHECK macro instruction is written as follows: 



name 
h 

RACHECK 
b 



ENTITY«(re50W/re name addr) 

,VOLSER-vo/ addr 

,CLASS>«/asxftame addr 

,ATTR-READ 

,ATTR-UPDATE 

,ATTR-CONTROL 

,ATTR-ALTER 

.ATTRmreg 

.DSTYPE-N 
,DSTYPE-V 
,DSTYPE-M 

.INSTLN-pami list addr 

,OLDVOL-o/</ vol addr 

,APPLmi^plname addr 

,OmiEKHiseraddr 

,MF-(E.c//f addr) 



name: symbol. Begin name in column 1 . 
One or more blanks must precede RACHECK. 

One or more blanks must follow RACHECK. 



resource name addr: RX-type address, or register (2) • (12). 

Note: ENTITY is required on either the list or execute form 

vo/ addr: RX-type address, or register (2) - (12). 

Note: VOLSER is required only for CLASS='DATASET and 

DSTYPE 4 M 

classname addr: RX-type address, or register (2) - (12). 

reg: register (2) - (12). 



parm list addr: RX-type address, or register (2) - (12). 
old vol addr: RX-type address, or register (2)-(i2). 
applname addr: RX-type address, or register (2)-(12). 
user addr: RX-type address or roister (2) - (12). 
Ctrl addr: RX-type address, or register (1) or (2) - (12). 



The parameters are explained under the standard form of the RACHECK macro instruction, 
with the following exceptions: 

.MF^iE/^trl addr) 

specifies the execute form of the RACHECK macro instruction, using a remote control 
program parameter list. 
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RACSTAT — RACF Status Extract Service 



The RACSTAT macro instruction is used to determine if RACF is active and optionally 
determine if RACF protection is in effect for a given resource class. The RACSTAT macro 
can also be used to determine if a resource class name is defined to RACF. 

RACSTAT is a branch entered service that uses standard linkage conventions. 

The standard form of the RACSTAT macro instruction is written as follows: 



name name: sybmol. Begin name in column I. 

h One or more blanks must precede RACSTAT. 
RACSTAT 

b One or more blanks must follow RACSTAT. 

.CLASSiB *classname' 

^CLASStmclassname addr classname addr: A-type address, or register (2)-(l2). 

.ENTRY-enrry addr entry addr: A-type address, or register (2M12). 

The parameters are explained below. 

,CLASS»' classname' 

.CLASS 'mciassname addr 

specifies the classname for which RACF authorization checking is performed. The name can 
be explicitly defined on the macro by enclosing the name in quotes. If specified, the address 
must point to an 8-byte field containing the classname, left justified and padded with blanks 
if necessary. If CLASS <■ is omitted, the status of RACF is returned. 

.ENTRY -en/rv addr 

specifies the address of a 4-byte area that is set to the address of the specified class in the 
class descriptor table. This operand is ignored when the CLASS* operand is omitted. 

When control is returned, register IS contains one of the following return codes: 

Hexadecimal Meaning 
Code 

00 RACF is active and, if CLASS-* was specified, the class is active. 

04 RACF is active; the class is inactive. 

08 RACF is active; the class is not defined. 

OC RACF is inactive and, if CLASSa* was specified, the class is inactive. 

10 RACF is inactive; the class is inactive. 

14 RACF is inactive; the class is not defined. 

18 RACF CVT does not exist (RACF is not installed) or an insufficient level of RACF is 
installed. 

Noie: The class descriptor entry for the speciHed chiss is returned to the caller (in the 
4-byte area addressed by the entry addr), for return codes 00, 04, OC, and 10. 
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RACSTAT (Ust Form) 



The list form of the RACSTAT macro instruction is written as follows: 



name 
h 

RACSTAT 
b 



name: symbol. Begin name in column I. 
One or more blanks must precede RACSTAT. 

One or more blanks must follow RACSTAT. 



,CLASSm' dassname' 
,CLASS«c/asmame aMr 

,ENTRY-enwy addr 

.MF-L 



classname addr: A-type address. 
entry addr: A-type address. 



The parameters are explained under the standard form of the RACSTAT macro instruction 
with the following exception: 

,MF-L 

specifies the list form of the RACSTAT macro instruction. 
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RACSTAT (Execute Fonn) 



The execute form of the RACSTAT macro is written as follows: 

name name: symbol. Begin name in column 1. 

b One or more blanks must precede RACSTAT. 
RACSTAT 

b One or more blanks must follow RACSTAT. 

,CLASSa«c/assfiamtf addr classname addr: RX-type address or register (2)-(12). 

,ENTRY«en/irv oddr entry addr: RX-type address or register (2)-(12). 

,MF«(E.c/// adi^) Ctrl addr: RS-type address or register (1H12). 

The parameters are explained under the standard form of the RACSTAT macro instruction, 
with the following exception: 

,IAF "{Efitrl addr) 

specifies the execute form of the RACSTAT macro instruction, using a remote control 
program parameter list. 

Example: 

OperatloB: Determine if the DASDVOL class is active aiMl retrieve the address of its class 
descriptor. A fullword, CDADDR, contains the class descriptor address. 

RACSTAT CLASS= ' DASDVOL ' , ENTRY=CDADDR 
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RETURN — Return Control 



The RETURN macro instniction restores the control to the calling program and signals normal 
termination of the called program. The return of control is always made by executing a branch 
instruction using the address in register 14. The RETURN macro instruction can restore a 
designated range of registers, provide a return code in register 15, and flag the save area used 
by the called program. 

If registers are to be restored, or if an indicator is to be placed into the save area, register 
13 must contain the address of the save area, whidi must have the standard format. 

The RETURN macro instruction is written as follows: 



name mane: symbol. Begin name in column 1. 

b One or more blanks must iMecede RETURN. 
RETURN 

b One or nrare blanks must follow RETURN. 

(regl) regl and reg2: decimal digits, and in the order 14, IS, through 

(regl,ng2) 12. 

.T 

.RCfef code itt code: decimal digit, symbol, or register (IS). The maximum 

vahie is409S. 

The parameters are explained below: 

(ngl) 

(ngl,reg2) 
specifies the register or range of registers to be restored from the save area pointed to by 
the address in register 13. If you omit this parameter, the contents of the registers are not 
altered. Do not code this parameter idien returning control from a program interruption exit 
routine. 

.T 

causes the control program to flag the save area used by the called program. A byte 
containing an Ts is placed in the high-order byte of word 4 of the save area after the 
registers have been loaded; this designates that a called program has executed a return to its 
caller. Do not specify this parameter when returning control from an exit routine. 

jtC-rer code 

specifies the return code to be passed to the calling program. If a symbol or decimal digit is 
coded, the return code is placed right-adjusted in register 15 before return is made; if 
register 15 is coded, the return code has been previously loaded into register 15 and the 
contents of register 15 are not altered or restored from the save area. (If you omit this 
parameter, the contents of register 15 are determined by the ngl and reg2 parameters.) 

Note: U register 15 is coded and a return code greater than 4095 (decimal) is passed, the 
results could be either an invalid return code in the message or invalid RC testing. 

Example 1 

Operaiioa: Restore registers 14-12, flag the save area, and return with a code of 0. 

RETURN (14,12),T,RO0 
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SAVE — Save Register Contents 



The SAVE macro instruction stores the contents of the speciiRed registers in the save area at 
the address contained in register 13. If you wish, you may specify an entry point identiHer. 
Write the SAVE macro instruction only at the entry point of a program because the code 
resulting from the macro expansion requires that register IS contain the address of the SAVE 
macro prior to its execution. Do not use the SAVE macro instruction in a program interruption 
exit routine. 

The SAVE macro instruction is written as follows: 



mme name: symbol. Begin name in c<dumn 1. 

b One or more blanks must precede SAVE. 
SAVE 

b One or more blanks must follow SAVE. 

(ngl) regl and reg2: decimal digits, and in the order 14, IS, through 

(ngJ,i^2) 12. 

.T 

,ld name id name: character string of iq) to 70 characters or as an *. 

The parameters are explained below: 

(regl) 

(ngl»ng2) 
wptoXRiog the register or r&nge of registers to be stored in the save area at the address 
contained in register 13. The registers are stored in words 4 through 18 of the save area. 

,T 

specifies that registers 14 and IS are to be stored in word 4 and S, respectively, of the save 
area. This parameter permits you to save two noncontiguous sets of registers. 

If you spedfy both T and reg2, and if regl is any of registers 14, IS, 0, 1, or 2, all of 
registers 14 through the reg2 value are saved. 

M name 

specifies an identifier to be associated with the SAVE macro mstruction. If an asterisk (*) is 
coded, the identifier is the name associated with the SAVE macro instruction, or, if the 
name field is blank, the ccmtrol section name is used. The identifier aids m locatkig a 
program's save area in a dump. If the CSECT instruction name field is blank, the parameter 
is ignored. 
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Whenever a symbol or an asterisk is coded, the following macro expansion occurs: 

• A oowit byte containing the number of characters in the identifier name is assembled 
four bytes following the address contained in register 15. 

• The character string containfaig the identifier name is assemUed starting at five bytes 
following the address contained in register IS. 

• An instruction to branch around the count and identifier fields is assembled. 

Example 1 

Oporatioa: Save registers 14-12, and associate the identifier with the CSECT name. 

SAVE (14,12),,* 
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SEGLD — L4nm1 Overlay Segment and (Continue Procesiring 



The SEGLD macro instnictioii causes the control program to load the specified segmcmt and 
any segments in its path that are not part of a path already in virtual storage. Control is not 
passed to the specified segment, hut is returned to the instruction following the SEGLD macro 
instruction. Procesring is overlai^ied with the loading of the segment Refer to the OS/VS 
Linkage Editor and Loader for details on overlay. 

The SEGLD macro instruction is written as follows: 



lUDfie name: symbol. Begin Htune in oohimn 1. 

b One or more blanks must precede SEOLD. 
SEOLD 

h One or more blanks must fdk>w SEOLD. 

ext s^ name exi seg name: synrixrf. 

The parameters are explained below: 

ext seg name 
specifies the name of a control section or an entry name in the required section. An 
exclusive reference is not allowed. The name does not have to be identified by an EXTRN 
statement. 

Exanqple 1 

Operatioa: Cause the control program to load segment PGM54. 

SEGLD PGM54 
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SEGWT — Load Overlay Segment and Wait 



The SEGWT macro instruction causes the control program to load the specified segment and 
any segments in its path that are not part of a path afaready in virtual storage. Control is not 
passed to the spedfied segment; control is not returned to the segment issuing the SEGWT 
macro instruction until the requested segment is loaded. Refer to the publication OS/VS 
Linkage Editor and Loader for details on overlay operations. The SEGWT macro instruction 
cannot be used in an asyndironous exit routine. 

The SEGWT macro instruction is written as follows: 



jMune name: symbol. Begin name in cdumn 1. 

b One or more blanks must precede SEOWT. 
SEGWT 

b One or more blanks must follow SEGWT. 

ext seg luune ext seg luune: symbol. 

The parameters are explained below: 

ext seg name 
specifies the name of a control section or an entry name in the required section. An 
exclusive reference is not allowed. The name does not have to be identified by an EXTRN 
statement. 

Example 1 

OperaiioB: Cause the control program to load segment PGMWT. 

SEGWT PGMWT 
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SETRP — Set Retum Panuneters 



The SETRP maax> instructioii is used to indicate the various requests that a recovery exit may 
make. It may be used only if a System Diagnostic Work Area (SDWA) was passed to the 
recovery exit The macro instruction is valid only for ESTAE/ESTAI exits. (The SDWA 
mapping macro - IHASDWA - must be included in the routine which issues SETRP.) 

The SETRP macro instruction is written as follows: 



name 

SETRP 
b 



name: symbol. Begin name in column 1. 
One or more Uanks must precede SETRP. 

One or more blanks must follow SETRP. 



wkarea-o«k) 

,KEQSm(tegl) 
,KEQSm(ngI,ng2) 

.DUMP-IGNORE 

,DUMP«YES 

,DUMP-NO 

,DUMPOPr>^amt list addr 



.RC-0 
.RC-4 
,RC-16 

.RETADDRafeiry addr 



.RETREGS-NO 
,RETREGS-YES . 
,RETREGS>iYES,RUB-rey tnfo addr 

,FRESDWA-NO 
,FRESDWA-YES 

,COMPCODacoirv> code 
,COMPCOD^(comp cod^ USER) 
.COMPCOD-fcoirup co«f« SYSTEM) 



reg: decimal digits 1-12. 
Defarit: WKAREA-(l) 

regl: decimal digits 0-12, 14, IS. 
reg2: decimal d^ts 0-12, 14, IS. 
NeCe: If regl and reg2 are both specified, order is 14, IS, 0-12. 

Defarit: DUMP-IGNORE 



parm Ust addr: RX-type address, or register (2) • (12). 

Nete: This parameter may be specified only if DUMP- YES is 

specified above. 

DefMrit: RC-0 



retry addr: RX-type address, or register (2) - (12). 

Note: This parameter may be specified only if RC— 4 is specified 

above. 

reg info addr: RX-type address, or register (2) - (12). 

reg info addr: RX-type address, or register (2) - (12). 

Dcfarit: RETREGS-NO 

Nel«: This parameter may be specified only if RC— 4 is spedfied 

above. 

Dcfarit: FRESDWA-NO 

Note: This parameter may be specified only if RC— 4 is specified 

above. 

conqt code: symbol, decimal digit, or register (2) - (12). 
Defarit: COMPCOD-fconv cMfc^USER) 
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The parameters are explained below: 

,WKAR£A-0«g:^ 

specifies the address of the SDWA passed to the recovery exit. If this parameter is omitted 
the address of the SDWA must be in register 1. 

JIEGS-Oegi; 

JUEGS-i>«g7,rcg2; 

specific the register or range of registers to be restored from the save area pointed to by 
t^ address in register 13. If REGS is specified, a branch on register 14 instruction will also 
be generated to return control to the control program. If REGS is not specified, the user 
must code his own return. 

JDUMP- IGNORE 

4>UMP-YES 

45UMP-NO 

specifies that the dump option fields will not be changed (IGNORE), will be zeroed (NO), 
or will be merged with dump options speciHed in previous dump requests, if any (YES). If 
IGNORE is specified, a previous exit had requested a dump or a dump had been requested 
via the ABEND macro instruction, and the previous request will remain intact. If NO is 
specified, no dump will be taken. 

,DUMPOPT-/>ami list addr 

speciHes the address of a parameter list that is valid for the SNAP macro instriKtion. The 
parameter list may be created by using the list form of the SNAP macro instruction, or a 
compatible list may be created. The TCB, DCB, and STRHDR options available on SNAP 
will be ignored if they appear in the parameter Ust. The TCB used will be the one for the 
task that suffered error. The DCB used will be one created by the control program and 
either SYSABEND, SYSMDUMP, or SYSUDUMP will be used as a DDNANfE. 

JHC-O 
,RC-4 
JlC-16 

specifies the return code the user exit routine sends to recovery processing to mdicate what 

further action is required: 

- Continue with tennination, causes entry into previously specified recovery routine, if any. 

4 - Retry using the retry address specified. 

16 - Suppress further ESTAI/STAI processing (for ESTAI only). 

JRET ADDR -/vrrK addr 

spedHes the address of the retry routine to which control is to be given. 

J(£TREGS-NO 

JIETREGS-YES 

,RETREGS-YES,RUB-reg info addr 

specifies the contents of the registers on entry to the retry routine. If NO is specified or 
defaulted, only parameter registers (14-2) are passed; all others are unpredictable. If YES is 
specified, the contents of the SDWASRSV field will be used to initialize registers 0-14. For 
ESTAE exits, this field contains the registers at the last interruption of the RB level at 
which retry will occur. For ESTAI exits, the contents of SDAWSRSV must be set by the 
user either before SETRP is issued or by use of the RUB parameter; any field not set will 
cause the corresponding register to contain on entry to the retry routine. 

RUB specifies the address of an area (register update block) that contains register update 
information. The data specified in this area will be moved into the SDWA and wiU be 
loaded into the general purpose registers on entry to the retry routine. 
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The maximum length of the RUB is 66 bytes: 

• The first two bytes represent the registers to be updated, register corresponding to bit 
0, register 1 corresponding to bit 1, and so on. The user indicates which of the registers 
are to be stored in the SDWA by setting the corresponding bits in these two bytes. 

• The remaining 64 bytes contain the update information for the registers, in the order 
0-15. If all 16 registers are being updated, this field consists of 64 bytes. If only one 
register is being updated, this fleld consists of only 4 bytes for that one register. 

For example, if only registers 4, 6, and 9 are being updated: 

• Bits 4, 6, and 9 of the Hrst two bytes are set. 

• The remaining field consists of 12 bytes for registers 4, 6, and 9; the first 4 bytes are for 
register 4, followed by 4 bytes for register 6, and 4 final bytes for register 9. 

JTIESDWA-NO 
,FRESDWA-YES 

specifies that the entire SDWA be freed (YES) or not be freed (NO) prior to entry into the 

retry routine. 

.COMPCOD -comp code 
,COMPCOD-(com/; cod!p>USER) 
.COMPCOD-fcomp cMfe, SYSTEM) 

specifies the user or system completion code that the user wishes to pass to subsequent 

recovery exits. 

Example 1 

Operation: Request continue with termination, suppress dumping, restore register 14 from the 
save area and pass control to the locatk>n it contains, contain the SDWA in the location 
addressed by register 3, and change the completion code to 10. 

SETRP RC=0 , DUMP=NO , REGS={ 14), WKAREA=( 3 ) , COMPCOD=( X ' OOA * , USER ) 

Example 2 

Operation: Retry using the address specified at location X, take a dump before retry, use the 
contents of SDWASRSV to initialize the registers, free the SDWA before control is passed to 
the retry address, and restore registers 14-12. 

SETRP RC=4 , RETREGS=YES , DUMP=YES , FRESDWA=YES , REGS* (14,12), RETADDR>X 



lt2 0S/VS2 MVS Supwr ii or Services and Macro InHnKtloM 



SNAP — Dump Virtual Storage and Contimie 



The SNAP macro instruction is used to obtain a dump of some or all of the storage assigned 
to the current job step. Some or all of the control program fields can also be dumped. 

You must provide a data control block and issue an OPEN macro instruction for the data 
set before any SNAP macro instructions are issued. The DCB macro instruction must contain 
the following parameters: 

DSORG=PS,RECFM=VBA,MACRF=( W) ,BLKSIZE=nnn,LRECL=xxx, 
and DDNAME=any name but SYSABEND, SYSMDUMP or SYSUDUMP 

If a standard dump of 120 characters per line is requested, BLKSIZE must be either 882 or 
1632, and LRECL must be 125. (The data control block is discussed in Data Management 
Services Guide and Data Management Macro Instructwns.) If a high-density dump is to be 
printed on a 3800 Printing Subsystem, 204 characters per line are printed. To obtain a 
high-density dump, CHARS«>DIJMP must be coded on the DD statement descrilnng the dump 
data set. The BLKSIZE- must be either 1470 or 2724, and the LRECL- must be 209. 
CHARS-bDUMP can also be coded on the DD statement describing a dump data set that will 
not be printed immediately. If CHARS—DUMP is specified and the output device is not a 
3800, print lines are truncated and print data is lost. A SNAP data set that is opened in a 
problem program that will be proceraed by the system loader should be closed by the problem 
jHTogram. 

The data set containing the dump can reside on any device supported by BSAM (basic 
sequential access method). The dump is placed in the data set described by the DD statement 
the user provides. If a printer is setected, the dump is printed immediately; if a direct access or 
tape device is designated, a separate job must be scheduled to obtain a listing of the dump. 

Sttffl^ent unused storage must be available in the area assigned to the job step to hold the 
control pn^ram dump routine and, if not aheady in storage, the BSAM data management 
routines. 
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The standard fonn of the SNAP macro iiistruction is written as follows: 



name 
b 
SNAP 

b 



name: symbol. Begin name in column 1. 
One or more blanks must precede SNAP. 

One or more blanks must follow SNAP. 



DCBmdcb addr 
,TCBmtcb addr 
,TD<mld nmbr 

.SDATA-ALL 
.SDATA-Cj^v data code) 



,PDATA-ALL 
,FDATAwB(^vb data code) 



,SrrORAGEm(strt addr,end addr) 
,UST^Ust addr 



,SrrKHDK'^uir addr 



,STRHDR-Adir list addr 



deb addr: A-type address, or register (2) - (12). 

tcb addr: A<type address, or register (2) - (12). 

id nmbr: symbol, decimal digit, or register (2) - (12). 
Vahw nN«e: - 2SS 

sys data code: any combination of the following, separated by 
commas. If only one code is q>ecif ied, the parentheses need not 
be coded. 

NUC CB ERR 

SQA Q 

LSQA TRT lO 

SWA DM 

prob data code: any combination of the following, separated by 
commas. If only (me code is specified, the parentheses need not 
be coded. 

PSW 

REGS 

SA or SAH 

JPA or LPA or ALLPA 

SPLS 

strt addr: A-type address, or register (2) - (12). 

end addr: A-type address, or register (2) - (12). 

list addr: A-type address, or register (2) - (12). 

Note: One or more pairs of addresses may be speciHed, 

separated by commas. For example: 

STORAGE-C5M addr.end addr,strt addr.end addr) 

hdr addr: A-type address, or register (2) - (12). 
Note: hdr addr is one or more addresses separated by commas. 
If only one header address is specified, then the parentheses 
need not be coded. If STRHDR«(<^d!r addr) is speciHed, then 
STORAGE must also be speicHed. 

hdr list addr: A-type address, or register (2) - 12. 

Note: If STRHDR«Ad^ list addr is specified, then LIST must 

also be specified. 



The parameters are explained below: 

DC&^dcb addr 

specifies the address of a previously opened data control block for the data set that is to 
contain the dump. 

,TCB-/cfr addr 

spedHes the address of a fullword on a f ullword boundary containing the address of the 
task control block for a task of the current job step. If omitted, or if the fullword contains 
0» the dump is for the active task. If a register is designated, the register can contahi to 
indicate the active tadc, or can contain the address of a TCB. 

JD'^id nmbr 

specifies the number that is to be printed in the identification heading with the dump. If the 
number specified is not in the acceptable value range, it will not be printed properly in the 
heading. 



IM 0S/VS2 MVS Soyo r r i so r Sonkos aai Maoo tastiMiloas 



^DATA-ALL 
JSDATA»(sys data code) 

spedfles the system control program informatioii to be dmnped: 

ALL — All of the following fields. 

NUC — All of the control program nucleus except the trace table. 

SQA — The sjrstem queue area (subpools 227, 228, 239, and 245). 

LSQA — The local system queue area and subpools 229 and 230. 

SWA — The scheduter work area related to the task (subpools 236 and 237). 

CB — The control blocks for the task. 

Q — The enqueue control blocks for the task. 

TRT — The GTF trace buffers if GTF tracing is active, or the supervisor trace table if 

GTF tracing is not active. If GTF tradng is active and a dump occurs in a GTF address 

space, then no attempt will be made to include trace information. 

DM — Data mana^ment contrcri blodcs for the task. 

ERR — Recovery/termination control blocks for the task. These control blocks summarize 

information that describes abnormal terminations of the task. 

lO — Iiq>ut/Output supervuor control blocks for the task. 

J»DATA-ALL 
,PDATA-(^ro6 data code) 

specifies the problem program information to be dumped: 

ALL — All of the following fields. 

PSW — Program status word when the SNAP or ABEND macro instruction was issued. 

REGS — Contents of the floating and general registers when the SNAP or ABEND macro 

instruction was issued. 

SA — Save area linkage inf<Hination and a back trace through save areas. 

SAH — Save area linkage information. 

JPA — Contents of job pack area. 

LPA — Contents of active link pack area for the requested task. 

ALLPA — Contents of job padc area and active link pack area for the requested task. 

SPLS — All virtual storage subpools (0-127,252). 

,STORAGE-Cilrr addr.end addr) 

^JST^list addr 

specifies one or more pairs of starting and ending addresses or a list of starting and ending 
addresses of areas to be dumped. Hie areas between the starting and ending addreraes are 
dumped one full word at a time. If the addresses are not fuUword multiples, they are 
rounded up or down to fuUwords. The list must begin on a fullword boundary. The high 
order bit of tl^ fullword containing the last ending address of the list must be set to 1. 
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JSTRHDR^hdr addr 

JSTKHDK'-'hdr list addr 

specifies one or more header addresses or a list of header addresses. Each header address 
must be the address of a one byte header length field, which is followed by the text of the 
header. The header has a maximum length of 100 characters. 

If the STORAGE parameter was specified, the STRHDR (storage header) value must be 
one or more header addresses. The number of pairs of starting and ending addresses 
spedfied for STORAGE must be the same as die number of header addresses specified for 
STRHDR. If a header is not deared for a storage area, a comma must be used to indicate 
its absence. 

Noit: U only one header address is specified, then the parentheses need not be coded. 

If the LIST parameter was specified, the STRHDR value must be the address of a list of 
header addresses. The list of addresses must begin on a fullword boundary, and the high 
order bit of the fullword containing the last address of the list must be set to 1. The number 
of pairs of starting and ending addresses supplied with the LJST parameter must be the 
same as the number of addresses in the list supplied with STRHDR. If a header is not 
desired for a storage area, the STRHDR list must contain a zero address to indicate its 
absence. 

NtiK The header list address is not enclosed in parentheses. 

Control is returned to the instruction following the SNAP macro instruction. When control 
is returned, register 15 contains one of the following return codes: 

Hezadeciaud 

Code Meudag 

00 Successful comptetkni. 

04 Data control blodi was not open, or an invalid page exception occurred during the 

validity dbeck of the DCB parameters. 

08 Task control block address was not valid, an invalid page reference occurred during 

the validity dbedi oi the TCB address, a subtask is a job step task, sufficient storage 
was not availaUe, or the READ for JFCB or JFCBE failed. In all cases, the dump is 
canceled. (Message IEA997I is issued ^rbitn the READ for JFCB or JFCBE fails.) 

OC Data control block type (DSORG, RECFM, MACRF, BUCSIZE, or LRECL) was 

incorrect, or the DCB's BLKSIZE and/or IJMBCL were not compatible with the dump 
format options Bpeatttd on the dun4>-related DD statement. 
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SNAP (List Fonn) 



Use the list form of the SNAP macro to construct a control program parameter list. You can 
specify any number of storage addresses using the STORAGE parameter. Therefore, the 
number of starting and ending address pairs in the list form of SNAP must be equal to the 
maximum number of addresses spedHed in any execute form of the macro, (»* a DS instruction 
must immediately follow the list form to allow for the maximum number of addresses. 

The list form of the SNAP macro instruction is written as follows: 



name 
h 
SNAP 

b 



mane: symbol. Begin name in column 1. 
One or more blanks must precede SNAP. 

One or more blanks must follow SNAP. 



DCB^dcb addr 
JD'tid nmbr 

,SDATA-ALL 
,SDATAm(sys data code) 



,PDATA-ALL 
,PDATA-i(i9/ofr data code) 



.STORAOE-Cilirr addr,end addr) 
,l3Sl'mlist addr 



,STRHDK^hdr,addr 

.STRHDR-Adlr list addr 
,MF-L 



deb addr: A-type address. 

id nmbr: symbol or decimal digit. 
Valw rai«e: - 2SS 

sjn data code: any combination of the following, separated by 
commas. If only one code is specifled, the parentheses need not 
be coded. 

NUC CB ERR 

SQA Q 

LSQA TRT lO 

SWA DM 

prob data code: any combination of the following, separated by 
commas. If only one code is specifled, the parentheses need not 
be coded. 

PSW 

REGS 

SA or SAH 

JPA or LPA or ALLPA 

SPLS 

strt addr: A-type address. 

end addr: A-tyipe address. 

list addr: A-type address. 

Note: One or more pairs of addresses may be specified, 

separated by commas. For example: 

,STGRAQEm(strt addr,end addr,strt addr.end addr) 

hdr addr: A-type address. 

Note: hdr addr is one or more addresses separated by commas. 
If only one header addre» b iq>ecif ied, then the parentheses 
need not be coded. If STRHDR«(7l<fr addr) is specifled, then 
STORAGE must also be specified. 

hdr list addr: A-type address. 

Note: If STRHDR-iAdIr list addr is specified, then LIST must 

also be specified. 



The parameters are explained under the stan^u-d form of the SNAP nuu^o iiutruction, with 
the following exceptions: 

specifies the list form of the SNAP macro instruction. 
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SNAP (Execute Form) 



A remote control pro^'am parameter list is referred to and can be modified by the execute 
form of the SNAP macro instruction. 

If you code only the DCB, ID, MF, or TCB parameters in the execute form of the macro 
instruction, the bit settings in the parameter list corresponding to the SDATA, PDATA, LIST, 
and STORAGE parameters are not changed. However, if you code the SDATA, PDATA, or 
LIST parameters, the bit settings for the coded parameter from the previous request are reset 
to zero, and only the areas requested in the current macro instruction are dumped. 

The execute form of the SNAP macro instruction is written as follows: 



name 
b 
SNAP 

b 



name: symbol. Begin name in column 1. 
One or more blanks must precede SNAP. 

One or more blanks must follow SNAP. 



DCBmidcb addr 

,TCBmtcb addr 
.TCB-*S* 

,IDa>A/ nmbr 



,SDATA-ALL 
,SDATA-C5>» diafa code) 



deb addr: RX-type address, or register (2) - (12). 
tcb addr: RX-type address, or register (2) - (12). 

id nmbr: symbol, decimal digit, or register (2) - (12). 
Vahw ra^e: - 2SS. 

sys data code: any combination of the following, separated by 
commas. If only one code is speciHed, the parentheses need not 
be coded. 

NUC CB ERR 

SQA Q 

LSQA TRT 10 

SWA DM 



,PDATA-ALL 
,PDATA-i(ipro^ data code) 



,STORAGE<m(strt addr,end addr) 
,U!Slmllst addr 



,STRHDR-Ad!r addr 

.STRHDR-/k</r list addr 
,MF«(E .Ctrl addr) 



prob data code: any combination of the following, separated by 
commas. If only one code is specified, the parentheses need not 
be coded. 

PSW 

REGS 

S A or S AH 

JPA or LPA or ALLPA 

SPLS 

strt addr: RX-type address, or register (2) - (12). 
end addr: RX-type address, or register (2) - (12). 
list addr: RX-type address, or register (2) - (12). 
Note: One or more pairs of addresses may be speciHed, 
separated by commas. For example: 
,STORAGE'm(strt adt^.end addr,strt addr.end addr) 

hdr addr: RX-type address, or register (2) - (12). 
Notes: hdr addr is one or more addresses separated by conunas. 
If only one header ad dress is specified, then the parentheses 
need not be coded. If STRHDRW^r adtk) vs specified, then 
STORAGE must also be specified. 

htb^ list addr: RX-type address, or register (2)-(12). 

Note: If STRHDR-Mr list addr is specified, then LIST must 

also be specified. 

Ctrl addr: RX-type address, or register (1) or (2) - (12). 
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The panuneters are explained under the standard form of the SNAP macro instruction, with 
the following exceptions: 

,TCB-'S' 

spedHes the task control block of the active task. 

J^-(E ,ctrl addr) 

speaRts the execute form of the SNAP macro instruction using a remote control program 
parameter Ust. 

Example 1 

Operation: Dump the storage ranges pointed to by register 9, and dump all PDATA and 
SDATA options. 

SNAP DCB=( 8 ) , TCB=( 5 ) , PDATA=ALL , SDATA=ALL , LIST=( 9 ) 

Example 2 

Operation: Dump the storage ranges pointed to by register 9, and dunq> only the trace table 
and enqueue control blocks. 

SNAP DCB=( 8 ) , TCB=( 5 ) , ID=4 , LIST=( 9 ) , SDATA=( TRT , Q ) 

Example 3 

OpemtloD: Dump storage area 1000-2000 with no header, and dump storage area 3000-4000 
with a header of *USER LABEL ONE*. The comma specified in the value for STRHDR 
indicates that no header is wanted for storage area 1000-2000. 

SNAP DCB=( 8 ) , STORAGE=( 1 000 , 2000 , 3000 , 4000 ) , STRHDR=( , LI ) 



LI DC ALKL'HDRI) 

HDR1 DC C'USER LABEL ONE' 



Example 4 

OperatloB: Dump storage area 1000-2000 with a header of *LABEL ONE* and dump storage 
area 3000-4000 with a header of 'LABEL TWO*. 



SNAP 



DCB=( 8 ) , LIST=X, STRHDR=L1 



X 


DC 


A( 1000) 


Start address 




DC 


A( 2000 ) 


End address 




DC 


A( 3000 ) 


Start address 




DC 


X'80' 


End of list indicator 




DC 


AL3(4000) 


End address 


LI 


DC 


A( HDR1 ) 


Address of length label for header one 




DC 


X'80' 


End of list 




DC 


AL3(HDR2) 


Address of length label for header two 


HDR1 


DC 


ALKL'HDRI A) 


Length of header one 


HDR1A 


DC 


C LABEL ONE' 


Header one 


HDR2 


DC 


AL1(L'HDR2A) 


Length of header two 


HDR2A 


DC 


C LABEL TWO' 


Header two 
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SPIE — Specify Program Interruption Exit 



The SPIE macro instruction specifies the address of an interruption exit routine and the 
program interruption types that are to cause the exit routine to be given control. If the 
program interruption types specified can be masked, the corresponding program mask bit in 
the PSW (program status word) is set to 1. 

Each succeeding SPIE macro instruction completely overrides any previous SPIE macro 
instruction specifications for the task. The spedf ied exit routine is given control in the key of 
the TCB (TCBPKF) when one of the spedHed program interruptions occurs in any problem 
program of the task. When a SPIE macro instruction is issued from a SPIE exit routine, the 
program interruption element (PIE) is reset (zeroed). Thus, a SPIE exit routine should save 
any required PIE data before issuing a SPIE. 

If the current SPIE environment is cancelled during SPIE exit routine processing, the control 
program will not return to the interrupted program when the SPIE program terminates. 
Therefore, if the SPDB exit routine wishes to retry within the interrupted program, a SPIE 
cancel should not be issued within the SPIE exit routine. 

The SPIE macro instruction can be issued by any {voblem program being executed in the 
performance of the task; the resulting environment exists for the entire task. 

A PICA (program interruption control area) is created as part of the expansion of SPIE. 
The PICA contains the exit routine's address and a code indicating the interruption types 
specified in SPIE. 

The control program returns the address of the previous PICA in register 1. If no previous 
SPIE environment existed, zeros are returned in register 1. 

For more information on the SPIE macro and its control blocks, see the section on program 
interruption processing. 

The standard form of the SPIE macro instruction is written as follows: 



name name: symbol. Begin mane in column 1. 

b One or more blanks must precede SPIE. 
SPIE 

b One or more blanks must follow SPIE. 

exit addr,(intemipts) exit addr: A-type address, or register (2) - (12). 

interrupts: decimal digits 1-1 S, expressed as 
sh^ TalMs: (2.3.4.7.8,9,10) 
rai«M of Tahet: ((2.4),(7.10)) 

((2,4),6,8,(10,13),15) 
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The parameters are explained below: 

exit addr,(interrupts) 

spedf ies the address of the exit routine to be given control when a program interruption of 
the type specifled occurs. The interruption types are: 



Number 


Inteirnptloii Type 


1 


Operation 


2 


Privileged operation 


3 


Execute 


4 


Protection 


5 


Addressing 


6 


Specification 


7 


Data 


8 


Fixed-point overflow (maskable) 


9 


Fixed-point divide 


10 


Decimal overflow (maskable) 


It 


Decimal divide 


12 


Exponent overflow 


13 


Exponent underflow (maskable) 


14 


Significance (maskable) 


15 


Floating-point divide 



Notes: 



If an exit address is zero or no parameters are specified, the SPIE environment is 
cancelled. 

If a specified program interruption type is maskable, the corresponding bit is set to 1. 
Interruption types not specified above are handled by the control program. 

As shown in the table above, interruption types can be designated as one or m<M« single 
numbers, as one or more pairs of numbers (designating nuiges of values), or as any 
combination of the two forms. For example, (4,8) indicates interruption types 4 and 8; 
((4,8)) indicates interruption types 4 through 8. 
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SPIE (Ust Form) 



Use the list form of the SPDE macro instruction to construct a control program parameter list 
in the form of a program interruption control area. 

The list form of the SPIE macro instruction is written as foUows: 



name name: symbol. Begin name in column 1. 

b One or more blanks must precede SPIE. 
SPIE 

b One or more blanks must follow SPIE. 

exit addr exit addr: A-type address. 

/interrupts) interrupts: decimal digits 1-1 S, expressed as 

9li«lc TdMs: (2,3,4,7,8,9,10) 
ra^es of iralMs: ((2,4),(7,10)) 
comblMtioM: ((2,4),6,8,(10,13),1S) 

.MF-L 

The parameters are explained under the standard form of the SPIE macro instruction, with 
the following exceptions: 

,MF-L 

specifies the list form of the SPIE macro instruction. 
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SPIE (Execute Form) 



A remote control program parameter list (program interruptions control area) is used in, and 
can be modified by, the execute form of the SPBB macro instruction. The PICA (program 
interruptions control area) can be generated by the list form of SPIE, or you can use the 
address of the PICA returned in register 1 following a previous SPIE macro instruction. If this 
macro instruction is being issued to reestablish a previous SPIE environment, code only the 
MF parameter. 

The address of the remote control program parameter list associated with any previous SPIE 
environment is returned by the SPIE macro instruction. 

The execute form of the SPIE macro instruction is written as follows: 



name name: symbol. Begin name in column 1. 

h One or more blanks must precede SPIE. 
SPIE 

h One or more blanks must follow SPIE. 

exit addr exit addr: RX-type address, or register (2) - (12). 

,(interrupts) interrupts: decimal digits 1-1 S, expresses as 

▼aiwi: (2,3.4,7,8.9.10) 
of valMi: ((2.4),(7.10)) 

i: ((2,4),6,8,(10,13).15) 



,MF-(E ,ctrl addr) Ctrl addr: RX-type address, or register (1) or (2) - (12). 

The parameters are explained under the standard form of the SPIE macro instruction, with 
the following exceptions: 

,MF-(E/r/r/ad^; 

specifies the execute form of the SPIE macro instruction using a remote control program 
parameter list. 

Note: If SPEE is coded with a as the control address, the SPIE environment is cancelled. 

Example 1 

Opwation: Give control to an exit routine for interruptions 1, 5, 7, 8, 9, and 10. DOITSPIE is 
the address of the SPIE exit routine. 

SPIE DOITSPIE, (1,5, 7, (8, 10) ) 
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STATUS — Change Subtask Status 



The STATUS macro instruction lets the programmer change the dispatchability status of one 
or all of his program's subtasks. For example, the STATUS macro instruction can be used to 
restart subtasks that were stopped when an attention exit routine was entered. 

The STATUS macro instruction is written as follows: 



name name: symbol. Begin name in column 1. 

b One or more blanks must precede STATUS. 
STATUS 

b One or more blanks must follow STATUS. 

START 
STOP 

,TCB>mtcb addr tcb addr: RX-type address, or register (2) - (12). 

.SYNCH 

.RELATED^vaAie value: Any valid macro keyword specification. 

The parameters are explained below: 

START 

STOP 

specifies that the START or STOP count in the task control block specified in the TCB 
parameter will be decreased (for START) or increased (for STOP) by 1. If the TCB 
parameter is not coded, the count is decreased/increased by 1 in the task control blocks for 
all the subtasks of the origuiating task. 

Note: This parameter does not assure that the subtask(s) is stopped when control is 
returned to the issuer. A subtask can have a "stop deferred" condition which would cause 
that particular subtask to remain dispatchable until stops are no longer deferred. In an MP 
environment, it would be possible to have a task issue the STATUS macro with the STOP 
parameter and resume processing while the subtask (for which the STOP was issued) is 
re-dispatdied to another CPU. A method of preventing this possibility is by issuing the 
STATUS macro with the STOP and SYNCH parameters. 

,TCB-/cfr addr 

specifies the address of a fullword on a fuUword boundary containing the address of the 
task control block that is to have its START/STOP count adjusted. (If a register is 
spedfled, however, the address is of the TCB itself.) If this parameter is not coded, the 
count is adjusted in the task control blocks for all the subtasks of the originating task. 

,SYNCH 

spedfies that the STOP function effects all the subtasks of the caller. If any of the subtasks 
are deferring STOPs when die request is issued, the caller is placed m a WATT condition. 
The issuer is taken out of the wait state when all deferred STOPs are complete. 

Note: When using the STOP,SYNCH parameters extreme caution should be exercised to 
prevent interlocks within an address space. 
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The STOP-SYNCH function is peif onned by processing each of the subtasks of the issuer 
and either wtting the subtask non-di^achable or maridng it with a "stop pending" indicator 
(the latter occurs when stops are currently being deferred for a subtask). When at least one 
stop has been deferred, the issuer is placed in a wait condition until all "stop pendings" 
have taken effect. Interlocks occur when a subtask, that has stops deferred, requires a 
resource or function that a non-dispatchable subtask owns. Thus, when using STTATUS with 
STOP,SYNCH parameters, an interlock can occur when the following conditions occur 
stmultaneously: 

• One subtask (that has stops ^ferred) is waiting for a resource that will not be available 
until the STOP3YNCH issuer starts the task that owns the resource. 

• The STOP,SYNCH issuer is waiting for all subtasks to become non-dispatchable. 

One method of preventing this type of interlock is to establish a timer exit, via the STIMER 
macro, before specifying STOP with the SYNCH parameter. Then if the interlock occurs, 
the issuer's timer exit will get control and the subtask(s) can be restarted. 

JUBLATED-voAie 

spedHes information used to self -document macro instructions by 'relating' functions or 
services to corresponding functions or services. The format and contents of the information 
spedHed are at the discretion of the user, and may be any valid coding values. 

The RELATED parameter is available on macro instructions that provide opposite services 
(for example, ATTACH/DETACH, GETMAIN/FREEMAIN, and LOAD/DELETE), and 
on macro instructions that relate to previous occurrences of the same macro instructions (fw 
example, CHAP and ESTAE). 

The parameter may be used, for example, as follo^ra: 

STAT1 STATUS STOP, TCB= YOURTCB, RELATED= ( STAT2, 'STOP A SUBTASK' ) 
STAT2 STATUS START, TCB=yOURTCB, RELATED=( STAT1 , 'START A SUBTASK 

Example 1 

Operation: Stop all subtasks. 

STATUS STOP 

Example 2 

Operation: Stop a specific subtask. WHERETCB is a fullword specifying the address of a 
subtask TCB. 

STATUS STOP,TCB=WHERETCB 

Example 3 

Operatton: Start a spedfic subtask. WHERETCB is a fullword specifying the address of a 
subtask TCB. 

STATUS START, TCB=WHERETCB 
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STIMER — Set Interval Timer 



The STIMER macro instruction is used to set a programmer timer to a specified time interval 
(less than 24 houn) or to an interval that wiU expin at a spedfied time of day. An optional 
asynchronous timer comidetion exit is given control when the time interval expires; if no 
asynchronous timer completion routine is specified, no indication that the time interval has 
expired is provided. Only one time interval per task is in effect at a time. A second STIMER 
macro instruction issued before the first time interval expires overrides the first interval and 
exit routine. 

The time interval may be a 'real-time interval' (measured continuously in real time), or a 
'task time interval' (measured only ^urtiHe the task is in execution.) If a real time interval is 
specified, the task may elect to either continue (REAL) or suspend (WATT) execution during 
the interval. If the task elects to continue execution, it may optionally specify an exit routine 
to be given control on completion of the time interval. If tiie task elects to suspend execution, 
it is restarted at the next sequential instruction on «>mpletion of the time interval. If a task 
time interval is specified, the task must continue. It may optionally spedfy an exit routine to 
be given control on completion of the interval. 

The STIMER macro instruction is written as follows: 



name name: symbol. Begin name in column 1. 

b One or more blanks must precede STIMER. 
STIMER 

b One or more Uanks must follow STIMER. 

REAL exit m addr: RX-type address, or register (0) or (2) - (12). 

REAL .ex// rm addr 

TASK 

TASK, ex// rtn addr 

WATT 

,BINTVL>«s/or addr stor addr: RX-type address, or register (1) or (2) - (12). 

,DINTVL-tffor addr Note: The OMT and TOD parameters must not be spedRcd 

,QMTmstor addr with TASK above. 

,MICVL-i«lor addr 
,TOD«ffor addr 
,TUINTVL-^j/or addr 

.ERRETxrr rtn addr err rtn addr: RX-type address or register (2) - (12). 

The parameters are explained below: 

REAL 

REAL ,exit rtn addr 

TASK 

TASK ,exit rtn addr 

WATT 

specifies whether the timer interval is a real-time interval (REAL or WATT) or a task-time 

interval (TASK): 

For REAL, the interval is decreased continuously. If the TOD or GMT parameter is coded, 
the interval expires at the indicated time of day. 

For TASK, the interval is decreased only when the associated task is active. 
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For WATT, the interval is decreased continuously. The task is to be placed in the wait 
condition until the interval expires. 

The exit tin addr is the address of the timer comi^etion exit routine to be given control 
after the specified time interval expires. The routine does not get control immediately when 
the interv^ completes, but at some time after the interval completes, depen(fing on ^e 
system's work load and the relative dispatching priority of the associated task. The routine 
must be in virtual storage when it is required. The contents of the registers when the exit 
routine is given control are as follows: 

Register Contents 

- 1 Control program information. 

2-12 Unpredictable. 

13 Address of a control-program-provided save area. 

14 Return address (to the control program). 

15 Address of the exit routine. 

The exit routine is respomdble for saving and restoring registers. The exit routine executes 
as a subroutine, and must return control to the control program. Although timing services 
allows only one active time interval for a task, it does not serialize the use of an asynchronous 
timer completion exit routine. 

3INTVL-jtor addr 
J)INTVL-Jtor addr 
,QMT''Stor addr 
,MICVL -5/or addr 
.TOD "Star addr 
,TUINTVL-jtor addr 

spedfies that the time be returned: 

For BINTVL, the address is in virtual storage containing the time interval. The time interval 
is presented as an unsigned 32-bit binary number; the low-order bit has a value of 0.01 
second. 

For DINTVL, the address is a doubleword on a doubleword boundary in virtual storage 
containing the time interval. The time interval is presented as unpacked decimal digits of the 
form: 

HHMMSSth, where: HH is hours (24-hour clock) 
MM is minutes 
SS is seconds 
t is tenths of seconds 
h is hundredths of seconds 

For OMT, the address is an 8-byte area containing the Greenwich mean time at which the 
interval is to be completed. The time is presented as unpacked decimal digits of the form 
HHMMSSth, as described above under DINTVL. 

For MICVL, the address is a doubleword on a doubleword boundary containing the time 
interval. The time interval is represented as an unsigned 64-bit binary number; bit 51 is the 
low-order bit of the interval value and equivalent to 1 microsecond. 

For TOD,' the address is a doubleword on a doubleword boundary containing the time of 
day at which the interval is to be completed. The time of day is presented as unpacked 
decimal digits of the form HHMMSSth, as described above under DINTVL. 

For TUINTVL, the address is a f uUword on a f ullword boundary containing the time 
interval. The time interval is presented as an unsigned 32-bit binary number; the low-order 
bit has a value of one timer unit (approximately 26.04166 microseconds). 
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Note: For the DINTVL, GMT, and TOD parameters, the unpacked decimal digits are not 
checked for validity. Thus, the specification of invalid digits can result in an ABEND 0C7, or 
a time interval different from that desired. 

,ERRET-«rr rtn addr 

specifies the address of the routine to be given control when the STIMER function cannot 
be performed because of damaged clocks; if this parameter is omitted, the STIMER 
function would be abnormally terminated. 

Notes: 

• The time interval specified by an STIMER macro instruction has no relation to the time 
interval specified in an EXEC statement. 

• If WATT is specified in a system running d single task, no production work is performed 
while the time interval is in effect. Notify the system operator not to cancel the job. 

• If the optional exit routine address and WATT are not specified, no indication of 
completion of the time interval is provided. 

• The TTIMER macro instruction provides a f adlity for determining the remaining time 
interval associated with STIMER. 

• The STIMER macro instruction should not be issued while a BTAM OPEN or LINE 
OPEN operation is m progress, since the BTAM OPEN LINE routines also use STIMER. 
STIMER should not be issued before invoking dynamic allocation because dynamic 
allocation can also issue STIMER. 

• For task type requests, the interval is decremented until the task is preempted for higher 
priority work. Thus, the interval is decremented during both actual task execution and 
interruption processing (possibly unrelated to the task). 

The priorities of other tasks in the system can also affect the accuracy of the time interval 
measurement. If you code REAL or WATT, the interval is decreased continuously and can 
expire when the task is not active. After the time interval expires, assuming the task is not in 
the wait condition for any other reasons, the task is placed in the ready condition and 
competes for control with the other ready tasks in the system. The additional time required 
before the task becomes active depends on the relative dispatching priority of the task. 

Example 1 

Operation: Request the user's asynchronous exit routine, located at location EXIT, to receive 
control after the number of hundredths of seconds specified at INTVLONG has elapsed in real 
time. 

STIMER REAL, EXIT, BINTVL=INTVLONG 
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TIME — Provide Time and Date 



The TIME macro instruction causes the control program to return either the local time of day 
and date or the Greenwich mean time of day and date. The time of day and date are only as 
accurate as the corresponding information entered by the operator, and the system response 
time. 

The date is returned in register 1 as packed decimal digits of the form 

OOYYDDDF, where: YY is the last two digits of the year 

DDD is the day of the year 
F is a 4-bit sign character that allows the data to be unpacked and printed 

The time of day, based on a 24-hour clock, is returned in different forms, as designated by 
the parameters shown below. For the DEC, BIN, and TU parameters, the time of day is 
returned in register 0. For the MIC and STCK parameters, the time of day is returned in the 
speciHed address. 

The TIME macro instruction is written as follows: 



name name: symbol. Begin name in column 1. 

b One or more blanks must precede TIME. 
TIME 

b One or more blanks must follow TIME. 

DEC DefHit: DEC 

BIN star addr: RX-type address or register (0) or (2) - (12). 

TU 

MIC ,stor addr 

STCK .star addr 

,ZONE-LT Defarit: ZONE-LT. 

,ZONE>GMT Note: This parameter has no meaning if STCK above is 

specified. 

,ERRET>ii«rr rtn addr err rtn addr: A-type address, or register (2) - (12). 

The parameters are explained below: 

DEC 

BIN 

TU 

MIC ,stor addr 

STCK ,stor addr 

specifies that the time of day be returned: 

For DEC, the time of day is returned in register as packed decimal digits of the form 

HHMMSSth, where: HH is hours (24-hour clock) 
MM is minutes 
SS is seconds 
t is tenths of seconds 
h is hundredths of seconds 

For BIN, the time of day is returned in register as an unsigned 32-bit binary number. The 
low-order bit is equivalent to 0.01 seconds. 

For TU, the time of day is returned in register as an unsigned 32-bit binary number. The 
low-order bit is approximately 26.04166 microseconds (one timer unit). 
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For MIC, the time of day is returned in microseconds. The stor addr is the address of an 
8-byte area in storage with bit 51 equivalent to one microsecond: 

For STCK, the contents of the TOD clock is returned as an unsigned 64-bit fixed-point 
number, where bit SI is equivalent to 1 microsecond. The stor addr is the address of an 
8-byte area in storage. 

,ZONE-LT 
,ZONE-GMT 

specifies that the local time and date (LT) or the Greenwich mean time and date (GMT) is 

to be returned. 

,ERRET -err rtn addr 

specifies the address of the routine to be given control when the TIME function cannot be 
performed because of damaged clocks. If this parameter is omitted, the TIME function 
would be abnormally terminated. 

Example 1 

Operatton: Request the system to store the time-of-day clock in the address pointed to by 
register 2. The user's routine TIMEERR is to receive control if the time-of-day clock is 
unusable in a uniprocessing system or if both time-of-day clocks are unusable in a 
multiprocessing system. 

TIME STCK , ( 2 ) , ERRET=TIMEERR 
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TTIMER — Test Intorval Timer 



If TU is specified or assumed, the TTIMER macro instruction causes the control program to 
return in register the amount of time remaining in a timer interval previously set by an 
STIMER macro instruction. The time remaining is returned as an unsigned 32-bit binary 
number specifying the number of timer units (approximately 26.04166 microsecond units) 
remaining in the interval. If a time interval has not been set or has already expired, register 
contains 0. TTIMER can also be used to cancel the remaining time interval. 

If MIC is speciHed, the remaining time is returned to the doubleword area spedHed in the 
address. Bit 51 of the area is the low-order bit of the interval value and equivident to 1 
microsecond. If a time interval has not been set or has ah^ady expired the area is set to 0. 

The TTIMER macro instruction is written as follows: 



name name: symbcrf. Begin name in column 1. 

b One or more blanks must precede TTIMER. 
TTIMER 

b One or more blanks must follow TTIMER. 

CANCEL 

.TU I>efarit:TU 

,MIC ,stor addr stor addr: RX-type address, or register (0) or (2) - (12). 

,ERRET«crr rtn addr err rtn addr: RX-type address, or register (2) - (12). 

The panuneters are explained below: 

CANCEL 

specifies that the remainii^ time interval and exit routine, if any, are to be canceled. If 
CANCEL is not designated, the unexpired portion of the time interval remains in effect. 

If WATT was coded in the STIMER macro instruction that established the interval, the task 
is not taken out of the wait condition and CANCEL is ignored. 

,TU 

,MIC ,stor addr 

specifies that the remaining time in the interval be returned: 

For TU, the time is returned in register as an unsigned 32-bit binary number. The 
low-order bit is approximately 26.04166 microseconds (one timer unit). 

For MIC, the time is returned in microseconds. The stor addr is the doubleword area on a 
doubleword boundary where the remaming interval is to be stored. 

3RR£T-err rtn addr 

specifies the address of the routine to be given control when the TTIMER function cannot 
be performed because of damaged clocks. If this parameter is omitted, the TTIMER 
function would be abnormally terminated. 

Example 1 

Operatioa: Cancel the task's current time interval. The time remaining, if any, should be 
returned in timer units in register 0. 

TTIMER CANCEL, TU 
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WATT — Wait for One or More Events 



The WATT macro instruction is used to inform the control program that performance of the 
active task cannot continue until one or more specific events, each represented by a different 
ECB (event control block), have occurred. Bit and bit 1 of each ECB must be set to 
before it is used. The control program takes the following action: 

• For each event that has akeady occurred (each ECB is aheady posted), the count of the 
number of events is decreased by 1. 

• If the number of events is by the time the last event control block is checked, control 
is returned to the instruction following the WATT macro instruction. 

• If the number of events is not by the time the last ECB is checked, control is not 
returned to the issuing program until sufficient ECBs are posted to bring the number to 
0. Control is then returned to the instruction following the WATT macro instruction. 

The WATT macro instruction is written as follows: 



name name: symbol. Begin name in column 1. 

h One or more blanks must precede WAIT. 
WAIT 

h One or more blanks must follow WAIT. 

event nmbr, event nmbr: symbol, decimal digit, or register (0) or (2) - (12). 

Defarit: 1 
Vahw rai«e: 0-25S 

ECB»ec6 addr ecb addr: RX-type address, or register (1) or (2) - (12). 

ECBLlS>Tmecb list addr ecb list addr: RX-type address, or register (1) or (2) - (12). 

,LONG-NO Defarit: LONG-NO 

,LONG-YES 

,RELATED<Bva/iMe value: Any valid macro keyword specification. 

The parameters are explaintd below: 

event nmbr, 

specifies the number of events waiting to occur. 

ECB ^ ecb addr 

ECBLIST-«cfr list addr 

specifies the address of an ECB on a fuUword boundary or the address of a virtual storage 
area containing one or more consecutive fullwords on a fuUword boundary. Each fullword 
contains the address of an ECB; the high order bit in the last fullword must be set to 1 to 
indicate the end of the list. 

The ECB parameter is valid only if the number of events is specified as one or is omitted. 
The number of ECBs in the list specified by the ECBLIST form must be equal to or greater 
than the spedHed number of events. 

,LONG-NO 
.LONG -YES 

specifies whether the task is entering a long wait (YES) or a regular wait (NO). 
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.RELATED «Mi/tie 

specifies information used to self-document macro instructions by 'relating' functions or 
services to corresponding functions or services. The format and contents of the information 
specified are at the discretion of the user, and may be any valid coding values. 

The RELATED parameter is available on macro instructions that provide opposite services 
(for example, ATTACH/DETACH, GETMAIN/FREEMAIN, and LOAD/DELETE), and 
on macro instructions that relate to previous occurrences of the same macro instructions (for 
example, CHAP and ESTAE). 

The parameter may be used, for example, as follows: 

WAIT1 WAIT 1,ECB,RELATED=(RESUME1, 'WAIT FOR EVENT' ) 
RESUME 1 POST ECB , , RELATED=( WAIT 1 , ' RESUME WAITER ' ) 

Caattoa: A job step with all of its tasks in a WATT condition is terminated upon exfuration of 
the time limits that apply to it. 

Example: You have previously initiated one or more activities to be completed asynchronously 
to your processing. As each activity was initiated, you set up an ECB in which bits and 1 
were set to 0. You now wish to suspend your task via the WATT macro instruction until a 
specified number of these activities have been completed. 

Completion of each activity must be made known to the system via the POST macro 
instruction. POST causes an addressed ECB to be marked complete. If completion of the event 
satisfies the requirements of an outstanding WATT, the waiting task is marked ready and will 
be executed when its priority allows. 

Example 1 

OpentioB: Wait for one event to occur (with a default count). 

WAIT ECB=WAITECB 
WAITECB DC F( ) 

Example 2 

OperatloB: Wait for 2 events to occur. 

WAIT 2,ECBLIST=LISTECBS 

LISTECBS DC A( ECB1 ) 

DC A( ECB2 ) 

DC X'80' 

DC AL3(ECB3) 

Example 3 

Operation: Enter a long wait for a task. 

WAIT 1,ECBLIST-LISTECBS,L0NG=YES 



LISTECBS DC A(ECB1) 

DC A( ECB2 ) 

DC X'80' 

DC AL3(ECB3) 
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WATTR — Wait for One or More Events 



The WATTR macro instruction is executed in exactly the same manner as the WATT macro 
instruction. Although the LONG option is not available on the WATTR macro instruction, 
WATTR is interpreted as having a long wait. 

Note: The WATTR macro instruction is available for compatibility with MFT. The WATTR 
macro instruction is written as follows: 



name name: symbol. Begin name in column 1. 

b One or more blanks must precede WATTR. 
WATTR 

b One or more blanks must follow WATTR. 

event nmhr, event nmbr: symbol, decimal digit, or register (0) or (2) - (12). 

Defaok:! 
VahM ni«e: 0-2SS 

ECB»ec6 addr ecb addr: RX-type address, or register (1) or (2) - (12). 

ECBLIST»ec6 list addr ecb list addr: RX-type address, or register (1) or (2) - (12). 

The parameters are explained below: 

event nmbr, 
specifies the number of events waiting to occur. 

ECB ^ ecb addr 

ECBUST-ec6 list addr 

specifies the address of an ECB or the address of a virtual storage area containing one or 
more consecutive fullwords on a fullword boundary. Each fullword contains the address of 
an ECB; the high order bit in the last fullword must be set to 1 to indicate the end of the 
list. 

The ECB parameter is valid only if the number of events is specified as one or is omitted. 
The number of ECBs in the list specified by the ECBLIST form must be equal to or greater 
than the specified number of events. 

Example 1 

Operation: Wait for one event to occiu- (with a default count). 

WAITR ECB=WAITECB 

Example 2 

Operation: Wait for 2 event to occur. 

WAITR 2,ECBLIST=LISTECBS 

LISTECBS DC A(ECB1) 

DC A{ ECB2 ) 

DC X'80' 

DC AL3(ECB3) 
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WTL — Write To Log 



The WTL iiuu;ro instruction causes a message to be written to the system log. The message 
can include any character that can be used in a C-type (character) DC statement, and is 
assembled as a variable-length record. 

The standard form of the WTL macro instruction is written as follows: 



name name: symbol. Begin name in column 1. 

b One or more blanks must precede WTL. 
WTL 

b One or more blanks must follow WTL. 

*msg' msg: Up to 126 characters. 

The parameters are explained below: 

*msg* 

specifies the message to be written to the system log. The message must be enclosed in 
apostrophes, which wUl not appear in the system log. 

Note: If the msg text exceeds 126 characters, truncation occurs at the last before the 126th 
character; when there are no embedded blanks, truncation occurs after the 126th character. 
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WTL (list Form) 



The list form of the WTL macro instruction is used to construct a control program parameter 
list. The mess'ee parameter must be provided in the list form of the macro instruction. 

The list form of the WTL macro instruction is written as follows: 



name name: symbol. Begin name in cohimn 1. 

b One or more blanks must precede WTL. 
WTL 

b One or more blanks must follow WTL. 

'msg' nag: Up to 126 characters. 

,MF-iL 

The parameters are explained under the standard form of the WTL macro instruction, with 
the following exceptions: 

specifies the list form of the WTL macro instruction. 

Note: If msg text exceeds 126 characters, truncation occurs at the last embedded blank before 
the 126th character; when there are no embedded blanks, truncation occurs after the 126th 
character. 
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WTL (Execute Form) 



The execute fonn of the WTL macro instraction uses a remote control program parameter list. 
The parameter list can be generated by the list form of WTL. You cannot modify the message 
in the execute form. 

The execute form of the WTL macro instruction is written as follows: 



name name: symbol. Begin name in column 1. 

b One or more blanks must precede WTL. 
WTL 

b One or more blanks must follow WTL. 

MF«(E ,ctH addr) ctH addr: RX-type address, or register (1) or (2) - (12). 

The parameters are eiplained under the standard form of the WTL macro instruction, with 
the following exceptions: 

ISP ^{E, Ctrl addr) 

spedHes the execute form of the WTL macro instruction. This form uses a remote control 
program parameter list. 

Example 1 

OperatioB: Write a message to the system log. 

WTL 'THIS IS THE STANDARD FORMAT FOR THE WTL MACRO' 

Example 2 

OperatioB: Write a message constructed in the list form of WTL. 

WTL MF=(E,(R2)) 
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WTO — Write to Operator 



The WTO macro instniction causes a message to be written to one or more operator consoles. 
The standard form of the WTO macro instruction is written as follows: 



name 
h 

WTO 
b 



name: symbol. Begin name in column 1 . 
One or more blanks must precede WTO. 

One or more blanks must follow WTO. 



msg 

('text') 

i'text'.line type) 



,ROUTCDE»(r0u/e code) 
,DESC-(i/esc code) 



msg: Up to 124 characters. 

The permissable line types and text lengths are shown below: 
line type VS2 text 



c 


34 char 


L 


70 char 


D 


70 char 


DE 


70 char 


E 




DefMittD 




The maximum number of each line type allowed in a single 
WTO instruction is: 

1 Ctype 

2 Ltype 
10 Dtype 

1 DE type 
1 E type. 
The maximum total number of line types allowed in one 


instniction 


is 10. 



route code: decimal digit from 1 to 16. The route code is one or 
more codes, separated by commas. 

desc code: decimal digit from 1 to 16. The desc code is one or 
more codes, separated by commas. 



The parameters are explained below: 

{'text') 
Ctext',line type) 

specifies tiie message or multiple-line message to be written to one or more operator 

consoles. 

The first format is used to write a single-line message to the operator. In the format, the 
message must be enclosed in apostrophes, which do not appear on the console. It can 
include any character that can be used in a character (C-type) DC instruction. When a 
problem program issues a WTO macro instruction, the control program translates the text; 
only standard printable EBCDIC characters are passed to the display devices. All other 
cluuracters are replaced by blanks. The message is assembled as a variable-length record. 

The second and third formats are used to write a multiple-line message to the operator. The 
message can be up to ten lines long; the system truncates the message at the end of the 
tenth line. The ten-line limit does not include the control line (message IEE9321I), as 
explained under line type C below. 

Note: If the second format is coded without repetition, for example, (*text*), the message 
appears as a single-line message. 
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The text is one line of the multiple-line message A line consists of a character string 
enclosed in apostrophes (which do not appear on the operator console). Any character valid 
in a C-type DC instruction can be coded. The maximum number of characters depends on 
which line type is specified. 

Note: The leftmost three bytes of register zero must be zero for a multiple-line message. The 
user must ensure that this is done. 

The line type defines the type of information contained in the 'text' field of each line of the 
message: 

indicates that the 'text' parameter is the text to be contained in the control line of the 
message. The control line normally contains a message title. C may only be coded for the 
first line of a multiple-line message. If this parameter is omitted and descriptor code 9 is 
coded, the system generates a control line (message IEE932I) containing only a message 
identification number. The control line remains static during framing operations on a display 
console (provided that the message is displayed in an out-of-line display area). Control lines 
are optional. 

indicates that the 'text' parameter is a label line. Label lines contain message heading 
information; they remain static during framing operations on a display console (provided 
that the message is displayed in an out-of-line d^play area). Label lines are optional. If 
coded, lines must either immediately follow the control line or another label Ime or be the 
first line of the multiple-line message if there is no control line. Only two label lines may be 
coded per message. 

indicates that the 'text' parameter contains the information to be conveyed to the operator 
by the multiple-line message. During framing operations on a display console, the data lines 
are paged. 



DE 

indicates that the 'text' parameter contains the last line of information to be passed to the 
operator. 

E 

indicates that the previous line of text was the last line of text to be passed to the operator. 
The 'text' parameter, if any, coded with a line type of E is ignored. 

,ROUTCDE-roMre code 

specifies the routing code(s) to be assigned to the message. 



The routing codes are: 

1 Master Console Action 

2 Master Console Information 

3 Tape Pool 

4 Direct Access Pool 

5 Tape Library 

6 Disk Library 

7 Unit Record Pool 

8 Teleprocessing Control 



9 System Security 

10 System Error/Maintenance 

1 1 Programmer Information 

12 Emulators 

13 Reserved for customer use 

14 Reserved for customer use 

15 Reserved for customer use 

16 Reserved for future expansion 



Note: Routing codes 1, 2, 3, 4, 7, 8, and 10 cause hard copy of the message when display 
consoles are used or more than one console is active. All other routing codes may go to hard 
copy as a SYSGEN option or as a result of a VARY HARDCPY command. 
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,DESC ^(desc cade) 

specifies the message descriptor co(ie(s) to be assigned to the message. Descriptor codes 1 
through 6 are mutually exclusive. Codes 7 through 10 can be assigned in combination with 
any other code. 



The descriptor codes are: 

1 System Failure 

2 Immediate Action Required 

3 Eventual Action Required 

4 System Status 

5 Immediate Command Response 



6 Job Status 

7 Application Program/Processor 

8 Out-of-Line Message 

9 Operator Request 

10 Dynamic Status Displays 
11-16 Reserved for future use 



Note: All WTO messages with descriptor codes of 1 or 2 are action messages. An asterisk or 
an@sign is printed before the Hrst character of an action message to indicate a need for 
operator action. 

If both the ROUTCDE and DESC parameters are omitted and the message is not a 
MLWTO message, the routing code specified in the OLDWTOR parameter of the system 
generation CONSOLE macro instruction is assigned; if the OLDWTOR parameter is omitted, 
no routing code is assigned. Routing codes should be used with MLWTO messages. If DESC is 
specified with no ROUTCDE, a default routing code of zero is generated causing a message to 
be queued to the master console by default. 

When control is returned, general register 1 contains the identification number (24 bits and 
right-justified) assigned to the message. 

Return codes from execution of a WTO using the multiple-line feature are as follows: 



Hexadecimal 
Code 

00 
04 



08 
OC 



10 



14 



Meaning 

No errors encountered. 

Number of lines passed was 0; request is ignored. Number of lines passed was greater 

than 10; only 10 lines are processed. Message text length for a line was less than 1; all 

lines up to error line are processed. 

ID passed in register does not match any on queue. Request is ignored. 

Invalid line type. An end has been forced at the point of the error except if the first 

line is an E line, in which case the request is ignored. 

Request specified routing code 1 1 (WTP). Request is ignored for routing code 1 1 but is 

processed for other routing codes if specified. 

MLWTO request to hard copy only. Request is ignored. 



Note: No return codes are issued by the WTO service routine if the MLWTO feature is not 
used. 
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WrO (list Form) 



The list form of the WTO macro instruction is used to construct a control program parameter 
list. 

The list form of the WTO macro instruction is written as follows: 



name 
b 
WTO 



name: symbol. Begin name in column 1. 
One or more blanks must precede WTO. 

One or more blanks must follow WTO. 



msg 
(text') 
Ctext'Jtne type) 



.ROUTCDE-ffOM/e code) 
.DESC-fifesc code) 
,MF-L 



mff; Up to 124 characters 

The permissable line types and tact lengths are shown below: 
line type VS2 text 

C 34 char 

L 70 char 

D 70 char 

DE 70 char 

E 

Derarit:D 

The maximum number of each line type allowed in a single 

WTO instruction is: 

1 Ctype 

2 Ltype 
10 D type 

1 DE type 

1 E type 

The maximum total number of line types allowed in 
one instruction is 10. 

route code: decimal digit from 1 to 16. The route code is one or 
more codes, separated by commas. 

desc code: decimal digit from 1 to 16. The desc code is one or 
more codes, separated by commas. 



The parameters are explained under the standard form of the WTO macro instruction, with 
the following exceptions: 

specifles the list form of the WTO macro instruction. 
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WTO (Execute Form) 



The execute form of the WTO macro instruction uses a remote control program parameter list. 
The parameter list can be generated by the list form of WTO. The message cannot be 
modified in the execute form of the macro instruction. 

The execute form of the WTO macro instruction is written as follows: 



name name: symbol. Begin in column 1 . 

b One or more blanks must precede WTO. 
WTO 

b One or more blanks must follow WTO. 

MF-(E .Ctrl addr) Ctrl addr: RX-typc address, or register (1) or (2) - (12). 

The parameters are explained under the standard form of the WTO macro instruction, with 
the following exceptions: 

MF - (E ,ctrl addr) 

specifies the execute form of the WTO macro instruction using a remote control program 
parameter list. 

Example 1 

Operation: Write a WTO message to all active consoles. 

WTO 'NDP00005 ENDED ', ROUTCDE= 

(1,2,3,4,5,6,7,8,9,10,11,12,13,14,15,16) 

Example 2 

Operation: Write a message with a pre-built parameter list pointed to by register 1. 

WTO MF=(E,(1)) 
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WTOR — Write to Operator with Reply 



The WTOR macro instruction causes a message requiring a reply to be written to one or more 
operator consoles and the system log. The macro instruction idso provides the information 
required by the control program to return the reply to the issuing program. 

The standard form of the WTOR macro mstruction is written as follows: 



WTOR 

b 



name: symbol. Begin name in column 1. 
One or more blanks must precede WTOR. 

One or more blanks must follow WTOR. 



•msg' 

.reply addr 
.reply kngih 



.ecb addr 

,ROUTCDE-^/oii/e code) 



msg: Up to 121 characters. 

reply addr: A-type address, or register (2) - (12). 

reply length: symbol, decimal digit, or register (2) - (12). The 
minimum length is 1: the maximum length is IIS when the 
operator enters REPLY id, 'reply' and 1 19 when the operator 
enters R id, 'reply*. 

ecb addr: A-type address, or register (2) - (12). 

route code: decinud digit from 1 to 16. The nmte code is one or 
more codes, separated by commas. 



The parameters are explained below: 

'msg' 

spedftes the message to be written to the operator's console. The message must be enclosed 
in apostrophes, which do not appear on the console. It can include any character that can 
be used in a character (C-type) DC instruction. When a problem program issues a WTO 
macro instruction, the control program translates the text; only standard printable EBCDIC 
characters are passed to the display devices. All other characters are replaced by blanks. 
The message is assembled as a variable-length record. 

Note: All W1X)R messages are action messages. An indicator is printed before the first 
character of an action message to indicate a need for operator action. 

,repfy addr 
spedfles the address in virtual storage of the area into which the control program is to place 
the reply. The reply is left-justified at this address. 

,repfy length 
speciHes the length, in bytes, of the reply message. 

,ecb addr 

specifies the address of the event control block (ECB) to be used by the control program to 
indicate the completion of the reply. 

,ROljrCDE -frtnile code) 

specifies the routing code(s) to be assigned to the message. 
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The routing codes are: 



1 Master Console Action 


9 


System Security 


2 Master Console Information 


10 


System Error/Maintenance 


3 Tape Pool 


11 


Programmer Information 


4 Direct Access Pool 


12 


Emulators 


S Tape Library 


13 


Reserved for customer use 


6 Disk Library 


14 


Reserved for customer use 


7 Unit Record Pool 


15 


Reserved for customer use 


8 Teleprocessing Control 


16 


Reserved for future expansion 



When control is returned, general register 1 contains the identification number (24 bits and 
right-justified) assigned to the message. 

Ignored Parameters 

The parameter DESCm(desc code) is meaningless if coded since all WTOR messages are 
assigned descriptor codes of 7 (application program/processor). 
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WTOR (List Form) 



The list form of the WTOR macro instruction is used to construct a control program parameter 
list. The message parameter must be provided in the list form. 

The list tonn of the WTOR macro instruction is written as follows: 



tuaiie 
b 
WTOR 

b 



name: symlxd. Begin name in cohunn 1. 
One or more blanks must precede WTOR. 

One or more blanks must follow WTOR. 



reply addr 
re^ laigA 

ecb addr 

,KO\JTCDEm(rmtle code) 

,MF-L 



iHSg: Up to 121 characters. 
r^fy addr: A-type address. 

r^ty lenph: symbol ot decimal digit. The minimum length is 1; 
the maximum length is 115 when the operator enters REPLY id, 
'reply* and 1 19 when the operator enters R id, 'reply*. 

ecb M/dlr: A-t^>e address. 

roMUr code: decimal digit from 1 to 16. The route code is one or 
more codes, separated by conunas. 



The parameters are eiplained under the standard form of the WTOR macro instruction, 
with the foltowing exceptions: 

specifies the list form of the WTOR macro instruction. 
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WrOR (Execute Form) 



The execute form of the WTOR macro instruction uses a remote control program parameter 
list. The parameter list can be generated by the list form of WTOR. 

The execute form of the WTOR macro instruction is written as follows: 



luune name: symbol. Begin name in column 1. 

b One or more blanks must precede WTOR. 
WTOR 

b One or more blanks must foUow WTOR. 

, rqtiy addr: RX-type address, or register (2) - (12). 

.reply addr 

, reply lenglh: symbol, decimal digit, or register (2) - (12). The 

,reply lenph minimum length is 1; the maximum length is US when the 

operator enters REPLY id, 'reply' and 119 when the operator 

enters R id, 'reply'. 

, ecb addr: RX-type address, or register (2) - (12). 

,eeb addr 

,MF-i(E ,cirf ad^) Ctrl addr: RX-type address, or register (1) or (2) - (12). 

The parameters are explained under the standard form of the WTOR macro instruction, 
with the following exceptions: 

>fF-(E ,ctrl addr) 

spedHes the execute form of the WTOR macro instruction using a remote control program 
parameter list. The parameter list must be aligned on a fuUword boundary. The list form of 
WTOR provides this alignment. 

Example 1 

Opoation: Write a WTOR message to all active consoles. 

WTOR 'THIS IS WTOR NUMBER 001 ', REPLY, 18,ECB1, 

ROUTCDE=(1,2,3,4,5,6,7,8,9,10,11,12,13,14,15,16) 
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XCTL — Pass Control to a Program in Another Load Module 



The XCTL inacro instruction causes control to be passed to a specified entry name in another 
load module; the entry name must be a member name or an alias in a directory of a 
partitioned data set. The load module contaming the entry name is brought into storage if a 
usable copy is not available. The storage occi^>ied by the load module that issued the XCTL is 
eligible for reassignment by the control program if no other requirement exists for that load 
module. The program executing the XCTL macro instruction is logically removed from the 
active task, and the program gaining control is established as a subprogram of the program 
(system or user) that placed the issuer of XCTL into execution. 

No retuiii is made to the program issuing the XCTL macro instruction; the use count for 
the load module containing the XCTL macro instruction is lowered by 1. A return to the 
program that placed the issuer of XCTL into execution is required for successful completion of 
the task. For this reason, registers 2 through 14, the program interruption control area, and the 
program mask must be restored to the conditions that existed when the load module received 
control before the XCTL macro instruction can be issued. If the specified entry cannot be 
located, the task is abnormally terminated. 

The standard form of the XCTL macro instruction is written as follows: 



name name: symbol. Begin name in column 1. 

b One or more blanks must precede XCTL. 
XCTL 

b One or more blanks must follow XCTL. 

(regl), regJ and reg2: decimal digits or A-type addresses, and in the 

(regl,reg2), order 2 through 12. 

E!?mentry name entry name: symbol. 

EPLOCaeiHrv name addr entry name addr: A-type address or register (2) • (12). 

DEtmlist entry addr list entry addr: A-type address, or register (2) - (12). 

,DCBm,dcb addr deb addr: A-type address, or register (2) - (12). 

The parameters are explained below: 

(regl), 
(regl,reg2), 

specifies the register or range of registers to be restored from the save area at the address 

contained in register 13. 

EP^entiy name 

EPLOC-tf/i/rv name addr 

DE^list entry addr 

specifies tiie entry name, the address of the entry name, or the address of a 60-byte list 
entry for the entry name that was constructed using the BLDL macro instruction. If 
EPLOC is coded, the name must be padded to ei^t bytes, if necessary. 
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JXB^dcb addr 

specifies the address of the data control block for the partitioned data set containing the 
entry name described above. This parameter must indicate the same DCB used in the BLDL 
mentioned above. The DCB must not be deflned in the program issuing the XCTL macro 
instruction. 

If the DCB parameter is omitted or if DCB»0 is specified when the XCTL macro 
instruction is issued by the job step task, the data sets referred to by either the STEPLIB or 
JOBLIB D statement are first searched for the entry name. If the entry name is not found, 
the link Ubrary is searched. 

If the DCB parameter is omitted or if DCB«0 is specified when the XCTL macro 
instruction is issued by a subtask, the data sets associated with one or more data control 
blocks referred to be previous ATTACH macro instructions in the subtasking chain are first 
searched for the entry point name. If the entry point name is not found, the search is 
continued as if the XCTL had been iKued by the job step task. 
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XCTL (list Fonii) 



Two parameter lists are used in an XCTL mao-o instruction: a control program parameter list 
and an optional problem program parameter list. Only the control program parameter list can 
be constructed in the list form of XCTL. Address parameters to be passed in a parameter list 
to the problem program can be provided using the list form of the CALL macro instruction. 
This parameter list can be referred to in the execute form of XCTL. 

The list form of the XCTL macro instruction is written as follows: 



name 

b 

XCTL 
b 



name: symbol. Begin name in column 1. 
One or more blanks must precede XCTL. 

One or more blanks must follow XCTL. 



EPmentry name, 
EPLOCmentry name addr, 
DE'mUst entry addr, 

DCBimdcb addr, 

SF-L 



entry name: symbol. 

entry name addr: A-type addresses. 

list entry addr: A-type address. 

deb addr: A-type address. 



The parameters are explained under the standard form of the XCTL macro instruction, with 
the following exceptions: 

SF-L 

specifies the list form of the XCTL macro instruction. 
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XCTL (Execute Form) 



Two parameter lists are used in the XCTL macro instruction: a control program parameter list 
and problem program parameter list. Either or both of these parameter lists can be remote and 
can be referred to, and modified by, the execute form of XCTL. If only the problem program 
parameter list is remote, parameters that require the control program parameter list cause that 
list to be constructed inline as part of the macro expansion. If only the control program 
parameter list is remote, no problem program parameters can be specified. 

The execute form of the XCTL macro instruction is written as follows: 



name name: symbol. Begin name in column 1. 

b One or more blanks must precede XCTL. 
XCTL 

b One or more blanks must follow XCTL. 

(regl), regl and reg2: decimal digits or RX-type addresses, and in the 

(regl,reg2), order 2 through 12. 

EP^entry name, entry name: symbol. 

EPLOCmentry name addr, entry name addr: RX-type address or registers (2) - (12). 

DE'^list entry addr. list entry addr: RX-type address, or register (2) - (12). 

DCB»^c6 addr, deb addr: RX-type address, or register (2) - (12). 

?ARAMm(addr), addr: RX-type address, or register (2) - (12). 

PAKAMm^addr),VL»l, addr is one or more addresses, separated by commas. For 

example, FARAM^(addr,addr,addr) 

MFmiE, prob addr) prob addr: RX-type address, or register (1) or (2) - (12). 

SF«i(E ,ctrl addr) Ctrl addr: RX-type address, or register (2) - (12) or (IS). 

MFm(E, prob adtfr>,SF-(E ,ctrl addr) 

The parameters are explained under the standard form of the XCTL macro instruction, with 
the following exceptions: 

;P ARAM ^ (addr) 

J>ARAM - (addr),yL'' 1 

specifies address(es) to be passed to the called program. Each address is expanded inline to 
a fullword on a fuUword boundary, in the order designated. Register 1 contains the address 
of the first parameter when the program is given control. (If this parameter is not coded, 
register 1 is not altered.) 

VL» 1 should be designated only if the called program can be passed a variable number of 
parameters. VL-* 1 causes the high-order bit of the last address parameter to be set to 1 ; 
the bit can be checked to find the end of the list. 

MP - (E ,prob addr) 

JSF~iE, Ctrl addr) 

MP~(E,prob adtfr>,SF-(E ,ctrl addr) 

specifies the execute form of the XCTL macro instruction. This form uses a remote problem 
program parameter Ust, a remote control program parameter list, or both. 
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Example 1 

OpenitioB: Pass control via the address of the- entry name (XCTLEP), and have registers 2-12 
restored. Let the system determine the copy of the module to be used. 

XCTL (2,12), EPLOC=XCTLEP 



XCTL (Execatc Fora) 221 
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Index 



89-90 



A parameter 

FREEMAIN macro instruction 139 

GETMAIN macro instruction US 

PGLOAD macro instruction 1S9 

PGOUT macro instruction 162 
A-type address 

meaning 83 
ABEND dump S2 
ABEND macro instruction 89-90 

use of 47-48.32 
abnormal condition handling 46-48 
abnormal termination 46-53 
abnormally terminate a task (ABEND) 
active task 1 1 

add an entry name (IDENTIFY) 1S1-1S2 
additional entry points 32-33 
address space 1 1 

priority 1 1 
alias name 

in ATTACH 91 

in LINK 153 

in LOAD 157 

in XCTL 217 
allocate virtual storage (GETMAIN) 145-150 
application program/processor descriptor code 
ASYNCH parameter 

ATTACH macro instruction 94 

ESTAE macro instruction 126 
ATTACH macro instruction 91-98 

with ABEND 89 

with CALL 101 

with DETACH 112 

execute form 97-98 

with IDENTIFY 152 

list form 96 

standard form 91-95 

use of 1 1-14 
authorization checking 170-172,41 
auxiliary storage manager 63 

B AL instruction 99, 1 53 
base register 7 
BIN parameter 199 
BINTVL parameter 197 
BLDL macro instruction 

with ATTACH 92 

with LINK 153 

with LOAD 157 

use of 25,28 
BNDRY parameter 146 
bring a load module into virtual storage (LOAD) 
BSAM 

with SNAP 183 



CALL macro instruction 99-102 

execute form 102 

list form 101 

standard form 99-100 

use of 19,29 
called program 5 
call program 5 
CANCEL parameter 201 
cathode ray tube display 77 
change dispatching priority (CHAP) 103-104 
change subtask status (STATUS) 194-195 



210 



157-158 



CHAP macro instruction 103-104 

use of 12-13 
CHNGDUMP command 52 
code 

descriptor 75 

routing 75 
coding the macro instructions 82-83 
communications 

subtask 13 

task 13 
compatibility 84-85 
COMPCOD parameter 182 
continuation lines 83 
conventions 

linkage 5-9 

system 16 
count, responsibility 62 
create a new task (ATTACH) 91-98 
CRT display 77 
CT parameter 126 

date 67 

DCB macro instruction 
with SNAP 183 

DCB parameter 

ATTACH macro instruction 92 
LINK macro instruction 154 
LOAD macro instruction 158 
SNAP macro instruction 184 
XCTL macro instruction 218 

DE parameter 

ATTACH macro instruction 92 
DELETE macro instruction 105-106 



153 
157 
217 



105-106 



62 



114-115 



LINK macro instruction 

LOAD macro instruction 

XCTL macro instruction 
DEC parameter 199 
decimal digit 

meaning 82 
default 

meaning 83 
DELETE macro instruction 

with LOAD 157 

responsibility count with 

use of 62 
delete operator message (DOM) 
DEQ macro instruction 107-1 1 1 

andENQ 117 

execute form 1 1 1 

list form 109 

standard form 107-109 

use of 38-41 
DESC parameter 

WTO macro instruction 

WTOR macro instruction 
descriptor codes 210,75 
detach a task (DETACH) 1 12-1 13 
DETACH macro instruction 112-113 

with ATTACH 91 

use of 14 
DIDOCS 

and DOM 114 
DINTVL parameter 197 
direct access pool routing code 209,214 
disk library routing code 209,214 
dispatching priority 

address space 1 1 



210 
214 
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and ATTACH 91 

and CHAP 103-104 

subtask 12 

task 12 
divide extended register (DXR) 116 
DOM macro instruction 1 1 4- 1 1 S 

use of 77 
DPMOD parameter 93 
DPRTY parameter 12 
dump 

ABEND 52 

SNAP 52 
DUMP parameter 

ABEND macro instruction 90 

SETRP macro instruction 181 
dump virtual storage and continue (SNAP) 183-186 
DUMPORT parameter 

ABEND macro instruction 90 

SETRP macro instruction 181 
duplicate names 1 1 
DXR macro instruction 116 

use of 69-70 
dynamic status displays descriptor code 210 
dynamic structure 15 

E parameter 

ENQ macro instruction 118 

FREEMAIN macro instruction 139-140 
EA parameter 

PGLOAD macro instruction 158 

PGOUT macro instruction 161 
EC parameter 

FREEMAIN macro instruction 1 39- 1 40 

GETMAIN macro instruction 145-146 
ECB parameter 

ATTACH macro instruction 93 

PGLOAD macro instruction 159 

WAIT macro instruction 202 

WAITR macro instruction 204 
ECBIND parameter 160 
ECBLIST parameter 

WAIT macro instruction 202 

WAITR macro instruction 204 
emulator routing code 209,214 
ENQ macro instruction 117-124 

andDEQ 117 

execute form 123 

list form 122 

standard form 118-121 

use of 36^1 
ENTRY instruction 17-18 
ENTRY parameter 151 
EP parameter 

ATTACH macro instruction 92 

DELETE macro instruction 105 

IDENTIFY macro instruction 151 

LINK macro instruction 153 

LOAD macro instruction 157 

XCTL macro instruction 217 
EPLOC parameter 

ATTACH macro instruction 92 

DELETE macro instruction 105 

IDENTIFY macro instruction 151 

LINK macro instruction 153 

LOAD macro instruction 157 

XCTL macro instruction 217 
ERR parameter 185 
ERRET parameter 

LINK macro instruction 153-154 

LOAD macro instruction 157-158 

STIMER macro instruction 198 



TIME macro instruction 200 

TTIMER macro instruction 201 
ESTAE macro instruction 125-131 

execute form 130 

list form 129 

standard form 125-128 

use of 48-51 
ESTAE routines 48-51 
ESTAI parameter 94 
ESTAI routines 50-51 
ETXR Parameter 93 
EU parameter 

FREEMAIN macro instruction 139 

GETMAIN macro instruction 145 
event control block 35 

with ABEND 89 

with ATTACH 91 

with POST 168 

with WAIT 202 
EVENTS macro instruction 132-138 

ECB 132-135 

ENTRIES 132,134-135 

ENTRIES-DEL,TABLE 132,134 

TABLE 132,134 

WAIT 132-133,135 
eventual action required descriptor code 210 
examples of macro instructions 

ABEND 90 

ATTACH 98 

CALL 102 

CHAP 104 

DELETE 106 

DEQ 1 1 1 

DETACH 113 

DOM 115 

DXR 116 

ENQ 124 

ESTAE 131 

EVENTS 138 

FREEMAIN 143-144 

GETMAIN 150 

IDENTIFY 152 

LINK 156 

LOAD 158 

PGLOAD 161 

PGOUT 164 

PGRLSE 167 

POST 169 

RACHECK 174 

RETURN 175 

SAVE 177 

SEGLD 178 

SEGWT 179 

SETRP 182 

SNAP 189 

SPIE 193 

STATUS 195 

STIMER 198 

TIME 200 

TTIMER 201 

WAIT 203 

WAITR 204 

WTL 207 

WTO 212 

WTOR 216 

XCTL 221 
exclusive requests 36-37 
EXEC statement 

DPRTY parameter 12 

PARM field 5-6 

with STIMER 198 
execute form of macro instruction 
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use of 81,60^1 




execution 




parallel IS 




serial IS 




exit routines 




asynchronous 




with CALL 99 


with IDENTIFY 1 


with SEGWT 


179 


end-of-task 




with ABEND 


89 


with ATTACH 


91 


with ESTAE 


125 


with SETRP 


180 



1S2 



with SPIE 191 
extended STAE (ESTAE) 125-131 
extended-precision floating-i>oint simulation 69-74 



FRACHECK macro instruction 138.1 

execute form 138.5 

list form 138.4 

standard form 138.1 
frame, page 63 

free virtual storage (FREEMAIN) 139-144 
FREEMAIN macro instruction 139-144 

execute form 143 

and GETMAIN 145 

list form 142 

similar to PGRLSE 165 

standard form 139-141 

use of 55-60 
FRESDWA parameter 182 



GETMAIN macro instruction 145-150 

execute form 149 

and FREEMAIN 139 

list form 148 

similar to PGRLSE 165 

standard form 145-147 

use of 55-60 
GMT parameter 197 
graphic display 114 
Greenwich Mean Time 67 
GSPL parameter 94 
GSPV parameter 94 

GTRACE macro instruction (see OS/VS2 System 
Programming Library: Service Aids,) GC28-0674 



HA parameter 
hardcopy log 75 
high-density dump 



165 



52,183 



100 
154 
184 
151-152 



180 



ID parameter 

CALL macro instruction 

LINK macro instruction 

SNAP macro instruction 
IDENTIFY macro instruction 

use of 32-33 
lEAXPSIM 69 
IHASDWA mapping macro 
immediate action required descriptor code 210 
immediate command response descriptor code 210 
interiock condition 39^1 

interruption, termination, and dumping services 43-53 
interruptions, program 43 
interval timer 

set 196-198 

test 201 
interval timing 67-68 



I/O parameter 185 



job library 23 

JOB statement, with CHAP 103 

job status descriptor code 210 

job step 1 1 

job step task 1 1 



KEEPREL parameter 162 



L parameter 

FREEMAIN macro instruction 140 

PGLOAD macro instruction 161 

PGOUT macro instruction 164 
LA parameter 

FREEMAIN macro instruction 140 

GETMAIN macro instruction 146 

PGLOAD macro instruction 161 

PGOUT macro instruction 164 

PGRLSE macro instruction 165 
LC parameter 

FREEMAIN macro instruction 140 

GETMAIN macro instruction 145 
libraries 

job 23 

link 23 

private 23 

step 23 

task 23 
limit priority 

subtask 12 

task 12 
LINK macro instruction 153-156 

with CALL 101 

execute form 156 

with IDENTIFY 151 

list form 155 

responsiblity count with 27 

standard form 153-154 

use of 27:28 
link library 23 
linkage conventions 5-9 
linkage registers 5-6 
list form of macro instruction 

use of 81,60^1 
LIST parameter 185 
LOAD macro instruction 157-158 

and DELETE 105 

and IDENTIFY 151 

responsibility count with 157 

use of 27 
load module 

bringing into virtual storage 22-27 

characteristics 15 

structures 15 
load overlay segment and continue processing (SEGLD) 

178 
load overiay segment and wait (SEGWT) 179 
load virtual storage areas into real storage (PGLOAD) 

159-161 
log 

hard copy 75 

system 76 

with WTL 77.205 

with WTOR 213 
LONG parameter 202 
LPMOD parameter 93 
LU parameter 

FREEMAIN macro instruction 140 

GETMAIN macro instruction 145 
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LV parameter 

FREEMAIN macro instruction 141 
GETMAIN macro instruction 146 



macro instruction forms 81 
macro instructions 81-221 
ABEND 89-90 
ATTACH 91-98 
CALL 99-102 
CHAP 103-104 
DELETE 105-106 
DEQ 107-111 
DETACH 112-113 
DOM 114-1 IS 
DXR 116 
ENQ 117-124 
ESTAE 125-131 
EVENTS 132-138 
FRACHECK 138.1 
FREEMAIN 139-144 
GETMAIN 145-150 
GTRACE (see OS/VS2 System Programming Library: 

Service Aids, GC28-0674) 
IDENTIFY 151-152 
LINK 153-156 
LOAD 157-158 
PGLOAD 159-161 
PGOUT 162-164 
PGRLSE 165-167 
POST 168-169 
RACHECK 170-174 
RACSTAT 174.1 
RETURN 175 
SAVE 176-177 
SEGLD 178 
SEGWT 179 
SETRP 180-182 
SNAP 183-189 
SPIE 190-193 
STAE 125 
STATUS 194-195 
STIMER 196-198 
TIME 199-200 
TTIMER 201 
WAIT 202-203 
WAITR 204 
WTL 205-207 
WTO 208-212 
WTOR 213-216 
XCTL 217-220 
master console action routine code 209,214 
master console information routing code 209,214 
MCS 

with DOM 114 
messages 
action 

with WTO 75-76 

with WTOR 75-76 
deletion 77 
routing 75 
to log 77 
to operator 

with DOM 77 

with reply 75-76 

with WTL 76 

with WTO 75-76 

with WTOR 75-76 
to programmer 

with DOM 77 

with WTL 76 

with WTO 76 



with WTOR 76 

MF parameter 

ATTACH macro instruction 98 
CALL macro instruction 101,102 
DEQ macro instruction 109, 1 10 
ENQ macro instruction 122,123 
ESTAE macro instruction 129,130 
FREEMAIN macro instruction 142,143 
GETMAIN macro instruction 148,149 
LINK macro instruction 156 
PGRLSE macro instruction 166,167 
SNAP macro instruction 187,189 
SPIE macro instruction 192,193 
WTL macro instruction 206,207 
WTO macro instruction 211,212 
WTOR macro instruction 215,216 
XCTL macro instruction 220 

MIC parameter 

TIME macro instruction 199 
TTIMER macro instruction 201 

MICVL parameter 197 

miscellaneous services 67-77 

module 

reenterable 60 
serially reusable 26 

MSG parameter 1 14 

MSGLIST parameter 141 

multiple-line WTO message 75 



nonreenterable load modules 62 



old program status word (OPSW) 45 
operator communication 

via DOM 77 

with timing services 67-68 

via WTL 77 

via WTOR 75-76 
operator request descriptor code 210 
originating task 11,91 
out-of-line message descriptor code 210 
OV parameter 126 
overlay segment 

with CALL 99 

with SEGLD 178 

with SEGWT 179 



page frame 63 

pi^e out virtual storage areas from real storage (PGOUT) 

162-164 
page-ahead function 64 
parallel execution 15 
PARAM parameter 

ATTACH macro instruction 92 

ESTAE macro instruction 126 

LINK macro instruction 154 

XCTL macro instruction 220 
PARM field 5-6 

pass control to a control section (CALL) 99-102 
pass control to a program in another load module 

LINK 153-156 



8-9 
9 



XCTL 217-221 
passing control 

called program 

calling program 

conventions 8-9 

in a dynamic structure 

in a simple structure 
PDATA parameter 185 
PGLOAD macro instruction 

and PGOUT 162 



22-31 
16-22 



159-161 
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list form 161 

standard form 1S9-160 

use of 64 
PGOUT macro instruction 162-164 

list form 164 

standard form 162-163 

use of 64 
PGRLSE macro instruction 165-167 

execute form 167 

list form 166 

standard form 165 

use of 63-64 
planned overlay structure 15 
POINT instruction 60 
POST macro instruction 168-169 

use of 35 
priority 

address space 11,12 

assigning 12 

changing 12 

dispatching 11-12 

limit 11-12 

subtask 12 

task 12 
private library 23 

program interruption control area (PICA) 43'44 
program interruption element (PIE) 44-45 
program interruptions 

with SPIE 43 
program management 15-33 
program information routing code 209,214 
program message 

with WTO 76 

with WTOR 76 
provide time and daU (TIME) 199-2(X) 
PURGE parameter 

ATTACH macro instruction 94 

ESTAE macro instruction 126 



R parameter 

FREEMAIN macro instruction 140 

GETM AIN macro instruction 146 

PGLOAD macro instruction 159 

PGOUT macro instruction 162 
RACF 41 
RACHECK macro instruction 

execute form 174 

list form 173 

standard form 170-172 

use of 41 
RACSTAT macro instruction 174.1 

execute form 174.3 

list form 174.2 

standard form 174.3 
RC parameter 

FREEMAIN macro instruction 140 

GETMAIN macro instruction 146 

RETURN macro instruction 175 

SETRP macro instruction 181 
REAL parameter 196 
real storage management 63-65 
real storage manager 63 
reenterable 

load modules 60 

macro instructions 60 
register (0) 

meaning 83 
register update block (RUB) 

with SETRP 181-182 
registers 

base 7 



calling program 6 

general 5 

linkage 5-6 

parameter 5 

restoring 8 

saving 6-7 
REGS parameter 181 
RELATED parameter 

ATTACH macro instruction 95 

CHAP macro instruction 103 

DELETE macro instruction 105 

DEQ macro instruction 107 

DETACH macro instruction 112 

ENQ macro instruction 1 19 

ESTAE macro iiwtruction 127 

FREEMAIN macro instruction 141 

GETMAIN macro instruction 147 

LOAD macro instruction 158 

POST macro instruction 168 

STATUS macro instruction 195 

WAIT macro instruction 203 
release a serially reusable resource (DEQ) 107-1 1 1 
RELEASE parameter 159 

release virtual storage contents (PGRLSE) 165-167 
relinquish control of a load module (DELETE) 105-106 
REPLY parameter 1 14 
request control of a serially reusable resource (ENQ) 

117-124 
resource control 35-41 
resources 

access autority of 

getting control of 

naming 36 

serially reusable 

use of 35-41 
responsibility count 

with LINK 27 

with LOAD 27 

with XCTL 27 
RET parameter 

DEQ macro instruction 

ENQ macro instruction 
RETADDR parameter 181 
RETREGS parameter 181 
retry routines, ESTAE/ESTAI 
return codes 

ATTACH macro instruction 95 

DELETE macro instruction 106 

DEQ macro instruction 108-109 

ENQ macro instruction 120^121 

ESTAE macro instruction 128 

FRACHECK macro instruction 138.3 

FREEMAIN macro instruction 141 

GETMAIN macro instruction 147 

IDENTIFY macro instruction 152 

PGLOAD macro instruction 160 

PGOUT macro instruction 163 

PGRLSE macro instruction 165 

RACHECK macro instruction 172 

RACSTAT macro instruction 174.1 

SNAP macro instruction 186 

WTO macro instruction 210 
return control (RETURN) 
RETURN macro instruction 

use of 20-22 
ROUTCDE parameter 

WTO macro instruction 

WTOR macro instruction 
routing codes 209,75 
RU parameter 

FREEMAIN macro instruction 

GETMAIN macro instruction 



41 
36-37 

35-41 

62 



107 
119 



50-51 



175 
175 



209 

213 



140 
146 



Index 227 



RUB (register update block) 181-182 
RUB parameter 181 
RX-type address 
meaning 83 



S parameter 

CHAP macro instruction 103 

ENQ macro instruction 118 
save area 

chaining 8 

providing 7 
SAVE macro instruction 176-177 

use of 6-9,33 
save register contents (SAVE) 176-177 
SD ATA parameter 185 
SDWA (system diagnostic work area) 49-31 
SEGLD macro instruction 178 
SEGWT macro instruction 179 
serial execution IS 
serially reusable module 26 
serially reusable resource 3S-41 
services 3-77 

set interval timer (STIMER) 196-198 
set return parameters (SETRP) 180-182 
SETRP macro instruction 180-182 

use of 49 
SF parameter 

ATTACH macro instruction 95,98 

LINK macro instruction 155,156 

XCTL macro instruction 219,221 
shared requests 37 
shared subpools 58-59 
SHSPL parameter 94 
SHSPV parameter 94 
signal event completion (POST) 168-169 
simple structure IS 
sin^e-line WTO message 75 
SNAP dump 5^S3 
SNAP macro instruction 183-189 

execute form 188-189 

list form 187 

standard form 1 84- 1 86 

use of 52-53 
SP parameter 

FREEMAIN macro instruction 141 

GETMAIN macro instruction 146 
specify program interruption exit (SPIE) 190-193 
SPIE macro instruction 190-193 

withDXR 116 

execute form 193 

list form 192 

standard form 190-191 

use of 43-45 
STAE macro instruction 

and ESTAE 125 
STAE parameter 112 
STAI parameter 94 
standard dump format 52-53,184 
START parameter 194 
STATUS macro instruction 194-195 
STCK parameter 199 
step library 23 
STEP parameter 

ABEND macro instruction 90 

DEQ macro instruction 107 

ENQ macro instruction 1 19 
STIMER macro instruction 196-198 

with TTIMER 201 

use of 67-68 
STM instruction 6 
STOP parameter 194 



STORAGE parameter 185 
STRHDR parameter 186 
structure 

dynamic 15 

planned overlay 15 

simple IS 
subpool handling 57-60 
subtask 1 1 

creating with ATTACH 91 

deleting with DETACH 1 12 

priority 1 1 
subtask creation and control 1 1-14 
symbol 

meaning 82 
SYNCH parameter 194 
system diagnostic work area (SDWA) 49-51 

with ESTAE 49-50 

with SETRP 51 
system error/maintenance routing code 209,214 
system failure descriptor 210 
system log 77 

with WTL 77 

with WTOR 76 
SYSTEM parameter 

ABEND macro instruction 90 

DEQ macro instruction 107 

ENQ macro instruction 119 
system security routing code 209,214 
system status descriptor code 210 
SYSTEMS parameter 

DEQ macro instruction 107 

ENQ macro instruction 119 
SZERO parameter 94 



T parameter 

RETURN macro instruction 175 

SAVE macro instruction 176 
tape library routing code 209,214 
tape pool routing code 209,214 
task It 

creating 1 1 

levels of 13 

library 23 

originating 1 1 

priority 1 1 

subtask 1 1 

synchronization 35-41 
task ownership of subpool 58-59 
TASK parameter 196 
TASKLIB parameter 94 
TCB parameter 

SNAP macro instruction 184,189 

STATUS macro instruction 194 
teleprocessing control routing code 209,214 
TERM parameter 

ATTACH macro instruction 95 

ESTAE macro instruction 127 
termination, abnormal 46-48 
test interval timer (TTIMER) 201 
TIME macro instruction 199-200 

use of 67 
time-of-day 67 
time-of-day (TOD) clock 67 
timer 

get time and datae 199-200 

set timer 196 

test timer 201 
TOD parameter 197 
transferring subpool ownership 59 
TTIMER macro instructions 201 

use of 67-68 
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TU parameter 

TIME macro instruction 199 
TTIMER macro instruction 201 
TUINTVL parameter 197 



unit record pool routing code 
USER parameter 90 



209.214 



V parameter 140 

V-type address constant 18 

VC parameter 

FREEMAIN macro instruction 139-140 

GETMAIN macro instruction 145 
virtual storage SS 

allocation 145-1 SO 

loading areas of 159-161 

management of 55-62 

release 165-167 

requests for 

explicit 55-60 

implicit 60-62 
virtual storage management 55-62 
virtual subarea list 64-65 
VL parameter 

ATTACH macro instruction 93 

CALL macro instruction 99 

LINK macro instruction 154 

XCTL macro instruction 220 
VU parameter 

FREEMAIN nuu;ro instruction 1 39- 1 40 

GETMAIN macro instruction 145 



wait condition 

fromENQ 117 

from STIMER 1% 

from WAIT 202 
wait for one or more events 

WAIT 202-203 

WAITR 204 
WAIT macro instruction 202-203 

and POST 168 

use of 35 



WAIT parameter 196 
WAITR macro instruction 204 
WKAREA parameter 181 
WRITE TO LOG (WTL) 205-207 
write to operator 

with DOM 114-115 

with WTL 205-207 

with WTO 208-212 

with WTOR 213-216 
write to operator (WTO) 208-212 
write to operator with reply (WTOR) 
write to progranuner 

with WTO 208-212 

with WTOR 213-216 
WTL macro instruction 205-207 

execute form 207 

list form 206 

standard form 205 

use of 77 
WTO macro instruction 208-212 

with DOM 114 

execute form 212 

list form ' 211 

standard form 208-210 

use of 75-77 
WTOR' macro instruction 213-216 

with DOM 114 

execute form 216 

list form 215 

standard form 213-214 

use of 75-77 



XCTL macro instruction 217-220 

execute form 220 

with IDENTIFY 151 

list form 219 

responsibility count with 31 

standard form 217-218 

use of 31-32 
XCTL parameter 126 



213-216 



ZONE parameter 200 
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This manual is part of a library that serves as a reference source for systems analysts, programmers, 
and operators of IBM systems. This form may be used to communicate your views about this 
publication. They will be sent to the author's department for whatever review and action, if any, 
is deemed appropriate. 

IBM shall have the nonexclusive right, in its discretion, to use and distribute all submitted 
information, in any form, for any and all purposes, without obligation of any kind to the sub- 
mitter. Your interest is appreciated. 

Note: Copies of IBM publicaiions are not stocked at the location to which this form Is addressed. 
Please direct any requests for copies of publications, or for assistance In using your IBM system, 
to your IBM representative or to the IBM branch office serving your locality. 
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